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PART 70 OPERATING PERMIT
OFFICE OF AIR QUALITY

South Bend AbsorbTech, L.L.C.
3900 W. William Richardson Drive

South Bend, Indiana 46628

(herein known as the Permittee) is hereby authorized to operate subject to the conditions contained herein, the
source described in Section A (Source Summary) of this permit.  

This permit is issued in accordance with 326 IAC 2 and 40 CFR Part 70 Appendix A and contains the conditions
and provisions specified in 326 IAC 2-7 as required by 42 U.S.C. 7401, et. seq. (Clean Air Act as amended by the
1990 Clean Air Act Amendments), 40 CFR Part 70.6, IC 13-15 and IC 13-17.

Operation Permit No.: T141-14656-00116

Issued by: 
Janet G. McCabe, Assistant Commissioner
Office of Air Quality

Issuance Date:

Expiration Date:
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SECTION A  SOURCE SUMMARY

This permit is based on information requested by the Indiana Department of Environmental Management
(IDEM), Office of Air Quality (OAQ).  The information describing the source contained in conditions A.1
through A.3 is descriptive information and does not constitute enforceable conditions.  However, the
Permittee should be aware that a physical change or a change in the method of operation that may render
this descriptive information obsolete or inaccurate may trigger requirements for the Permittee to obtain
additional permits or seek modification of this permit pursuant to 326 IAC 2, or change other applicable
requirements presented in the permit application.

A.1 General Information  [326 IAC 2-7-4(c)] [326 IAC 2-7-5(15)] [326 IAC 2-7-1(22)]
The Permittee owns and operates a stationary petroleum dry cleaning plant.

Responsible Official:  Jodi Drew
Source Address: 3900 W. William Richardson Drive, South Bend, Indiana

46628
Mailing Address: 2700 S. 160th Street, New Berlin, Wisconsin, 53161-3600
General Source Phone Number: (262)782-1950
SIC Code: 7216
County Location: St. Joseph
Source Location Status: Attainment for all criteria pollutants 
Source Status: Part 70 Permit Program

Minor Source, under PSD Rules;
Minor Source, under Section 112 of Clean Air Act

A.2 Emission Units and Pollution Control Equipment Summary  [326 IAC 2-7-4(c)(3)]
[326 IAC 2-7-5(15)]
This stationary source consists of the following emission units and pollution control devices:

One (1) petroleum dry cleaning process, constructed in 1996, with a maximum solvent usage of
75,000 gallons per year, consisting of the following units:

(a) Nine (9) hot air driers, each with a maximum capacity of 100 pounds per load;

(b) One (1) recovery tank, identified as T01, with a maximum capacity of five hundred (500)
gallons of stoddard solvent, and an annual throughput of 3,877,600 gallons;

(c) One (1) process tank, identified as T02, with a maximum capacity of two thousand seventy
(2,070) gallons of oil, and an annual throughput of 175,000 gallons;

(d) One (1) waste oil tank, identified as T03, with a maximum capacity of 7,260 gallons of oil,
and an annual throughput of 150,000 gallons;

(e) One (1) clean tank, identified as T04, with a maximum capacity of 7,260 gallons of
stoddard solvent, and an annual throughput of 3,917,000 gallons;

(f) One (1) transfer tank, identified as T05, with a maximum capacity of 5,165 gallons of
stoddard solvent, and an annual throughput of 3,891,000 gallons;

(g) One (1) dump tank, identified as T06, with a maximum capacity of 5,165 gallons of
stoddard solvent, and an annual throughput of 3,891,000 gallons;

(h) One (1) separator tank, identified as T07, with a maximum capacity of 1,500 gallons of
stoddard solvent, and an annual throughput of 3,891,000 gallons;

(i) Three (3) chillers, each with a maximum capacity of twenty (20) tons;
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(j) Two (2) primary stills, identified as Still-01 and Still-02, each with a maximum capacity of
five hundred (500) gallons per hour;

(k) One (1) secondary still, identified as Secondary Still - 01, with maximum capacity of one
hundred fifty (150) gallons per batch; and

(l) Three (3) washers, identified as W-01, W-02, and W-03, each with a maximum capacity of
500 pounds.

A.3 Specifically Regulated Insignificant Activities  [326 IAC 2-7-1(21)] [326 IAC 2-7-4(c)]
[326 IAC 2-7-5(15)
This stationary source also includes the following insignificant activities which are specifically
regulated, as defined in 326 IAC 2-7-1(21):

(a) Emission units with PM and PM10 emissions less than five (5) tons per year, SO2, NOx,
and VOC emissions less than ten (10) tons per year, CO emissions less than twenty-five
(25) tons per year, lead emissions less than two-tenths (0.2) tons per year, single HAP
emissions less than one (1) ton per year, and combination of HAPs emissions less than
two and a half (2.5) tons per year:

(1) One (1) welding and flame cutting station used for maintenance purposes [326 IAC
6-3-2(c)].

(b) Paved roads and parking areas [326 IAC 6-4] [326 IAC 6-5]; and

(c) Natural gas fired combustion sources with heat input equal to or less than ten million
(10,000,000) British thermal units per hour:

(1) Two (2) natural gas-fired boilers, identified as B-01 and B-02, both constructed in
1996, each with a maximum capacity of 4.1 million British thermal units per hour
[326 IAC 6-2-4].

A.4 Part 70 Permit Applicability  [326 IAC 2-7-2]
This stationary source is required to have a Part 70 permit by 326 IAC 2-7-2 (Applicability)
because: 

(a) It is a major source, as defined in 326 IAC 2-7-1(22);

(b) It is a source in a source category designated by the United States Environmental
Protection Agency (U.S. EPA) under 40 CFR 70.3 (Part 70 - Applicability).
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SECTION B GENERAL CONDITIONS

B.1 Definitions  [326 IAC 2-7-1]
Terms in this permit shall have the definition assigned to such terms in the referenced regulation. 
In the absence of definitions in the referenced regulation, the applicable definitions found in the
statutes or regulations (IC 13-11, 326 IAC 1-2 and 326 IAC 2-7) shall prevail. 

B.2 Permit Term  [326 IAC 2-7-5(2)] [326 IAC 2-1.1-9.5]
This permit is issued for a fixed term of five (5) years from the original date, as determined in
accordance with IC 4-21.5-3-5(f) and IC 13-15-5-3.  Subsequent revisions, modifications, or
amendments of this permit do not affect the expiration date.

B.3 Enforceability  [326 IAC 2-7-7]
Unless otherwise stated, all terms and conditions in this permit, including any provisions designed
to limit the source's potential to emit, are enforceable by IDEM, the United States Environmental
Protection Agency (U.S. EPA) and by citizens in accordance with the Clean Air Act. 

B.4 Termination of Right to Operate  [326 IAC 2-7-10] [326 IAC 2-7-4(a)]
The Permittee's right to operate this source terminates with the expiration of this permit unless a
timely and complete renewal application is submitted at least nine (9) months prior to the date of
expiration of the source’s existing permit, consistent with 326 IAC 2-7-3 and 326 IAC 2-7-4(a).

B.5 Severability  [326 IAC 2-7-5(5)]
The provisions of this permit are severable; a determination that any portion of this permit is invalid
shall not affect the validity of the remainder of the permit.

B.6 Property Rights or Exclusive Privilege  [326 IAC 2-7-5(6)(D)]
This permit does not convey any property rights of any sort or any exclusive privilege.

B.7 Duty to Supplement and Provide Information  [326 IAC 2-7-4(b)] [326 IAC 2-7-5(6)(E)] [326 IAC 
2-7-6(6)]
(a) The Permittee, upon becoming aware that any relevant facts were omitted or incorrect

information was submitted in the permit application, shall promptly submit such
supplementary facts or corrected information to:

Indiana Department of Environmental Management
Permits Branch, Office of Air Quality
100 North Senate Avenue, P. O. Box 6015
Indianapolis, Indiana 46206-6015

The submittal by the Permittee does require the certification by the “responsible official” as
defined by 326 IAC 2-7-1(34).

(b) The Permittee shall furnish to IDEM, OAQ, within a reasonable time, any information that
IDEM, OAQ, may request in writing to determine whether cause exists for modifying,
revoking and reissuing, or terminating this permit, or to determine compliance with this
permit.  The submittal by the Permittee does require the certification by the “responsible
official” as defined by 326 IAC 2-7-1(34).  Upon request, the Permittee shall also furnish to
IDEM, OAQ, copies of records required to be kept by this permit or, for information claimed
to be confidential, the Permittee may furnish such records directly to the U. S. EPA along
with a claim of confidentiality. [326 IAC 2-7-5(6)(E)] 

(c) The Permittee may include a claim of confidentiality in accordance with 326 IAC 17.1. 
When furnishing copies of requested records directly to U. S. EPA, the Permittee may
assert a claim of confidentiality in accordance with 40 CFR 2, Subpart B.
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B.8 Compliance with Permit Conditions  [326 IAC 2-7-5(6)(A)] [326 IAC 2-7-5(6)(B)]
(a) The Permittee must comply with all conditions of this permit.  Noncompliance with any

provisions of this permit is grounds for:

(1) Enforcement action; 

(2) Permit termination, revocation and reissuance, or modification; or 

(3) Denial of a permit renewal application.  

(b) Noncompliance with any provision of this permit, except any provision specifically
designated as not federally enforceable, constitutes a violation of the Clean Air Act.

(c) It shall not be a defense for the Permittee in an enforcement action that it would have been
necessary to halt or reduce the permitted activity in order to maintain compliance with the
conditions of this permit.

(d) An emergency does constitute an affirmative defense in an enforcement action provided the
Permittee complies with the applicable requirements set forth in Section B, Emergency
Provisions.

B.9 Certification  [326 IAC 2-7-4(f)] [326 IAC 2-7-6(1)] [326 IAC 2-7-5(3)(C)]
(a) Where specifically designated by this permit or required by an applicable requirement, any

application form, report, or compliance certification submitted shall contain certification by
a responsible official of truth, accuracy, and completeness. This certification shall state
that, based on information and belief formed after reasonable inquiry, the statements and
information in the document are true, accurate, and complete.  

(b) One (1) certification shall be included, using the attached Certification Form, with each
submittal requiring certification.

(c) A responsible official is defined at 326 IAC 2-7-1(34).

B.10 Annual Compliance Certification  [326 IAC 2-7-6(5)]
(a) The Permittee shall annually submit a compliance certification report which addresses the

status of the source’s compliance with the terms and conditions contained in this permit,
including emission limitations, standards, or work practices.  The initial certification shall
cover the time period from the date of final permit issuance through December 31 of the
same year.  All subsequent certifications shall cover the time period from January 1 to
December 31 of the previous year, and shall be submitted in letter form no later than April
15 of each year to:

Indiana Department of Environmental Management
Compliance Branch, Office of Air Quality
100 North Senate Avenue, P. O. Box 6015
Indianapolis, Indiana 46206-6015

and

United States Environmental Protection Agency, Region V
Air and Radiation Division, Air Enforcement Branch - Indiana (AE-17J)
77 West Jackson Boulevard
Chicago, Illinois 60604-3590
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(b) The annual compliance certification report required by this permit shall be considered
timely if the date postmarked on the envelope or certified mail receipt, or affixed by the
shipper on the private shipping receipt, is on or before the date it is due.  If the document is
submitted by any other means, it shall be considered timely if received by IDEM, OAQ, on
or before the date it is due.

(c) The annual compliance certification report shall include the following:

(1) The appropriate identification of each term or condition of this permit that is the
basis of the certification;

(2) The compliance status;

(3) Whether compliance was continuous or intermittent;

(4) The methods used for determining the compliance status of the source, currently
and over the reporting period consistent with 326 IAC 2-7-5(3); and

(5) Such other facts, as specified in Sections D of this permit, as IDEM, OAQ, may
require to determine the compliance status of the source.

The submittal by the Permittee does require the certification by the “responsible official” as
defined by 326 IAC 2-7-1(34).

B.11 Preventive Maintenance Plan  [326 IAC 2-7-5(1),(3) and (13)] [326 IAC 2-7-6(1) and (6)] 
[326 IAC 1-6-3] 
(a) If required by specific condition(s) in Section D of this permit, the Permittee shall prepare

and maintain Preventive Maintenance Plans (PMPs) within ninety (90) days after issuance
of this permit, including the following information on each facility:

(1) Identification of the individual(s) responsible for inspecting, maintaining, and
repairing emission control devices;

(2) A description of the items or conditions that will be inspected and the inspection
schedule for said items or conditions; and

(3) Identification and quantification of the replacement parts that will be maintained in
inventory for quick replacement.

If, due to circumstances beyond the Permittee’s control, the PMPs cannot be prepared
and maintained within the above time frame, the Permittee may extend the date an
additional ninety (90) days provided the Permittee notifies:

Indiana Department of Environmental Management
Compliance Branch, Office of Air Quality
100 North Senate Avenue, P. O. Box 6015
Indianapolis, Indiana 46206-6015

The PMP and the PMP extension notification do not require the certification by the
“responsible official” as defined by 326 IAC 2-7-1(34).

(b) The Permittee shall implement the PMPs as necessary to ensure that failure to implement
a PMP does not cause or contribute to a violation of any limitation on emissions or
potential to emit.
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(c) A copy of the PMPs shall be submitted to IDEM, OAQ, upon request and within a
reasonable time, and shall be subject to review and approval by IDEM, OAQ.  IDEM, OAQ,
may require the Permittee to revise its PMPs whenever lack of proper maintenance causes
or contributes to any violation.  The PMP does not require the certification by the
“responsible official” as defined by 326 IAC 2-7-1(34).

(d) Records of preventive maintenance shall be retained for a period of at least five (5) years. 
These records shall be kept at the source location for a minimum of three (3) years.  The
records may be stored elsewhere for the remaining two (2) years as long as they are
available upon request.  If the Commissioner makes a request for records to the Permittee,
the Permittee shall furnish the records to the Commissioner within a reasonable time.

B.12 Emergency Provisions  [326 IAC 2-7-16]
(a) An emergency, as defined in 326 IAC 2-7-1(12), is not an affirmative defense for an action

brought for noncompliance with a federal or state health-based emission limitation.

(b) An emergency, as defined in 326 IAC 2-7-1(12), constitutes an affirmative defense to an
action brought for noncompliance with a technology-based emission limitation if the
affirmative defense of an emergency is demonstrated through properly signed,
contemporaneous operating logs or other relevant evidence that describe the following:

(1) An emergency occurred and the Permittee can, to the extent possible, identify the
causes of the emergency;

(2) The permitted facility was at the time being properly operated;

(3) During the period of an emergency, the Permittee took all reasonable steps to
minimize levels of emissions that exceeded the emission standards or other
requirements in this permit;

(4) For each emergency lasting one (1) hour or more, the Permittee notified IDEM,
OAQ and the Northern Regional Office, within four (4) daytime business hours after
the beginning of the emergency, or after the emergency was discovered or
reasonably should have been discovered; 

Telephone Number: 1-800-451-6027 (ask for Office of Air Quality, 
Compliance Section), or
Telephone Number: 317-233-5674 (ask for Compliance Section)
Facsimile Number: 317-233-5967
Northern Regional Office Telephone Number: 1-800-753-5519 or 219-245-4870
Northern Regional Office Facsimile Number: 219-245-4877

(5) For each emergency lasting one (1) hour or more, the Permittee submitted the
attached Emergency Occurrence Report Form or its equivalent, either by mail or
facsimile to:

Indiana Department of Environmental Management
Compliance Branch, Office of Air Quality
100 North Senate Avenue, P. O. Box 6015
Indianapolis, Indiana 46206-6015

within two (2) working days of the time when emission limitations were exceeded
due to the emergency.

The notice fulfills the requirement of 326 IAC 2-7-5(3)(C)(ii) and must contain the
following:
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(A) A description of the emergency;

(B) Any steps taken to mitigate the emissions; and
(C) Corrective actions taken.

The notification which shall be submitted by the Permittee does not require the
certification by the “responsible official” as defined by 326 IAC 2-7-1(34).

(6) The Permittee immediately took all reasonable steps to correct the emergency.

(c) In any enforcement proceeding, the Permittee seeking to establish the occurrence of an
emergency has the burden of proof.

(d) This emergency provision supersedes 326 IAC 1-6 (Malfunctions).  This permit condition is
in addition to any emergency or upset provision contained in any applicable requirement.

(e) IDEM, OAQ, may require that the Preventive Maintenance Plans required under 326 IAC 2-
7-4-(c)(10) be revised in response to an emergency.

(f) Failure to notify IDEM, OAQ, by telephone or facsimile of an emergency lasting more than
one (1) hour in accordance  with (b)(4) and (5) of this condition shall constitute a violation of
326 IAC 2-7 and any other applicable rules.

(g) If the emergency situation causes a deviation from a technology-based limit, the Permittee
may continue to operate the affected emitting facilities during the emergency provided the
Permittee immediately takes all reasonable steps to correct the emergency and minimize
emissions.

B.13 Permit Shield  [326 IAC 2-7-15] [326 IAC 2-7-20] [326 IAC 2-7-12]
(a) Pursuant to 326 IAC 2-7-15, the Permittee has been granted a permit shield.  The permit

shield provides that compliance with the conditions of this permit shall be deemed in
compliance with any applicable requirements as of the date of permit issuance, provided
that either the applicable requirements are included and specifically identified in this permit
or the permit contains an explicit determination or concise summary of a determination
that other specifically identified requirements are not applicable.  The Indiana statutes from
IC 13 and rules from 326 IAC, referenced in conditions in this permit, are those applicable
at the time the permit was issued.  The issuance or possession of this permit shall not
alone constitute a defense against an alleged violation of any law, regulation or standard,
except for the requirement to obtain a Part 70 permit under 326 IAC 2-7 or for applicable
requirements for which a permit shield has been granted.

This permit shield does not extend to applicable requirements which are promulgated after
the date of issuance of this permit unless this permit has been modified to reflect such new
requirements.

(b) If, after issuance of this permit, it is determined that the permit is in nonconformance with
an applicable requirement that applied to the source on the date of permit issuance, IDEM,
OAQ, shall immediately take steps to reopen and revise this permit and issue a
compliance order to the Permittee to ensure expeditious compliance with the applicable
requirement until the permit is reissued.  The permit shield shall continue in effect so long
as the Permittee is in compliance with the compliance order.

(c) No permit shield shall apply to any permit term or condition that is determined after
issuance of this permit to have been based on erroneous information supplied in the permit
application.  Erroneous information means information that the Permittee knew to be false,
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or in the exercise of reasonable care should have been known to be false, at the time the
information was submitted.

(d) Nothing in 326 IAC 2-7-15 or in this permit shall alter or affect the following:

(1) The provisions of Section 303 of the Clean Air Act (emergency orders), including
the authority of the U.S. EPA under Section 303 of the Clean Air Act;

(2) The liability of the Permittee for any violation of applicable requirements prior to or
at the time of this permit's issuance;

(3) The applicable requirements of the acid rain program, consistent with Section
408(a) of the Clean Air Act; and

(4) The ability of U.S. EPA to obtain information from the Permittee under Section 114
of the Clean Air Act.

(e) This permit shield is not applicable to any change made under 326 IAC 2-7-20(b)(2)
(Sections 502(b)(10) of the Clean Air Act changes) and 326 IAC 2-7-20(c)(2) (trading based
on State Implementation Plan (SIP) provisions).

(f) This permit shield is not applicable to modifications eligible for group processing until after
IDEM, OAQ, has issued the modifications.  [326 IAC 2-7-12(c)(7)]

(g) This permit shield is not applicable to minor Part 70 permit modifications until after IDEM,
OAQ, has issued the modification. [326 IAC 2-7-12(b)(7)]

B.14 Prior Permits Superseded [326 IAC 2-1.1-9.5]
(a) All terms and conditions of previous permits issued pursuant to permitting programs

approved into the state implementation plan have been either

(1) Incorporated as originally stated,

(2) revised, or

(3) deleted

by this permit.

(b) All previous registrations and permits are superseded by this permit.

B.15 Deviations from Permit Requirements and Conditions  [326 IAC 2-7-5(3)(C)(ii)]
(a) Deviations from any permit requirements (for emergencies see Section B - Emergency

Provisions), the probable cause of such deviations, and any response steps or preventive
measures taken shall be reported to:

Indiana Department of Environmental Management
Compliance Data Section, Office of Air Quality
100 North Senate Avenue, P.O. Box 6015
Indianapolis, Indiana 46206-6015

using the attached  Quarterly Deviation and Compliance Monitoring Report, or its
equivalent.  A deviation required to be reported pursuant to an applicable requirement that
exists independent of this permit shall be reported according to the schedule stated in the
applicable requirement and do not need to be included in this report.
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The Quarterly Deviation and Compliance Monitoring Report does require the certification by
the “responsible official” as defined by 326 IAC 2-7-1(34).

  
(b) A deviation is an exceedance of a permit limitation or a failure to comply with a requirement

of the permit.

(c) Emergencies shall be included in the Quarterly Deviation and Compliance Monitoring
Report.

B.16 Permit Modification, Reopening, Revocation and Reissuance, or Termination 
 [326 IAC 2-7-5(6)(C)] [326 IAC 2-7-8(a)] [326 IAC 2-7-9]
(a) This permit may be modified, reopened, revoked and reissued, or terminated for cause. 

The filing of a request by the Permittee for a Part 70 permit modification, revocation and
reissuance, or termination, or of a notification of planned changes or anticipated
noncompliance does not stay any condition of this permit. [326 IAC 2-7-5(6)(C)]  The
notification by the Permittee does require the certification by the “responsible official” as
defined by 326 IAC 2-7-1(34).

(b) This permit shall be reopened and revised under any of the circumstances listed in IC 13-
15-7-2 or if IDEM, OAQ, determines any of the following:

(1) That this permit contains a material mistake.

(2) That inaccurate statements were made in establishing the emissions standards or
other terms or conditions.

(3) That this permit must be revised or revoked to assure compliance with an
applicable requirement. [326 IAC 2-7-9(a)(3)]

(c) Proceedings by IDEM, OAQ, to reopen and revise this permit shall follow the same
procedures as apply to initial permit issuance and shall affect only those parts of this
permit for which cause to reopen exists.  Such reopening and revision shall be made as
expeditiously as practicable. [326 IAC 2-7-9(b)]

(d) The reopening and revision of this permit, under 326 IAC 2-7-9(a), shall not be initiated
before notice of such intent is provided to the Permittee by IDEM, OAQ, at least thirty (30)
days in advance of the date this permit is to be reopened, except that IDEM, OAQ, may
provide a shorter time period in the case of an emergency. [326 IAC 2-7-9(c)] 

B.17 Permit Renewal  [326 IAC 2-7-4]
(a) The application for renewal shall be submitted using the application form or forms

prescribed by IDEM, OAQ, and shall include the information specified in 326 IAC 2-7-4. 
Such information shall be included in the application for each emission unit at this source,
except those emission units included on the trivial or insignificant activities list contained in
326 IAC 2-7-1(21) and 326 IAC 2-7-1(40).  The renewal application does require the
certification by the “responsible official” as defined by 326 IAC 2-7-1(34).

Request for renewal shall be submitted to:

Indiana Department of Environmental Management
Permits Branch, Office of Air Quality
100 North Senate Avenue, P.O. Box 6015 

 Indianapolis, Indiana 46206-6015
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(b) Timely Submittal of Permit Renewal  [326 IAC 2-7-4(a)(1)(D)]

(1) A timely renewal application is one that is:

(A) Submitted at least nine (9) months prior to the date of the expiration of this
permit; and

(B) If the date postmarked on the envelope or certified mail receipt, or affixed
by the shipper on the private shipping receipt, is on or before the date it is
due.  If the document is submitted by any other means, it shall be
considered timely if received by IDEM, OAQ, on or before the date it is
due.

(2) If IDEM, OAQ, upon receiving a timely and complete permit application, fails to
issue or deny the permit renewal prior to the expiration date of this permit, this
existing permit shall not expire and all terms and conditions shall continue in
effect, including any permit shield provided in 326 IAC 2-7-15, until the renewal
permit has been issued or denied.  

(c) Right to Operate After Application for Renewal    [326 IAC 2-7-3]  
If the Permittee submits a timely and complete application for renewal of this permit, the
source’s failure to have a permit is not a violation of 326 IAC 2-7 until IDEM, OAQ, takes
final action on the renewal application, except that this protection shall cease to apply if,
subsequent to the completeness determination, the Permittee fails to submit by the
deadline specified in writing by IDEM, OAQ,any additional information identified as being
needed to process the application.  

(d) United States Environmental Protection Agency Authority    [326 IAC 2-7-8(e)]   
If IDEM, OAQ, fails to act in a timely way on a Part 70 permit renewal, the U.S. EPA may
invoke its authority under Section 505(e) of the Clean Air Act to terminate or revoke and
reissue a Part 70 permit.

B.18 Permit Amendment or Modification  [326 IAC 2-7-11] [326 IAC 2-7-12]
(a) Permit amendments and modifications are governed by the requirements of 326 IAC 2-7-11

or 326 IAC 2-7-12 whenever the Permittee seeks to amend or modify this permit. 

(b) Any application requesting an amendment or modification of this permit shall be submitted
to:

Indiana Department of Environmental Management
Permits Branch, Office of Air Quality
100 North Senate Avenue, P.O. Box 6015 
Indianapolis, Indiana 46206-6015

Any such application shall be certified by the “responsible official” as defined by 
326 IAC 2-7-1(34).

(c) The Permittee may implement administrative amendment changes addressed in the
request for an administrative amendment immediately upon submittal of the request. [326
IAC 2-7-11(c)(3)]

B.19 Permit Revision Under Economic Incentives and Other Programs  [326 IAC 2-7-5(8)]
[326 IAC 2-7-12 (b)(2)]
(a) No Part 70 permit revision shall be required under any approved economic incentives,

marketable Part 70 permits, emissions trading, and other similar programs or processes
for changes that are provided for in a Part 70 permit.
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(b) Notwithstanding 326 IAC 2-7-12(b)(1) and 326 IAC 2-7-12(c)(1), minor Part 70 permit
modification procedures may be used for Part 70 modifications involving the use of
economic incentives, marketable Part 70 permits, emissions trading, and other similar
approaches to the extent that such minor Part 70 permit modification procedures are
explicitly provided for in the applicable State Implementation Plan (SIP) or in applicable
requirements promulgated or approved by the U.S. EPA.

B.20 Operational Flexibility  [326 IAC 2-7-20] [326 IAC 2-7-10.5]
(a) The Permittee may make any change or changes at the source that are described in 326

IAC 2-7-20(b), (c), or (e), without a prior permit revision, if each of the following conditions is
met:

(1) The changes are not modifications under any provision of Title I of the Clean Air
Act;

(2) Any preconstruction approval required by 326 IAC 2-7-10.5 has been obtained;

(3) The changes do not result in emissions which exceed the emissions allowable
under this permit (whether expressed herein as a rate of emissions or in terms of
total emissions);

(4) The Permittee notifies the:

Indiana Department of Environmental Management
Permits Branch, Office of Air Quality
100 North Senate Avenue, P. O. Box 6015
Indianapolis, Indiana 46206-6015

and 

United States Environmental Protection Agency, Region V
Air and Radiation Division, Regulation Development Branch - Indiana (AR-18J)
77 West Jackson Boulevard
Chicago, Illinois 60604-3590

in advance of the change by written notification at least ten (10) days in advance of
the proposed change.  The Permittee shall attach every such notice to the
Permittee's copy of this permit; and

(5) The Permittee maintains records on-site which document, on a rolling five (5) year
basis, all such changes and emissions trading that are subject to 326 IAC 2-7-
20(b), (c), or (e) and makes such records available, upon reasonable request, for
public review.  

Such records shall consist of all information required to be submitted to IDEM,
OAQ, in the notices specified in 326 IAC 2-7-20(b), (c)(1), and (e)(2).

(b) The Permittee may make Section 502(b)(10) of the Clean Air Act changes (this term is
defined at 326 IAC 2-7-1(36)) without a permit revision, subject to the constraint of 326 IAC
2-7-20(a).  For each such Section 502(b)(10) of the Clean Air Act change, the required
written notification shall include the following:

(1) A brief description of the change within the source;

(2) The date on which the change will occur;
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(3) Any change in emissions; and 

(4) Any permit term or condition that is no longer applicable as a result of the change.

The notification which shall be submitted is not considered an application form, report or
compliance certification.  Therefore, the notification by the Permittee does not require the
certification by the “responsible official” as defined by 326 IAC 2-7-1(34).

(c) Emission Trades [326 IAC 2-7-20(c)]
The Permittee may trade increases and decreases in emissions in the source, where the
applicable SIP provides for such emission trades without requiring a permit revision,
subject to the constraints of Section (a) of this condition and those in 326 IAC 2-7-20(c).  

(d) Alternative Operating Scenarios [326 IAC 2-7-20(d)]
The Permittee may make changes at the source within the range of alternative operating
scenarios that are described in the terms and conditions of this permit in accordance with
326 IAC 2-7-5(9).  No prior notification of IDEM, OAQ, or U.S. EPA is required.

B.21 Source Modification Requirement  [326 IAC 2-7-10.5]
A modification, construction, or reconstruction is governed by 326 IAC 2 and 326 IAC 2-7-10.5.

B.22 Inspection and Entry  [326 IAC 2-7-6] [IC 13-14-2-2]
Upon presentation of proper identification cards, credentials, and other documents as may be
required by law, and subject to the Permittee’s right under all applicable laws and regulations to
assert that the information collected by the agency is confidential and entitled to be treated as
such, the Permittee shall allow IDEM, OAQ, U.S. EPA, or an authorized representative to perform
the following:

(a) Enter upon the Permittee's premises where a Part 70 source is located, or
emissions related activity is conducted, or where records must be kept under the
conditions of this permit;

(b) Have access to and copy any records that must be kept under the conditions of this
permit;

(c) Inspect any facilities, equipment (including monitoring and air pollution control equipment),
practices, or operations regulated or required under this permit; 

(d) Sample or monitor substances or parameters for the purpose of assuring compliance with
this permit or applicable requirements; and

(e) Utilize any photographic, recording, testing, monitoring, or other equipment for the purpose
of assuring compliance with this permit or applicable requirements.

B.23 Transfer of Ownership or Operational Control  [326 IAC 2-7-11]
(a) The Permittee must comply with the requirements of 326 IAC 2-7-11 whenever the

Permittee seeks to change the ownership or operational control of the source and no other
change in the permit is necessary.

(b) Any application requesting a change in the ownership or operational control of the source
shall contain a written agreement containing a specific date for transfer of permit
responsibility, coverage and liability between the current and new Permittee.  The
application shall be submitted to:
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Indiana Department of Environmental Management
Permits Branch, Office of Air Quality
100 North Senate Avenue, P.O. Box 6015 
Indianapolis, Indiana 46206-6015

The application which shall be submitted by the Permittee does require the certification by
the "responsible official" as defined by 326 IAC 2-7-1(34).

(c) The Permittee may implement administrative amendment changes addressed in the
request for an administrative amendment immediately upon submittal of the request. [326
IAC 2-7-11(c)(3)]

B.24 Annual Fee Payment  [326 IAC 2-7-19] [326 IAC 2-7-5(7)]
(a) The Permittee shall pay annual fees to IDEM, OAQ, within thirty (30) calendar days of

receipt of a billing.  Pursuant to 326 IAC 2-7-19(b), if the Permittee does not receive a bill
from IDEM, OAQ, the applicable fee is due April 1 of each year.

(b) Except as provided in 326 IAC 2-7-19(e), failure to pay may result in administrative
enforcement action or revocation of this permit.

(c) The Permittee may call the following telephone numbers: 1-800-451-6027 or 317-233-0425
(ask for OAQ, Technical Support and Modeling Section), to determine the appropriate
permit fee. 
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SECTION C SOURCE OPERATION CONDITIONS

Entire Source

Emission Limitations and Standards  [326 IAC 2-7-5(1)]

C.1 Particulate Matter Emission Limitations For Processes with Process Weight Rates Less Than 
One Hundred (100) pounds per hour  [326 IAC 6-3-2(c)]
Pursuant to 326 IAC 6-3-2(c), the allowable particulate matter emissions rate from any process not
already regulated by 326 IAC 6-1 or any New Source Performance Standard, and which has a
maximum process weight rate less than 100 pounds per hour shall not exceed 0.551 pounds per
hour.

C.2 Opacity  [326 IAC 5-1]
Pursuant to 326 IAC 5-1-2 (Opacity Limitations), except as provided in 326 IAC 5-1-3 (Temporary
Alternative Opacity Limitations), opacity shall meet the following, unless otherwise stated in this
permit:

(a) Opacity shall not exceed an average of forty percent (40%) in any one (1) six (6) minute
averaging period as determined in 326 IAC 5-1-4. 

(b) Opacity shall not exceed sixty percent (60%) for more than a cumulative total of fifteen (15)
minutes (sixty (60) readings as measured according to 40 CFR 60, Appendix A, Method 9
or fifteen (15) one (1) minute nonoverlapping integrated averages for a continuous opacity
monitor) in a six (6) hour period.

C.3 Open Burning  [326 IAC 4-1] [IC 13-17-9]
The Permittee shall not open burn any material except as provided in 326 IAC 4-1-3, 326 IAC 4-1-4
or 326 IAC 4-1-6.  The previous sentence notwithstanding, the Permittee may open burn in
accordance with an open burning approval issued by the Commissioner under 326 IAC 4-1-4.1.  
326 IAC 4-1-3 (a)(2)(A) and (B) are not federally enforceable.

C.4 Incineration  [326 IAC 4-2] [326 IAC 9-1-2]
The Permittee shall not operate an incinerator or incinerate any waste or refuse except as provided
in 326 IAC 4-2 and 326 IAC 9-1-2.  326 IAC 9-1-2 is not federally enforceable.

C.5 Fugitive Dust Emissions  [326 IAC 6-4]
The Permittee shall not allow fugitive dust to escape beyond the property line or boundaries of the
property, right-of-way, or easement on which the source is located, in a manner that would violate
326 IAC 6-4 (Fugitive Dust Emissions).  326 IAC 6-4-2(4) is not federally enforceable.

C.6 Operation of Equipment  [326 IAC 2-7-6(6)]
Except as otherwise provided by statute or rule, or in this permit, all air pollution control equipment
listed in this permit and used to comply with an applicable requirement shall be operated at all
times that the emission units vented to the control equipment are in operation.

C.7 Asbestos Abatement Projects  [326 IAC 14-10] [326 IAC 18] [40 CFR  61, Subpart M]
(a) Notification requirements apply to each owner or operator.  If the combined amount of

regulated asbestos containing material (RACM) to be stripped, removed or disturbed is at
least 260 linear feet on pipes or 160 square feet on other facility components, or at least
thirty-five (35) cubic feet on all facility components, then the notification requirements of
326 IAC 14-10-3 are mandatory.  All demolition projects require notification whether or not
asbestos is present.

(b) The Permittee shall ensure that a  written notification is sent on a form provided by the
Commissioner at least ten (10) working days before asbestos stripping or removal work or
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before demolition begins, per 326 IAC 14-10-3, and shall update such notice as necessary,
including, but not limited to the following:

(1) When the amount of affected asbestos containing material increases or decreases
by at least twenty percent (20%); or

(2) If there is a change in the following:

(A) Asbestos removal or demolition start date;

(B) Removal or demolition contractor; or

(C) Waste disposal site.

(c) The Permittee shall ensure that the notice is postmarked or delivered according to the
guidelines set forth in 326 IAC 14-10-3(2).

(d) The notice to be submitted shall include the information enumerated in 326 IAC 14-10-3(3).

All required notifications shall be submitted to:

Indiana Department of Environmental Management
Asbestos Section, Office of Air Quality
100 North Senate Avenue, P.O. Box 6015
Indianapolis, Indiana 46206-6015

The notice shall include a signed certification from the owner or operator that the
information provided in this notification is correct and that only Indiana licensed workers
and project supervisors will be used to implement the asbestos removal project.  The
notifications do not require a certification by the "responsible official" as defined by 326 IAC
2-7-1(34).

(e) Procedures for Asbestos Emission Control
The Permittee shall comply with the applicable emission control procedures in 326 IAC 14-
10-4 and 40 CFR 61.145(c).  Per 326 IAC 14-10-4, emission control requirements are
applicable for any removal or disturbance of RACM greater than three (3) linear feet on
pipes or three (3) square feet on any other facility components or a total of at least 0.75
cubic feet on all facility components.

(f) Indiana Accredited Asbestos Inspector
The Permittee shall comply with 326 IAC 14-10-1(a) that requires the owner or operator,
prior to a renovation/demolition, to use an Indiana Accredited Asbestos Inspector to
thoroughly inspect the affected portion of the facility for the presence of asbestos.  The
requirement that the inspector be accredited, pursuant to the provisions of 40 CFR 61,
Subpart M, is federally enforceable.

Testing Requirements [326 IAC 2-7-6(1)] 

C.8 Performance Testing  [326 IAC 3-6]
(a) All testing shall be performed according to the provisions of 326 IAC 3-6 (Source Sampling

Procedures), except as provided elsewhere in this permit, utilizing any applicable
procedures and analysis methods specified in 40 CFR 51, 40 CFR 60, 40 CFR 61, 40 CFR
63, 40 CFR 75, or other procedures approved by IDEM, OAQ.

A test protocol, except as provided elsewhere in this permit, shall be submitted to:
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Indiana Department of Environmental Management
Compliance Data Section, Office of Air Quality
100 North Senate Avenue, P. O. Box 6015
Indianapolis, Indiana 46206-6015

no later than thirty-five (35) days prior to the intended test date.  The protocol  submitted by
the Permittee does not require certification by the "responsible official" as defined by 326
IAC 2-7-1(34).

(b) The Permittee shall notify IDEM, OAQ of the actual test date at least fourteen (14) days
prior to the actual test date.  The notification submitted by the Permittee does not require
certification by the "responsible official" as defined by 326 IAC 2-7-1(34).

(c) Pursuant to 326 IAC 3-6-4(b), all test reports must be received by IDEM, OAQ not later
than forty-five (45) days after the completion of the testing.  An extension may be granted
by IDEM, OAQ, if the source submits to IDEM, OAQ, a reasonable written explanation not
later than five (5) days prior to the end of the initial forty-five (45) day period.

Compliance Requirements  [326 IAC 2-1.1-11]

C.9 Compliance Requirements [326 IAC 2-1.1-11]
The commissioner may require stack testing, monitoring, or reporting at any time to assure
compliance with all applicable requirements.  Any monitoring or testing shall be performed in
accordance with 326 IAC 3 or other methods approved by the commissioner or the U. S. EPA. 

Compliance Monitoring Requirements  [326 IAC 2-7-5(1)] [326 IAC 2-7-6(1)]

C.10 Compliance Monitoring  [326 IAC 2-7-5(3)] [326 IAC 2-7-6(1)]
Unless otherwise specified in this permit, all monitoring and record keeping requirements not
already legally required shall be implemented within ninety (90) days of permit issuance.  If required
by Section D, the Permittee shall be responsible for installing any necessary equipment and
initiating any required monitoring related to that equipment.  If due to circumstances beyond its
control, that equipment cannot be installed and operated within ninety (90) days, the Permittee
may extend the compliance schedule related to the equipment for an additional ninety (90) days
provided the Permittee notifies:

Indiana Department of Environmental Management
Compliance Branch, Office of Air Quality
100 North Senate Avenue, P. O. Box 6015
Indianapolis, Indiana 46206-6015

in writing, prior to the end of the initial ninety (90) day compliance schedule, with full justification of
the reasons for the inability to meet this date.

The notification which shall be submitted by the Permittee does require the certification by the
“responsible official” as defined by 326 IAC 2-7-1(34).

Unless otherwise specified in the approval for the new emission unit(s), compliance monitoring for
new emission units or emission units added through a source modification shall be implemented
when operation begins.

C.11 Monitoring Methods  [326 IAC 3] [40 CFR 60] [40 CFR 63]
Any monitoring or testing required by Section D of this permit shall be performed according to the
provisions of 326 IAC 3, 40 CFR 60, Appendix A, 40 CFR 60 Appendix B, 40 CFR 63, or other
approved methods as specified in this permit.
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Corrective Actions and Response Steps  [326 IAC 2-7-5] [326 IAC 2-7-6]

C.12 Emergency Reduction Plans  [326 IAC 1-5-2] [326 IAC 1-5-3]
Pursuant to 326 IAC 1-5-2 (Emergency Reduction Plans; Submission):

(a) The Permittee shall prepare written emergency reduction plans (ERPs) consistent with
safe operating procedures.

(b) These ERPs shall be submitted for approval to:

Indiana Department of Environmental Management
Compliance Branch, Office of Air Quality
100 North Senate Avenue, P.O. Box 6015
Indianapolis, Indiana  46206-6015

within ninety (90) days after the date of issuance of this permit.

The ERP does require the certification by the “responsible official” as defined by 326
IAC 2-7-1(34).

(c) If the ERP is disapproved by IDEM, OAQ, the Permittee shall have an additional thirty (30)
days to resolve the differences and submit an approvable ERP.

(d) These ERPs shall state those actions that will be taken, when each episode level is
declared, to reduce or eliminate emissions of the appropriate air pollutants.

(e) Said ERPs shall also identify the sources of air pollutants, the approximate amount of
reduction of the pollutants, and a brief description of the manner in which the reduction will
be achieved.

(f) Upon direct notification by IDEM, OAQ, that a specific air pollution episode level is in
effect, the Permittee shall immediately put into effect the actions stipulated in the approved
ERP for the appropriate episode level. [326 IAC 1-5-3]

C.13 Risk Management Plan  [326 IAC 2-7-5(12)] [40 CFR 68.215]
If a regulated substance, subject to 40 CFR 68, is present at a source in more than a threshold
quantity, 40 CFR 68 is an applicable requirement and the Permittee shall submit:

(a) A compliance schedule for meeting the requirements of 40 CFR 68; or

(b) As a part of the annual compliance certification submitted under 326 IAC 2-7-6(5), a
certification statement that the source is in compliance with all the requirements of 40 CFR
68, including the registration and submission of a Risk Management Plan (RMP)

All documents submitted pursuant to this condition shall include the certification by the
“responsible official” as defined by 326 IAC 2-7-1(34).

C.14 Actions Related to Noncompliance Demonstrated by a Stack Test  [326 IAC 2-7-5]
[326 IAC 2-7-6]
(a) When the results of a stack test performed in conformance with Section C - Performance

Testing, of this permit exceed the level specified in any condition of this permit, the
Permittee shall take appropriate response actions.  The Permittee shall submit a
description of these response actions to IDEM, OAQ, within thirty (30) days of receipt of
the test results.  The Permittee shall take appropriate action to minimize excess
emissions from the affected facility while the response actions are being implemented.



South Bend AbsorbTech, L.L.C. Page 22 of 33 
South Bend, Indiana T141-14656-00116
Permit Reviewer: ERG/KC

(b) A retest to demonstrate compliance shall be performed within one hundred twenty (120)
days of receipt of the original test results.  Should the Permittee demonstrate to IDEM,
OAQ that retesting in one-hundred and twenty (120) days is not practicable, IDEM, OAQ
may extend the retesting deadline.

(c) IDEM, OAQ reserves the authority to take any actions allowed under law in response to
noncompliant stack tests.

The documents submitted pursuant to this condition do require the certification by the “responsible
official” as defined by 326 IAC 2-7-1(34).

Record Keeping and Reporting Requirements  [326 IAC 2-7-5(3)] [326 IAC 2-7-19]

C.15 Emission Statement  [326 IAC 2-7-5(3)(C)(iii)] [326 IAC 2-7-5(7)] [326 IAC 2-7-19(c)]
[326 IAC 2-6] 
(a) The Permittee shall submit an annual emission statement certified pursuant to the

requirements of 326 IAC 2-6, that must be received by April 15 of each year and must
comply with the minimum requirements specified in 326 IAC 2-6-4.  The annual emission
statement shall meet the following requirements:

(1) Indicate estimated actual emissions of criteria pollutants from the source, in
compliance with 326 IAC 2-6 (Emission Reporting);

(2) Indicate estimated actual emissions of other regulated pollutants (as defined by
326 IAC 2-7-1) from the source, for purposes of Part 70 fee assessment.

(b) The annual emission statement covers the twelve (12) consecutive month time period
starting December 1 and ending November 30.  The annual emission statement must be
submitted to:

 Indiana Department of Environmental Management
Technical Support and Modeling Section, Office of Air Quality
100 North Senate Avenue, P. O. Box 6015
Indianapolis, Indiana 46206-6015

The emission statement does require the certification by the “responsible official” as
defined by 326 IAC 2-7-1(34).

(c) The annual emission statement required by this permit shall be considered timely if the
date postmarked on the envelope or certified mail receipt, or affixed by the shipper on the
private shipping receipt, is on or before the date it is due.  If the document is submitted by
any other means, it shall be considered timely if received by IDEM, OAQ, on or before the
date it is due.

C.16 General Record Keeping Requirements  [326 IAC 2-7-5(3)] [326 IAC 2-7-6]
(a) Records of all required data, reports and support information shall be retained for a period

of at least five (5) years from the date of monitoring sample, measurement, report, or
application.  These records shall be kept at the source location for a minimum of three (3)
years.  The records may be stored elsewhere for the remaining two (2) years as long as
they are available upon request.  If the Commissioner makes a request for records to the
Permittee, the Permittee shall furnish the records to the Commissioner within a reasonable
time.

(b) Unless otherwise specified in this permit, all record keeping requirements not already
legally required shall be implemented within ninety (90) days of permit issuance.
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C.17 General Reporting Requirements  [326 IAC 2-7-5(3)(C)] [326 IAC 2-1.1-11]
(a) The source shall submit the attached Quarterly Deviation and Compliance Monitoring

Report or its equivalent.  Any deviation from permit requirements, the date(s) of each
deviation, the cause of the deviation, and the response steps taken must be reported.  This
report shall be submitted within thirty (30) days of the end of the reporting period.  The
Quarterly Deviation and Compliance Monitoring Report shall include the certification by the
“responsible official” as defined by 326 IAC 2-7-1(34).

(b) The report required in (a) of this condition and reports required by conditions in Section D of
this permit shall be submitted to: 

Indiana Department of Environmental Management
Compliance Data Section, Office of Air Quality
100 North Senate Avenue, P. O. Box 6015
Indianapolis, Indiana  46206-6015

(c) Unless otherwise specified in this permit, any notice, report, or other submission required
by this permit shall be considered timely if the date postmarked on the envelope or certified
mail receipt, or affixed by the shipper on the private shipping receipt, is on or before the
date it is due.  If the document is submitted by any other means, it shall be considered
timely if received by IDEM, OAQ, on or before the date it is due.

(d) Unless otherwise specified in this permit, all reports required in Section D of this permit
shall be submitted within thirty (30) days of the end of the reporting period.  All reports do
require the certification by the “responsible official” as defined by 326 IAC 2-7-1(34).

(e) The first report shall cover the period commencing on the date of issuance of this permit
and ending on the last day of the reporting period.  Reporting periods are based on
calendar years.

Stratospheric Ozone Protection

C.18 Compliance with 40 CFR 82 and 326 IAC 22-1
Pursuant to 40 CFR 82 (Protection of Stratospheric Ozone), Subpart F, except as provided for
motor vehicle air conditioners in Subpart B, the Permittee shall comply with the standards for
recycling and emissions reduction:

(a) Persons opening appliances for maintenance, service, repair, or disposal must comply with
the required practices pursuant to 40 CFR 82.156.

  (b) Equipment used during the maintenance, service, repair, or disposal of appliances must
comply with the standards for recycling and recovery equipment pursuant to 40 CFR
82.158.

  (c) Persons performing maintenance, service, repair, or disposal of appliances must be
certified by an approved technician certification program pursuant to 40 CFR 82.161.



South Bend AbsorbTech, L.L.C. Page 24 of 33 
South Bend, Indiana T141-14656-00116
Permit Reviewer: ERG/KC

SECTION D.1 FACILITY OPERATION CONDITIONS

Facility Description [326 IAC 2-7-5(15)]: 

One (1) petroleum dry cleaning process, constructed in 1996, with a maximum solvent usage of 75,000
gallons per year, consisting of the following units:

(a) Nine (9) hot air driers, each with a maximum capacity of 100 pounds per load;

(b) One (1) recovery tank, identified as T01, with a maximum capacity of five hundred (500) gallons
of stoddard solvent, and an annual throughput of 3,877,600 gallons;

(c) One (1) process tank, identified as T02, with a maximum capacity of two thousand seventy
(2,070) gallons of oil, and an annual throughput of 175,000 gallons;

(d) One (1) waste oil tank, identified as T03, with a maximum capacity of 7,260 gallons of oil, and
an annual throughput of 150,000 gallons;

(e) One (1) clean tank, identified as T04, with a maximum capacity of 7,260 gallons of stoddard
solvent, and an annual throughput of 3,917,000 gallons;

(f) One (1) transfer tank, identified as T05, with a maximum capacity of 5,165 gallons of stoddard
solvent, and an annual throughput of 3,891,000 gallons;

(g) One (1) dump tank, identified as T06, with a maximum capacity of 5,165 gallons of stoddard
solvent, and an annual throughput of 3,891,000 gallons;

(h) One (1) separator tank, identified as T07, with a maximum capacity of 1,500 gallons of stoddard
solvent, and an annual throughput of 3,891,000 gallons;

(i) Three (3) chillers, each with a maximum capacity of twenty (20) tons;

(j) Two (2) primary stills, identified as Still-01 and Still-02, each with a maximum capacity of five
hundred (500) gallons per hour;

(k) One (1) secondary still, identified as Secondary Still - 01, with maximum capacity of one
hundred fifty (150) gallons per batch; and

(l) Three (3) washers, identified as W-01, W-02, and W-03, each with a maximum capacity of 500
pounds.

(The information describing the process contained in this facility description box is descriptive
information and does not constitute enforceable conditions.)

Emission Limitations and Standards  [326 IAC 2-7-5(1)] 

D.1.1 Volatile Organic Compounds (VOC)  [326 IAC 8-1-6]
Pursuant to CP141-5252-00116, issued May 30, 1996, and 326 IAC 8-1-6 (New Facilities; General
Reduction Requirements), the following requirements apply:

(a) The chillers shall be used continuously in order to increase solvent recovery.

(b) The input of new stoddard solvent to the dry cleaning operation shall not exceed
75,000 gallons per twelve (12) consecutive month period with compliance determined at the
end of each month.
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Compliance with these requirements limits VOC emissions to less than 204 tons per year. 

D.1.2 General Provisions Relating to NSPS [326 IAC 12-1] [40 CFR 60, Subpart A]
The provisions of 40 CFR 60, Subpart A - General Provisions which are incorporated by reference in
326 IAC 12-1, apply to the dry cleaning facilities except when otherwise specified in 40 CFR 60,
Subpart JJJ.

D.1.3 Standards of Performance for Petroleum Dry Cleaners [326 IAC 12][40 CFR 60, Subpart JJJ]
Pursuant to 40 CFR Part 60, Subpart JJJ (Standards of Performance for Petroleum Dry Cleaners),
the petroleum dry cleaning plant shall comply with the following requirements:

(1) Each affected petroleum dryer that is installed after December 14, 1982 shall be a solvent
recovery dryer.  The solvent recovery dryer(s) shall be properly installed, operated, and
maintained.

(2) Each affected solvent filer that is installed after December 14, 1982 shall be a cartridge
filter.  Cartridge filters shall be drained in their sealed housings for at least eight (8) hours
prior to their removal.

(3) Each manufacturer of an affected petroleum solvent dryer shall include leak inspection and
leak repair cycle information in the operation manual and on a clearly visible label posted
on each affected facility.   Such information should state:

To protect against fire hazards, loss of valuable solvents, and emissions of solvent to the
atmosphere, periodic inspection of this equipment for evidence of leaks and prompt repair
of any leaks is recommended.  The U.S. Environmental Protection Agency recommends
that the equipment be inspected every 15 days and all vapor or liquid leaks be repaired
within the subsequent 15 day period.

The Permittee shall inspect for evidence of leaks every 15 days.  Records shall be maintain
of each inspection performed and any necessary repairs.

D.1.4 Preventive Maintenance Plan  [326 IAC 2-8-4(9)]
A Preventive Maintenance Plan, in accordance with Section B - Preventive Maintenance Plan, of
this permit, is required for this facility and any control devices.

Record Keeping and Reporting Requirements  [326 IAC 2-8-4(3)] [326 IAC 2-8-16]

D.1.5 Record Keeping Requirements
(a) To document compliance with Condition D.1.1, the Permittee shall maintain a record of the

new stoddard solvent used in the dry cleaning operation.

(b) To document compliance with Condition D.1.3, the Permittee shall maintain a record of the
leak inspections and repairs for each affected petroleum solvent dryer.

(c) The source shall maintain a record of the initial performance test with 40 CFR 60,
Subpart SSS conducted on January 6, 1997 and any subsequent performance tests to
demonstrate compliance.

(d) All records shall be maintained in accordance with Section C - General Record Keeping
Requirements, of this permit.

D.1.6 Reporting Requirements
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A quarterly summary of the information to document compliance with Condition D.1.1 shall be
submitted to the address listed in Section C - General Reporting Requirements, of this permit,
using the reporting forms located at the end of this permit, or their equivalent, within thirty (30) days
after the end of the quarter being reported.  The report submitted by the Permittee does require the
certification by the “authorized individual” as defined by 326 IAC 2-1.1-1(1).  
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SECTION D.2 FACILITY OPERATION CONDITIONS

Facility Description [326 IAC 2-7-5(15)]: Insignificant Activities 

(a) Emission units with PM and PM10 emissions less than five (5) tons per year, SO2, NOx, and
VOC emissions less than ten (10) tons per year, CO emissions less than twenty-five (25) tons
per year, lead emissions less than two-tenths (0.2) tons per year, single HAP emissions less
than one (1) ton per year, and combination of HAPs emissions less than two and a half (2.5)
tons per year:

(1) One (1) welding and flame cutting station used for maintenance purposes [326 IAC 6-3-
2]; 

(b) Paved roads and parking areas [326 IAC 6-4] [326 IAC 6-5]; and

(c) Natural gas fired combustion sources with heat input equal to or less than ten million
(10,000,000) British thermal units per hour:

(1) Two (2) natural gas-fired boilers, identified as B-01 and B-02, both constructed in 1996,
each with a maximum capacity of 4.1 million British thermal units per hour [326 IAC 6-2-
4].

(The information describing the process contained in this facility description box is descriptive
information and does not constitute enforceable conditions.)

Emission Limitations and Standards  [326 IAC 2-7-5(1)] 

D.2.1 Particulate Matter (PM)  [326 IAC 6-3-2(e)]
Pursuant to 326 IAC 6-3-2(e), the allowable particulate matter emissions rate from any process not
already regulated by 326 IAC 6-1 or any New Source Performance Standard, and which has a
maximum process weight rate less than 100 pounds per hour shall not exceed 0.551 pounds per
hour. 

D.2.2 Particulate Matter (PM) [326 IAC 6-2-4]
Pursuant to 326 IAC 6-2-4 (Particulate Emission Limitations for Sources of Indirect Heating), the
particulate emissions from the insignificant boilers (B-01 and B-02) shall be limited to 0.6 pounds
per million British thermal units heat input, each. 

D.2.3 Fugitive Dust [326 IAC 6-4]
The Permittee shall not allow fugitive dust to escape beyond the property line or boundaries of the
property, right-of-way, or easement on which the source is located in a manner that would violate
326 IAC 6-4 (Fugitive Dust Emissions).

D.2.4 Fugitive Particulate Matter [326 IAC 6-5]
Pursuant to 326 IAC 6-5 (Fugitive Particulate Matter Emission Limitations), fugitive particulate
matter emissions shall be controlled according to the fugitive dust control plan submitted on July 9,
2002.  Pursuant to this plan, the paved areas shall be swept on an as-needed basis.
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INDIANA DEPARTMENT OF ENVIRONMENTAL MANAGEMENT
OFFICE OF AIR QUALITY

PART 70 OPERATING PERMIT
CERTIFICATION

Source Name: South Bend AbsorbTech, L.L.C.
Source Address: 3900 W. William Richardson Drive, South Bend, Indiana 46628
Mailing Address: 2700 S. 160th Street, New Berlin, Wisconsin 53151-3600
Part 70 Permit No.: T141-14656-00116

This  certification shall be included when submitting monitoring, testing reports/results 
or other documents as required by this permit.

       Please check what document is being certified:

 9    Annual Compliance Certification Letter

 9    Test Result (specify)                                                                                                              

 9    Report (specify)                                                                                                                     

 9    Notification (specify)                                                                                                              

9    Affidavit (specify)                                                                                                                    

 9   Other (specify)                                                                                                                        

I certify that, based on information and belief formed after reasonable inquiry, the statements and information
in the document are true, accurate, and complete.

Signature:

Printed Name:

Title/Position:

Phone:

Date:
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INDIANA DEPARTMENT OF ENVIRONMENTAL MANAGEMENT
OFFICE OF AIR QUALITY

COMPLIANCE BRANCH
100 North Senate Avenue

 P.O. Box 6015
Indianapolis, Indiana 46206-6015

Phone: 317-233-5674
Fax: 317-233-5967

PART 70 OPERATING PERMIT
EMERGENCY OCCURRENCE REPORT

Source Name: South Bend AbsorbTech, L.L.C.
Source Address: 3900 W. William Richardson Drive, South Bend, Indiana 46628
Mailing Address: 2700 S. 160th Street, New Berlin, Wisconsin 53151-3600
Part 70 Permit No.: T141-14656-00116

This form consists of 2 pages Page 1 of 2  

99   This is an emergency as defined in 326 IAC 2-7-1(12)
• The Permittee must notify the Office of Air Quality (OAQ), within four (4) business hours (1-800-

451-6027 or 317-233-5674, ask for Compliance Section); and
• The Permittee must submit notice in writing or by facsimile within two (2) days (Facsimile

Number: 317-233-5967), and follow the other requirements of 326 IAC 2-7-16.

If any of the following are not applicable, mark N/A

Facility/Equipment/Operation:

Control Equipment:

Permit Condition or Operation Limitation in Permit:

Description of the Emergency:

Describe the cause of the Emergency: 
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If any of the following are not applicable, mark N/A Page 2 of 2

Date/Time Emergency started:

Date/Time Emergency was corrected:

Was the facility being properly operated at the time of the emergency?      Y        N
Describe:

Type of Pollutants Emitted: TSP, PM-10, SO2, VOC, NOX, CO, Pb, other:

Estimated amount of pollutant(s) emitted during emergency:

Describe the steps taken to mitigate the problem:

Describe the corrective actions/response steps taken:

Describe the measures taken to minimize emissions:

If applicable, describe the reasons why continued operation of the facilities are necessary to prevent
imminent injury to persons, severe damage to equipment, substantial loss of capital investment, or loss
of product or raw materials of substantial economic value:

Form Completed by:                                                                                   

Title / Position:                                                                                   

Date:                                                                                   

Phone:                                                                                   

A certification is not required for this report.
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INDIANA DEPARTMENT OF ENVIRONMENTAL MANAGEMENT
OFFICE OF AIR QUALITY
Compliance Data Section

Part 70 Quarterly Report

Source Name: South Bend AbsorbTech, L.L.C.
Source Address: 3900 W. William Richardson Drive, South Bend, Indiana 46628
Mailing Address: 2700 S. 160th Street, New Berlin, Wisconsin 53151-3600
Part 70 Permit No.: T141-14656-00116
Facility: Dry Cleaning Operation
Parameter: New stoddard solvent input
Limit: Less than 75,000 gallons per twelve (12) consecutive month period with

compliance determined at the end of each month.

YEAR:                                

Month
Column 1 Column 2 Column 1 + Column 2

This Month Previous 11 Months 12 Month Total

Month 1

Month 2

Month 3

9 No deviation occurred in this quarter.

9 Deviation/s occurred in this quarter.
Deviation has been reported on:                                                

Submitted by:                                                                                   
Title / Position:                                                                                   
Signature:                                                                                   
Date:                                                                                   
Phone:                                                                                   

Attach a signed certification to complete this report.
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INDIANA DEPARTMENT OF ENVIRONMENTAL MANAGEMENT
OFFICE OF AIR QUALITY
Compliance Data Section

PART 70 OPERATING PERMIT
QUARTERLY DEVIATION AND COMPLIANCE MONITORING REPORT

Source Name: South Bend AbsorbTech, L.L.C.
Source Address: 3900 W. William Richardson Drive, South Bend, Indiana 46628
Mailing Address: 2700 S. 160th Street, New Berlin, Wisconsin 53151-3600
Part 70 Permit No.: T141-14656-00116

Months: ___________ to  ____________  Year:  ______________

Page 1 of 2

This report is an affirmation that the source has met all the requirements stated in this permit.  This
report shall be submitted quarterly based on a calendar year.  Any deviation from the requirements, the
date(s) of each deviation, the probable cause of the deviation, and the response steps taken must be
reported. Deviations that are required to be reported by an applicable requirement shall be reported
according to the schedule stated in the applicable requirement and do not need to be included in this
report.  Additional pages may be attached if necessary.  If no deviations occurred, please specify in the
box marked “No deviations occurred this reporting period”.

9 NO DEVIATIONS OCCURRED THIS REPORTING PERIOD.

9 THE FOLLOWING DEVIATIONS OCCURRED THIS REPORTING PERIOD

Permit Requirement (specify permit condition #)

Date of Deviation: Duration of Deviation:

Number of Deviations:

Probable Cause of Deviation:

Response Steps Taken:

Permit Requirement (specify permit condition #)

Date of Deviation: Duration of Deviation:

Number of Deviations:

Probable Cause of Deviation:

Response Steps Taken:
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Page 2 of 2

Permit Requirement (specify permit condition #)

Date of Deviation: Duration of Deviation:

Number of Deviations:

Probable Cause of Deviation:

Response Steps Taken:

Permit Requirement (specify permit condition #)

Date of  Deviation: Duration of Deviation:

Number of Deviations:

Probable Cause of Deviation:

Response Steps Taken:

Permit Requirement (specify permit condition #)

Date of Deviation: Duration of Deviation:

Number of Deviations:

Probable Cause of Deviation:

Response Steps Taken:

Form Completed By:                                                                                   

Title/Position:                                                                                   

Date:                                                                                   

Phone:                                                                                   

Attach a signed certification to complete this report.
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Indiana Department of Environmental Management
Office of Air Quality

Addendum to the
Technical Support Document for Part 70 Permit

Source Background and Description

Source Name: South Bend Absorbtech, L.L.C.
Source Location: 3900 W. William Richardson Drive, South Bend, Indiana 46628
County: St. Joseph
SIC Code: 7216
Operation Permit No.: T141-14656-00116
Permit Reviewer: ERG/KC

On August 28, 2002, the Office of Air Quality (OAQ) had a notice published in the South Bend Tribune
in South Bend, Indiana, stating that South Bend Absorbtech, L.L.C. had applied for a Part 70 Permit to operate
a petroleum dry cleaning operation. The notice also stated that OAQ proposed to issue a permit for this
operation and provided information on how the public could review the proposed permit and other documentation.
Finally, the notice informed interested parties that there was a period of thirty (30) days to provide comments
on whether or not this permit should be issued as proposed.

Upon further review, IDEM, OAQ made the following changes to the permit.  Bold text was added and
text with a line through it was removed.  The Table of Contents was updated as needed.

1. This source is located in an area covered by 326 IAC 5-1-1 (c)(6) and should therefore have an opacity
limitation of thirty percent (30%) rather than forty percent (40%) in any one (1) six (6) minute average
period.

C.2 Opacity  [326 IAC 5-1]
Pursuant to 326 IAC 5-1-2 (Opacity Limitations), except as provided in 326 IAC 5-1-3 (Temporary
Alternative Opacity Limitations), opacity shall meet the following, unless otherwise stated in this
permit:

(a) Opacity shall not exceed an average of forty thirty percent (40 30%) in any one (1) six (6)
minute averaging period as determined in 326 IAC 5-1-4. 

(b) Opacity shall not exceed sixty percent (60%) for more than a cumulative total of fifteen (15)
minutes (sixty (60) readings as measured according to 40 CFR 60, Appendix A, Method 9 or
fifteen (15) one (1) minute nonoverlapping integrated averages for a continuous opacity monitor)
in a six (6) hour period.

2. The requirements of Condition D.2.3 (Fugitive Dust) are also stated in Condition C.5 (Fugitive Dust
Emissions).  Therefore, Condition D.2.3 was removed.

D.2.3 Fugitive Dust [326 IAC 6-4]
The Permittee shall not allow fugitive dust to escape beyond the property line or boundaries of the



property, right-of-way, or easement on which the source is located in a manner that would violate 326
IAC 6-4 (Fugitive Dust Emissions).
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3. The roads and parking areas have the potential to emit fugitive particulate matter.  However, they do
not have the potential to emit greater than twenty-five (25) tons per year of fugitive particulate matter.
Therefore, 326 IAC 6-5 (Fugitive Particulate Matter Emission Limitations) does not apply to this source.
Condition D.2.4 (Fugitive Particulate Matter) was removed as a result of this.  The 326 IAC 6-5 citation
following the description of the paved roads and parking areas in Sections A.3 and D.2  was also
removed.

A.3 Specifically Regulated Insignificant Activities  [326 IAC 2-7-1(21)] [326 IAC 2-7-4(c)]
[326 IAC 2-7-5(15)
This stationary source also includes the following insignificant activities which are specifically
regulated, as defined in 326 IAC 2-7-1(21):

(b) Paved roads and parking areas [326 IAC 6-4] [326 IAC 6-5]; and

SECTION D.2 FACILITY OPERATION CONDITIONS

Facility Description [326 IAC 2-7-5(15)]: Insignificant Activities 

(b) Paved roads and parking areas [326 IAC 6-4] [326 IAC 6-5]; and

(The information describing the process contained in this facility description box is descriptive
information and does not constitute enforceable conditions.)

D.2.4 Fugitive Particulate Matter [326 IAC 6-5]
Pursuant to 326 IAC 6-5 (Fugitive Particulate Matter Emission Limitations), fugitive particulate matter
emissions shall be controlled according to the fugitive dust control plan submitted on July 9, 2002.
Pursuant to this plan, the paved areas shall be swept on an as-needed basis.

4. On June 12, 2002, revisions to 326 IAC 6-3 (Particulate Matter Emission Limitations for Manufacturing
Processes) became effective; this rule was previously referred to as 326 IAC 6-3 (Process Operations).
The requirements as they apply to this source are the same in both versions of the regulation.  The
revisions made included consistently using the term “particulate”.

D.2.1 Particulate Matter (PM) Emission Limitations  [326 IAC 6-3-2(e)]
Pursuant to 326 IAC 6-3-2(e), the allowable particulate matter emissions rate from any process not
already regulated by 326 IAC 6-1 or any New Source Performance Standard, and which has a
maximum process weight rate less than 100 pounds per hour shall not exceed 0.551 pounds per hour.

5. In order to avoid confusion on what “original” date refers to, the following change has been made:

B.2 Permit Term  [326 IAC 2-7-5(2)] [326 IAC 2-1.1-9.5]
This permit is issued for a fixed term of five (5) years from the original issuance date of this permit,
as determined in accordance with IC 4-21.5-3-5(f) and IC 13-15-5-3.  Subsequent revisions,
modifications, or amendments of this permit do not affect the expiration date.
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6. Since B.7 (c) Duty to Supplement and Provide Information already addresses confidentiality, the last
sentence of (b) was revised to remove the statement about confidential information, and (c) was
updated for clarity.

B.7 Duty to Supplement and Provide Information  [326 IAC 2-7-4(b)] [326 IAC 2-7-5(6)(E)] 
[326 IAC 2-7-6(6)]

(b) The Permittee shall furnish to IDEM, OAQ, within a reasonable time, any information that
IDEM, OAQ, may request in writing to determine whether cause exists for modifying, revoking
and reissuing, or terminating this permit, or to determine compliance with this permit.  The
submittal by the Permittee does require the certification by the “responsible official” as defined
by 326 IAC 2-7-1(34).  Upon request, the Permittee shall also furnish to IDEM, OAQ, copies
of records required to be kept by this permit. or, for information claimed to be confidential, the
Permittee may furnish such records directly to the U. S. EPA along with a claim of
confidentiality. [326 IAC 2-7-5(6)(E)] 

(c) For information furnished by the Permittee to IDEM, OAQ, the Permittee may include a
claim of confidentiality in accordance with 326 IAC 17.1.  When furnishing copies of requested
records directly to U. S. EPA, the Permittee may assert a claim of confidentiality in
accordance with 40 CFR 2, Subpart B.

7. B.11 Preventive Maintenance Plan has been revised because it is not necessary to state twice that
the PMP does not need to be certified.  Since it is more appropriate to state in (c), it has been removed
from (a).

B.11 Preventive Maintenance Plan  [326 IAC 2-7-5(1),(3) and (13)] [326 IAC 2-7-6(1) and (6)] 
[326 IAC 1-6-3] 
(a) If required by specific condition(s) in Section D of this permit, the Permittee shall prepare and

maintain Preventive Maintenance Plans (PMPs) within ninety (90) days after issuance of this
permit, including the following information on each facility:

(1) Identification of the individual(s) responsible for inspecting, maintaining, and repairing
emission control devices;

(2) A description of the items or conditions that will be inspected and the inspection
schedule for said items or conditions; and

(3) Identification and quantification of the replacement parts that will be maintained in
inventory for quick replacement.

If, due to circumstances beyond the Permittee’s control, the PMPs cannot be prepared and
maintained within the above time frame, the Permittee may extend the date an additional
ninety (90) days provided the Permittee notifies:

Indiana Department of Environmental Management
Compliance Branch, Office of Air Quality
100 North Senate Avenue, P. O. Box 6015
Indianapolis, Indiana 46206-6015
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The PMP and the PMP extension notification does not require the certification by the
“responsible official” as defined by 326 IAC 2-7-1(34).

8. The requirement to include emergencies in the Quarterly Deviation and Compliance Monitoring Report
has been moved from B.15 to B.12.  B.12(e) Emergency Provisions has been revised to correct the rule
cite as follows:

B.12 Emergency Provisions  [326 IAC 2-7-16]

(e) IDEM, OAQ, may require that the Preventive Maintenance Plans required under 326 IAC 2-7-
4(c)(109)  be revised in response to an emergency.

(f) Failure to notify IDEM, OAQ, by telephone or facsimile of an emergency lasting more than one
(1) hour in accordance  with (b)(4) and (5) of this condition shall constitute a violation of 326
IAC 2-7 and any other applicable rules.

(g) If the emergency situation causes a deviation from a technology-based limit, the Permittee
may continue to operate the affected emitting facilities during the emergency provided the
Permittee immediately takes all reasonable steps to correct the emergency and minimize
emissions.

(h) The Permittee shall include all emergencies in the Quarterly Deviation and
Compliance Monitoring Report.

9. B.13 (g) Permit Shield has been revised to correct the rule cite as follows:
 

B.13 Permit Shield  [326 IAC 2-7-15] [326 IAC 2-7-20] [326 IAC 2-7-12]

(g) This permit shield is not applicable to minor Part 70 permit modifications until after IDEM,
OAQ, has issued the modification. [326 IAC 2-7-12(b)(7)(8)]

10. Condition B.15(c) has been removed from B.15 Deviations from Permit Requirements and Conditions,
then revised and incorporated in B.12 Emergency Provisions.  

B.15 Deviations from Permit Requirements and Conditions  [326 IAC 2-7-5(3)(C)(ii)]
(a) Deviations from any permit requirements (for emergencies see Section B - Emergency

Provisions), the probable cause of such deviations, and any response steps or preventive
measures taken shall be reported to:

Indiana Department of Environmental Management
Compliance Data Section, Office of Air Quality
100 North Senate Avenue, P.O. Box 6015
Indianapolis, Indiana 46206-6015

using the attached  Quarterly Deviation and Compliance Monitoring Report, or its equivalent.
A deviation required to be reported pursuant to an applicable requirement that exists
independent of this permit, shall be reported according to the schedule stated in the applicable
requirement and does not need to be included in this report.
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The Quarterly Deviation and Compliance Monitoring Report does require the certification by
the “responsible official” as defined by 326 IAC 2-7-1(34).

(b) A deviation is an exceedance of a permit limitation or a failure to comply with a requirement
of the permit.

(a) Emergencies shall be included in the Quarterly Deviation and Compliance Monitoring Report.

11. In order to be consistent with 326 IAC 2-7-20(a)(4) the rule cite in B.20(a)(5) has been revised as
follows:

B.20 Operational Flexibility  [326 IAC 2-7-20] [326 IAC 2-7-10.5]

(5) The Permittee maintains records on-site which document, on a rolling five (5) year basis, all
such changes and emissions trading that are subject to 326 IAC 2-7-20(b), (c), or (e) and
makes such records available, upon reasonable request, for public review.  

Such records shall consist of all information required to be submitted to IDEM, OAQ, in the
notices specified in 326 IAC 2-7-20(b)(1), (c)(1), and (e)(2).

12. B.21 was revised as follows:

B.21 Source Modification Requirement  [326 IAC 2-7-10.5]
A modification, construction, or reconstruction is governed by the requirements of 326 IAC 2 and 326
IAC 2-7-10.5.

13. 326 IAC 2-1.1-7 specifies that nonpayment may result in revocation of the permit.  This is not specified
in 326 IAC 2-7; therefore, this rule cite is being added to B.24.  Also, the section and phone number
of who the Permittee can contact has been corrected in (c).

B.24 Annual Fee Payment  [326 IAC 2-7-19] [326 IAC 2-7-5(7)][326 IAC 2-1.1-7]

(c) The Permittee may call the following telephone numbers: 1-800-451-6027 or 317-233- 0425
4230(ask for OAQ, Technical Support and Modeling Section I/M & Billing Section), to
determine the appropriate permit fee.

14. C.1 has been updated to be consistent with the rule revision of 326 IAC 6-3-2. 

C.1 Particulate Matter Emission Limitations For Processes with Process Weight Rates Less Than One
Hundred (100) pounds per hour  [40 CFR 52 Subpart P] [326 IAC 6-3-2(c)]
(a) Pursuant to 326 IAC 6-3-2(c), 40 CFR 52 Subpart P, the allowable particulate matter

emissions rate from any process not already regulated by 326 IAC 6-1 or any New Source
Performance Standard, and which has a maximum process weight rate less than 100 pounds
per hour shall not exceed 0.551 pounds per hour.

(b) Pursuant to 326 IAC 6-3-2(e)(2), the allowable particulate emissions rate from any
process not exempt under 326 IAC 6-3-1(b) or (c) which has a maximum process
weight rate less than 100 pounds per hour and the methods in 326 IAC 6-3-2(b) through
(d) do not apply shall not exceed 0.551 pounds per hour. This condition is not federally
enforceable.



South Bend AbsorbTech, L.L.C. Page 6 of 6 
South Bend, Indiana T141-14656-00116
Permit Reviewer: ERG/KC

15.  C.7(e) Asbestos Abatements Projects has been revised to correct the rule cite.

C.7 Asbestos Abatement Projects  [326 IAC 14-10] [326 IAC 18] [40 CFR  61, Subpart M]

(e) Procedures for Asbestos Emission Control
The Permittee shall comply with the applicable emission control procedures in 326 IAC 14-10-
4 and 40 CFR 61.145(c).  Per 326 IAC 14-10-41, emission control requirements are applicable
for any removal or disturbance of RACM greater than three (3) linear feet on pipes or three (3)
square feet on any other facility components or a total of at least 0.75 cubic feet on all facility
components.

16.  The following was added to C.9 Compliance Requirements to state what OAQ does when stack
testing, monitoring, or reporting is required to assure compliance with applicable requirements: 

C.9 Compliance Requirements [326 IAC 2-1.1-11]
The commissioner may require stack testing, monitoring, or reporting at any time to assure compliance
with all applicable requirements by issuing an order under 326 IAC 2-1.1-11.  Any monitoring or
testing shall be performed in accordance with 326 IAC 3 or other methods approved by the
commissioner or the U. S. EPA. 

17. The first sentence of the Quarterly Deviation and Compliance Monitoring Report is being removed,
because it poses a conflict with the provisions that require an annual certification.

Quarterly Deviation and CM Report
This report is an affirmation that the source has met all the requirements stated in this permit.  This report shall
be submitted quarterly based on a calendar year.  Any deviation from the requirements, the date(s) of each
deviation, the probable cause of the deviation, and the response steps taken must be reported. Deviations that
are required to be reported by an applicable requirement shall be reported according to the schedule stated in
the applicable requirement and do not need to be included in this report.  Additional pages may be attached
if necessary.  If no deviations occurred, please specify in the box marked “No deviations occurred this reporting
period”.

18. The first box on the Emergency Occurrence Report form was revised to include the word “working” in
order to be consistent with 326 IAC 2-7-16(b)(5) and the Emergency Provision.

This form consists of 2 pages Page 1 of 2  

99   This is an emergency as defined in 326 IAC 2-7-1(12)
C The Permittee must notify the Office of Air Quality (OAQ), within four (4) business hours

(1-800-451-6027 or 317-233-5674, ask for Compliance Section); and
C The Permittee must submit notice in writing or by facsimile within two (2) working days

(Facsimile Number: 317-233-5967), and follow the other requirements of 326 IAC 2-7-16.
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Indiana Department of Environmental Management
Office of Air Quality

Technical Support Document (TSD) for a Part 70 Operating Permit 

Source Background and Description

Source Name: South Bend AbsorbTech, L.L.C.
Source Location: 3900 W. William Richardson Drive, South Bend, Indiana 46628
County: St. Joseph
SIC Code: 7216
Operation Permit No.: T141-14656-00116
Permit Reviewer: ERG/KC

The Office of Air Quality (OAQ) has reviewed a Part 70 permit application from South Bend
AbsorbTech, L.L.C. relating to the operation of a petroleum dry cleaning plant.

Permitted Emission Units and Pollution Control Equipment

The  source consists of the following permitted emission units and pollution control devices:

One (1) petroleum dry cleaning process, constructed in 1996, with a maximum solvent usage of
75,000 gallons per year, consisting of the following units:

(a) Nine (9) hot air driers, each with a maximum capacity of 100 pounds per load;

(b) One (1) recovery tank, identified as T01, with a maximum capacity of five hundred (500)
gallons of stoddard solvent, and an annual throughput of 3,877,600 gallons;

(c) One (1) process tank, identified as T02, with a maximum capacity of two thousand seventy
(2,070) gallons of oil, and an annual throughput of 175,000 gallons;

(d) One (1) waste oil tank, identified as T03, with a maximum capacity of 7,260 gallons of oil,
and an annual throughput of 150,000 gallons;

(e) One (1) clean tank, identified as T04, with a maximum capacity of 7,260 gallons of
stoddard solvent, and an annual throughput of 3,917,000 gallons;

(f) One (1) transfer tank, identified as T05, with a maximum capacity of 5,165 gallons of
stoddard solvent, and an annual throughput of 3,891,000 gallons;

(g) One (1) dump tank, identified as T06, with a maximum capacity of 5,165 gallons of
stoddard solvent, and an annual throughput of 3,891,000 gallons;

(h) One (1) separator tank, identified as T07, with a maximum capacity of 1,500 gallons of
stoddard solvent, and an annual throughput of 3,891,000 gallons;
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(i) Three (3) chillers, each with a maximum capacity of twenty (20) tons;

(j) Two (2) primary stills, identified as Still-01 and Still-02, each with a maximum capacity of
five hundred (500) gallons per hour;

(k) One (1) secondary still, identified as Secondary Still - 01, with maximum capacity of one
hundred fifty (150) gallons per batch; and

(l) Three (3) washers, identified as W-01, W-02, and W-03, each with a maximum capacity of
500 pounds.

Unpermitted Emission Units and Pollution Control Equipment

There are no unpermitted facilities operating at this source during this review process.

New Emission Units and Pollution Control Equipment Receiving Advanced Source Modification
Approval

There are no new emission units and pollution control equipment receiving advanced source
modification approval during this review process.

Insignificant Activities

The source also consists of the following insignificant activities, as defined in 326 IAC 2-7-1(21): 

(a) Emission units with PM and PM10 emissions less than five (5) tons per year, SO2, NOx,
and VOC emissions less than ten (10) tons per year, CO emissions less than twenty-five
(25) tons per year, lead emissions less than two-tenths (0.2) tons per year, single HAP
emissions less than one (1) ton per year, and combination of HAPs emissions less than
two and a half (2.5) tons per year:

(1) One (1) welding and flame cutting station used for maintenance purposes [326 IAC
6-3-2]; 

(b) Paved roads and parking areas [326 IAC 6-4] [326 IAC 6-5]; and

(c) Natural gas fired combustion sources with heat input equal to or less than ten million
(10,000,000) British thermal units per hour:

(1) Two (2) natural gas-fired boilers, identified as B-01 and B-02, both constructed in
1996, each with a maximum capacity of 4.1 million British thermal units per hour
[326 IAC 6-2-4];

(2) One (1) natural gas-fired roof top heater, identified as RTU-2, constructed in 1996,
with a maximum capacity of 0.8 million British thermal units per hour; and

(3) Two (2) natural gas-fired radiant space heaters, identified as MUA-1 and MUA-2,
both constructed in 1996, each with a maximum capacity of 0.8 million British
thermal units per hour.

Existing Approvals

The source has been operating under previous approvals including, but not limited to, the following:
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(a) A141-6088-00116, issued July 30, 1996; and

(b) CP141-5252-00116, issued May 30, 1996.

All conditions from previous approvals were incorporated into this Part 70 permit.

Enforcement Issue

There are no enforcement actions pending.

Recommendation

The staff recommends to the Commissioner that the Part 70 permit be approved.  This
recommendation is based on the following facts and conditions:

Unless otherwise stated, information used in this review was derived from the application and
additional information submitted by the applicant.

An administratively complete Part 70 permit application for the purposes of this review was received
on July 16, 2001.  Additional information was received on August 3, 2001.

There was no notice of completeness letter mailed to the source.

Emission Calculations

See Appendix A of this document for detailed emissions calculations (page 1 through 5).

Potential To Emit 

Pursuant to 326 IAC 2-1.1-1(16), Potential to Emit is defined as “the maximum capacity of a
stationary source to emit any air pollutant under its physical and operational design.  Any physical
or operational limitation on the capacity of a source to emit an air pollutant, including air pollution
control equipment and restrictions on hours of operation or type or amount of material combusted,
stored, or processed shall be treated as part of its design if the limitation is enforceable by the U.
S. EPA.” 

This table reflects the PTE before controls.  Control equipment is not considered federally
enforceable until it has been required in a federally enforceable permit.

Pollutant Potential To Emit (tons/year)

PM 0.35

PM-10 0.35

SO2 0.03

VOC 208.9

CO 3.9

NOx 2.85
 Note: For the purpose of determining Title V applicability for particulates,
           PM-10, not PM, is the regulated pollutant in consideration.

HAP’s Potential To Emit (tons/year)

Benzene 9.75x10-5

Dichlorobenzene 5.57x10-5

Formaldehyde 3.48x10-3
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Hexane 8.36x10-2

Toluene 1.58x10-4

Lead 2.32x10-5

Cadmium 5.11x10-5

Chromium 6.50x10-5

Manganese 1.76x10-5

Nickel 6.75x10-5

TOTAL 8.76x10-2

(a) The potential to emit (as defined in 326 IAC 2-1.1-1(16)) of VOC is equal to or greater than
100 tons per year.  Therefore, the source is subject to the provisions of 326 IAC 2-7.

(b) Fugitive Emissions
Since this type of operation is not one of the twenty-eight (28) listed source categories
under 326 IAC 2-2 and since there are no applicable New Source Performance Standards
that were in effect on August 7, 1980, the fugitive emissions are not counted toward
determination of PSD and Emission Offset applicability.

Actual Emissions

The following table shows the actual emissions from the source. This information reflects the 2000
OAQ emission data.

Pollutant Actual Emissions (tons/year)

PM --

PM-10 --

SO2 --

VOC 71
CO --

NOx --

HAP --

Potential to Emit After Issuance

The table below summarizes the potential to emit, reflecting all limits, of the significant emission
units after controls.  The control equipment is considered federally enforceable only after issuance
of this Part 70 operating permit.

Potential to Emit
(tons/year)

Process/facility PM PM-10 SO2 VOC CO NOX HAPs

Tanks 0 0 0 5.52* 0 0 0

Dry Cleaning Operation 0 0 0 203.1* 0 0 0

Insignificant
Combustion, Welding
and Flame-cutting

0.35* 0.35* 0.03* 0.26* 3.9* 2.85* Neg*

Total Emissions 0.35 0.35 0.03 208.9 3.9 2.85 Neg
*Emissions are at maximum capacity.
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Neg = Negligible

County Attainment Status

The source is located in St. Joseph County.

Pollutant Status

PM-10 Attainment
SO2 Attainment
NO2 Attainment

Ozone Maintenance Attainment
CO Attainment

Lead Attainment

(a) Volatile organic compounds (VOC) are precursors for the formation of ozone.  Therefore,
VOC emissions are considered when evaluating the rule applicability relating to the ozone
standards.  St. Joseph County has been designated as attainment or unclassifiable for
ozone.  Therefore, VOC emissions were reviewed pursuant to the requirements for
Prevention of Significant Deterioration (PSD), 326 IAC 2-2 and 40 CFR 52.21.

(b) St. Joseph County has been classified as attainment or unclassifiable for PM10, SO2,
NOx, CO, and lead.  Therefore, these emissions were reviewed pursuant to the
requirements for Prevention of Significant Deterioration (PSD), 326 IAC 2-2 and 40 CFR
52.21.

(c) Fugitive Emissions
Since this type of operation is not one of the 28 listed source categories under 326 IAC 2-2
and since there are no applicable New Source Performance Standards that were in effect
on August 7, 1980, the fugitive emissions are not counted toward determination of PSD
and Emission Offset applicability. 

Part 70 Permit Conditions

This source is subject to the requirements of 326 IAC 2-7, pursuant to which the source has to
meet the following:

(a) Emission limitations and standards, including those operational requirements and
limitations that assure compliance with all applicable requirements at the time of issuance
of Part 70 permits.

(b) Monitoring and related record keeping requirements which assume that all reasonable
information is provided to evaluate continuous compliance with the applicable requirements.

Federal Rule Applicability

(a) The source is subject to 40 CFR Part 60, Subpart JJJ (Standards of Performance for
Petroleum Dry Cleaners) because it is a petroleum dry cleaning plant with a total
manufacturers’ rated dryer capacity greater than 38 kilograms.  Pursuant to this rule:

(1) Each affected petroleum dryer that is installed after December 14, 1982 shall be a
solvent recovery dryer.  The solvent recovery dryer(s) shall be properly installed,
operated, and maintained.
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(2) Each affected solvent filer that is installed after December 14, 1982 shall be a
cartridge filter.  Cartridge filters shall be drained in their sealed housings for at
least eight (8) hours prior to their removal.

(3) Each manufacturer of an affected petroleum solvent dryer shall include leak
inspection and leak repair cycle information in the operation manual and on a
clearly visible label posted on each affected facility.  Such information should
state:

(A) To protect against fire hazards, loss of valuable solvents, and emissions of
solvent to the atmosphere, periodic inspection of this equipment for
evidence of leaks and prompt repair of any leaks is recommended.  The
U.S. Environmental Protection Agency recommends that the equipment
be inspected every 15 days and all vapor or liquid leaks be repaired within
the subsequent 15 day period.

(B) The Permittee shall inspect for evidence of leaks every 15 days.  Records
shall be maintain of each inspection performed and any necessary repairs.

(C) The source performs inspections twice a month and equipment is
observed on a daily basis.

(D) The initial test required by 326 IAC 60.624 was performed on January 6,
1997.  Therefore there is no additional testing required by this regulation. 
However, a record of the initial test must be maintained.

(b) 40 CFR Part 60, Subpart Dc (Standards of Performance for Small Industrial-Commercial-
Institutional Steam Generating Units) does not apply to the insignificant boilers (B-01 and
B-02) even though they were constructed after the applicability date of the rule because
they do not have a capacity greater than ten million (10,000,000) British thermal units per
hour.

(c) 40 CFR Part 60, Subpart Kb (Standards of Performance for Volatile Organic Liquid Storage
Vessels (Including Petroleum Liquid Storage Vessels) for Which Construction,
Reconstruction, or Modification Commenced After July 23, 1984) does not apply to any of
the tanks at this source even though they were constructed after the applicability date of
this rule because they do not have a capacity greater than forty (40) cubic meters.

(d) There are no National Emission Standards for Hazardous Air Pollutants (NESHAPs)
(326 IAC 14 and 40 CFR Part 63) applicable to this source.  40 CFR 63, Subpart M
(National Perchloroethylene Air Emission Standards for Dry Cleaning Facilities) does not
apply to this source because this dry cleaning facility does not use perchloroethylene. 

(e) This source is not subject to the provisions of 40 CFR 64, Compliance Assurance
Monitoring (CAM).  In order for this rule to apply, a specific emissions unit must meet three
criteria for a given pollutant: 1) the unit is subject to an emission limitation or standard for
the applicable regulated air pollutant, 2) the unit uses a control device to achieve
compliance with any such emission limitation or standard, and, 3) the unit has potential
pre-control device emissions of the applicable regulated air pollutant that are equal or
greater than 100 percent of the amount required for a source to be classifies as a major
source.  The dry cleaning operation has the potential to emit greater than one hundred
(100) tons per year of VOC and therefore, this source meets one of the three criteria. 
However, there is no VOC emission limitation applicable to this operation and the operation
does not have a control device.  Therefore, the source does not meet two of the three
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criteria and is not subject to the provisions of 40 CFR 64, Compliance Assurance
Monitoring.

(f) The requirements of Section 112(j) of the Clean Air Act (40 CFR Part 63.50 through 63.56)
are not applicable to this source because the source is not a major source of HAPs and
the source does not include one or more units that belong to one or more source
categories affected by the Section 112(j) MACT Hammer date of May 15, 2002.

State Rule Applicability  -  Entire Source

326 IAC 2-4.1-1 (New Source Toxics Control)
326 IAC 2-4.1-1 (New Source Toxics Control) does not apply to this source because it was
constructed in 1996 which is before the applicability date of this rule and it does not emit greater
than ten (10) tons per year of a single HAP or twenty-five (25) tons per year of a combination of
HAPs.

326 IAC 2-2 (Prevention of Significant Deterioration)
This source is a minor source pursuant to 326 IAC 2-2 (Prevention of Significant Deterioration)
because it is not one of the twenty-eight (28) source categories and it does not have the potential
to emit great than two hundred fifty (250) tons per year of any pollutant.

326 IAC 2-6 (Emission Reporting)
This source is subject to 326 IAC 2-6 (Emission Reporting), because it has the potential to emit 
more than ten (10) tons per year of VOC and is located in St. Joseph County.  Pursuant to this
rule, the owner/operator of the source must annually submit an emission statement for the source. 
The annual statement must be received by April 15 of each year and contain the minimum
requirement as specified in 326 IAC 2-6-4. The submittal should cover the period defined in 326 IAC
2-6-2(8)(Emission Statement Operating Year).

326 IAC 5-1 (Opacity Limitations)
Pursuant to 326 IAC 5-1-2 (Opacity Limitations), except as provided in 326 IAC 5-1-3 (Temporary
Alternative Opacity Limitations), opacity shall meet the following, unless otherwise stated in this
permit:

(a) Opacity shall not exceed an average of forty percent (40%) any one (1) six (6) minute
averaging period as determined in 326 IAC 5-1-4. 

(b) Opacity shall not exceed sixty percent (60%) for more than a cumulative total of fifteen (15)
minutes (sixty (60) readings as measured according to 40 CFR 60, Appendix A, Method 9
or fifteen (15) one (1) minute nonoverlapping integrated averages for a continuous opacity
monitor) in a six (6) hour period.

326 IAC 6-4 (Fugitive Dust Emissions)
The Permittee shall not allow fugitive dust to escape beyond the property line or boundaries of the
property, right-of-way, or easement on which the source is located, in a manner that would violate
326 IAC 6-4 (Fugitive Dust Emissions).

326 IAC 6-5 (Fugitive Particulate Matter Emission Limitations)
Pursuant to 326 IAC 6-5 (Fugitive Particulate Matter Emission Limitations), fugitive particulate
matter emissions shall be controlled according to the fugitive dust control plan submitted on July 9,
2002.  Pursuant to this plan, the paved areas shall be swept on an as-needed basis.

State Rule Applicability - Petroleum Dry Cleaning Facility
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326 IAC 6-3-2 (Particulate Emission Limitations for Manufacturing Processes)
326 IAC 6-3-2 (Particulate Emission Limitations for Manufacturing Processes) does not apply to the
petroleum dry cleaning facility because it does not have the potential to emit any particulate matter.

326 IAC 8-1-6 (New Facilities; General Reduction Requirements)
326 IAC 8-1-6 (New Facilities; General Reduction Requirements) applies to the petroleum dry
cleaning facility because it was construction after 1980 and has the potential to emit greater than
twenty-five (25) tons per year of VOC.  Pursuant to 326 IAC 8-1-6 and CP141-5252-00116, issued
May 30, 1996, the following requirements apply:

(a) The chillers shall be used continuously in order to increase solvent recovery.

(b) The input of new stoddard solvent to the dry cleaning operation shall not exceed 75,000
gallons per twelve (12) consecutive month period with compliance determined at the end of
each month.

326 IAC 8-6 (Organic Solvent Emission Limitations)
326 IAC 8-6 (Organic Solvent Emission Limitations) does not apply to this source because it was
constructed in 1996 which does not fall between the applicability dates of October 7, 1974 and
January 1, 1980.

State Rule Applicability - Welding and Flame Cutting

326 IAC 6-3-2(e) (Particulate Emission Limitations for Manufacturing Processes)
Pursuant to 326 IAC 6-3-2(e), the allowable particulate matter emissions rate from any process not
already regulated by 326 IAC 6-1 or any New Source Performance Standard, and which has a
maximum process weight rate less than 100 pounds per hour shall not exceed 0.551 pounds per
hour. 

State Rule Applicability - Insignificant Boilers

326 IAC 6-2-4 (Particulate Emission Limitations for Sources of Indirect Heating)
The insignificant boilers (B-01 and B-02) are subject to 326 IAC 6-2-4 (Particulate Emission
Limitations for Sources of Indirect Heating) because they were constructed after September 21,
1983, the applicability date of the rule.  Pursuant to this rule, the particulate emissions from the
insignificant boilers (B-01 and B-02) shall be limited to 0.6 pounds per million British thermal units
heat input, each.  This limit is the lesser of 0.6 pounds per million British thermal units and the limit
calculated using the following equation:

Pt =   1.09     =     1.09       =  0.63 lb/MMBtu
           Q0.26          (8.2)0.26    

Where Pt = Pounds of particulate matter emitted per million Btu (lb/MMBtu) heat input;
Q = Total source maximum operating capacity (4.1 + 4.1 = 8.2 MMBtu/hr)

Testing Requirements

Testing is not required in this permit because there is no evidence that the source is not in
compliance with any of the applicable rules.  Furthermore, testing would not provide any additional
compliance information because compliance with 40 CFR 60, Subpart JJJ and 326 IAC 8-1-6 are
determined through other means.  Additionally, the initial compliance test required pursuant to 326
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IAC 60.624 was performed January 6, 1997.  40 CFR 60, Subpart JJJ does not require any
additional testing.

Compliance Requirements

Permits issued under 326 IAC 2-7 are required to ensure that sources can demonstrate compliance
with applicable state and federal rules on a more or less continuous basis.  All state and federal
rules contain compliance provisions, however, these provisions do not always fulfill the requirement
for a more or less continuous demonstration.  When this occurs IDEM, OAQ, in conjunction with
the source, must develop specific conditions to satisfy 326 IAC 2-7-5.  As a result, compliance
requirements are divided into two sections: Compliance Determination Requirements and
Compliance Monitoring Requirements. 

Compliance Determination Requirements in Section D of the permit are those conditions that are
found more or less directly within state and federal rules and the violation of which serves as
grounds for enforcement action. If these conditions are not sufficient to demonstrate continuous
compliance, they will be supplemented with Compliance Monitoring Requirements, also Section D
of the permit.  Unlike Compliance Determination Requirements, failure to meet Compliance
Monitoring conditions would serve as a trigger for corrective actions and not grounds for
enforcement action.  However, a violation in relation to a compliance monitoring condition will arise
through a source’s failure to take the appropriate corrective actions within a specific time period.

Conclusion

The operation of this petroleum dry cleaning plant shall be subject to the conditions of the attached
proposed Part 70 Permit No. T141-14656-00116.
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TABLE 4 TO SUBPART III.—COMPLIANCE REQUIREMENTS FOR SLABSTOCK FOAM PRODUCTION
AFFECTED SOURCES COMPLYING WITH THE SOURCE-WIDE EMISSION LIMITATION—Continued

Emission point Emission point
compliance option

Emission, work
practice, and

equipment stand-
ards

Monitoring Recordkeeping Reporting

Compliance Using
a Recovery de-
vice.

§ 63.1299(a), (d),
and (e) for rolling
annual compli-
ance or
§ 63.1299(b), (d),
and (e) for
monthly compli-
ance.

§ 63.1303 (b) ex-
cept (b)(1)(ii)
and (c).

§ 63.1307(c)(2) and
(d).

§ 63.1306(e)(1) or
(2).

TABLE 5 TO SUBPART III.—COMPLIANCE REQUIREMENTS FOR MOLDED AND REBOND FOAM
PRODUCTION AFFECTED SOURCES

Emission point Emission point
compliance option

Emission, work
practice, and

equipment stand-
ards

Monitoring Recordkeeping Reporting

Molded Foam
Equipment cleaning N/A ........................ § 63.1300(a) .......... ............................... § 63.1307(g) ..........
Mold release agent N/A ........................ § 63.1300(b) .......... ............................... § 63.1307 (h) .........

Rebond Foam
Equipment cleaning N/A ........................ § 63.1301(a) .......... ............................... § 63.1307 (g) .........
Mold release agent N/A ........................ § 63.1301(b) .......... ............................... § 63.1307 (h) .........

Subpart JJJ—National Emission
Standards for Hazardous Air
Pollutant Emissions: Group IV
Polymers and Resins

SOURCE: 61 FR 48229, Sept. 12, 1996, unless
otherwise noted.

§ 63.1310 Applicability and designation
of affected sources.

(a) Definition of affected source. The
provisions of this subpart apply to each
affected source. Affected sources are
described in paragraphs (a)(1) through
(a)(4) of this section.

(1) An affected source is either an ex-
isting affected source or a new affected
source. Existing affected source is de-
fined in paragraph (a)(2) of this section,
and new affected source is defined in
paragraph (a)(3) of this section.

(2) An existing affected source is de-
fined as each group of one or more
thermoplastic product process units
(TPPU) and associated equipment, as
listed in paragraph (a)(4) of this section
that is not part of a new affected
source, as defined in paragraph (a)(3) of
this section, that is manufacturing the
same primary product, and that is lo-

cated at a plant site that is a major
source.

(3) A new affected source is defined
by the criteria in paragraph (a)(3)(i),
(a)(3)(ii), or (a)(3)(iii) of this section.
The situation described in paragraph
(a)(3)(i) of this section is distinct from
those situations described in para-
graphs (a)(3)(ii) and (a)(3)(iii) of this
section and from any situation de-
scribed in paragraph (i) of this section.

(i) At a site without HAP emission
points before March 29, 1995 (i.e., a
‘‘greenfield’’ site), each group of one or
more TPPU and associated equipment,
as listed in paragraph (a)(4) of this sec-
tion, that is manufacturing the same
primary product and that is part of a
major source on which construction
commenced after March 29, 1995;

(ii) A group of one or more TPPU
meeting the criteria in paragraph
(i)(1)(i) of this section; or

(iii) A reconstructed affected source
meeting the criteria in paragraph
(i)(2)(i) of this section.

(4) Emission points and equipment. The
affected source also includes the emis-
sion points and equipment specified in
paragraphs (a)(4)(i) through (a)(4)(vi) of
this section that are associated with
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each applicable group of one or more
TPPU constituting an affected source.

(i) Each waste management unit.
(ii) Maintenance wastewater.
(iii) Each heat exchange system.
(iv) Each process contact cooling

tower used in the manufacture of PET
that is associated with a new affected
source.

(v) Each process contact cooling
tower used in the manufacture of PET
using a continuous terephthalic acid
high viscosity multiple end finisher
process that is associated with an ex-
isting affected source.

(vi) Equipment required by, or uti-
lized as a method of compliance with,
this subpart which may include control
devices and recovery devices.

(5) TPPUs and associated equipment,
as listed in paragraph (a)(4) of this sec-
tion, that are located at plant sites
that are not major sources are neither
affected sources nor part of an affected
source.

(b) TPPUs without organic HAP. The
owner or operator of a TPPU that is
part of an affected source, as defined in
paragraph (a) of this section, but that
does not use or manufacture any or-
ganic HAP shall comply with the re-
quirements of either paragraph (b)(1) or
(b)(2) of this section. Such a TPPU is
not subject to any other provisions of
this subpart and is not required to
comply with the provisions of subpart
A of this part.

(1) Retain information, data, and
analyses used to document the basis
for the determination that the TPPU
does not use or manufacture any or-
ganic HAP. Types of information that
could document this determination in-
clude, but are not limited to, records of
chemicals purchased for the process,
analyses of process stream composi-
tion, engineering calculations, or proc-
ess knowledge.

(2) When requested by the Adminis-
trator, demonstrate that the TPPU
does not use or manufacture any or-
ganic HAP.

(c) Emission points not subject to the
provisions of this subpart. The affected
source includes the emission points
listed in paragraphs (c)(1) through
(c)(9) of this section, but these emis-
sion points are not subject to the re-

quirements of this subpart or to the
provisions of subpart A of this part.

(1) Equipment that does not contain
organic HAP and is located within a
TPPU that is part of an affected
source;

(2) Stormwater from segregated sew-
ers;

(3) Water from fire-fighting and del-
uge systems in segregated sewers;

(4) Spills;
(5) Water from safety showers;
(6) Water from testing of deluge sys-

tems;
(7) Water from testing of firefighting

systems;
(8) Vessels and equipment storing

and/or handling material that contain
no organic HAP and/or organic HAP as
impurities only; and

(9) Equipment that is intended to op-
erate in organic HAP service for less
than 300 hours during the calendar
year.

(d) Processes exempted from the affected
source. The processes specified in para-
graphs (d)(1) through (d)(5) of this sec-
tion are exempted from the affected
source:

(1) Research and development facili-
ties;

(2) Polymerization processes occur-
ring in a mold;

(3) Processes which manufacture
binder systems containing a thermo-
plastic product for paints, coatings, or
adhesives;

(4) Finishing processes including
equipment such as compounding units,
spinning units, drawing units, extrud-
ing units, and other finishing steps;
and

(5) Solid state polymerization proc-
esses.

(e) Applicability determination of non-
thermoplastic equipment included within
the boundaries of a TPPU. If a polymer
that is not a thermoplastic product is
produced within the equipment (i.e.,
collocated) making up a TPPU and at
least 50 percent of that polymer is used
in the production of a thermoplastic
product manufactured by the same
TPPU, then the unit operations in-
volved in the production of that poly-
mer are considered part of the TPPU
and are subject to this subpart, with
the following exception. Any emission
points from such unit operations that
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are subject to another subpart of this
part with an effective date prior to
September 5, 1996 shall remain subject
to that other subpart of this part and
are not subject to this subpart.

(f) Primary product determination and
applicability. An owner or operator of a
process unit that produces or plans to
produce a thermoplastic product shall
determine if the process unit is subject
to this subpart in accordance with this
paragraph. The owner or operator shall
initially determine whether a process
unit is designated as a TPPU and sub-
ject to the provisions of this subpart in
accordance with either paragraph (f)(1)
or (f)(2) of this section. The owner or
operator of a flexible operation unit
that was not initially designated as a
TPPU, but in which a thermoplastic
product is produced, shall conduct an
annual re-determination of the applica-
bility of this subpart in accordance
with paragraph (f)(3) of this section.
Owners or operators that anticipate
the production of a thermoplastic prod-
uct in a process unit that was not ini-
tially designated as a TPPU, and in
which no thermoplastic products are
currently produced, shall determine if
the process unit is subject to this sub-
part in accordance with paragraph
(f)(4) of this section. Paragraphs (f)(3)
and (f)(5) through (f)(7) of this section
discuss compliance only for flexible op-
eration units. Other paragraphs apply
to all process units, including flexible
operation units, unless otherwise
noted. Paragraph (f)(8) of this section
contains reporting requirements asso-
ciated with the applicability deter-
minations. Paragraphs (f)(9) and (f)(10)
of this section describe criteria for re-
moving the TPPU designation from a
process unit.

(1) Initial determination. The owner or
operator shall initially determine if a
process unit is subject to the provi-
sions of this subpart based on the pri-
mary product of the process unit in ac-
cordance with paragraphs (f)(1)(i)
through (iii) of this section. If the proc-
ess unit never uses or manufactures
any organic HAP, regardless of the out-
come of the primary product deter-
mination, the only requirements of
this subpart that might apply to the
process unit are contained in para-
graph (b) of this section. If a flexible

operation unit does not use or manu-
facture any organic HAP during the
manufacture of one or more products,
paragraph (f)(5)(i) of this section ap-
plies to that flexible operation unit.

(i) If a process unit only manufac-
tures one product, then that product
shall represent the primary product of
the process unit.

(ii) If a process unit produces more
than one intended product at the same
time, the primary product shall be de-
termined in accordance with paragraph
(f)(1)(ii)(A) or (B) of this section.

(A) The product for which the process
unit has the greatest annual design ca-
pacity on a mass basis shall represent
the primary product of the process
unit, or

(B) If a process unit has the same
maximum annual design capacity on a
mass basis for two or more products,
and if one of those products is a ther-
moplastic product, then the thermo-
plastic product shall represent the pri-
mary product of the process unit.

(iii) If a process unit is designed and
operated as a flexible operation unit,
the primary product shall be deter-
mined as specified in paragraphs
(f)(1)(iii)(A) or (B) of this section based
on the anticipated operations for the 5
years following September 12, 1996 at
existing process units, or for the first
year after the process unit begins pro-
duction of any product for new process
units. If operations cannot be antici-
pated sufficiently to allow the deter-
mination of the primary product for
the specified period, applicability shall
be determined (in accordance with
paragraph (f)(2) of this section.

(A) If the flexible operation unit will
manufacture one product for the great-
est operating time over the specified 5
year period for existing process units,
or the specified 1 year period for new
process units, then that product shall
represent the primary product of the
flexible operation unit.

(B) If the flexible operation unit will
manufacture multiple products equally
based on operating time, then the prod-
uct with the greatest expected produc-
tion on a mass basis over the specified
5 year period for existing process units,
or the specified 1 year period for new
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process units shall represent the pri-
mary product of the flexible operation
unit.

(iv) If, according to paragraph
(f)(1)(i), (ii), or (iii) of this section, the
primary product of a process unit is a
thermoplastic product, then that proc-
ess unit shall be designated as a TPPU.
That TPPU and associated equipment,
as listed in paragraph (a)(4) of this sec-
tion is either an affected source or part
of an affected source comprised of
other TPPU and associated equipment,
as listed in paragraph (a)(4) of this sec-
tion, subject to this subpart with the
same primary product at the same
plant site that is a major source. If the
primary product of a process unit is de-
termined to be a product that is not a
thermoplastic product, then that proc-
ess unit is not a TPPU.

(2) If the primary product cannot be
determined for a flexible operation
unit in accordance with paragraph
(f)(1)(iii) of this section, applicability
shall be determined in accordance with
this paragraph.

(i) If the owner or operator cannot
determine the primary product in ac-
cordance with paragraph (f)(1)(iii) of
this section, but can determine that a
thermoplastic product is not the pri-
mary product, then that flexible oper-
ation unit is not a TPPU.

(ii) If the owner or operator cannot
determine the primary product in ac-
cordance with paragraph (f)(1)(iii) of
this section, and cannot determine
that a thermoplastic product is not the
primary product as specified in para-
graph (f)(2)(i) of this section, applica-
bility shall be determined in accord-
ance with paragraph (f)(2)(ii)(A) or
(f)(2)(ii)(B) of this section.

(A) If the flexible operation unit is an
existing process unit, the flexible oper-
ation unit shall be designated as a
TPPU if a thermoplastic product was
produced for 5 percent or greater of the
total operating time of the flexible op-
erating unit since March 9, 1999. That
TPPU and associated equipment, as
listed in paragraph (a)(4) of this sec-
tion, is either an affected source, or
part of an affected source comprised of
other TPPU and associated equipment,
as listed in paragraph (a)(4) of this sec-
tion, subject to this subpart with the
same primary product at the same

plant site that is a major source. For a
flexible operation unit that is des-
ignated as an TPPU in accordance with
this paragraph, the thermoplastic prod-
uct produced for the greatest amount
of time since March 9, 1999 shall be des-
ignated as the primary product of the
TPPU.

(B) If the flexible operation unit is a
new process unit, the flexible operation
unit shall be designated as a TPPU if
the owner or operator anticipates that
a thermoplastic product will be manu-
factured in the flexible operation unit
at any time in the first year after the
date the unit begins production of any
product. That TPPU and associated
equipment, as listed in paragraph (a)(4)
of this section, is either an affected
source, or part of an affected source
comprised of other TPPU and associ-
ated equipment, as listed in paragraph
(a)(4) of this section, subject to this
subpart with the same primary product
at the same plant site that is a major
source. For a process unit that is des-
ignated as a TPPU in accordance with
this paragraph, the thermoplastic prod-
uct that will be produced shall be des-
ignated as the primary product of the
TPPU. If more than one thermoplastic
product will be produced, the owner or
operator may select which thermo-
plastic product is designated as the pri-
mary product.

(3) Annual applicability determination
for non-TPPUs that have produced a
thermoplastic product. Once per year be-
ginning September 12, 2001, the owner
or operator of each flexible operation
unit that is not designated as a TPPU,
but that has produced a thermoplastic
product at any time in the preceding 5-
year period or since the date that the
unit began production of any product,
whichever is shorter, shall perform the
evaluation described in paragraphs
(f)(3)(i) through (f)(3)(iii) of this sec-
tion. However, an owner or operator
that does not intend to produce any
thermoplastic product in the future, in
accordance with paragraph (f)(9) of this
section, is not required to perform the
evaluation described in paragraphs
(f)(3)(i) through (f)(3)(iii) of this sec-
tion.

(i) For each product produced in the
flexible operation unit, the owner or
operator shall calculate the percentage

VerDate 11<MAY>2000 09:45 Sep 10, 2001 Jkt 194147 PO 00000 Frm 00233 Fmt 8010 Sfmt 8002 Y:\SGML\194147T.XXX pfrm07 PsN: 194147T



234

40 CFR Ch. I (7–1–01 Edition)§ 63.1310

of total operating time over which the
product was produced during the pre-
ceding 5-year period.

(ii) The owner or operator shall iden-
tify the primary product as the product
with the highest percentage of total
operating time for the preceding 5-year
period.

(iii) If the primary product identified
in paragraph (f)(3)(ii) is a thermo-
plastic product, the flexible operation
unit shall be designated as a TPPU.
The owner or operator shall notify the
Administrator no later than 45 days
after determining that the flexible op-
eration unit is a TPPU, and shall com-
ply with the requirements of this sub-
part in accordance with paragraph
(i)(1) of this section for the flexible op-
eration unit.

(4) Applicability determination for non-
TPPUs that have not produced a thermo-
plastic product. The owner or operator
that anticipates the production of a
thermoplastic product in a process unit
that is not designated as a TPPU, and
in which no thermoplastic products
have been produced in the previous 5-
year period or since the date that the
process unit began production of any
product, whichever is shorter, shall de-
termine if the process unit is subject to
this subpart in accordance with para-
graphs (f)(4)(i) and (ii) of this section.
Also, owners or operators who have no-
tified the Administrator that a process
unit is not a TPPU in accordance with
paragraph (f)(9) of this section, that
now anticipate the production of a
thermoplastic product in the process
unit, shall determine if the process
unit is subject to this subpart in ac-
cordance with paragraphs (f)(4)(i) and
(ii) of this section.

(i) The owner or operator shall use
the procedures in paragraph (f)(1) or
(f)(2) of this section to determine if the
process unit is designated as a TPPU,
with the following exception: For exist-
ing process units that are determining
the primary product in accordance
with paragraph (f)(1)(iii) of this sec-
tion, production shall be projected for
the five years following the date that
the owner or operator anticipates initi-
ating the production of a thermoplastic
product.

(ii) If the unit is designated as a
TPPU in accordance with paragraph

(f)(4)(i) of this section, the owner or op-
erator shall comply in accordance with
paragraph (i)(1) of this section.

(5) Compliance for flexible operation
units. Owners or operators of TPPUs
that are flexible operation units shall
comply with the standards specified for
the primary product, with the excep-
tions provided in paragraphs (f)(5)(i)
and (f)(5)(ii) of this section.

(i) Whenever a flexible operation unit
manufactures a product in which no or-
ganic HAP is used or manufactured,
the owner or operator is only required
to comply with either paragraph (b)(1)
or (b)(2) of this section to demonstrate
compliance for activities associated
with the manufacture of that product.
This subpart does not require compli-
ance with the provisions of subpart A
of this part for activities associated
with the manufacture of a product that
meets the criteria of paragraph (b) of
this section.

(ii) Whenever a flexible operation
unit manufactures a product that
makes it subject to subpart GGG of
this part, the owner or operator is not
required to comply with the provisions
of this subpart during the production
of that product.

(6) Owners or operators of TPPUs
that are flexible operation units have
the option of determining the group
status of each emission point associ-
ated with the flexible operation unit,
in accordance with either paragraph
(f)(6)(i) or (f)(6)(ii) of this section, with
the exception of batch process vents.
For batch process vents, the owner or
operator shall determine the group sta-
tus in accordance with § 63.1323.

(i) The owner or operator may deter-
mine the group status of each emission
point based on emission point charac-
teristics when the primary product is
being manufactured. The criteria that
shall be used for this group determina-
tion are the Group 1 criteria specified
for the primary product.

(ii) The owner or operator may deter-
mine the group status of each emission
point separately for each product pro-
duced by the flexible operation unit.
For each product, the group status
shall be determined using the emission
point characteristics when that prod-
uct is being manufactured and using
the Group 1 criteria specified for the
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primary product. (Note: Under this sce-
nario, it is possible that the group sta-
tus, and therefore the requirement to
achieve emission reductions, for an
emission point may change depending
on the product being manufactured.)

(7) Owners or operators determining
the group status of emission points in
flexible operation units based solely on
the primary product in accordance
with paragraph (f)(6)(i) of this section
shall establish parameter monitoring
levels, as required, in accordance with
either paragraph (f)(7)(i) or (f)(7)(ii) of
this section. Owners or operators deter-
mining the group status of emission
points in flexible operation units based
on each product in accordance with
paragraph (f)(6)(ii) of this section shall
establish parameter monitoring levels,
as required, in accordance with para-
graph (f)(7)(i) of this section.

(i) Establish separate parameter
monitoring levels in accordance with
§ 63.1334(a) for each individual product.

(ii) Establish a single parameter
monitoring level (for each parameter
required to be monitored at each de-
vice subject to monitoring require-
ments) in accordance with § 63.1334(a)
that would apply for all products.

(8) Reporting requirements. When it is
determined that a process unit is a
TPPU and subject to the requirements
of this subpart, the Notification of
Compliance Status required by
§ 63.1335(e)(5) shall include the informa-
tion specified in paragraphs (f)(8)(i) and
(f)(8)(ii) of this section, as applicable. If
it is determined that the process unit
is not subject to this subpart, the
owner or operator shall either retain
all information, data, and analysis
used to document the basis for the de-
termination that the primary product
is not a thermoplastic product, or,
when requested by the Administrator,
demonstrate that the process unit is
not subject to this subpart.

(i) If the TPPU manufactures only
one thermoplastic product, identifica-
tion of that thermoplastic product.

(ii) If the TPPU is designed and oper-
ated as a flexible operation unit, the
information specified in paragraphs
(f)(8)(ii)(A) through (f)(8)(ii)(D) of this
section, as appropriate, shall be sub-
mitted.

(A) If a primary product could be de-
termined, identification of the primary
product.

(B) Identification of which compli-
ance option, either paragraph (f)(6)(i)
or (f)(6)(ii) of this section, has been se-
lected by the owner or operator.

(C) If the option to establish separate
parameter monitoring levels for each
product in paragraph (f)(7)(i) of this
section is selected, the identification of
each product and the corresponding pa-
rameter monitoring level.

(D) If the option to establish a single
parameter monitor level in paragraph
(f)(7)(ii) of this section is selected, the
parameter monitoring level for each
parameter.

(9) TPPUs terminating production of all
thermoplastic products. If a TPPU termi-
nates the production of all thermo-
plastic products and does not antici-
pate the production of any thermo-
plastic products in the future, the proc-
ess unit is no longer a TPPU and is not
subject to this subpart after notifica-
tion is made to the Administrator.
This notification shall be accompanied
by a rationale for why it is anticipated
that no thermoplastic products will be
produced in the process unit in the fu-
ture.

(10) Redetermination of applicability to
TPPUs that are flexible operation units.
Whenever changes in production occur
that could reasonably be expected to
change the primary product of a TPPU
that is operating as a flexible operation
unit from a thermoplastic product to a
product that would make the process
unit subject to another subpart of this
part, the owner or operator shall re-
evaluate the status of the process unit
as a TPPU in accordance with para-
graphs (f)(10)(i) through (iii) of this sec-
tion.

(i) For each product produced in the
flexible operation unit, the owner or
operator shall calculate the percentage
of total operating time in which the
product was produced for the preceding
five-year period, or since the date that
the process unit began production of
any product, whichever is shorter.

(ii) The owner or operator shall iden-
tify the primary product as the product
with the highest percentage of total
operating time for the period.
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(iii) If the conditions in (f)(10)(iii)(A)
through (C) of this section are met, the
flexible operation unit shall no longer
be designated as a TPPU and shall no
longer be subject to the provisions of
this subpart after the date that the
process unit is required to be in com-
pliance with the provisions of the other
subpart of this part to which it is sub-
ject. If the conditions in paragraphs
(f)(10)(iii)(A) through (C) of this section
are not met, the flexible operation unit
shall continue to be considered a TPPU
and subject to the requirements of this
subpart.

(A) The product identified in
(f)(10)(ii) of this section is not a ther-
moplastic product; and

(B) The production of the product
identified in (f)(10)(ii) of this section is
subject to another subpart of this part;
and

(C) The owner or operator submits a
notification to the Administrator of
the pending change in applicability.

(g) Storage vessel ownership determina-
tion. The owner or operator shall follow
the procedures specified in paragraphs
(g)(1) through (g)(7) of this section to
determine to which process unit a stor-
age vessel shall be assigned. Paragraph
(g)(8) of this section specifies when an
owner or operator is required to rede-
termine to which process unit a stor-
age vessel is assigned.

(1) If a storage vessel is already sub-
ject to another subpart of 40 CFR part
63 on September 12, 1996, said storage
vessel shall be assigned to the process
unit subject to the other subpart.

(2) If a storage vessel is dedicated to
a single process unit, the storage vessel
shall be assigned to that process unit.

(3) If a storage vessel is shared among
process units, then the storage vessel
shall be assigned to that process unit
located on the same plant site as the
storage vessel that has the greatest
input into or output from the storage
vessel (i.e., said process unit has the
predominant use of the storage vessel).

(4) If predominant use cannot be de-
termined for a storage vessel that is
shared among process units and if only
one of those process units is a TPPU
subject to this subpart, the storage
vessel shall be assigned to said TPPU.

(5) If predominant use cannot be de-
termined for a storage vessel that is

shared among process units and if more
than one of the process units are
TPPUs that have different primary
products and that are subject to this
subpart, then the owner or operator
shall assign the storage vessel to any
one of the said TPPUs.

(6) If the predominant use of a stor-
age vessel varies from year to year,
then predominant use shall be deter-
mined based on the utilization that oc-
curred during the year preceding Sep-
tember 12, 1996 or based on the ex-
pected utilization for the 5 years fol-
lowing September 12, 1996 for existing
affected sources, whichever is more
representative of the expected oper-
ations for said storage vessel, and
based on the expected utilization for
the first 5 years after initial start-up
for new affected sources. The deter-
mination of predominant use shall be
reported in the Notification of Compli-
ance Status, as required by
§ 63.1335(e)(5)(vi).

(7) Where a storage vessel is located
at a major source that includes one or
more process units which place mate-
rial into, or receive materials from the
storage vessel, but the storage vessel is
located in a tank farm (including a ma-
rine tank farm), the applicability of
this subpart shall be determined ac-
cording to the provisions in paragraphs
(g)(7)(i) through (g)(7)(iv) of this sec-
tion.

(i) The storage vessel may only be as-
signed to a process unit that utilizes
the storage vessel and does not have an
intervening storage vessel for that
product (or raw material, as appro-
priate). With respect to any process
unit, an intervening storage vessel
means a storage vessel connected by
hard-piping both to the process unit
and to the storage vessel in the tank
farm so that product or raw material
entering or leaving the process unit
flows into (or from) the intervening
storage vessel and does not flow di-
rectly into (or from) the storage vessel
in the tank farm.

(ii) If there is no process unit at the
major source that meets the criteria of
paragraph (g)(7)(i) of this section with
respect to a storage vessel, this subpart
does not apply to the storage vessel.
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(iii) If there is only one process unit
at the major source that meets the cri-
teria of paragraph (g)(7)(i) of this sec-
tion with respect to a storage vessel,
the storage vessel shall be assigned to
that process unit.

(iv) If there are two or more process
units at the major source that meet
the criteria of paragraph (g)(7)(i) of
this section with respect to a storage
vessel, the storage vessel shall be as-
signed to one of those process units ac-
cording to the provisions of paragraphs
(g)(3) through (g)(6) of this section. The
predominant use shall be determined
among only those process units that
meet the criteria of paragraph (g)(7)(i)
of this section.

(8) If the storage vessel begins receiv-
ing material from (or sending material
to) a process unit that was not in-
cluded in the initial determination, or
ceases to receive material from (or
send material to) a process unit, the
owner or operator shall re-evaluate the
applicability of this subpart to the
storage vessel.

(h) Recovery operations equipment own-
ership determination. The owner or oper-
ator shall follow the procedures speci-
fied in paragraphs (h)(1) through (h)(6)
of this section to determine to which
process unit recovery operations equip-
ment shall be assigned. Paragraph
(h)(7) of this section specifies when an
owner or operator is required to rede-
termine to which process unit the re-
covery operations equipment is as-
signed.

(1) If recovery operations equipment
is already subject to another subpart of
40 CFR part 63 on September 12, 1996,
said recovery operations equipment
shall be assigned to the process unit
subject to the other subpart.

(2) If recovery operations equipment
is dedicated to a single process unit,
the recovery operations equipment
shall be assigned to that process unit.

(3) If recovery operations equipment
is shared among process units, then the
recovery operations equipment shall be
assigned to that process unit located
on the same plant site as the recovery
operations equipment that has the
greatest input into or output from the
recovery operations equipment (i.e.,
said process unit has the predominant

use of the recovery operations equip-
ment).

(4) If predominant use cannot be de-
termined for recovery operations
equipment that is shared among proc-
ess units and if one of those process
units is a TPPU subject to this sub-
part, the recovery operations equip-
ment shall be assigned to said TPPU.

(5) If predominant use cannot be de-
termined for recovery operations
equipment that is shared among proc-
ess units and if more than one of the
process units are TPPUs that have dif-
ferent primary products and that are
subject to this subpart, then the owner
or operator shall assign the recovery
operations equipment to any one of
said TPPUs.

(6) If the predominant use of recovery
operations equipment varies from year
to year, then predominant use shall be
determined based on the utilization
that occurred during the year pre-
ceding September 12, 1996 or based on
the expected utilization for the 5 years
following September 12, 1996 for exist-
ing affected sources, whichever is the
more representative of the expected op-
erations for said recovery operations
equipment, and based on the first 5
years after initial start-up for new af-
fected sources. The determination of
predominant use shall be reported in
the Notification of Compliance Status,
as required by § 63.1335(e)(5)(vii).

(7) If a piece of recovery operations
equipment begins receiving material
from a process unit that was not in-
cluded in the initial determination, or
ceases to receive material from a proc-
ess unit that was included in the initial
determination, the owner or operator
shall reevaluate the applicability of
this subpart to that recovery oper-
ations equipment.

(i) Changes or additions to plant sites.
The provisions of paragraphs (i)(1)
through (i)(4) of this section apply to
owners or operators that change or add
to their plant site or affected source.
Paragraph (i)(5) of this section provides
examples of what are and are not con-
sidered process changes for purposes of
this paragraph (i) of this section. Para-
graph (i)(6) of this section discusses re-
porting requirements.

(1) Adding a TPPU to a plant site. The
provisions of paragraphs (i)(1)(i) and
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(i)(1)(ii) of this section apply to owners
or operators that add one or more
TPPUs to a plant site.

(i) If a group of one or more TPPUs
that produce the same primary product
is added to a plant site, the added
group of one or more TPPUs and asso-
ciated equipment, as listed in para-
graph (a)(4) of this section, shall be a
new affected source and shall comply
with the requirements for a new af-
fected source in this subpart upon ini-
tial start-up or by June 19, 2000, which-
ever is later, as provided in § 63.6(b), ex-
cept that new affected sources whose
primary product, as determined using
the procedures specified in paragraph
(f) of this section, is poly(ethylene
terephthalate) (PET) shall be in com-
pliance with § 63.1331 upon initial start-
up or February 27, 2001, whichever is
later, if the added group of one or more
TPPUs meets the criteria in either
paragraph (i)(1)(i)(A) or (i)(1)(i)(B) of
this section, and the criteria in either
paragraph (i)(1)(i)(C) or (i)(1)(i)(D) of
this section are met.

(A) The construction of the group of
one or more TPPUs commenced after
March 29, 1995.

(B) The construction or reconstruc-
tion, for process units that have be-
come TPPUs, commenced after March
29, 1995.

(C) The group of one or more TPPUs
and associated equipment, as listed in
paragraph (a)(4) of this section, has the
potential to emit 10 tons per year or
more of any HAP or 25 tons per year or
more of any combination of HAP, and
the primary product of the group of
one or more TPPUs is currently pro-
duced at the plant site as the primary
product of an affected source; or

(D) The primary product of the group
of one or more TPPUs is not currently
produced at the plant site as the pri-
mary product of an affected source and
the plant site meets, or after the addi-
tion of the group of one or more TPPUs
and associated equipment, as listed in
paragraph (a)(4) of this section, will
meet the definition of a major source.

(ii) If a group of one or more TPPUs
that produce the same primary product
is added to a plant site, and the group
of one or more TPPUs does not meet
the criteria specified in paragraph
(i)(1)(i) of this section, and the plant

site meets, or after the addition will
meet, the definition of a major source,
the group of one or more TPPUs and
associated equipment, as listed in para-
graph (a)(4) of this section, shall com-
ply with the requirements for an exist-
ing affected source in this subpart upon
initial start-up; by June 19, 2001; or by
6 months after notifying the Adminis-
trator that a process unit has been des-
ignated as a TPPU (in accordance with
paragraph (f)(3)(iii) of this section),
whichever is later.

(2) Adding emission points or making
process changes to existing affected
sources. The provisions of paragraphs
(i)(2)(i) through (i)(2)(ii) of this section
apply to owners or operators that add
emission points or make process
changes to an existing affected source.

(i) If any components are replaced at
an existing affected source such that
the criteria specified in paragraphs
(i)(2)(i)(A) through (i)(2)(i)(B) of this
section are met, the entire affected
source shall be a new affected source
and shall comply with the require-
ments for a new affected source upon
initial start-up or by June 19, 2000,
whichever is later, as provided in
§ 63.6(b), except that new affected
sources whose primary product is
poly(ethylene terephthalate) (PET)
shall be in compliance with § 63.1331
upon initial start-up or by February 27,
2001, whichever is later.

(A) The replacement of components
meets the definition of reconstruction
in § 63.1312(b); and

(B) Such reconstruction commenced
after March 29, 1995.

(ii) If any components are replaced at
an existing affected source such that
the criteria specified in paragraphs
(i)(2)(i)(A) through (i)(2)(i)(B) of this
section are not met, and that replace-
ment of components creates one or
more Group 1 emission points (i.e., ei-
ther newly created Group 1 emission
points or emission points that change
group status from Group 2 to Group 1)
or causes any other emission point to
be added (i.e., Group 2 emission points,
equipment leak components subject to
§ 63.1331, continuous process vents sub-
ject to §§ 63.1316 through 63.1320, heat
exchange systems subject to § 63.1328,
and process contact cooling towers sub-
ject to § 63.1329), the resulting emission
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point(s) shall be subject to the applica-
ble requirements for an existing af-
fected source. The resulting emission
points shall be in compliance by 120
days after the date of initial start-up
or by the appropriate compliance date
specified in § 63.1311 (i.e., February 27,
1998 for most equipment leak compo-
nents subject to § 63.1331, June 19, 2001
for most emission points other than
equipment leaks, and February 27, 2001
for process contact cooling towers at
sources that produce PET as the pri-
mary product), whichever is later.

(iii) If an addition or process change
(not including a process change that
solely replaces components) is made to
an existing affected source that creates
one or more Group 1 emission points
(i.e., either newly created Group 1
emission points or emission points that
change group status from Group 2 to
Group 1) or causes any other emission
point to be added (i.e., Group 2 emis-
sion points, equipment leak compo-
nents subject to § 63.1331, continuous
process vents subject to §§ 63.1316
through 63.1320, heat exchange systems
subject to § 63.1328, and process contact
cooling towers subject to § 63.1329), the
resulting emission point(s) shall be
subject to the applicable requirements
for an existing affected source. The re-
sulting emission point(s) shall be in
compliance by 120 days after the date
of initial start-up or by the appropriate
compliance date specified in § 63.1311
(i.e., February 27, 1998 for most equip-
ment leak components subject to
§ 63.1331, June 19, 2001 for most emission
points other than equipment leaks, and
February 27, 2001 for process contact
cooling towers at sources that produce
PET as their primary product), which-
ever is later.

(iv) If any process change (not includ-
ing a process change that solely re-
places components) is made to an exist-
ing affected source that results in base-
line emissions (i.e., emissions prior to
applying controls for purposes of com-
plying with this subpart) from contin-
uous process vents in the collection of
material recovery sections within the
affected source at an existing affected
source producing PET using a contin-
uous dimethyl terephthalate process
changing from less than or equal to 0.12
kg organic HAP per Mg of product to

greater than 0.12 kg organic HAP per
Mg of product, the continuous process
vents shall be subject to the applicable
requirements for an existing affected
source. The resulting emission point(s)
shall be in compliance by 120 days after
the date of initial start-up or by June
19, 2001, whichever is later.

(3) Existing affected source requirements
for surge control vessels and bottoms re-
ceivers that become subject to subpart H
requirements. If a process change or ad-
dition of an emission point causes a
surge control vessel or bottoms re-
ceiver to become subject to § 63.170
under this paragraph (i), the owner or
operator shall be in compliance upon
initial start-up or by June 19, 2001,
whichever is later.

(4) Existing affected source requirements
for compressors that become subject to the
requirements of subpart H of this part. If
a process change or the addition of an
emission point causes a compressor to
become subject to § 63.164 under this
paragraph (i), the owner or operator
shall be in compliance upon initial
start-up or by the compliance date for
that compressor as specified in
§ 63.1311(d)(1) through (d)(4), whichever
is later.

(5) Determining what are and are not
process changes. For purposes of para-
graph (i) of this section, examples of
process changes include, but are not
limited to, changes in feedstock type,
or process catalyst type, or the re-
placement, removal, or addition of re-
covery equipment, or equipment
changes that increase production ca-
pacity. For purposes of paragraph (i) of
this section, process changes do not in-
clude: Process upsets, unintentional
temporary process changes, and
changes that do not alter the equip-
ment configuration and operating con-
ditions.

(6) Reporting requirements for owners or
operators that change or add to their
plant site or affected source. Owners or
operators that change or add to their
plant site or affected source, as dis-
cussed in paragraphs (i)(1) and (i)(2) of
this section, shall submit a report as
specified in § 63.1335(e)(7)(iv).

(j) Applicability of this subpart during
periods of start-up, shutdown, malfunc-
tion, or non-operation. Paragraphs (j)(1)
through (j)(4) of this section shall be
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followed during periods of start-up,
shutdown, malfunction, or non-oper-
ation of the affected source or any part
thereof.

(1) The emission limitations set forth
in this subpart and the emission limi-
tations referred to in this subpart shall
apply at all times except during peri-
ods of non-operation of the affected
source (or specific portion thereof) re-
sulting in cessation of the emissions to
which this subpart applies. The emis-
sion limitations of this subpart and the
emission limitations referred to in this
subpart shall not apply during periods
of start-up, shutdown, or malfunction,
except as provided in paragraphs (j)(3)
and (j)(4) of this section. During peri-
ods of start-up, shutdown, or malfunc-
tion, the owner or operator shall follow
the applicable provisions of the start-
up, shutdown, and malfunction plan re-
quired by § 63.1335(b)(1). However, if a
start-up, shutdown, malfunction, or pe-
riod of non-operation of one portion of
an affected source does not affect the
ability of a particular emission point
to comply with the emission limita-
tions to which it is subject, then that
emission point shall still be required to
comply with the applicable emission
limitations of this subpart during the
start-up, shutdown, malfunction, or pe-
riod of non-operation. For example, if
there is an overpressure in the reactor
area, a storage vessel that is part of
the affected source would still be re-
quired to be controlled in accordance
with the emission limitations in
§ 63.1314. Similarly, the degassing of a
storage vessel would not affect the
ability of a batch process vent to meet
the emission limitations of §§ 63.1321
through 63.1327.

(2) The emission limitations set forth
in subpart H of this part, as referred to
in § 63.1331, shall apply at all times ex-
cept during periods of non-operation of
the affected source (or specific portion
thereof) in which the lines are drained
and depressurized resulting in ces-
sation of the emissions to which
§ 63.1331 applies, or during periods of
start-up, shutdown, malfunction, or
process unit shutdown (as defined in
§ 63.161).

(3) The owner or operator shall not
shut down items of equipment that are
required or utilized for compliance

with this subpart during periods of
start-up, shutdown, or malfunction
during times when emissions (or, where
applicable, wastewater streams or re-
siduals) are being routed to such items
of equipment, if the shutdown would
contravene requirements of this sub-
part applicable to such items of equip-
ment. This paragraph (j)(3) does not
apply if the item of equipment is mal-
functioning. This paragraph also does
not apply if the owner or operator
shuts down the compliance equipment
(other than monitoring systems) to
avoid damage due to a contempora-
neous start-up, shutdown, or malfunc-
tion of the affected source or portion
thereof. If the owner or operator has
reason to believe that monitoring
equipment would be damaged due to a
contemporaneous start-up, shutdown,
or malfunction of the affected source
or portion thereof, the owner or oper-
ator shall provide documentation sup-
porting such a claim in the
Precompliance Report or in a supple-
ment to the Precompliance Report, as
provided in § 63.1335(e)(3). Once ap-
proved by the Administrator in accord-
ance with § 63.1335(e)(3)(viii), the provi-
sion for ceasing to collect, during a
start-up, shutdown, or malfunction,
monitoring data that would otherwise
be required by the provisions of this
subpart must be incorporated into the
start-up, shutdown, malfunction plan
for that affected source, as stated in
§ 63.1335(b)(1).

(4) During start-ups, shutdowns, and
malfunctions when the emission limi-
tations of this subpart do not apply
pursuant to paragraphs (j)(1) through
(j)(3) of this section, the owner or oper-
ator shall implement, to the extent
reasonably available, measures to pre-
vent or minimize excess emissions to
the extent practical. For purposes of
this paragraph, the term ‘‘excess emis-
sions’’ means emissions greater than
those allowed by the emissions limita-
tion which would apply during oper-
ational periods other than start-up,
shutdown, and malfunction. The meas-
ures to be taken shall be identified in
the applicable start-up, shutdown, and
malfunction plan, and may include, but
are not limited to, air pollution control
technologies, recovery technologies,
work practices, pollution prevention,
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monitoring, and/or changes in the man-
ner of operation of the affected source.
Back-up control devices are not re-
quired, but may be used if available.

[61 FR 48229, Sept. 12, 1996, as amended at 65
FR 38094, June 19, 2000]

§ 63.1311 Compliance dates and rela-
tionship of this subpart to existing
applicable rules.

(a) Affected sources are required to
achieve compliance on or before the
dates specified in paragraphs (b)
through (d) of this section. Paragraph
(e) of this section provides information
on requesting compliance extensions.
Paragraphs (f) through (n) of this sec-
tion discuss the relationship of this
subpart to subpart A of this part and to
other applicable rules. Where an over-
ride of another authority of the Act is
indicated in this subpart, only compli-
ance with the provisions of this sub-
part is required. Paragraph (o) of this
section specifies the meaning of time
periods.

(b) New affected sources that com-
mence construction or reconstruction
after March 29, 1995 shall be in compli-
ance with this subpart upon initial
start-up or September 12, 1996, which-
ever is later, as provided in § 63.6(b), ex-
cept that new affected sources whose
primary product, as determined using
the procedures specified in § 63.1310(f),
is PET shall be in compliance with
§ 63.1331 upon initial start-up or August
27, 2001, whichever is later.

(c) Existing affected sources shall be
in compliance with this subpart (except
for § 63.1331 for which compliance is
covered by paragraph (d) of this sec-
tion) no later than June 19, 2001, as pro-
vided in § 63.6(c), unless an extension
has been granted as specified in para-
graph (e) of this section, except that
the compliance date for the provisions
contained in § 63.1329 is extended to
February 27, 2001, for existing affected
sources whose primary product, as de-
termined using the procedures speci-
fied in § 63.1310(f), is PET using a con-
tinuous terephthalic acid high vis-
cosity multiple end finisher process.

[NOTE TO PARAGRAPH (C): The compliance
date of February 27, 2001 for the provisions of
§ 63.1329 for existing affected sources whose
primary product, as determined using the
procedures specified in 63.1310(f), is PET
using a continuous terephthalic acid high

viscosity multiple end finisher process is
stayed indefinitely. The EPA will publish a
document in the FEDERAL REGISTER estab-
lishing a new compliance date for these
sources.]

(d) Except as provided for in para-
graphs (d)(1) through (d)(6) of this sec-
tion, existing affected sources shall be
in compliance with § 63.1331 no later
than June 19, 2001, unless an extension
has been granted pursuant to para-
graph (e) of this section.

(1) Compliance with the compressor
provisions of § 63.164 shall occur no
later than February 27, 1998, for any
compressor meeting one or more of the
criteria in paragraphs (d)(1)(i) through
(d)(1)(iv) of this section, if the work
can be accomplished without a process
unit shutdown:

(i) The seal system will be replaced;
(ii) A barrier fluid system will be in-

stalled;
(iii) A new barrier fluid will be uti-

lized which requires changes to the ex-
isting barrier fluid system; or

(iv) The compressor will be modified
to permit connecting the compressor to
a fuel gas system or a closed vent sys-
tem or modified so that emissions from
the compressor can be routed to a proc-
ess.

(2) Compliance with the compressor
provisions of § 63.164 shall occur no
later than March 12, 1998 for any com-
pressor meeting all the criteria in
paragraphs (d)(2)(i) through (d)(2)(iv) of
this section:

(i) The compressor meets one or more
of the criteria specified in paragraphs
(d)(1)(i) through (d)(1)(iv) of this sec-
tion;

(ii) The work can be accomplished
without a process unit shutdown ;

(iii) The additional time is actually
necessary due to the unavailability of
parts beyond the control of the owner
or operator; and

(iv) The owner or operator submits
the request for a compliance extension
to the appropriate Environmental Pro-
tection Agency (EPA) Regional Office
at the address listed in § 63.13 no later
than June 16, 1997. The request for a
compliance extension shall contain the
information specified in
§ 63.6(i)(6)(i)(A), (B), and (D). Unless the
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EPA Regional Office objects to the re-
quest for a compliance extension with-
in 30 days after receipt of the request,
the request shall be deemed approved.

(3) If compliance with the compressor
provisions of § 63.164 cannot reasonably
be achieved without a process unit
shutdown, the owner or operator shall
achieve compliance no later than Sep-
tember 12, 1998. The owner or operator
who elects to use this provision shall
submit a request for a compliance ex-
tension in accordance with the require-
ments of paragraph (d)(2)(iv) of this
section.

(4) Compliance with the compressor
provisions of § 63.164 shall occur not
later than September 12, 1999 for any
compressor meeting one or more of the
criteria in paragraphs (d)(4)(i) through
(d)(4)(iii) of this section. The owner or
operator who elects to use these provi-
sions shall submit a request for an ex-
tension of compliance in accordance
with the requirements of paragraph
(d)(2)(iv) of this section.

(i) Compliance cannot be achieved
without replacing the compressor;

(ii) Compliance cannot be achieved
without recasting the distance piece;
or

(iii) Design modifications are re-
quired to connect to a closed-vent or
recovery system.

(5) Compliance with the provisions of
§ 63.170 shall occur no later than June
19, 2001.

(6) Notwithstanding paragraphs (d)(1)
through (5) of this section, existing af-
fected sources whose primary product,
as determined using the procedures
specified in § 63.1310(f), is PET shall be
in compliance with § 63.1331 no later
than August 27, 2001.

(e) Pursuant to Section 112(i)(3)(B) of
the Act, an owner or operator may re-
quest an extension allowing the exist-
ing affected source up to 1 additional
year to comply with Section 112(d)
standards. For purposes of this subpart,
a request for an extension shall be sub-
mitted to the permitting authority as
part of the operating permit applica-
tion or to the Administrator as a sepa-
rate submittal or as part of the
Precompliance Report. Requests for ex-
tensions shall be submitted no later
than 120 days prior to the compliance
dates specified in paragraphs (b)

through (d) of this section, or as speci-
fied elsewhere in this subpart, except
as provided in paragraph (e)(3) of this
section. The dates specified in § 63.6(i)
for submittal of requests for extensions
shall not apply to this subpart.

(1) A request for an extension of com-
pliance shall include the data described
in § 63.6(i)(6)(i) (A),(B), and (D).

(2) The requirements in § 63.6(i)(8)
through § 63.6(i)(14) shall govern the re-
view and approval of requests for ex-
tensions of compliance with this sub-
part.

(3) An owner or operator may submit
a compliance extension request after
the date specified in paragraph (e) of
this section, provided that the need for
the compliance extension arose after
that date, and the need arose due to
circumstances beyond reasonable con-
trol of the owner or operator. This re-
quest shall include, in addition to the
information specified in paragraph
(e)(1) of this section, a statement of the
reasons additional time is needed and
the date when the owner or operator
first learned of the circumstances ne-
cessitating a request for compliance
extension under this paragraph (e)(3).

(f) Table 1 of this subpart specifies
the provisions of subpart A of this part
that apply and those that do not apply
to owners and operators of affected
sources subject to this subpart.

(g)(1) After the compliance dates
specified in this section, an affected
source subject to this subpart that is
also subject to the provisions of sub-
part I of this part, is required to com-
ply only with the provisions of this
subpart. After the compliance dates
specified in this section, said affected
source shall no longer be subject to
subpart I of this part.

(2) Said affected sources that elected
to comply with subpart I of this part
through a quality improvement pro-
gram, as specified in § 63.175 or § 63.176
or both, may elect to continue these
programs without interruption as a
means of complying with this subpart.
In other words, becoming subject to
this subpart does not restart or reset
the ‘‘compliance clock’’ as it relates to
reduced burden earned through a qual-
ity improvement program.

(h) After the compliance dates speci-
fied in this section, a storage vessel
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that is assigned to an affected source
subject to this subpart and that is also
subject to the provisions of 40 CFR part
60, subpart Kb, is required to comply
only with the provisions of this sub-
part. After the compliance dates speci-
fied in this section, said storage vessel
shall no longer be subject to 40 CFR
part 60, subpart Kb.

(i)(1) Except as provided in para-
graphs (i)(2) and (i)(3) of this section,
after the compliance dates specified in
this section, affected sources producing
PET using a continuous terephthalic
acid process, producing PET using a
continuous dimethyl terephthalate
process, or producing polystyrene resin
using a continuous process subject to
this subpart that are also subject to
the provisions of 40 CFR part 60, sub-
part DDD, are required to comply only
with the provisions of this subpart.
After the compliance dates specified in
this section, said sources shall no
longer be subject to 40 CFR part 60,
subpart DDD.

(2) Existing affected sources pro-
ducing PET using a continuous tereph-
thalic acid high viscosity multiple end
finisher process shall continue to be
subject to 40 CFR 60.562–1(c)(2)(ii)(C).
Once said affected source becomes sub-
ject to and achieves compliance with
§ 63.1329(c) of this subpart, said affected
source is no longer subject to the pro-
visions of 40 CFR part 60, subpart DDD.

(3) Existing affected sources pro-
ducing PET using a continuous tereph-
thalic acid process, but not using a
continuous terephthalic acid high vis-
cosity multiple end finisher process,
that are subject to and complying with
40 CFR 60.562–1(c)(2)(ii)(B) shall con-
tinue to comply with said section. Ex-
isting affected sources producing PET
using a continuous dimethyl tereph-
thalic process that are subject to and
complying with 40 CFR 60.562–
1(c)(1)(ii)(B) shall continue to comply
with said section.

(j) Owners or operators of affected
sources subject to this subpart that are
also subject to the provisions of sub-
part Q of this part shall comply with
both subparts.

(k) After the compliance dates speci-
fied in this section, an affected source
subject to this subpart that is also sub-
ject to the provisions of 40 CFR part 60,

subpart VV, is required to comply only
with the provisions of this subpart.
After the compliance dates specified in
this section, said source shall no longer
be subject to 40 CFR part 60, subpart
VV.

(l) After the compliance dates speci-
fied in this section, a distillation oper-
ation that is assigned to an affected
source subject to this subpart that is
also subject to the provisions of 40 CFR
part 60, subpart NNN, is required to
comply only with the provisions of this
subpart. After the compliance dates
specified in this section, the distilla-
tion operation shall no longer be sub-
ject to 40 CFR part 60, subpart NNN.

(m) Applicability of other regulations
for monitoring, recordkeeping or reporting
with respect to combustion devices, recov-
ery devices, or recapture devices. After
the compliance dates specified in this
subpart, if any combustion device, re-
covery device or recapture device sub-
ject to this subpart is also subject to
monitoring, recordkeeping, and report-
ing requirements in 40 CFR part 264
subpart AA or CC, or is subject to mon-
itoring and recordkeeping require-
ments in 40 CFR part 265 subpart AA or
CC and the owner or operator complies
with the periodic reporting require-
ments under 40 CFR part 264 subpart
AA or CC that would apply to the de-
vice if the facility had final-permitted
status, the owner or operator may
elect to comply either with the moni-
toring, recordkeeping and reporting re-
quirements of this subpart, or with the
monitoring, recordkeeping and report-
ing requirements in 40 CFR parts 264
and/or 265, as described in this para-
graph, which shall constitute compli-
ance with the monitoring, record-
keeping and reporting requirements of
this subpart. The owner or operator
shall identify which option has been se-
lected in the Notification of Compli-
ance Status required by § 63.1335(e)(5).

(n) Applicability of other requirements
for heat exchange systems or waste man-
agement units. Paragraphs (n)(1) and
(n)(2) of this section address instances
in which certain requirements from
other regulations also apply for the
same heat exchange system(s) or waste
management unit(s) that are subject to
this subpart.
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(1) After the applicable compliance
date specified in this subpart, if a heat
exchange system subject to this sub-
part is also subject to a standard iden-
tified in paragraphs (n)(1)(i) or (ii) of
this section, compliance with the ap-
plicable provisions of the standard
identified in paragraphs (n)(1)(i) or (ii)
of this section shall constitute compli-
ance with the applicable provisions of
this subpart with respect to that heat
exchange system.

(i) Subpart F of this part.
(ii) A subpart of this part which re-

quires compliance with § 63.104 (e.g.,
subpart U of this part).

(2) After the applicable compliance
date specified in this subpart, if any
waste management unit subject to this
subpart is also subject to a standard
identified in paragraph (n)(2)(i) or (ii)
of this section, compliance with the ap-
plicable provisions of the standard
identified in paragraph (n)(2)(i) or (ii)
of this section shall constitute compli-
ance with the applicable provisions of
this subpart with respect to that waste
management unit.

(i) Subpart G of this part.
(ii) A subpart of this part which re-

quires compliance with §§ 63.132
through 63.147.

(o) All terms in this subpart that de-
fine a period of time for completion of
required tasks (e.g., weekly, monthly,
quarterly, annual), unless specified
otherwise in the section or paragraph
that imposes the requirement, refer to
the standard calendar periods.

(1) Notwithstanding time periods
specified in this subpart for completion
of required tasks, such time periods
may be changed by mutual agreement
between the owner or operator and the
Administrator, as specified in subpart
A of this part (e.g., a period could begin
on the compliance date or another
date, rather than on the first day of the
standard calendar period). For each
time period that is changed by agree-
ment, the revised period shall remain
in effect until it is changed. A new re-
quest is not necessary for each recur-
ring period.

(2) Where the period specified for
compliance is a standard calendar pe-
riod, if the initial compliance date oc-
curs after the beginning of the period,
compliance shall be required according

to the schedule specified in paragraphs
(o)(2)(i) or (o)(2)(ii) of this section, as
appropriate.

(i) Compliance shall be required be-
fore the end of the standard calendar
period within which the compliance
deadline occurs, if there remain at
least 3 days for tasks that must be per-
formed weekly, at least 2 weeks for
tasks that must be performed monthly,
at least 1 month for tasks that must be
performed each quarter, or at least 3
months for tasks that must be per-
formed annually; or

(ii) In all other cases, compliance
shall be required before the end of the
first full standard calendar period after
the period within which the initial
compliance deadline occurs.

(3) In all instances where a provision
of this subpart requires completion of a
task during each of multiple successive
periods, an owner or operator may per-
form the required task at any time
during the specified period, provided
that the task is conducted at a reason-
able interval after completion of the
task during the previous period.

[61 FR 48229, Sept. 12, 1996, as amended at 62
FR 1838, Jan. 14, 1997; 62 FR 30995, June 6,
1997; 63 FR 9945, Feb. 27, 1998; 63 FR 15315,
Mar. 31, 1998; 64 FR 11547, Mar. 9, 1999; 64 FR
30409, June 8, 1999; 64 FR 35028, June 30, 1999;
65 FR 38100, June 19, 2000; 66 FR 11236, Feb.
23, 2001; 66 FR 11546, Feb. 26, 2001]

§ 63.1312 Definitions.
(a) The following terms used in this

subpart shall have the meaning given
them in § 63.2, § 63.101, § 63.111, § 63.161,
or the Act, as specified after each term:

Act (§ 63.2)
Administrator (§ 63.2)
Automated monitoring and recording

system (§ 63.111)
Boiler (§ 63.111)
Bottoms receiver (§ 63.161)
By compound (§ 63.111)
By-product (§ 63.101)
Car-seal (§ 63.111)
Closed-vent system (§ 63.111)
Combustion device (§ 63.111)
Commenced (§ 63.2)
Compliance date (§ 63.2)
Connector (§ 63.161)
Continuous monitoring system (§ 63.2)
Distillation unit (§ 63.111)
Duct work (§ 63.161)
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Emission limitation (Section 302(k) of
the Act)

Emission standard (§ 63.2)
Emissions averaging (§ 63.2)
EPA (§ 63.2)
Equipment leak (§ 63.101)
External floating roof (§ 63.111)
Fill or filling (§ 63.111)
First attempt at repair (§ 63.161)
Fixed capital cost (§ 63.2)
Flame zone (§ 63.111)
Floating roof (§ 63.111)
Flow indicator (§ 63.111)
Fuel gas system (§ 63.101)
Halogens and hydrogen halides (§ 63.111)
Hard-piping (§ 63.111)
Hazardous air pollutant (§ 63.2)
Impurity (§ 63.101)
In organic hazardous air pollutant

service or in organic HAP service
(§ 63.161)

Incinerator (§ 63.111)
Instrumentation system (§ 63.161)
Internal floating roof (§ 63.111)
Lesser quantity (§ 63.2)
Major source (§ 63.2)
Malfunction (§ 63.2)
Oil-water separator or organic-water

separator (§ 63.111)
Open-ended valve or line (§ 63.161)
Operating permit (§ 63.101)
Organic monitoring device (§ 63.111)
Owner or operator (§ 63.2)
Performance evaluation (§ 63.2)
Performance test (§ 63.2)
Permitting authority (§ 63.2)
Plant site (§ 63.101)
Potential to emit (§ 63.2)
Pressure release (§ 63.161)
Primary fuel (§ 63.111)
Process heater (§ 63.111)
Process unit shutdown (§ 63.161)
Process wastewater (§ 63.101)
Process wastewater stream (§ 63.111)
Reactor (§ 63.111)
Recapture device (§ 63.101)
Repaired (§ 63.161)
Research and development facility

(§ 63.101)
Routed to a process or route to a proc-

ess (§ 63.161)
Run (§ 63.2)
Secondary fuel (§ 63.111)
Sensor (§ 63.161)
Specific gravity monitoring device

(§ 63.111)
Start-up, shutdown, and malfunction

plan (§ 63.101)
State (§ 63.2)

Stationary Source (§ 63.2)
Surge control vessel (§ 63.161)
Temperature monitoring device

(§ 63.111)
Test method (§ 63.2)
Treatment process (§ 63.111)
Unit operation (§ 63.101)
Visible emission (§ 63.2)

(b) All other terms used in this sub-
part shall have the meaning given
them in this section. If a term is de-
fined in §§ 63.2, 63.101, 63.111, or 63.161
and in this section, it shall have the
meaning given in this section for pur-
poses of this subpart.

Acrylonitrile butadiene styrene latex
resin (ABS latex) means ABS produced
through an emulsion process; however,
the product is not coagulated or dried
as typically occurs in an emulsion
process.

Acrylonitrile butadiene styrene resin
(ABS) means styrenic terpolymers con-
sisting primarily of acrylonitrile, 1,3-
butadiene, and styrene monomer units.
ABS is usually composed of a styrene-
acrylonitrile copolymer continuous
phase with dispersed butadiene derived
rubber.

Acrylonitrile styrene acrylate resin
(ASA) means a resin formed using
acrylic ester-based elastomers to im-
pact-modify styrene acrylonitrile resin
matrices.

Aggregate batch vent stream means a
gaseous emission stream containing
only the exhausts from two or more
batch process vents that are ducted,
hardpiped, or otherwise connected to-
gether for a continuous flow.

Affected source is defined in
§ 63.1310(a).

Alpha methyl styrene acrylonitrile resin
(AMSAN) means copolymers consisting
primarily of alpha methyl styrene and
acrylonitrile.

Annual average batch vent concentra-
tion is determined using Equation 1, as
described in § 63.1323(h)(2) for halo-
genated compounds.

Annual average batch vent flow rate is
determined by the procedures in
§ 63.1323(e)(3).

Annual average concentration, as used
in the wastewater provisions, means
the flow-weighted annual average con-
centration, as determined according to
the procedures specified in § 63.144(b),
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with the exceptions noted in § 63.1330,
for the purposes of this subpart.

Annual average flow rate, as used in
the wastewater provisions, means the
annual average flow rate, as deter-
mined according to the procedures
specified in § 63.144(c), with the excep-
tions noted in § 63.1330, for the purposes
of this subpart.

Average batch vent concentration is de-
termined by the procedures in
§ 63.1323(b)(5)(iii) for HAP concentra-
tions and is determined by the proce-
dures in § 63.1323(h)(1)(iii) for organic
compounds containing halogens and
hydrogen halides.

Average batch vent flow rate is deter-
mined by the procedures in
§ 63.1323(e)(1) and (e)(2).

Batch cycle means the operational
step or steps, from start to finish, that
occur as part of a batch unit operation.

Batch emission episode means a dis-
crete emission venting episode associ-
ated with a single batch unit oper-
ation. Multiple batch emission episodes
may occur from a single batch unit op-
eration.

Batch mass input limitation means an
enforceable restriction on the total
mass of HAP or material that can be
input to a batch unit operation in one
year.

Batch mode means the discontinuous
bulk movement of material through a
unit operation. Mass, temperature,
concentration, and other properties
may vary with time. For a unit oper-
ation operated in a batch mode (i.e.,
batch unit operation), the addition of
material and withdrawal of material do
not typically occur simultaneously.

Batch process means, for the purposes
of this subpart, a process where the re-
actor(s) is operated in a batch mode.

Batch process vent means a process
vent with annual organic HAP emis-
sions greater than 225 kilograms per
year from a batch unit operation with-
in an affected source. Annual organic
HAP emissions are determined as spec-
ified in § 63.1323(b) at the location speci-
fied in § 63.1323(a)(2).

Batch unit operation means a unit op-
eration operated in a batch mode.

Combined vent stream, as used in ref-
erence to batch process vents, contin-
uous process vents, and aggregate
batch vent streams, means the emis-

sions from a combination of two or
more of the aforementioned types of
process vents. The primary occurrence
of a combined vent stream is the com-
bined emissions from a continuous
process vent and a batch process vent.

Combustion device burner means a de-
vice designed to mix and ignite fuel
and air to provide a flame to heat and
oxidize waste organic vapors in a com-
bustion device.

Compounding unit means a unit oper-
ation which blends, melts, and resolidi-
fies solid polymers for the purpose of
incorporating additives, colorants, or
stabilizers into the final thermoplastic
product. A unit operation whose pri-
mary purpose is to remove residual
monomers from polymers is not a
compounding unit.

Construction means the on-site fab-
rication, erection, or installation of an
affected source. Construction also
means the on-site fabrication, erection,
or installation of a process unit or
combination of process units which
subsequently becomes an affected
source or part of an affected source,
due to a change in primary product.

Continuous mode means the contin-
uous movement of material through a
unit operation. Mass, temperature,
concentration, and other properties
typically approach steady-state condi-
tions. For a unit operation operated in
a continuous mode (i.e., continuous
unit operation), the simultaneous addi-
tion of raw material and withdrawal of
product is typical.

Continuous process means, for the pur-
poses of this subpart, a process where
the reactor(s) is operated in a contin-
uous mode.

Continuous process vent means a proc-
ess vent containing greater than 0.005
weight percent total organic HAP from
a continuous unit operation within an
affected source. The total organic HAP
weight percent is determined after the
last recovery device, as described in
§ 63.115(a), and is determined as speci-
fied in § 63.115(c).

Continuous record means documenta-
tion, either in hard copy or computer
readable form, of data values measured
at least once every 15 minutes and re-
corded at the frequency specified in
§ 63.1335(d) or § 63.1335(h).

VerDate 11<MAY>2000 09:45 Sep 10, 2001 Jkt 194147 PO 00000 Frm 00246 Fmt 8010 Sfmt 8002 Y:\SGML\194147T.XXX pfrm07 PsN: 194147T



247

Environmental Protection Agency § 63.1312

Continuous recorder means a data re-
cording device that either records an
instantaneous data value at least once
every 15 minutes or records 1-hour or
more frequent block average values.

Continuous unit operation means a
unit operation operated in a contin-
uous mode.

Control device is defined in § 63.111, ex-
cept that the term ‘‘continuous process
vents subject to § 63.1315’’ shall apply
instead of the term ‘‘process vents,’’
for the purpose of this subpart.

Drawing unit means a unit operation
which converts polymer into a dif-
ferent shape by melting or mixing the
polymer and then pulling it through an
orifice to create a continuously ex-
truded product.

Emission point means an individual
continuous process vent, batch process
vent, storage vessel, waste manage-
ment unit, equipment leak, heat ex-
change system, or process contact cool-
ing tower, or equipment subject to
§ 63.149.

Emulsion process means a process
where the monomer(s) is dispersed in
droplets throughout the water phase
with the aid of an emulsifying agent
such as soap or a synthetic emulsifier.
The polymerization occurs either with-
in the emulsion droplet or in the aque-
ous phase.

Equipment means, for the purposes of
the provisions in § 63.1331 and the re-
quirements in subpart H that are re-
ferred to in § 63.1331, each pump, com-
pressor, agitator, pressure relief device,
sampling connection system, open-
ended valve or line, valve, connector,
surge control vessel, bottoms receiver,
and instrumentation system in organic
hazardous air pollutant service; and
any control devices or systems re-
quired by subpart H of this part.

Existing affected source is defined in
§ 63.1310(a)(3).

Existing process unit means any proc-
ess unit that is not a new process unit.

Expandable polystyrene resin (EPS)
means a polystyrene bead to which a
blowing agent has been added using ei-
ther an in-situ suspension process or a
post-impregnation suspension process.

Extruding unit means a unit operation
which converts polymer into a dif-
ferent shape by melting or mixing the
polymer and then forcing it through an

orifice to create a continuously ex-
truded product.

Flexible operation unit means a proc-
ess unit that manufactures different
chemical products, polymers, or resins
periodically by alternating raw mate-
rials or operating conditions. These
units are also referred to as campaign
plants or blocked operations.

Group 1 batch process vent means a
batch process vent releasing annual or-
ganic HAP emissions greater than the
level specified in § 63.1323(d) and with a
cutoff flow rate, calculated in accord-
ance with § 63.1323(f), greater than or
equal to the annual average batch vent
flow rate. Annual organic HAP emis-
sions and annual average batch vent
flow rate are determined at the exit of
the batch unit operation, as described
in § 63.1323(a)(2). Annual organic HAP
emissions are determined as specified
in § 63.1323(b), and annual average batch
vent flow rate is determined as speci-
fied in § 63.1323(e).

Group 2 batch process vent means a
batch process vent that does not fall
within the definition of a Group 1
batch process vent.

Group 1 continuous process vent means
a continuous process vent releasing a
gaseous emission stream that has a
total resource effectiveness index
value, calculated according to § 63.115,
less than or equal to 1.0 unless the con-
tinuous process vent is associated with
existing thermoplastic product process
units that produce methyl methacry-
late butadiene styrene resin, then said
vent falls within the Group 1 definition
if the released emission stream has a
total resource effectiveness index value
less than or equal to 3.7.

Group 2 continuous process vent means
a continuous process vent that does
not fall within the definition of a
Group 1 continuous process vent.

Group 1 storage vessel means a storage
vessel at an existing affected source
that meets the applicability criteria
specified in Table 2 or Table 3 of this
subpart, or a storage vessel at a new af-
fected source that meets the applica-
bility criteria specified in Table 4 or
Table 5 of this subpart.

Group 2 storage vessel means a storage
vessel that does not fall within the def-
inition of a Group 1 storage vessel.
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Group 1 wastewater stream means a
wastewater stream consisting of proc-
ess wastewater from an existing or new
affected source that meets the criteria
for Group 1 status in § 63.132(c) and/or
that meets the criteria for Group 1 sta-
tus in § 63.132(d), with the exceptions
listed in § 63.1330(b)(8) for the purposes
of this subpart (i.e., for organic HAP
listed on Table 6 of this subpart only).

Group 2 wastewater stream means any
process wastewater stream that does
not meet the definition of a Group 1
wastewater stream.

Halogenated aggregate batch vent
stream means an aggregate batch vent
stream determined to have a total
mass emission rate of halogen atoms
contained in organic compounds of
3,750 kilograms per year or greater de-
termined by the procedures specified in
§ 63.1323(h).

Halogenated batch process vent means
a batch process vent determined to
have a mass emission rate of halogen
atoms contained in organic compounds
of 3,750 kilograms per year or greater
determined by the procedures specified
in § 63.1323(h).

Halogenated continuous process vent
means a continuous process vent deter-
mined to have a mass emission rate of
halogen atoms contained in organic
compounds of 0.45 kilograms per hour
or greater determined by the proce-
dures specified in § 63.115(d)(2)(v).

Heat exchange system means any cool-
ing tower system or once-through cool-
ing water system (e.g., river or pond
water) designed and intended to oper-
ate to not allow contact between the
cooling medium and process fluid or
gases (i.e., a noncontact system). A
heat exchange system can include more
than one heat exchanger and can in-
clude recirculating or once-through
cooling systems.

Highest-HAP recipe for a product
means the recipe of the product with
the highest total mass of HAP charged
to the reactor during the production of
a single batch of product.

Initial start-up means the first time a
new or reconstructed affected source
begins production of a thermoplastic
product, or, for equipment added or
changed as described in § 63.1310(i), the
first time the equipment is put into op-
eration to produce a thermoplastic

product. Initial start-up does not in-
clude operation solely for testing
equipment. Initial start-up does not in-
clude subsequent start-ups of an af-
fected source or portion thereof fol-
lowing malfunctions or shutdowns or
following changes in product for flexi-
ble operation units or following re-
charging of equipment in batch oper-
ation. Further, for purposes of § 63.1311
and § 63.1331, initial start-up does not
include subsequent start-ups of af-
fected sources or portions thereof fol-
lowing malfunctions or process unit
shutdowns.

Maintenance wastewater is defined in
§ 63.101, except that the term ‘‘thermo-
plastic product process unit’’ shall
apply wherever the term ‘‘chemical
manufacturing process unit’’ is used.
Further, the generation of wastewater
from the routine rinsing or washing of
equipment in batch operation between
batches is not maintenance waste-
water, but is considered to be process
wastewater, for the purposes of this
subpart.

Mass process means a polymerization
process carried out through the use of
thermal energy. Mass processes do not
utilize emulsifying or suspending
agents, but may utilize catalysts or
other additives.

Material recovery section means, for
PET plants, the equipment that recov-
ers by-product methanol from any
process section for use, reuse, or sale,
or the equipment that separates mate-
rials containing by-product methanol
from any process section for off-site
purification or treatment with the in-
tent to recover methanol for reuse. For
polystyrene plants, material recovery
section means the equipment that re-
covers unreacted styrene from any
process section for use, reuse, or sale,
or the equipment that separates mate-
rials containing unreacted styrene
from any process section for off-site
purification or treatment with the in-
tent to recover styrene for reuse.
Equipment used to store recovered ma-
terials (i.e., ethylene glycol, methanol,
or styrene) is not included. Equipment
designed to recover or separate mate-
rials from the polymer product is to be
included in this process section, pro-
vided that at the time of initial com-
pliance some of the unreacted or by-
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product material is recovered for re-
turn to the TPPU, or sale, or provided
that some of the separated material is
sent for off-site purification or treat-
ment with the intent to recover the
unreacted or by-product material for
reuse. Otherwise, such equipment is to
be assigned to one of the other process
sections, as appropriate. If equipment
is used to recover unreacted or by-
product material and return it directly
to the same piece of process equipment
from which it was emitted, then that
recovery equipment is considered part
of the process section that contains the
process equipment. On the other hand,
if equipment is used to recover
unreacted or by-product material and
return it to a different piece of process
equipment in the same process section,
that recovery equipment is considered
part of a material recovery section.
Equipment used for the on-site recov-
ery of ethylene glycol from PET
plants, however, is not included in the
material recovery section; such equip-
ment is to be included in the polym-
erization reaction section. Equipment
used for the on-site recovery of both
ethylene glycol and any other mate-
rials from PET plants is not included
in the material recovery section; this
equipment is to be included in the po-
lymerization reaction section. Such
equipment includes both contact and
non-contact condensers removing
ethylene glycol from vapor streams
coming out of polymerization vessels.

Maximum true vapor pressure is de-
fined in § 63.111, except that the terms
‘‘transfer’’ or ‘‘transferred’’ shall not
apply for purposes of this subpart.

Methyl methacrylate acrylonitrile buta-
diene styrene resin (MABS) means
styrenic polymers containing methyl
methacrylate, acrylonitrile, butadiene,
and styrene. MABS is prepared by dis-
solving or dispersing polybutadiene
rubber in a mixture of methyl meth-
acrylate-acrylonitrile-styrene and bu-
tadiene monomer. The graft polym-
erization is carried out by a bulk or a
suspension process.

Methyl methacrylate butadiene styrene
resin (MBS) means styrenic polymers
containing methyl methacrylate, buta-
diene, and styrene. Production of MBS
is achieved using an emulsion process
in which methyl methacrylate and sty-

rene are grafted onto a styrene-buta-
diene rubber.

Multicomponent system means, as used
in conjunction with batch process
vents, a stream whose liquid and/or
vapor contains more than one com-
pound.

New process unit means a process unit
for which the construction or recon-
struction commenced after March 29,
1995.

Nitrile resin means a resin produced
through the polymerization of acrylo-
nitrile, methyl acrylate, and butadiene
latex using an emulsion process.

On-site or On site means, with respect
to records required to be maintained by
this subpart or required by another
subpart referenced by this subpart,
that records are stored at a location
within a major source which encom-
passes the affected source. On-site in-
cludes, but is not limited to, storage at
the affected source or TPPU to which
the records pertain, or storage in cen-
tral files elsewhere at the major
source.

Operating day means the period de-
fined by the owner or operator in the
Notification of Compliance Status re-
quired by § 63.1335(e)(5). The operating
day is the period for which daily aver-
age monitoring values and batch cycle
daily average monitoring values are
determined.

Organic hazardous air pollutant(s) (or-
ganic HAP) means one or more of the
chemicals listed in Table 6 of this sub-
part or any other chemical which is:

(1) Knowingly produced or introduced
into the manufacturing process other
than as an impurity; and

(2) Listed in Table 2 of subpart F of
this part.

PET using a dimethyl terephthalate
process means the manufacturing of
PET based on the esterification of di-
methyl terephthalate with ethylene
glycol to form the intermediate mon-
omer bis-(2-hydroxyethyl)-
terephthalate that is subsequently po-
lymerized to form PET.

PET using a terephthalic acid process
means the manufacturing of PET based
on the esterification reaction of ter-
ephthalic acid with ethylene glycol to
form the intermediate monomer bis-(2-
hydroxyethyl)-terephthalate that is
subsequently polymerized to form PET.
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Poly(ethylene terephthalate) resin
(PET) means a polymer or copolymer
comprised of at least 50 percent bis-(2-
hydroxyethyl)-terephthalate by
weight.

Polymerization reaction section means
the equipment designed to cause mon-
omer(s) to react to form polymers, in-
cluding equipment designed primarily
to cause the formation of short poly-
mer chains (e.g., oligomers or low mo-
lecular weight polymers), but not in-
cluding equipment designed to prepare
raw materials for polymerization (e.g.,
esterification vessels). For the pur-
poses of these standards, the polym-
erization reaction section begins with
the equipment used to transfer the ma-
terials from the raw materials prepara-
tion section and ends with the last ves-
sel in which polymerization occurs.
Equipment used for the on-site recov-
ery of ethylene glycol from PET plants
is included in this process section,
rather than in the material recovery
process section.

Polystyrene resin means a thermo-
plastic polymer or copolymer com-
prised of at least 80 percent styrene or
para-methylstyrene by weight.

Primary product is defined in and de-
termined by the procedures specified in
§ 63.1310(f).

Process contact cooling tower system
means a cooling tower system that is
designed and operated to allow contact
between the cooling medium and proc-
ess fluid or gases.

Process section means the equipment
designed to accomplish a general but
well-defined task in polymers produc-
tion. Process sections include, but are
not limited to, raw materials prepara-
tion, polymerization reaction, and ma-
terial recovery. A process section may
be dedicated to a single TPPU or com-
mon to more than one TPPU.

Process unit means a collection of
equipment assembled and connected by
hardpiping or duct work, used to proc-
ess raw materials and to manufacture a
product.

Process vent means a gaseous emis-
sion stream from a unit operation that
is discharged to the atmosphere either
directly or after passing through one or
more control, recovery, or recapture
devices. Unit operations that may have
process vents are condensers, distilla-

tion units, reactors, or other unit oper-
ations within the TPPU. Process vents
exclude pressure releases, gaseous
streams routed to a fuel gas system(s),
and leaks from equipment regulated
under § 63.1331. A gaseous emission
stream is no longer considered to be a
process vent after the stream has been
controlled and monitored in accord-
ance with the applicable provisions of
this subpart.

Product means a polymer produced
using the same monomers and varying
in additives (e.g., initiators, termi-
nators, etc.); catalysts; or in the rel-
ative proportions of monomers, that is
manufactured by a process unit. With
respect to polymers, more than one
recipe may be used to produce the same
product. As an example, styrene acry-
lonitrile resin and methyl methacry-
late butadiene styrene resin each rep-
resent a different product. Product also
means a chemical that is not a poly-
mer, that is manufactured by a process
unit. By-products, isolated intermedi-
ates, impurities, wastes, and trace con-
taminants are not considered products.

Raw materials preparation section
means the equipment at a polymer
manufacturing plant designed to pre-
pare raw materials, such as monomers
and solvents, for polymerization. For
the purposes of the standards in this
subpart, this process section includes
the equipment used to transfer raw ma-
terials from storage and/or the equip-
ment used to transfer recovered mate-
rial from the material recovery process
sections to the raw material prepara-
tion section, and ends with the last
piece of equipment that prepares the
material for polymerization. The raw
materials preparation section may in-
clude equipment that is used to purify,
dry, or otherwise treat raw materials
or raw and recovered materials to-
gether; to activate catalysts; or to pro-
mote esterification including the for-
mation of some short polymer chains
(oligomers). The raw materials prepa-
ration section does not include equip-
ment that is designed primarily to ac-
complish the formation of oligomers,
the treatment of recovered materials
alone, or the storage of raw or recov-
ered materials.
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Recipe means a specific composition,
from among the range of possible com-
positions that may occur within a
product, as defined in this section. A
recipe is determined by the proportions
of monomers and, if present, other
reactants and additives that are used
to make the recipe. For example, acry-
lonitrile butadiene styrene latex resin
(ABS latex) without additives; ABS
latex with an additive; and ABS latex
with different proportions of acrylo-
nitrile to butadiene are all different
recipes of the same product, ABS latex.

Reconstruction means the addition of
new components or the replacement of
existing components at an affected
source or at a previously unaffected
stationary source that becomes an af-
fected source as a result of the change,
to such an extent that:

(1) The fixed capital cost of the new
components exceeds 50 percent of the
fixed capital cost that would be re-
quired to construct a comparable af-
fected new source; and

(2) It is technologically and economi-
cally feasible for the reconstructed
source to meet the provisions of this
subpart.

Recovery device means:
(1) An individual unit of equipment

capable of and normally used for the
purpose of recovering chemicals for:

(i) Use;
(ii) Reuse;
(iii) Fuel value (i.e., net heating

value); or
(iv) For sale for use, reuse, or fuel

value (i.e., net heating value).
(2) Examples of equipment that may

be recovery devices include absorbers,
carbon adsorbers, condensers, oil-water
separators or organic-water separators,
or organic removal devices such as de-
canters, strippers, or thin-film evapo-
ration units. For the purposes of the
monitoring, recordkeeping, or report-
ing requirements of this subpart, re-
capture devices are considered recov-
ery devices.

Recovery operations equipment means
the equipment used to separate the
components of process streams. Recov-
ery operations equipment includes dis-
tillation units, condensers, etc. Equip-
ment used for wastewater treatment
and recovery or recapture devices used

as control devices shall not be consid-
ered recovery operations equipment.

Residual is defined in § 63.111, except
that when the definition in § 63.111 uses
the term ‘‘Table 9 compounds,’’ the
term ‘‘organic HAP listed in Table 6 of
subpart JJJ’’ shall apply for purposes
of this subpart.

Shutdown means for purposes includ-
ing, but not limited to, periodic main-
tenance, replacement of equipment, or
repair, the cessation of operation of an
affected source, a TPPU(s) within an
affected source, a waste management
unit or unit operation within an af-
fected source, or equipment required or
used to comply with this subpart, or
the emptying or degassing of a storage
vessel. For purposes of the wastewater
provisions of § 63.1330, shutdown does
not include the routine rinsing or
washing of equipment in batch oper-
ation between batches. For purposes of
the batch process vent provisions in
§§ 63.1321 through 63.1327, the cessation
of equipment in batch operation is not
a shutdown, unless the equipment un-
dergoes maintenance, is replaced, or is
repaired.

Solid state polymerization process
means a unit operation which, through
the application of heat, furthers the
polymerization (i.e., increases the in-
trinsic viscosity) of polymer chips.

Start-up means the setting into oper-
ation of an affected source, a TPPU(s)
within an affected source, a waste man-
agement unit or unit operation within
an affected source, or equipment re-
quired or used to comply with this sub-
part, or a storage vessel after emptying
and degassing. For both continuous
and batch processes, start-up includes
initial start-up and operation solely for
testing equipment. For both contin-
uous and batch processes, start-up does
not include the recharging of equip-
ment in batch operation. For contin-
uous processes, start-up includes tran-
sitional conditions due to changes in
product for flexible operation units.
For batch processes, start-up does not
include transitional conditions due to
changes in product for flexible oper-
ation units.

Steady-state conditions means that all
variables (temperatures, pressures, vol-
umes, flow rates, etc.) in a process do
not vary significantly with time; minor
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fluctuations about constant mean val-
ues may occur.

Storage vessel means a tank or other
vessel that is used to store liquids that
contain one or more organic HAP.
Storage vessels do not include:

(1) Vessels permanently attached to
motor vehicles such as trucks, railcars,
barges, or ships;

(2) Pressure vessels designed to oper-
ate in excess of 204.9 kilopascals and
without emissions to the atmosphere;

(3) Vessels with capacities smaller
than 38 cubic meters;

(4) Vessels and equipment storing
and/or handling material that contains
no organic HAP and/or organic HAP as
impurities only;

(5) Wastewater storage tanks; and
(6) Surge control vessels and bottoms

receivers.
Styrene acrylonitrile resin (SAN) means

copolymers consisting primarily of sty-
rene and acrylonitrile monomer units.

Supplemental combustion air means
the air that is added to a vent stream
after the vent stream leaves the unit
operation. Air that is part of the vent
stream as a result of the nature of the
unit operation is not considered supple-
mental combustion air. Air required to
operate combustion device burner(s) is
not considered supplemental combus-
tion air. Air required to ensure the
proper operation of catalytic oxidizers,
to include the intermittent addition of
air upstream of the catalyst bed to
maintain a minimum threshold flow
rate through the catalyst bed or to
avoid excessive temperatures in the
catalyst bed, is not considered to be
supplemental combustion air.

Suspension process means a polym-
erization process where the mon-
omer(s) is in a state of suspension, with
the help of suspending agents, in a me-
dium other than water (typically an or-
ganic solvent). The resulting polymers
are not soluble in the reactor medium.

Thermoplastic product means one of
the following types of products:

(1) ABS latex;
(2) ABS using a batch emulsion proc-

ess;
(3) ABS using a batch suspension

process;
(4) ABS using a continuous emulsion

process;

(5) ABS using a continuous mass
process;

(6) ASA/AMSAN;
(7) EPS;
(8) MABS;
(9) MBS;
(10) nitrile resin;
(11) PET using a batch dimethyl

terephthalate process;
(12) PET using a batch terephthalic

acid process;
(13) PET using a continuous dimethyl

terephthalate process;
(14) PET using a continuous tereph-

thalic acid process;
(15) PET using a continuous tereph-

thalic acid high viscosity multiple end
finisher process;

(16) Polystyrene resin using a batch
process;

(17) Polystyrene resin using a contin-
uous process;

(18) SAN using a batch process; or
(19) SAN using a continuous process.
Thermoplastic product process unit

(TPPU) means a collection of equip-
ment assembled and connected by
hard-piping or ductwork, used to proc-
ess raw materials and to manufacture a
thermoplastic product as its primary
product. This collection of equipment
includes unit operations; recovery op-
erations equipment, process vents;
equipment identified in § 63.149; storage
vessels, as determined in § 63.1310(g);
and the equipment that is subject to
the equipment leak provisions as speci-
fied in § 63.1331. Utilities, lines and
equipment not containing process
fluids, and other non-process lines,
such as heating and cooling systems
which do not combine their materials
with those in the processes they serve,
are not part of the thermoplastic prod-
uct process unit. A thermoplastic prod-
uct process unit consists of more than
one unit operation.

Total organic compounds (TOC) means
those compounds excluding methane
and ethane measured according to the
procedures of Method 18 or Method 25A,
40 CFR part 60, appendix A.

Total resource effectiveness index value
or TRE index value means a measure of
the supplemental total resource re-
quirement per unit reduction organic
HAP associated with a continuous
process vent stream, based on vent
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stream flow rate, emission rate of or-
ganic HAP, net heating value, and cor-
rosion properties (whether or not the
continuous process vent stream con-
tains halogenated compounds), as
quantified by the equations given
under § 63.115.

Vent stream, as used in reference to
batch process vents, continuous proc-
ess vents, and aggregate batch vent
streams, means the emissions from one
or more process vents.

Waste management unit is defined in
§ 63.111, except that where the defini-
tion in § 63.111 uses the term ‘‘chemical
manufacturing process unit,’’ the term
‘‘TPPU’’ shall apply for purposes of
this subpart.

Wastewater means water that:
(1) Contains either:
(i) An annual average concentration

of organic HAP listed on Table 6 of this
subpart, except for ethylene glycol, of
at least 5 parts per million by weight
and has an annual average flow rate of
0.02 liter per minute or greater; or

(ii) An annual average concentration
of organic HAP listed on Table 6 of this
subpart, except for ethylene glycol, of
at least 10,000 parts per million by
weight at any flow rate; and

(2) Is discarded from a TPPU that is
part of an affected source. Wastewater
is process wastewater or maintenance
wastewater.

Wastewater stream means a stream
that contains wastewater as defined in
this section.

[61 FR 48229, Sept. 12, 1996, as amended at 64
FR 11547, Mar. 9, 1999; 65 FR 38102, June 19,
2000]

§ 63.1313 Emission standards.
(a) Except as allowed under para-

graphs (b) through (d) of this section,
the owner or operator of an existing or
new affected source shall comply with
the provisions in:

(1) Section 63.1314 for storage vessels;
(2) Section 63.1315, or §§ 63.1316

through 63.1320, as appropriate, for con-
tinuous process vents;

(3) Section 63.1321 for batch process
vents;

(4) Section 63.1328 for heat exchange
systems;

(5) Section 63.1329 for process contact
cooling towers;

(6) Section 63.1330 for wastewater;

(7) Section 63.1331 for equipment
leaks;

(8) Section 63.1333 for additional test
methods and procedures;

(9) Section 63.1334 for parameter mon-
itoring levels and excursions; and

(10) Section 63.1335 for general record-
keeping and reporting requirements.

(b) When emissions of different kinds
(i.e., emissions from continuous process
vents subject to either § 63.1315 or
§§ 63.1316 through 63.1320, batch process
vents, aggregate batch vent streams,
storage vessels, process wastewater,
and/or in-process equipment subject to
§ 63.149) are combined, and at least one
of the emission streams would be clas-
sified as Group 1 in the absence of com-
bination with other emission streams,
the owner or operator shall comply
with the requirements of either para-
graph (b)(1) or (b)(2) of this section, as
appropriate. For purposes of this para-
graph (b), combined emission streams
containing one or more batch process
vents and containing one or more con-
tinuous process vents subject to
§ 63.1315, § 63.1316(b)(1)(i)(A),
§ 63.1316(b)(1)(ii), § 63.1316(b)(2)(i),
§ 63.1316(b)(2)(ii), or § 63.1316(c)(1), ex-
cluding § 63.1316(c)(1)(ii), may comply
with either paragraph (b)(1) or (b)(2) of
this section, as appropriate. For pur-
poses of this paragraph (b), the owner
or operator of an affected source with
combined emission streams containing
one or more batch process vents but
not containing one or more continuous
process vents subject to § 63.1315,
§ 63.1316(b)(1)(i)(A), § 63.1316(b)(1)(ii),
§ 63.1316(b)(2)(i), § 63.1316(b)(2)(ii), or
§ 63.1316(c)(1), excluding
§ 63.1316(c)(1)(ii), shall comply with
paragraph (b)(3) of this section.

(1) Comply with the applicable re-
quirements of this subpart for each
kind of emission in the stream as speci-
fied in paragraphs (a)(1) through (a)(7)
of this section.

(2) Comply with the first set of re-
quirements, identified in paragraphs
(b)(2)(i) through (b)(2)(vi) of this sec-
tion, which applies to any individual
emission stream that is included in the
combined stream, where either that
emission stream would be classified as
Group 1 in the absence of combination
with other emission streams, or the
owner or operator chooses to consider

VerDate 11<MAY>2000 09:45 Sep 10, 2001 Jkt 194147 PO 00000 Frm 00253 Fmt 8010 Sfmt 8002 Y:\SGML\194147T.XXX pfrm07 PsN: 194147T



254

40 CFR Ch. I (7–1–01 Edition)§ 63.1314

that emission stream to be Group 1 for
purposes of this paragraph. Compliance
with the first applicable set of require-
ments identified in paragraphs (b)(2)(i)
through (b)(2)(vi) of this section con-
stitutes compliance with all other re-
quirements in paragraphs (b)(2)(i)
through (b)(2)(vi) of this section appli-
cable to other types of emissions in the
combined stream.

(i) The requirements of this subpart
for Group 1 continuous process vents
subject to § 63.1315, including applicable
monitoring, recordkeeping, and report-
ing;

(ii) The requirements of
§ 63.1316(b)(1)(i)(A), § 63.1316(b)(1)(ii),
§ 63.1316(b)(2)(i), § 63.1316(b)(2)(ii), or
§ 63.1316(c)(1), excluding
§ 63.1316(c)(1)(ii), as appropriate, for
control of emissions from continuous
process vents subject to the control re-
quirements of § 63.1316, including appli-
cable monitoring, recordkeeping, and
reporting requirements;

(iii) The requirements of § 63.119(e), as
specified in § 63.1314, for control of
emissions from Group 1 storage vessels,
including applicable monitoring, rec-
ordkeeping, and reporting;

(iv) The requirements of § 63.139, as
specified in § 63.1330, for control devices
used to control emissions from waste
management units, including applica-
ble monitoring, recordkeeping, and re-
porting;

(v) The requirements of § 63.139, as
specified in § 63.1330, for closed vent
systems for control of emissions from
in-process equipment subject to § 63.149,
as specified in § 63.1330, including appli-
cable monitoring, recordkeeping, and
reporting; or

(vi) The requirements of this subpart
for aggregate batch vent streams sub-
ject to § 63.1321(c), including applicable
monitoring, recordkeeping, and report-
ing.

(3) The owner or operator of an af-
fected source with combined emission
streams containing one or more batch
process vents but not containing one or
more continuous process vents subject
to § 63.1315, § 63.1316(b)(1)(i)(A),
§ 63.1316(b)(1)(ii), § 63.1316(b)(2)(i),
§ 63.1316(b)(2)(ii), or § 63.1316(c)(1), ex-
cluding § 63.1316(c)(1)(ii), shall comply
with paragraph (b)(3)(i) and (b)(3)(ii) of
this section.

(i) The owner or operator of the af-
fected source shall comply with
§ 63.1321 for the batch process vent(s).

(ii) The owner or operator of the af-
fected source shall comply with either
paragraph (b)(1) or (b)(2) of this sec-
tion, as appropriate, for the remaining
emission streams.

(c) Instead of complying with
§§ 63.1314, 63.1315, 63.1316 through 63.1320,
63.1321, and 63.1330, the owner or oper-
ator of an existing affected source may
elect to control any or all of the stor-
age vessels, batch process vents, aggre-
gate batch vent streams, continuous
process vents, and wastewater streams
and associated waste management
units within the affected source to dif-
ferent levels using an emissions aver-
aging compliance approach that uses
the procedures specified in § 63.1332.
The restrictions concerning which
emission points may be included in an
emissions average, including how many
emission points may be included, are
specified in § 63.1332(a)(1). An owner or
operator electing to use emissions
averaging shall still comply with the
provisions of §§ 63.1314, 63.1315, 63.1316
through 63.1320, 63.1321, and 63.1330 for
affected source emission points not in-
cluded in the emissions average.

(d) A State may decide not to allow
the use of the emissions averaging
compliance approach specified in para-
graph (c) of this section.

[61 FR 48229, Sept. 12, 1996, as amended at 65
FR 38106, June 19, 2000]

§ 63.1314 Storage vessel provisions.
(a) This section applies to each stor-

age vessel that is assigned to an af-
fected source, as determined by
§ 63.1310(g). Except as provided in para-
graphs (b) through (d) of this section,
the owner or operator of an affected
source shall comply with the require-
ments of §§ 63.119 through 63.123 and
63.148 for those storage vessels, with
the differences noted in paragraphs
(a)(1) through (a)(17) of this section for
the purposes of this subpart.

(1) When the term ‘‘storage vessel’’ is
used in §§ 63.119 through 63.123, the defi-
nition of this term in § 63.1312 shall
apply for the purposes of this subpart.

(2) When the term ‘‘Group 1 storage
vessel’’ is used in §§ 63.119 through
63.123, the definition of this term in
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§ 63.1312 shall apply for the purposes of
this subpart.

(3) When the term ‘‘Group 2 storage
vessel’’ is used in §§ 63.119 through
63.123, the definition of this term in
§ 63.1312 shall apply for the purposes of
this subpart.

(4) When the emissions averaging
provisions of § 63.150 are referred to in
§§ 63.119 and 63.123, the emissions aver-
aging provisions contained in § 63.1332
shall apply for the purposes of this sub-
part.

(5) When December 31, 1992, is re-
ferred to in § 63.119, March 29, 1995 shall
apply instead, for the purposes of this
subpart.

(6) When April 22, 1994, is referred to
in § 63.119, June 19, 2000 shall apply in-
stead, for the purposes of this subpart.

(7) Each owner or operator of an af-
fected source shall comply with this
paragraph (a)(7) instead of
§ 63.120(d)(1)(ii) for the purposes of this
subpart. If the control device used to
comply with § 63.119(e) is also used to
comply with any of the requirements
found in § 63.1315, § 63.1316, § 63.1322, or
§ 63.1330, the performance test required
in or accepted by the applicable re-
quirements of §§ 63.1315, 63.1316, 63.1322,
and 63.1330 is acceptable for dem-
onstrating compliance with § 63.119(e)
for the purposes of this subpart. The
owner or operator is not required to
prepare a design evaluation for the
control device as described in
§ 63.120(d)(1)(i), if the performance test
meets the criteria specified in para-
graphs (a)(7)(i) and (a)(7)(ii) of this sec-
tion.

(i) The performance test dem-
onstrates that the control device
achieves greater than or equal to the
required control efficiency specified in
§ 63.119(e)(1) or § 63.119(e)(2), as applica-
ble; and

(ii) The performance test is sub-
mitted as part of the Notification of
Compliance Status required by
§ 63.1335(e)(5).

(8) When the term ‘‘range’’ is used in
§§ 63.120(d)(3), 63.120(d)(5), and
63.122(g)(2), the term ‘‘level’’ shall
apply instead, for the purposes of this
subpart.

(9) For purposes of this subpart, the
monitoring plan required by
§ 63.120(d)(2) shall specify for which con-

trol devices the owner or operator has
selected to follow the procedures for
continuous monitoring specified in
§ 63.1334. For those control devices for
which the owner or operator has se-
lected to not follow the procedures for
continuous monitoring specified in
§ 63.1334, the monitoring plan shall in-
clude a description of the parameter or
parameters to be monitored to ensure
that the control device is being prop-
erly operated and maintained, an ex-
planation of the criteria used for selec-
tion of that parameter (or parameters),
and the frequency with which moni-
toring will be performed (e.g., when the
liquid level in the storage vessel is
being raised), as specified in
§ 63.120(d)(2)(i).

(10) For purposes of this subpart, the
monitoring plan required by § 63.122(b)
shall be included in the Notification of
Compliance Status required by
§ 63.1335(e)(5).

(11) When the Notification of Compli-
ance Status requirements contained in
§ 63.152(b) are referred to in §§ 63.120,
63.122, and 63.123, the Notification of
Compliance Status requirements con-
tained in § 63.1335(e)(5) shall apply for
the purposes of this subpart.

(12) When the Periodic Report re-
quirements contained in § 63.152(c) are
referred to in §§ 63.120 and 63.122, the
Periodic Report requirements con-
tained in § 63.1335(e)(6) shall apply for
the purposes of this subpart.

(13) When other reports as required in
§ 63.152(d) are referred to in § 63.122, the
reporting requirements contained in
§ 63.1335(e)(7) shall apply for the pur-
poses of this subpart.

(14) When the Initial Notification re-
quirements contained in § 63.151(b) are
referred to in § 63.122, the owner or op-
erator of an affected source subject to
this subpart need not comply for the
purposes of this subpart.

(15) When the determination of
equivalence criteria in § 63.102(b) is re-
ferred to in § 63.121(a), the provisions in
§ 63.6(g) shall apply for the purposes of
this subpart.

(16) When § 63.119(a) requires compli-
ance according to the schedule provi-
sions in § 63.100, owners and operators
of affected sources shall instead com-
ply with the requirements in
§§ 63.119(a)(1) through 63.119(a)(4) by the
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compliance date for storage vessels,
which is specified in § 63.1311.

(17) In § 63.120(e)(1), instead of the ref-
erence to § 63.11(b), the requirements of
§ 63.1333(e) shall apply.

(b) Owners or operators of Group 1
storage vessels that are assigned to a
new affected source producing SAN
using a continuous process shall con-
trol emissions to the levels indicated
in paragraphs (b)(1) and (b)(2) of this
section.

(1) For storage vessels with capac-
ities greater than or equal to 2,271
cubic meters (m3) containing a liquid
mixture having a vapor pressure great-
er than or equal to 0.5 kilopascal (kPa)
but less than 0.7 kPa, emissions shall
be controlled by at least 90 percent rel-
ative to uncontrolled emissions.

(2) For storage vessels with capac-
ities less than 151 m3 containing a liq-
uid mixture having a vapor pressure
greater than or equal to 10 kPa, emis-
sions shall be controlled by at least 98
percent relative to uncontrolled emis-
sions.

(3) For all other storage vessels des-
ignated as Group 1 storage vessels,
emissions shall be controlled to the
level designated in § 63.119.

(c) Owners or operators of Group 1
storage vessels that are assigned to a
new or existing affected source pro-
ducing ASA/AMSAN shall control
emissions by at least 98 percent rel-
ative to uncontrolled emissions.

(d) The provisions of this subpart do
not apply to storage vessels containing
ethylene glycol at existing or new af-
fected sources and storage vessels con-
taining styrene at existing affected
sources.

[61 FR 48229, Sept. 12, 1996, as amended at 64
FR 11547, Mar. 9, 1999; 65 FR 38107, June 19,
2000]

§ 63.1315 Continuous process vents
provisions.

(a) For each continuous process vent
located at an affected source, the
owner or operator shall comply with
the requirements of §§ 63.113 through
63.118, with the differences noted in
paragraphs (a)(1) through (a)(18) of this
section for the purposes of this sub-
part, except as provided in paragraphs
(b) through (e) of this section.

(1) When the term ‘‘process vent’’ is
used in §§ 63.113 through 63.118, the term
‘‘continuous process vent,’’ and the def-
inition of this term in § 63.1312 shall
apply for the purposes of this subpart.

(2) When the term ‘‘Group 1 process
vent’’ is used in §§ 63.113 through 63.118,
the term ‘‘Group 1 continuous process
vent,’’ and the definition of this term
in § 63.1312 shall apply for the purposes
of this subpart.

(3) When the term ‘‘Group 2 process
vent’’ is used in §§ 63.113 through 63.118,
the term ‘‘Group 2 continuous process
vent,’’ and the definition of this term
in § 63.1312 shall apply for the purposes
of this subpart.

(4) When December 31, 1992 is referred
to in § 63.113, apply the date March 29,
1995, for the purposes of this subpart.

(5) When § 63.151(f), alternative moni-
toring parameters, and § 63.152(e), sub-
mission of an operating permit, are re-
ferred to in §§ 63.114(c) and 63.117(e),
§ 63.1335(f), alternative monitoring pa-
rameters, and § 63.1335(e)(8), submission
of an operating permit, respectively,
shall apply for the purposes of this sub-
part.

(6) When the Notification of Compli-
ance Status requirements contained in
§ 63.152(b) are referred to in §§ 63.114,
63.117, and 63.118, the Notification of
Compliance Status requirements con-
tained in § 63.1335(e)(5) shall apply for
the purposes of this subpart.

(7) When the Periodic Report require-
ments contained in § 63.152(c) are re-
ferred to in §§ 63.117 and 63.118, the Peri-
odic Report requirements contained in
§ 63.1335(e)(6) shall apply for the pur-
poses of this subpart.

(8) When the definition of excursion
in § 63.152(c)(2)(ii)(A) is referred to in
§ 63.118(f)(2), the definition of excursion
in § 63.1334(f) of this subpart shall apply
for the purposes of this subpart.

(9) When § 63.114(e) specifies that an
owner or operator shall submit the in-
formation required in § 63.152(b) in
order to establish the parameter moni-
toring range, the owner or operator of
an affected source shall comply with
the provisions of § 63.1334 for estab-
lishing the parameter monitoring level
and shall comply with § 63.1335(e)(5) for
purposes of reporting information re-
lated to establishment of the param-
eter monitoring level for purposes of
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this subpart. Further, the term ‘‘level’’
shall apply when the term ‘‘range’’ is
used in §§ 63.114, 63.117, and 63.118.

(10) When reports of process changes
are required under § 63.118(g), (h), (i), or
(j), paragraphs (a)(10)(i) through
(a)(10)(iv) of this section shall apply for
the purposes of this subpart. In addi-
tion, for the purposes of this subpart,
paragraph (a)(10)(v) of this section ap-
plies, and § 63.118(k) does not apply to
owners or operators of affected sources.

(i) For the purposes of this subpart,
whenever a process change, as defined
in § 63.115(e), is made that causes a
Group 2 continuous process vent to be-
come a Group 1 continuous process
vent, the owner or operator shall sub-
mit a report within 180 days after the
process change is made or with the
next Periodic Report, whichever is
later. A description of the process
change shall be submitted with the re-
port of the process change, and the
owner or operator of the affected
source shall comply with the Group 1
provisions in §§ 63.113 through 63.118 in
accordance with § 63.1310(i)(2)(ii) or
(i)(2)(iii), as applicable.

(ii) Whenever a process change, as de-
fined in § 63.115(e), is made that causes
a Group 2 continuous process vent with
a TRE greater than 4.0 to become a
Group 2 continuous process vent with a
TRE less than 4.0, the owner or oper-
ator shall submit a report within 180
days after the process change is made
or with the next Periodic Report,
whichever is later. A description of the
process change shall be submitted with
the report of the process change, and
the owner or operator shall comply
with the provisions in § 63.113(d) by the
dates specified in § 63.1311.

(iii) Whenever a process change, as
defined in § 63.115(e), is made that
causes a Group 2 continuous process
vent with a flow rate less than 0.005
standard cubic meter per minute to be-
come a Group 2 continuous process
vent with a flow rate of 0.005 standard
cubic meter per minute or greater and
a TRE index value less than or equal to
4.0, the owner or operator shall submit
a report within 180 days after the proc-
ess change is made or with the next
Periodic Report, whichever is later. A
description of the process change shall
be submitted with the report of the

process change, and the owner or oper-
ator shall comply with the provisions
in § 63.113(d) by the dates specified in
§ 63.1311.

(iv) Whenever a process change, as
defined in § 63.115(e), is made that
causes a Group 2 continuous process
vent with an organic HAP concentra-
tion less than 50 parts per million by
volume to become a Group 2 contin-
uous process vent with an organic HAP
concentration of 50 parts per million by
volume or greater and a TRE index
value less than or equal to 4.0, the
owner or operator shall submit a report
within 180 days after the process
change is made or with the next Peri-
odic Report, whichever is later. A de-
scription of the process change shall be
submitted with the report of the proc-
ess change, and the owner or operator
shall comply with the provisions in
§ 63.113(d) by the dates specified in
§ 63.1311.

(v) The owner or operator is not re-
quired to submit a report of a process
change if one of the conditions listed in
paragraphs (a)(10)(v)(A), (a)(10)(v)(B),
(a)(10)(v)(C), or (a)(10)(v)(D) of this sec-
tion is met.

(A) The process change does not meet
the definition of a process change in
§ 63.115(e);

(B) The vent stream flow rate is re-
calculated according to § 63.115(e) and
the recalculated value is less than 0.005
standard cubic meter per minute;

(C) The organic HAP concentration
of the vent stream is recalculated ac-
cording to § 63.115(e) and the recal-
culated value is less than 50 parts per
million by volume; or

(D) The TRE index value is recal-
culated according to § 63.115(e) and the
recalculated value is greater than 4.0,
or for the affected sources producing
methyl methacrylate butadiene sty-
rene resin the recalculated value is
greater than 6.7.

(11) When the provisions of
§ 63.116(c)(3) and (c)(4) specify that
Method 18, 40 CFR part 60, appendix A
shall be used, Method 18 or Method 25A,
40 CFR part 60, appendix A may be used
for the purposes of this subpart. The
use of Method 25A, 40 CFR part 60, ap-
pendix A shall conform with the re-
quirements in paragraphs (a)(11)(i) and
(a)(11)(ii) of this section.

VerDate 11<MAY>2000 09:45 Sep 10, 2001 Jkt 194147 PO 00000 Frm 00257 Fmt 8010 Sfmt 8002 Y:\SGML\194147T.XXX pfrm07 PsN: 194147T



258

40 CFR Ch. I (7–1–01 Edition)§ 63.1315

(i) The organic HAP used as the cali-
bration gas for Method 25A, 40 CFR
part 60, appendix A shall be the single
organic HAP representing the largest
percent by volume of the emissions.

(ii) The use of Method 25A, 40 CFR
part 60, appendix A is acceptable if the
response from the high-level calibra-
tion gas is at least 20 times the stand-
ard deviation of the response from the
zero calibration gas when the instru-
ment is zeroed on the most sensitive
scale.

(12) When § 63.118, periodic reporting
and recordkeeping requirements, refers
to § 63.152(f), the recordkeeping require-
ments in § 63.1335(d) shall apply for pur-
poses of this subpart.

(13) If a batch process vent or aggre-
gate batch vent stream is combined
with a continuous process vent, the
owner or operator of the affected
source containing the combined vent
stream shall comply with paragraph
(a)(13)(i); with paragraph (a)(13)(ii) and
with paragraph (a)(13)(iii) or (iv); or
with paragraph (a)(13)(v) of this sec-
tion, as appropriate.

(i) If a batch process vent or aggre-
gate batch vent stream is combined
with a Group 1 continuous process vent
prior to the combined vent stream
being routed to a control device, the
owner or operator of the affected
source containing the combined vent
stream shall comply with the require-
ments in paragraph (a)(13)(i)(A) or (B)
of this section.

(A) All requirements for a Group 1
process vent stream in §§ 63.113 through
63.118, except as otherwise provided in
this section. As specified in
§ 63.1333(a)(1), performance tests shall
be conducted at maximum representa-
tive operating conditions. For the pur-
pose of conducting a performance test
on a combined vent stream, maximum
representative operating conditions
shall be when batch emission episodes
are occurring that result in the highest
organic HAP emission rate (for the
combined vent stream) that is achiev-
able during one of the periods listed in
§ 63.1333(a)(1)(i) or § 63.1333(a)(1)(ii),
without causing any of the situations
described in paragraphs (a)(13)(i)(A)(1)
through (3) to occur.

(1) Causing damage to equipment.

(2) Necessitating that the owner or
operator make product that does not
meet an existing specification for sale
to a customer; or

(3) Necessitating that the owner or
operator make product in excess of de-
mand.

(B) Comply with the provisions in
§ 63.1313(b)(1), as allowed under
§ 63.1313(b).

(ii) If a batch process vent or aggre-
gate batch vent stream is combined
with a continuous process vent prior to
the combined vent stream being routed
to a recovery device, the TRE index
value for the combined vent stream
shall be calculated at the exit of the
last recovery device. The TRE shall be
calculated during periods when one or
more batch emission episodes are oc-
curring that result in the highest or-
ganic HAP emission rate (in the com-
bined vent stream that is being routed
to the recovery device) that is achiev-
able during the 6-month period that be-
gins 3 months before and ends 3 months
after the TRE calculation, without
causing any of the situations described
in paragraphs (a)(13)(ii)(A) through (C)
to occur.

(A) Causing damage to equipment.
(B) Necessitating that the owner or

operator make product that does not
meet an existing specification for sale
to a customer; or

(C) Necessitating that the owner or
operator make product in excess of de-
mand.

(iii) If the combined vent stream de-
scribed in paragraph (a)(10)(ii) of this
section meets the requirements in
paragraphs (a)(13)(iii)(A), (B), and (C) of
this section, the combined vent stream
shall be subject to the requirements for
Group 1 process vents in §§ 63.113
through 63.118, except as otherwise pro-
vided in this section, as applicable.
Performance tests for the combined
vent stream shall be conducted at max-
imum operating conditions, as de-
scribed in paragraph (a)(13)(i) of this
section.

(A) The TRE index value of the com-
bined stream is less than or equal to
1.0;

(B) The flow rate of the combined
vent stream is greater than or equal to
0.005 standard cubic meter per minute;
and
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(C) The total organic HAP concentra-
tion is greater than or equal to 50 parts
per million by volume for the combined
vent stream.

(iv) If the combined vent stream de-
scribed in paragraph (a)(10)(ii) of this
section meets the requirements in
paragraph (a)(13)(iv)(A), (B), or (C) of
this section, the combined vent stream
shall be subject to the requirements for
Group 2 process vents in §§ 63.113
through 63.118, except as otherwise pro-
vided in this section, as applicable.

(A) The TRE index value of the com-
bined vent stream is greater than 1.0;

(B) The flow rate of the combined
vent stream is less than 0.005 standard
cubic meter per minute; or

(C) The total organic HAP concentra-
tion is less than 50 parts per million by
volume for the combined vent stream.

(v) If a batch process vent or aggre-
gate batch vent stream is combined
with a Group 2 continuous process
vent, the owner or operator shall com-
ply with the requirements in either
paragraph (a)(13)(v)(A) or (a)(13)(v)(B)
of this section.

(A) The owner or operator shall com-
ply with the requirements in §§ 63.113
through 63.118 for Group 1 process
vents; or

(B) The owner or operator shall com-
ply with § 63.1322(e)(2) for batch process
vents and aggregate batch vent
streams.

(14) If any gas stream that originates
outside of an affected source that is
subject to this subpart is normally con-
ducted through the same final recovery
device as any continuous process vent
stream subject to this subpart, the
owner or operator of the affected
source with the combined vent stream
shall comply with all requirements in
§§ 63.113 through 63.118 of subpart G of
this part, except as otherwise noted in
this section, as applicable.

(i) Instead of measuring the vent
stream flow rate at the sampling site
specified in § 63.115(b)(1), the sampling
site for vent stream flow rate shall be
prior to the final recovery device and
prior to the point at which the gas
stream that is not controlled under
this subpart is introduced into the
combined vent stream.

(ii) Instead of measuring total or-
ganic HAP or TOC concentrations at

the sampling site specified in
§ 63.115(c)(1), the sampling site for total
organic HAP or TOC concentration
shall be prior to the final recovery de-
vice and prior to the point at which the
gas stream that is not controlled under
this subpart is introduced into the
combined vent stream.

(iii) The efficiency of the final recov-
ery device (determined according to
paragraph (a)(14)(iv) of this section)
shall be applied to the total organic
HAP or TOC concentration measured
at the sampling site described in para-
graph (a)(14)(ii) of this section to deter-
mine the exit concentration. This exit
concentration of total organic HAP or
TOC shall then be used to perform the
calculations outlined in
§ 63.115(d)(2)(iii) and § 63.115(d)(2)(iv), for
the combined vent stream exiting the
final recovery device.

(iv) The efficiency of the final recov-
ery device is determined by measuring
the total organic HAP or TOC con-
centration using Method 18 or 25A, 40
CFR part 60, appendix A, at the inlet to
the final recovery device after the in-
troduction of any gas stream that is
not controlled under this subpart, and
at the outlet of the final recovery de-
vice.

(15) When § 63.115(c)(3)(ii)(B) and
(d)(2)(iv) and § 63.116(c)(3)(ii)(B) and
(c)(4)(ii)(C) refer to Table 2 of subpart F
of this part, the owner or operator is
only required to consider organic HAP
listed on Table 6 of this subpart for
purposes of this subpart.

(16) The compliance date for contin-
uous process vents subject to the provi-
sions of this section is specified in
§ 63.1311.

(17) In § 63.116(a), instead of the ref-
erence to § 63.11(b), the requirements in
§ 63.1333(e) shall apply.

(18) When a combustion device is used
to comply with the 20 parts per million
by volume outlet concentration stand-
ard specified in § 63.113(a)(2), the correc-
tion to 3 percent oxygen is only re-
quired when supplemental combustion
air is used to combust the emissions,
for the purposes of this subpart. In ad-
dition, the correction to 3 percent oxy-
gen specified in § 63.116(c)(3) and
(c)(3)(iii) is only required when supple-
mental combustion air is used to com-
bust the emissions, for the purposes of
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this subpart. Finally, when a combus-
tion device is used to comply with the
20 parts per million by volume outlet
concentration standard specified in
§ 63.113(a)(2), an owner or operator shall
record and report the outlet concentra-
tion required in § 63.117(a)(4)(ii) and
(a)(4)(iv) corrected to 3 percent oxygen
when supplemental combustion air is
used to combust the emissions, for the
purposes of this subpart. When supple-
mental combustion air is not used to
combust the emissions, an owner or op-
erator may record and report the out-
let concentration required in
§ 63.117(a)(4)(ii) and (a)(4)(iv) on an un-
corrected basis or corrected to 3 per-
cent oxygen, for the purposes of this
subpart.

(b) Owners or operators of existing
affected sources producing MBS shall
comply with either paragraph (b)(1) or
(b)(2) of this section.

(1) Comply with paragraph (a) of this
section, as specified in paragraphs
(b)(1)(i) and (b)(1)(ii).

(i) As specified in § 63.1312, Group 1
continuous process vents at MBS exist-
ing affected sources are those with a
total resource effectiveness value less
than or equal to 3.7.

(ii) When complying with this para-
graph (b) and the term ‘‘TRE of 4.0’’ is
used, or related terms indicating a
TRE index value of 4.0, referred to in
§§ 63.113 through 63.118, are used, the
term ‘‘TRE of 6.7,’’ shall apply instead,
for the purposes of this subpart. The
TRE range of 3.7 to 6.7 for continuous
process vents at existing affected
sources producing MBS corresponds to
the TRE range of 1.0 to 4.0 for other
continuous process vents, as it applies
to monitoring, recordkeeping, and re-
porting.

(2) Not allow organic HAP emissions
from the collection of continuous proc-
ess vents at the affected source to be
greater than 0.000590 kg organic HAP/
Mg of product. Compliance with this
paragraph (b)(2) shall be determined
using the procedures specified in
§ 63.1333(b).

(c) Owners or operators of new af-
fected sources producing SAN using a
batch process shall comply with the ap-
plicable requirements in § 63.1321.

(d) Affected sources producing PET
or polystyrene using a continuous

process are not subject to the provi-
sions of this section and instead are
subject to the emissions control provi-
sions of § 63.1316, the monitoring provi-
sions of § 63.1317, the testing and com-
pliance demonstration provisions of
§ 63.1318, the recordkeeping provisions
of § 63.1319, and the reporting provisions
of § 63.1320. However, in some instances,
as specified in § 63.1316, select contin-
uous process vents present at affected
sources producing PET or polystyrene
using a continuous process are subject
to the provisions of this section.

(e) Owners or operators of affected
sources producing ASA/AMSAN shall
reduce organic HAP emissions from
each continuous process vent, each
batch process vent, and each aggregate
batch vent stream by 98 weight-percent
and shall comply with either paragraph
(e)(1), (e)(2), or (e)(3), as appropriate.
Where batch process vents or aggregate
batch vent streams are combined with
continuous process vents, the provi-
sions of paragraph (a)(13) of this sec-
tion shall apply for the purposes of this
paragraph (e).

(1) For each continuous process vent,
comply with paragraph (a) of this sec-
tion as specified in paragraphs (e)(1)(i)
through (e)(1)(ii) of this section.

(i) For purpose of this section, each
continuous process vent shall be con-
sidered to be a Group 1 continuous
process vent and the owner or operator
of that continuous process vent shall
comply with the requirements for a
Group 1 continuous process vent.

(ii) For purposes of this section, the
group determination procedure re-
quired by § 63.115 shall not apply.

(2) For each batch process vent, com-
ply with §§ 63.1321 through 63.1327 as
specified in paragraphs (e)(2)(i) through
(e)(2)(ii) of this section.

(i) For purpose of this section, each
batch process vent shall be considered
to be a Group 1 batch process vent and
the owner or operator of that batch
process vent shall comply with the re-
quirements for a Group 1 batch process
vent contained in §§ 63.1321 through
63.1327, except that each batch process
vent shall be controlled to reduce or-
ganic HAP emissions by 98 weight-per-
cent.
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(ii) For purposes of this section, the
group determination procedure re-
quired by § 63.1323 shall not apply.

(3) For each aggregate batch vent
stream, comply with §§ 63.1321 through
63.1327 as specified in paragraphs
(e)(3)(i) through (e)(3)(ii) of this sec-
tion.

(i) For purpose of this section, each
aggregate batch vent stream shall be
considered to be a Group 1 aggregate
batch vent stream and the owner or op-
erator of that aggregate batch vent
stream shall comply with the require-
ments for a Group 1 aggregate batch
vent stream contained in §§ 63.1321
through 63.1327, except that each aggre-
gate batch vent stream shall be con-
trolled to reduce organic HAP emis-
sions by 98 weight-percent.

(ii) For purposes of this section, the
group determination procedure re-
quired by § 63.1323 shall not apply.

[61 FR 48229, Sept. 12, 1996, as amended at 64
FR 11547, Mar. 9, 1999; 65 FR 38107, June 19,
2000]

§ 63.1316 PET and polystyrene affected
sources—emissions control provi-
sions.

(a) The owner or operator of an af-
fected source producing PET using a
continuous process shall comply with
paragraph (b) of this section. The
owner or operator of an affected source
producing polystyrene using a contin-
uous process shall comply with para-
graph (c) of this section. As specified in
paragraphs (b) and (c) of this section,
owners or operators shall comply with
§ 63.1315 for certain continuous process
vents and with § 63.1321 for all batch
process vents. The owner or operator of
an affected source producing PET using
a batch process or producing poly-
styrene using a batch process shall
comply with § 63.1315 for continuous
process vents and with § 63.1321 for
batch process vents, instead of the pro-
visions of §§ 63.1316 through 63.1320.

(b) The owner or operator of an af-
fected source producing PET using a
continuous process shall comply with
the requirements specified in para-
graphs (b)(1) or (b)(2) of this section, as
appropriate, and are not required to
comply with the requirements specified
in 40 CFR part 60, subpart DDD. Com-

pliance can be based on either organic
HAP or TOC.

(1) The owner or operator of an af-
fected source producing PET using a
continuous dimethyl terephthalate
process shall comply with paragraphs
(b)(1)(i) through (b)(1)(iv) of this sec-
tion.

(i) The owner or operator of an exist-
ing affected source with organic HAP
emissions greater than 0.12 kg organic
HAP per Mg of product from contin-
uous process vents in the collection of
material recovery sections (i.e., meth-
anol recovery) within the affected
source shall comply with either para-
graph (b)(1)(i)(A), (b)(1)(i)(B), or
(b)(1)(i)(C) of this section. Emissions
from continuous process vents in the
collection of material recovery sec-
tions within the affected source shall
be determined by the procedures speci-
fied in § 63.1318(b). The owner or oper-
ator of a new affected source shall com-
ply with either paragraph (b)(1)(i)(A),
(b)(1)(i)(B), or (b)(1)(i)(C) of this sec-
tion.

(A) Organic HAP emissions from all
continuous process vents in each indi-
vidual material recovery section shall,
as a whole, be no greater than 0.018 kg
organic HAP per Mg of product from
the associated TPPU(s); or alter-
natively, organic HAP emissions from
all continuous process vents in the col-
lection of material recovery sections
within the affected source shall, as a
whole, be no greater than 0.018 kg or-
ganic HAP per Mg product from all as-
sociated TPPU(s);

(B) As specified in § 63.1318(d), the
owner or operator shall maintain the
daily average outlet gas stream tem-
perature from each final condenser in a
material recovery section at a tem-
perature of +3 °C (+37 °F) or less (i.e.,
colder);

(C) Comply with paragraph (b)(1)(v)
of this section.

(ii) Limit organic HAP emissions
from continuous process vents in the
collection of polymerization reaction
sections within the affected source by
complying with either paragraph
(b)(1)(ii)(A) or (b)(1)(ii)(B) of this sec-
tion.

(A) Organic HAP emissions from all
continuous process vents in each indi-
vidual polymerization reaction section
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(including emissions from any equip-
ment used to further recover ethylene
glycol, but excluding emissions from
process contact cooling towers) shall,
as a whole, be no greater than 0.02 kg
organic HAP per Mg of product from
the associated TPPU(s); or alter-
natively, organic HAP emissions from
all continuous process vents in the col-
lection of polymerization reaction sec-
tions within the affected source shall,
as a whole, be no greater than 0.02 kg
organic HAP per Mg product from all
associated TPPU(s); or

(B) Comply with paragraph (b)(1)(v)
of this section.

(iii) Continuous process vents not in-
cluded in a material recovery section,
as specified in paragraph (b)(1)(i) of
this section, and not included in a po-
lymerization reaction section, as speci-
fied in paragraph (b)(1)(ii) of this sec-
tion, shall comply with § 63.1315.

(iv) Batch process vents shall comply
with § 63.1321.

(v) Comply with one of the following:
(A) Reduce the emissions in a com-

bustion device to achieve 98 weight per-
cent reduction or to achieve a con-
centration of 20 parts per million by
volume (ppmv) on a dry basis, which-
ever is less stringent. If an owner or
operator elects to comply with the 20
ppmv standard, the concentration shall
include a correction to 3 percent oxy-
gen only when supplemental combus-
tion air is used to combust the emis-
sions;

(B) Combust the emissions in a boiler
or process heater with a design heat
input capacity of 150 million Btu/hr or
greater by introducing the emissions
into the flame zone of the boiler or
process heater; or

(C) Combust the emissions in a flare
that complies with the requirements of
§ 63.1333(e).

(2) The owner or operator of an af-
fected source producing PET using a
continuous terephthalic acid process
shall comply with paragraphs (b)(2)(i)
through (b)(2)(iv) of this section.

(i) Limit organic HAP emissions from
continuous process vents in the collec-
tion of raw material preparation sec-
tions within the affected source by
complying with either paragraph
(b)(2)(i)(A) or (b)(2)(i)(B) of this section.

(A) Organic HAP emissions from all
continuous process vents associated
with the esterification vessels in each
individual raw materials preparation
section shall, as a whole, be no greater
than 0.04 kg organic HAP per Mg of
product from the associated TPPU(s);
or alternatively, organic HAP emis-
sions from all continuous process vents
associated with the esterification ves-
sels in the collection of raw material
preparation sections within the af-
fected source shall, as a whole, be no
greater than 0.04 kg organic HAP per
Mg of product from all associated
TPPU(s). Other continuous process
vents (i.e., those not associated with
the esterification vessels) in the collec-
tion of raw materials preparation sec-
tions within the affected source shall
comply with § 63.1315; or

(B) Comply with paragraph (b)(2)(v)
of this section.

(ii) Limit organic HAP emissions
from continuous process vents in the
collection of polymerization reaction
sections within the affected source by
complying with either paragraph
(b)(2)(ii)(A) or (b)(2)(ii)(B) of this sec-
tion.

(A) Organic HAP emissions from all
continuous process vents in each indi-
vidual polymerization reaction section
(including emissions from any equip-
ment used to further recover ethylene
glycol, but excluding emissions from
process contact cooling towers) shall,
as a whole, be no greater than 0.02 kg
organic HAP per Mg of product from
the associated TPPU(s); or alter-
natively, organic HAP emissions from
all continuous process vents in the col-
lection of polymerization reaction sec-
tions within the affected source shall,
as a whole, be no greater than 0.02 kg
organic HAP per Mg of product from
all associated TPPU(s); or

(B) Comply with paragraph (b)(2)(v)
of this section.

(iii) Continuous process vents not in-
cluded in a raw materials preparation
section, as specified in paragraphs
(b)(2)(i) of this section, and not in-
cluded in a polymerization reaction
section, as specified in paragraph
(b)(2)(ii) of this section, shall comply
with § 63.1315.

(iv) Batch process vents shall comply
with § 63.1321.
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(v) Comply with one of the following:
(A) Reduce the emissions in a com-

bustion device to achieve 98 weight per-
cent reduction or to achieve a con-
centration of 20 parts per million by
volume (ppmv) on a dry basis, which-
ever is less stringent. If an owner or
operator elects to comply with the 20
ppmv standard, the concentration shall
include a correction to 3 percent oxy-
gen only when supplemental combus-
tion air is used to combust the emis-
sions;

(B) Combust the emissions in a boiler
or process heater with a design heat
input capacity of 150 million Btu/hr or
greater by introducing the emissions
into the flame zone of the boiler or
process heater; or

(C) Combust the emissions in a flare
that complies with the requirements of
§ 63.1333(e).

(c) The owner or operator of an af-
fected source producing polystyrene
resin using a continuous process shall
comply with the requirements specified
in paragraphs (c)(1) through (c)(3) of
this section, as appropriate, instead of
the requirements specified in 40 CFR
part 60, subpart DDD. Compliance can
be based on either organic HAP or
TOC.

(1) Limit organic HAP emissions
from continuous process vents in the
collection of material recovery sec-
tions within the affected source by
complying with either paragraph
(c)(1)(i), (c)(1)(ii), or (c)(1)(iii) of this
section.

(i) Organic HAP emissions from all
continuous process vents in each indi-
vidual material recovery section shall,
as a whole, be no greater than 0.0036 kg
organic HAP per Mg of product from
the associated TPPU(s); or alter-
natively, organic HAP emissions from
all continuous process vents in the col-
lection of material recovery sections
within the affected source shall, as a
whole, be no greater than 0.0036 kg or-
ganic HAP per Mg of product from all
associated TPPU(s);

(ii) As specified in § 63.1318(d), the
owner or operator shall maintain the
daily average outlet gas stream tem-
perature from each final condenser in a
material recovery section at a tem-
perature of ¥25 °C (¥13 °F) or less (i.e.,
colder); or

(iii) Comply with one of the fol-
lowing:

(A) Reduce the emissions in a com-
bustion device to achieve 98 weight per-
cent reduction or to achieve a con-
centration of 20 parts per million by
volume (ppmv) on a dry basis, which-
ever is less stringent. If an owner or
operator elects to comply with the 20
ppmv standard, the concentration shall
include a correction to 3 percent oxy-
gen only when supplemental combus-
tion air is used to combust the emis-
sions;

(B) Combust the emissions in a boiler
or process heater with a design heat
input capacity of 150 million Btu/hr or
greater by introducing the emissions
into the flame zone of the boiler or
process heater; or

(C) Combust the emissions in a flare
that complies with the requirements of
§ 63.1333(e).

(2) Limit organic HAP emissions
from continuous process vents not in-
cluded in a material recovery section,
as specified in paragraph (c)(1)(i) of
this section, by complying with
§ 63.1315.

(3) Batch process vents shall comply
with § 63.1321.

[61 FR 48229, Sept. 12, 1996, as amended at 64
FR 11548, Mar. 9, 1999; 65 FR 38110, June 19,
2000]

§ 63.1317 PET and polystyrene affected
sources—monitoring provisions.

Continuous process vents using a
control or recovery device to comply
with § 63.1316 shall comply with the ap-
plicable monitoring provisions speci-
fied for continuous process vents in
§ 63.1315(a), except that references to
group determinations (i.e., total re-
source effectiveness) do not apply and
owners or operators are not required to
comply with § 63.113.

[65 FR 38111, June 19, 2000]

§ 63.1318 PET and polystyrene affected
sources—testing and compliance
demonstration provisions.

(a) Except as specified in paragraphs
(b) through (d) of this section, contin-
uous process vents using a control or
recovery device to comply with § 63.1316
shall comply with the applicable test-
ing and compliance provisions for con-
tinuous process vents specified in
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§ 63.1315, except that, for the purposes
of this paragraph (a), references to
group determinations (i.e., total re-
source effectiveness) do not apply and
owners or operators are not required to
comply with § 63.113.

(b) PET Affected Sources Using a Di-
methyl Terephthalate Process—Applica-
bility Determination Procedure. Owners
or operators shall calculate organic
HAP emissions from the collection of
material recovery sections at an exist-
ing affected source producing PET
using a continuous dimethyl
terephthalate process to determine
whether § 63.1316(b)(1)(i) is applicable
using the procedures specified in either
paragraph (b)(1) or (b)(2) of this sec-
tion.

(1) Use Equation 1 of this subpart to
determine mass emissions per mass
product as specified in paragraphs
(b)(1)(i) and (b)(1)(ii) of this section.

ER
E

P
Eqi

pi

n

= ( )=
∑

0 001
1

1 .
[ . ]

where:
ER=Emission rate of total organic

HAP or TOC, kg/Mg product.
Ei=Emission rate of total organic HAP

or TOC in continuous process vent
i, kg/hr.

Pp=The rate of polymer produced, kg/
hr.

n=Number of continuous process vents
in the collection of material recov-
ery sections at the affected source.

0.001=Conversion factor, kg to Mg.
(i) The mass emission rate for each

continuous process vent, Ei, shall be
determined according to the proce-
dures specified in § 63.116(c)(4). The
sampling site for determining whether
§ 63.1316(b)(1)(i) is applicable shall be at
the outlet of the last recovery or con-
trol device. When the provisions of
§ 63.116(c)(4) specify that Method 18, 40
CFR part 60, appendix A shall be used,
Method 18 or Method 25A, 40 CFR part
60, appendix A may be used for the pur-
poses of this subpart. The use of Meth-
od 25A, 40 CFR part 60, appendix A
shall comply with paragraphs
(b)(1)(i)(A) and (b)(1)(i)(B) of this sec-
tion.

(A) The organic HAP used as the cali-
bration gas for Method 25A, 40 CFR

part 60, appendix A shall be the single
organic HAP representing the largest
percent by volume of the emissions.

(B) The use of Method 25A, 40 CFR
part 60, appendix A is acceptable if the
response from the high-level calibra-
tion gas is at least 20 times the stand-
ard deviation of the response from the
zero calibration gas when the instru-
ment is zeroed on the most sensitive
scale.

(ii) The rate of polymer produced, Pp

(kg/hr), shall be determined by dividing
the weight (kg) of polymer pulled from
the process line during the perform-
ance test by the number of hours taken
to perform the performance test. The
weight of polymer pulled shall be de-
termined by direct measurement or by
an alternate methodology, such as ma-
terials balance. If an alternate method-
ology is used, a description of the
methodology, including all procedures,
data, and assumptions shall be sub-
mitted as part of the Notification of
Compliance Status required by
§ 63.1335(e)(5).

(2) Use engineering assessment, as de-
scribed in § 63.1323(b)(6)(i), to dem-
onstrate that mass emissions per mass
product are less than or equal to 0.07
kg organic HAP/Mg product. If engi-
neering assessment shows that mass
emissions per mass product are greater
than 0.07 kg organic HAP/Mg product
and the owner or operator wishes to
demonstrate that mass emissions per
mass product are less than the thresh-
old emission rate of 0.12 kg organic
HAP/Mg product, the owner or operator
shall use the procedures specified in
paragraph (b)(1) of this section.

(c) Compliance with Mass Emissions per
Mass Product Standards. Owners or op-
erators complying with
§ 63.1316(b)(1)(i)(A), (b)(1)(ii), (b)(2)(i),
(b)(2)(ii), and (c)(1)(i) shall demonstrate
compliance with the mass emissions
per mass product requirements using
the procedures specified in paragraph
(b)(1) of this section.

(d) Compliance with Temperature Limits
for Final Condensers. Owners or opera-
tors complying with § 63.1316(b)(1)(i)(B)
or § 63.1316(c)(1)(ii) shall demonstrate
continuous compliance based on an av-
erage exit temperature determined for
each operating day. Calculation of the
daily average exit temperature shall
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follow the provisions of § 63.1335(d)(3).
The provisions of § 63.1334(f) and (g)
shall apply for the purposes of deter-
mining whether or not an owner or op-
erator is to be deemed out of compli-
ance for a given operating day.

[61 FR 48229, Sept. 12, 1996, as amended at 65
FR 38111, June 19, 2000]

§ 63.1319 PET and polystyrene affected
sources—recordkeeping provisions.

(a) Except as specified in paragraphs
(b) and (c) of this section, owners or op-
erators using a control or recovery de-
vice to comply with § 63.1316 shall com-
ply with the applicable recordkeeping
provisions specified in § 63.1315, except
that, for the purposes of this paragraph
(a), references to group determinations
(i.e., total resource effectiveness) do
not apply, and owners or operators are
not required to comply with § 63.113.

(b) Records Demonstrating Compliance
With the Applicability Determination Pro-
cedure for PET Affected Sources Using a
Dimethyl Terephthalate Process. Owners
or operators complying with
§ 63.1316(b)(1)(i) by demonstrating that
mass emissions per mass product are
less than or equal to the level specified
in § 63.1316(b)(1)(i) (i.e., 0.12 kg organic
HAP per Mg of product) shall keep the
following records.

(1) Results of the mass emissions per
mass product calculation specified in
§ 63.1318(b).

(2) Records of any change in process
operation that increases the mass
emissions per mass product.

(c) Records Demonstrating Compliance
with Temperature Limits for Final Con-
densers. Owners or operators of contin-
uous process vents complying with
§ 63.1316(b)(1)(i)(B) or § 63.1316(c)(1)(ii)
shall keep records of the daily averages
required by § 63.1318, per the record-
keeping provisions specified in
§ 63.1335(d).

[61 FR 48229, Sept. 12, 1996, as amended at 65
FR 38111, June 19, 2000]

§ 63.1320 PET and polystyrene affected
sources—reporting provisions.

(a) Except as specified in paragraph
(b) of this section, owners and opera-
tors using a control or recovery device
to comply with § 63.1316 shall comply
with the applicable reporting provi-
sions specified in § 63.1315, except that,

for the purposes of this paragraph (a),
references to group determinations
(i.e., total resource effectiveness) do
not apply, and owners or operators are
not required to comply with § 63.113.

(b) Reporting for PET Affected Sources
Using a Dimethyl Terephthalate Process.
Owners or operators complying with
§ 63.1316 by demonstrating that mass
emissions per mass product are less
than or equal to the level specified in
§ 63.1316(b)(1)(i) (i.e., 0.12 kg organic
HAP per Mg of product) shall comply
with paragraphs (b)(1) through (b)(3) of
this section.

(1) Include the information specified
in § 63.1319(b)(2) in each Periodic Re-
port, required by § 63.1335(e)(6), as ap-
propriate.

(2) Include the information specified
in § 63.1319(b)(1) in the Notification of
Compliance Status, required by
§ 63.1335(e)(5).

(3) Whenever a process change, as de-
fined in § 63.115(e), is made that causes
emissions from continuous process
vents in the collection of material re-
covery sections (i.e., methanol recov-
ery) within the affected source to be
greater than 0.12 kg organic HAP per
Mg of product, the owner or operator
shall submit a report within 180 days
after the process change is made or the
information regarding the process
change is known to the owner or oper-
ator. This report may be included in
the next Periodic Report as specified in
§ 63.1335(e)(6)(iii)(D)(2). The report shall
include the information specified in
§ 63.1319(b)(1) and a description of the
process change.

[65 FR 38112, June 19, 2000]

§ 63.1321 Batch process vents provi-
sions.

(a) Batch process vents. Except as
specified in paragraphs (b) through (d)
of this section, owners and operators of
new and existing affected sources with
batch process vents shall comply with
the requirements in §§ 63.1322 through
63.1327. The batch process vent group
status shall be determined in accord-
ance with § 63.1323. Owners or operators
of batch process vents classified as
Group 1 shall comply with the ref-
erence control technology require-
ments for Group 1 batch process vents
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in § 63.1322, the monitoring require-
ments in § 63.1324, the performance test
methods and procedures to determine
compliance in § 63.1325, the record-
keeping requirements in § 63.1326, and
the reporting requirements in § 63.1327.
Owners or operators of all Group 2
batch process vents shall comply with
the applicable reference control tech-
nology requirements in § 63.1322, the ap-
plicable recordkeeping requirements in
§ 63.1326, and the applicable reporting
requirements in § 63.1327.

(b) New SAN batch affected sources.
Owners and operators of new SAN af-
fected sources using a batch process
shall comply with the requirements of
§ 63.1322 through § 63.1327 for batch proc-
ess vents and aggregate batch vent
streams except as specified in para-
graphs (b)(1) through (b)(2) of this sec-
tion. For continuous process vents,
owners and operators shall comply
with the requirements of § 63.1322
through § 63.1327 except as specified in
paragraph (b)(3) of this section.

(1) For batch process vents, the de-
termination of group status (i.e., Group
1/Group 2) under § 63.1323 is not re-
quired.

(2) For batch process vents and ag-
gregate batch vent streams, the con-
trol requirements for individual batch
process vents or aggregate batch vent
streams (e.g., 90 percent emission re-
duction) as specified in § 63.1322(a)(1),
(a)(2), (b)(1), and (b)(2) shall not apply.

(3) Continuous process vents using a
control or recovery device to comply
with § 63.1322(a)(3) are subject to the ap-
plicable requirements in § 63.1315(a), as
appropriate, except as specified in
paragraphs (b)(3)(i) and (b)(3)(ii) of this
section.

(i) Said continuous process vents are
not subject to the group determination
procedures of § 63.115 for the purposes of
this subpart.

(ii) Said continuous process vents are
not subject to the reference control
technology provisions of § 63.113 for the
purposes of this subpart.

(c) Aggregate batch vent streams. Ag-
gregate batch vent streams, as defined
in § 63.1312, are subject to the control
requirements specified in § 63.1322(b), as
well as the monitoring, testing, record-
keeping, and reporting requirements

specified in §§ 63.1324 through 63.1327 for
aggregate batch vent streams.

(d) Owners and operators of affected
sources producing ASA/AMSAN shall
comply with the provisions of
§ 63.1315(e).

[61 FR 48229, Sept. 12, 1996, as amended at 64
FR 11549, Mar. 9, 1999; 65 FR 38112, June 19,
2000]

§ 63.1322 Batch process vents—ref-
erence control technology.

(a) Batch process vents. The owner or
operator of a Group 1 batch process
vent, as determined using the proce-
dures in § 63.1323, shall comply with the
requirements of either paragraph (a)(1)
or (a)(2) of this section, except as pro-
vided for in paragraph (a)(3) of this sec-
tion. Compliance may be based on ei-
ther organic HAP or TOC.

(1) For each batch process vent, re-
duce organic HAP emissions using a
flare.

(i) The owner or operator shall com-
ply with the requirements of § 63.1333(e)
for the flare.

(ii) Halogenated batch process vents,
as defined in § 63.1312, shall not be vent-
ed to a flare.

(2) For each batch process vent, re-
duce organic HAP emissions for the
batch cycle by 90 weight percent using
a control device. Owners or operators
may achieve compliance with this
paragraph (a)(2) through the control of
selected batch emission episodes or the
control of portions of selected batch
emission episodes. Documentation
demonstrating how the 90 weight per-
cent emission reduction is achieved is
required by § 63.1325(c)(2).

(3) The owner or operator of a new af-
fected source producing SAN using a
batch process shall reduce organic HAP
emissions from the collection of batch
process vents, aggregate batch vent
streams, and continuous process vents
by 84 weight percent. Compliance with
this paragraph (a)(3) shall be dem-
onstrated using the procedures speci-
fied in § 63.1333(c).

(b) Aggregate batch vent streams. The
owner or operator of an aggregate
batch vent stream that contains one or
more Group 1 batch process vents shall
comply with the requirements of either
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paragraph (b)(1) or (b)(2) of this sec-
tion, except as provided for in para-
graph (b)(3) of this section. Compliance
may be based on either organic HAP or
TOC.

(1) For each aggregate batch vent
stream, reduce organic HAP emissions
using a flare.

(i) The owner or operator shall com-
ply with the requirements of § 63.1333(e)
for the flare.

(ii) Halogenated aggregate batch
vent streams, as defined in § 63.1312,
shall not be vented to a flare.

(2) For each aggregate batch vent
stream, reduce organic HAP emissions
by 90 weight percent or to a concentra-
tion of 20 parts per million by volume,
whichever is less stringent, on a con-
tinuous basis using a control device.
For purposes of complying with the 20
parts per million by volume outlet con-
centration standard, the outlet con-
centration shall be calculated on a dry
basis. When a combustion device is
used for purposes of complying with
the 20 parts per million by volume out-
let concentration standard, the con-
centration shall be corrected to 3 per-
cent oxygen if supplemental combus-
tion air is used to combust the emis-
sions. If supplemental combustion air
is not used, a correction to 3 percent
oxygen is not required.

(3) The owner or operator of a new af-
fected source producing SAN using a
batch process shall comply with para-
graph (a)(3) of this section.

(c) Halogenated emissions. Halo-
genated Group 1 batch process vents,
halogenated aggregate batch vent
streams, and halogenated continuous
process vents that are combusted as
part of complying with paragraph
(a)(2), (a)(3), (b)(2), or (b)(3) of this sec-
tion, as appropriate, shall be controlled
according to either paragraph (c)(1) or
(c)(2) of this section.

(1) If a combustion device is used to
comply with paragraph (a)(2), (a)(3),
(b)(2), or (b)(3) of this section for a hal-
ogenated batch process vent, halo-
genated aggregate batch vent stream,
or halogenated continuous process
vent, said emissions exiting the com-
bustion device shall be ducted to a
halogen reduction device that reduces
overall emissions of hydrogen halides

and halogens by at least 99 percent be-
fore discharge to the atmosphere.

(2) A halogen reduction device may
be used to reduce the halogen atom
mass emission rate of said emissions to
less than 3,750 kg/yr for batch process
vents or aggregate batch vent streams
and to less than 0.45 kilograms per
hour for continuous process vents prior
to venting to any combustion control
device, and thus make the batch proc-
ess vent, aggregate batch vent stream,
or continuous process vent nonhalo-
genated. The nonhalogenated batch
process vent, aggregate batch vent
stream, or continuous process vent
shall then comply with the require-
ments of either paragraph (a) or (b) of
this section, as appropriate.

(d) If a boiler or process heater is
used to comply with the percent reduc-
tion requirement specified in para-
graph (a)(2), (a)(3), (b)(2), or (b)(3) of
this section, the batch process vent,
aggregate batch vent stream, or con-
tinuous process vent shall be intro-
duced into the flame zone of such a de-
vice.

(e) Combination of batch process vents
or aggregate batch vent streams with con-
tinuous process vents. If a batch process
vent or aggregate batch vent stream is
combined with a continuous process
vent, the owner or operator shall deter-
mine whether the combined vent
stream is subject to the provisions of
§§ 63.1321 through 63.1327 according to
paragraphs (e)(1) and (e)(2) of this sec-
tion.

(1) A batch process vent or aggregate
batch vent stream combined with a
continuous process vent is not subject
to the provisions of §§ 63.1321 through
63.1327, if the requirements in para-
graph (e)(1)(i) and in either paragraph
(e)(1)(ii) or (e)(1)(iii) are met.

(i) The only emissions to the atmos-
phere from the batch process vent or
aggregate batch vent stream prior to
being combined with the continuous
process vent are from equipment sub-
ject to § 63.1331.

(ii) The batch process vent or aggre-
gate batch vent stream is combined
with a Group 1 continuous process vent
prior to the combined vent stream
being routed to a control device. In
this paragraph (e)(1)(ii), the definition
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of control device as it relates to con-
tinuous process vents shall be used.
Furthermore, the combined vent
stream discussed in this paragraph
(e)(1)(ii) shall be subject to
§ 63.1315(a)(13)(i).

(iii) The batch process vent or aggre-
gate batch vent stream is combined
with a continuous process vent prior to
being routed to a recovery device. In
this paragraph (e)(1)(iii), the definition
of recovery device as it relates to con-
tinuous process vents shall be used.
Furthermore, the combined vent
stream discussed in this paragraph
(e)(1)(iii) shall be subject to
§ 63.1315(a)(13)(ii).

(2) If the batch process vent or aggre-
gate batch vent stream is combined
with a Group 2 continuous process
vent, the group status of the batch
process vent shall be determined prior
to its combination with the Group 2
continuous process vent, in accordance
with § 63.1323, and the combined vent
stream shall be subject to the require-
ments for aggregate batch vent
streams in §§ 63.1321 through 63.1327.

(f) Group 2 batch process vents with an-
nual emissions greater than or equal to
the level specified in § 63.1323(d). The
owner or operator of a Group 2 batch
process vent with annual emissions
greater than or equal to the level speci-
fied in § 63.1323(d) shall comply with the
provisions of paragraph (f)(1), (f)(2), or
(h) of this section.

(1) The owner or operator of an af-
fected source shall comply with the re-
quirements in paragraphs (f)(1)(i)
through (f)(1)(iv) of this section.

(i) The owner or operator shall estab-
lish a batch mass input limitation that
ensures the Group 2 batch process vent
does not become a Group 1 batch proc-
ess vent.

(ii) Over the course of the affected
source’s ‘‘year,’’ as reported in the No-
tification of Compliance Status in ac-
cordance with § 63.1335(e)(5)(iv), the
owner or operator shall not charge a
mass of HAP or material to the batch
unit operation that is greater than the
level established as the batch mass
input limitation.

(iii) The owner or operator shall com-
ply with the recordkeeping require-
ments in § 63.1326(d)(2), and the report-

ing requirements in § 63.1327(a)(3), (b),
and (c).

(iv) The owner or operator shall com-
ply with § 63.1323(i) when process
changes are made.

(2) Comply with the requirements of
this subpart for Group 1 batch process
vents.

(g) Group 2 batch process vents with
annual emissions less than the level speci-
fied in § 63.1323(d). The owner or oper-
ator of a Group 2 batch process vent
with annual emissions less than the
level specified in § 63.1323(d) shall com-
ply with paragraphs (g)(1), (g)(2), (g)(3),
or (g)(4) of this section.

(1) The owner or operator of the af-
fected source shall comply with the re-
quirements in paragraphs (g)(1)(i)
through (g)(1)(iv) of this section.

(i) The owner or operator shall estab-
lish a batch mass input limitation that
ensures emissions do not exceed the
level specified in § 63.1323(d).

(ii) Over the course of the affected
source’s ‘‘year,’’ as reported in the No-
tification of Compliance Status in ac-
cordance with § 63.1335(e)(5)(iv), the
owner or operator shall not charge a
mass of HAP or material to the batch
unit operation that is greater than the
level established as the batch mass
input limitation.

(iii) The owner or operator shall com-
ply with the recordkeeping require-
ments in § 63.1326(d)(1), and the report-
ing requirements in § 63.1327(a)(2), (b),
and (c).

(iv) The owner or operator of the af-
fected source shall comply with
§ 63.1323(i) when process changes are
made.

(2) Comply with the requirements of
paragraph (f)(1) of this section;

(3) Comply with the requirements of
paragraph (f)(2) of this section; or

(4) Comply with the requirements of
paragraph (h) of this section.

(h) Owners or operators of Group 2
batch process vents are not required to
establish a batch mass input limitation
if the batch process vent is Group 2 at
the conditions specified in paragraphs
(h)(1) and (h)(2) of this section and if
the owner or operator complies with
the recordkeeping provisions in
§§ 63.1326(a)(1) through (3), 63.1326(a)(9),
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and 63.1326(a)(4) through (6) as applica-
ble, and the reporting requirements in
§ 63.1327(a)(5), (a)(6), and (b).

(1) Emissions for the single highest-
HAP recipe (considering all products
that are produced in the batch unit op-
eration) are used in the group deter-
mination; and

(2) The group determination assumes
that the batch unit operation is oper-
ating at the maximum design capacity
of the TPPU for 12 months.

[61 FR 48229, Sept. 12, 1996, as amended at 64
FR 11549, Mar. 9, 1999; 65 FR 38112, June 19,
2000]

§ 63.1323 Batch process vents—meth-
ods and procedures for group deter-
mination.

(a) General requirements. Except as
provided in paragraph (a)(3) of this sec-
tion and in § 63.1321(b)(1), the owner or
operator of batch process vents at af-
fected sources shall determine the
group status of each batch process vent
in accordance with the provisions of
this section. This determination may
be based on either organic HAP or TOC
emissions.

(1) The procedures specified in para-
graphs (b) through (g) of this section
shall be followed to determine the
group status of each batch process
vent. This determination shall be made
in accordance with either paragraph
(a)(1)(i) or (a)(1)(ii) of this section.

(i) An owner or operator may choose
to determine the group status of a
batch process vent based on the ex-
pected mix of products. For each prod-
uct, emission characteristics of the sin-
gle highest-HAP recipe, as defined in
paragraph (a)(1)(iii) of this section, for
that product shall be used in the proce-
dures in paragraphs (b) through (i) of
this section.

(ii) An owner or operator may choose
to determine the group status of a
batch process vent based on annualized
production of the single highest-HAP
recipe, as defined in paragraph
(a)(1)(iii) of this section, considering
all products produced or processed in
the batch unit operation. The
annualized production of the highest-
HAP recipe shall be based exclusively
on the production of the single highest-
HAP recipe of all products produced or
processed in the batch unit operation

for a 12 month period. The production
level used may be the actual produc-
tion rate. It is not necessary to assume
a maximum production rate (i.e., 8,760
hours per year at maximum design pro-
duction).

(iii) The single highest-HAP recipe
for a product means the recipe of the
product with the highest total mass of
HAP charged to the reactor during the
production of a single batch of product.

(2) The annual uncontrolled organic
HAP or TOC emissions and annual av-
erage batch vent flow rate shall be de-
termined at the exit from the batch
unit operation. For the purposes of
these determinations, the primary con-
denser operating as a reflux condenser
on a reactor or distillation column, the
primary condenser recovering mon-
omer, reaction products, by-products,
or solvent from a stripper operated in
batch mode, and the primary condenser
recovering monomer, reaction prod-
ucts, by-products, or solvent from a
distillation operation operated in
batch mode shall be considered part of
the batch unit operation. All other de-
vices that recover or oxidize organic
HAP or TOC vapors shall be considered
control devices as defined in § 63.1312.

(3) The owner or operator of a batch
process vent complying with the flare
provisions in § 63.1322(a)(1) or
§ 63.1322(b)(1) or routing the batch proc-
ess vent to a control device to comply
with the requirements in § 63.1322(a)(2)
or § 63.1322(b)(2) is not required to per-
form the batch process vent group de-
termination described in this section,
but shall comply with all requirements
applicable to Group 1 batch process
vents for said batch process vent.

(b) Determination of annual emissions.
The owner or operator shall calculate
annual uncontrolled TOC or organic
HAP emissions for each batch process
vent using the methods described in
paragraphs (b)(1) through (b)(8) of this
section. To estimate emissions from a
batch emissions episode, owners or op-
erators may use either the emissions
estimation equations in paragraphs
(b)(1) through (b)(4) of this section, or
direct measurement as specified in
paragraph (b)(5) of this section. Engi-
neering assessment may be used to es-
timate emissions from a batch emis-
sion episode only under the conditions
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described in paragraph (b)(6) of this
section. In using the emissions esti-
mation equations in paragraphs (b)(1)
through (b)(4) of this section, indi-
vidual component vapor pressure and
molecular weight may be obtained
from standard references. Methods to
determine individual HAP partial pres-
sures in multicomponent systems are
described in paragraph (b)(9) of this
section. Other variables in the emis-
sions estimation equations may be ob-
tained through direct measurement, as
defined in paragraph (b)(5) of this sec-
tion, through engineering assessment,
as defined in paragraph (b)(6)(ii) of this
section, by process knowledge, or by
any other appropriate means. Assump-

tions used in determining these vari-
ables must be documented. Once emis-
sions for the batch emission episode
have been determined using either the
emissions estimation equations, direct
measurement, or engineering assess-
ment, emissions from a batch cycle
shall be calculated in accordance with
paragraph (b)(7) of this section, and an-
nual emissions from the batch process
vent shall be calculated in accordance
with paragraph (b)(8) of this section.

(1) TOC or organic HAP emissions
from the purging of an empty vessel
shall be calculated using Equation 2 of
this subpart. Equation 2 of this subpart
does not take into account evaporation
of any residual liquid in the vessel.

E
V P MW

RTepisode
ves wavg m=

( )( )( )
−( )1 0 37. [Eq.  2]

Where:

Eepisode = Emissions, kg/episode.
Vves = Volume of vessel, m3.
P = TOC or total organic HAP partial pres-

sure, kPa.
MWwavg = Weighted average molecular

weight of TOC or organic HAP in vapor,
determined in accordance with paragraph
(b)(4)(i)(D) of this section, kg/kmol.

R = Ideal gas constant, 8.314 m3·kPa/
kmol·K.

T = Temperature of vessel vapor space, K.
m = Number of volumes of purge gas used.

(2) TOC or organic HAP emissions
from the purging of a filled vessel shall
be calculated using Equation 3 of this
subpart.

E
y V P MW

RT P P x

Tepisode
dr wavg

i i
i

n m=
( )( ) ( )( )

−







( )

=
∑

2

1

[Eq.  3]

Where:

Eepisode = Emissions, kg/episode.
y = Saturated mole fraction of all TOC or

organic HAP in vapor phase.
Vdr = Volumetric gas displacement rate,

m3/min.
P = Pressure in vessel vapor space, kPa.
MWwavg = Weighted average molecular

weight of TOC or organic HAP in vapor,
determined in accordance with paragraph
(b)(4)(i)(D) of this section, kg/kmol.

R = Ideal gas constant, 8.314 m3·kPa/
kmol·K.

T = Temperature of vessel vapor space, K.

Pi = Vapor pressure of TOC or individual
organic HAP i, kPa.

xi = Mole fraction of TOC or organic HAP
i in the liquid.

n = Number of organic HAP in stream.
Note: Summation not applicable if TOC
emissions are being estimated.

Tm = Minutes/episode.

(3) Emissions from vapor displace-
ment due to transfer of material into
or out of a vessel shall be calculated
using Equation 4 of this subpart.
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E
y V P MW

RT
Eqepisode

wavg
=

( )( )( )( )
[ . ]4

where:

Eepisode=Emissions, kg/episode.
y=Saturated mole fraction of all TOC

or organic HAP in vapor phase.
V=Volume of gas displaced from the

vessel, m3.
P=Pressure in vessel vapor space, kPa.
MWwavg=Weighted average molecular

weight of TOC or organic HAP in
vapor, determined in accordance
with paragraph (b)(4)(i)(D) of this
section, kg/kmol.

R=Ideal gas constant, 8.314 m3δkPa/
kmolδK.

T=Temperature of vessel vapor space,
K.

(4) Emissions caused by the heating
of a vessel shall be calculated using the
procedures in either paragraphs
(b)(4)(i), (b)(4)(ii), or (b)(4)(iii) of this
section, as appropriate.

(i) If the final temperature to which
the vessel contents is heated is lower
than 50 K below the boiling point of the
HAP in the vessel, then emissions shall
be calculated using the equations in
paragraphs (b)(4)(i)(A) through
(b)(4)(i)(D) of this section.

(A) Emissions caused by heating of a
vessel shall be calculated using Equa-
tion 5 of this subpart. The assumptions
made for this calculation are atmos-
pheric pressure of 760 millimeters of
mercury (mm Hg) and the displaced gas
is always saturated with volatile or-
ganic compounds (VOC) vapor in equi-
librium with the liquid mixture.
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[Eq.  5]

Where:

Eepisode = Emissions, kg/episode.
(Pi)T1, (Pi)T2 = Partial pressure (kPa) of TOC

or each organic HAP i in the vessel
headspace at initial (T1) and final (T2)
temperature.

n = Number of organic HAP in stream. Note:
Summation not applicable if TOC emis-
sions are being estimated.

∆η = Number of kilogram-moles (kg-moles)
of gas displaced, determined in accord-
ance with paragraph (b)(4)(i)(B) of this
section.

101.325 = Constant, kPa.
(MWWAVG,T1), (MWWAVG,T2) = Weighted average

molecular weight of TOC or total organic
HAP in the displaced gas stream, deter-
mined in accordance with paragraph
(b)(4)(i)(D) of this section, kg/kmol.

(B) The moles of gas displaced, ∆η, is
calculated using Equation 6 of this sub-
part.

∆η =






−


















V

R

Pa

T

Pa

T
fs 1

1

2

2

[Eq.  6]

Where:

∆η = Number of kg-moles of gas displaced.
Vfs = Volume of free space in the vessel, m3.
R = Ideal gas constant, 8.314 m3·kPa/kmol·K.
Pa1 = Initial noncondensible gas partial pres-

sure in the vessel, kPa.
Pa2 = Final noncondensible gas partial pres-

sure, kPa.
T1 = Initial temperature of vessel, K.
T2 = Final temperature of vessel, K.

(C) The initial and final pressure of
the noncondensible gas in the vessel
shall be calculated using Equation 7 of
this subpart.

Pa Pi T
i

n

= − ( )
=
∑101325

1

. [Eq.  7]
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Where:

Pa = Initial or final partial pressure of non-
condensible gas in the vessel headspace,
kPa.

101.325 = Constant, kPa.
(Pi)T = Partial pressure of TOC or each or-

ganic HAP i in the vessel headspace,
kPa, at the initial or final temperature
(T1 or T2).

n = Number of organic HAP in stream. Note:
Summation not applicable if TOC emis-
sions are being estimated.

(D) The weighted average molecular
weight of TOC or organic HAP in the
displaced gas, MWwavg, shall be cal-
culated using Equation 8 of this sub-
part.

MW

mass of C molecular weight of C

mass of C

Eqwavg

i i
i

n

i
i

n= =

=

∑

∑

( ) ( )

( )

[ . ]1

1

8

where:
C=TOC or organic HAP component
n=Number of TOC or organic HAP com-

ponents in stream.
(ii) If the vessel contents are heated

to a temperature greater than 50 K
below the boiling point, then emissions
from the heating of a vessel shall be
calculated as the sum of the emissions
calculated in accordance with para-
graphs (b)(4)(ii)(A) and (b)(4)(ii)(B) of
this section.

(A) For the interval from the initial
temperature to the temperature 50 K
below the boiling point, emissions shall
be calculated using Equation 5 of this
subpart, where T2 is the temperature 50
K below the boiling point.

(B) For the interval from the tem-
perature 50 K below the boiling point
to the final temperature, emissions
shall be calculated as the summation
of emissions for each 5 K increment,
where the emissions for each increment
shall be calculated using Equation 5 of
this subpart.

(1) If the final temperature of the
heatup is at or lower than 5 K below
the boiling point, the final temperature
for the last increment shall be the final
temperature for the heatup, even if the
last increment is less than 5 K.

(2) If the final temperature of the
heatup is higher than 5 K below the
boiling point, the final temperature for
the last increment shall be the tem-
perature 5 K below the boiling point,
even if the last increment is less than
5 K.

(3) If the vessel contents are heated
to the boiling point and the vessel is
not operating with a condenser, the
final temperature for the final incre-
ment shall be the temperature 5 K
below the boiling point, even if the last
increment is less than 5 K.

(iii) If the vessel is operating with a
condenser, and the vessel contents are
heated to the boiling point, the pri-
mary condenser, as specified in para-
graph (a)(2) of this section, is consid-
ered part of the process. Emissions
shall be calculated as the sum of emis-
sions calculated using Equation 5 of
this subpart, which calculates emis-
sions due to heating the vessel con-
tents to the temperature of the gas ex-
isting the condenser, and emissions
calculated using Equation 4 of this sub-
part, which calculates emissions due to
the displacement of the remaining
saturated noncondensible gas in the
vessel. The final temperature in Equa-
tion 5 of this subpart shall be set equal
to the exit gas temperature of the con-
denser. Equation 4 of this subpart shall
be used as written below in Equation 4a
of this subpart, using free space vol-
ume, and T is set equal to the con-
denser exit gas temperature.

E
y V P MW

RT
Eq aepisode

fs wavg
=

( )( )( )( )
[ . ]4

where:

Eepisode=Emissions, kg/episode.
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y=Saturated mole fraction of all TOC
or organic HAP in vapor phase.

Vfs=Volume of the free space in the ves-
sel, m3.

P=Pressure in vessel vapor space, kPa.
MWwavg=Weighted average molecular

weight of TOC or organic HAP in
vapor, determined in accordance
with paragraph (b)(4)(i)(D) of this
section, kg/kmol.

R=Ideal gas constant, 8.314 m3δkPa/
kmolδK.

T=Temperature of condenser exit
stream, K.

(5) The owner or operator may esti-
mate annual emissions for a batch
emission episode by direct measure-
ment. If direct measurement is used,
the owner or operator shall either per-
form a test for the duration of a rep-
resentative batch emission episode or
perform a test during only those peri-
ods of the batch emission episode for
which the emission rate for the entire
episode can be determined or for which
the emissions are greater than the av-
erage emission rate of the batch emis-
sion episode. The owner or operator
choosing either of these options shall
develop an emission profile for the en-
tire batch emission episode, based on
either process knowledge or test data
collected, to demonstrate that test pe-
riods are representative. Examples of
information that could constitute proc-
ess knowledge include calculations
based on material balances and process
stoichiometry. Previous test results
may be used provided the results are
still relevant to the current batch
process vent conditions. Performance
tests shall follow the procedures speci-
fied in paragraphs (b)(5)(i) through
(b)(5)(iii) of this section. The proce-
dures in either paragraph (b)(5)(iv) or

(b)(5)(v) of this section shall be used to
calculate the emissions per batch emis-
sion episode.

(i) Method 1 or 1A, 40 CFR part 60, ap-
pendix A as appropriate, shall be used
for selection of the sampling sites if
the flow measuring device is a pitot
tube. No traverse is necessary when
Method 2A or 2D, 40 CFR part 60, ap-
pendix A is used to determine gas
stream volumetric flow rate.

(ii) Annual average batch vent flow
rate shall be determined as specified in
paragraph (e) of this section.

(iii) Method 18 or Method 25A, 40 CFR
part 60, appendix A, shall be used to de-
termine the concentration of TOC or
organic HAP, as appropriate. Alter-
natively, any other method or data
that has been validated according to
the applicable procedures in Method 301
of appendix A of this part may be used.
The use of Method 25A, 40 CFR part 60,
appendix A shall conform with the re-
quirements in paragraphs (b)(5)(iii)(A)
and (b)(5)(iii)(B) of this section.

(A) The organic HAP used as the cali-
bration gas for Method 25A, 40 CFR
part 60, appendix A shall be the single
organic HAP representing the largest
percent by volume of the emissions.

(B) The use of Method 25A, 40 CFR
part 60, appendix A is acceptable if the
response from the high-level calibra-
tion gas is at least 20 times the stand-
ard deviation of the response from the
zero calibration gas when the instru-
ment is zeroed on the most sensitive
scale.

(iv) If an integrated sample is taken
over the entire batch emission episode
to determine the average batch vent
concentration of TOC or total organic
HAP, emissions shall be calculated
using Equation 9 of this subpart.

E K C M AFR episode j j
j

n

= ( )( )











( )
=
∑

1

T Eq.  9]h [

Where:

Eepisode = Emissions, kg/episode.
K = Constant, 2.494 × 10¥6 (ppmv)¥1 (gm-

mole/scm) (kg/gm) (min/hr), where stand-
ard temperature is 20 °C.

Cj = Average batch vent concentration of
TOC or sample organic HAP component j
of the gas stream, dry basis, ppmv.

Mj = Molecular weight of TOC or sample or-
ganic HAP component j of the gas
stream, gm/gm-mole.
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AFR = Average batch vent flow rate of gas
stream, dry basis, scmm.

Th = Hours/episode
n = Number of organic HAP in stream. Note:

Summation not applicable if TOC emis-
sions are being estimated using a TOC
concentration measured using Method
25A, 40 CFR part 60, appendix A.

(v) If grab samples are taken to de-
termine the average batch vent con-
centration of TOC or total organic
HAP, emissions shall be calculated ac-
cording to paragraphs (b)(5)(v)(A) and
(b)(5)(v)(B) of this section.

(A) For each measurement point, the
emission rate shall be calculated using
Equation 10 of this subpart.

E K C M FR j j
j

n

point Eq.  10]=










=

∑
1

[

Where:

Epoint = Emission rate for individual measure-
ment point, kg/hr.

K = Constant, 2.494 × 10¥¥6 (ppmv)¥1 (gm-
mole/scm) (kg/gm) (min/hr), where stand-
ard temperature is 20 °C.

Cj = Concentration of TOC or sample organic
HAP component j of the gas stream, dry
basis, ppmv.

Mj = Molecular weight of TOC or sample or-
ganic HAP component j of the gas
stream, gm/gm-mole.

FR = Flow rate of gas stream for the meas-
urement point, dry basis, scmm.

n = Number of organic HAP in stream. Note:
Summation not applicable if TOC emis-
sions are being estimated using a TOC
concentration measured using Method
25A, 40 CFR part 60, appendix A.

(B) The emissions per batch emission
episode shall be calculated using Equa-
tion 11 of this subpart.

E DUR
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n
Eqepisode
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[ ]
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11.

where:
Eepisode=Emissions, kg/episode.
DUR=Duration of the batch emission

episode, hr/episode.
Ei=Emissions for measurement point i,

kg/hr.
n=Number of measurements.

(6) Engineering assessment may be
used to estimate emissions from a
batch emission episode, if the criteria
in paragraph (b)(6)(i) are met. Data or

other information used to demonstrate
that the criteria in paragraph (b)(6)(i)
of this section have been met shall be
reported as specified in paragraph
(b)(6)(iii) of this section. Paragraph
(b)(6)(ii) of this section defines engi-
neering assessment, for the purposes of
estimating emissions from a batch
emissions episode. All data, assump-
tions, and procedures used in an engi-
neering assessment shall be docu-
mented.

(i) If the criteria specified in para-
graph (b)(6)(i)(A), (B), or (C) are met for
a specific batch emission episode, the
owner or operator may use engineering
assessment, as described in paragraph
(b)(6)(ii) of this section, to estimate
emissions from that batch emission
episode, and the owner or operator is
not required to use the emissions esti-
mation equations described in para-
graphs (b)(1) through (b)(4) of this sec-
tion to estimate emissions from that
batch emission episode.

(A) Previous test data, where the
measurement of organic HAP or TOC
emissions was an outcome of the test,
show a greater than 20 percent discrep-
ancy between the test value and the
value estimated using the applicable
equations in paragraphs (b)(1) through
(b)(4) of this section. Paragraphs
(b)(6)(i)(A)(1) and (2) of this section de-
scribe test data that will be acceptable
under this paragraph (b)(6)(i)(A).

(1) Test data for the batch emission
episode obtained during production of
the product for which the demonstra-
tion is being made.

(2) Test data obtained for a batch
emission episode from another process
train, where the test data were ob-
tained during production of the prod-
uct for which the demonstration is
being made. Test data from another
process train may be used only if the
owner or operator can demonstrate
that the data are representative of the
batch emission episode for which the
demonstration is being made, taking
into account the nature, size, operating
conditions, production rate, and se-
quence of process steps (e.g., reaction,
distillation, etc.) of the equipment in
the other process train.

(B) Previous test data obtained dur-
ing the production of the product for
which the demonstration is being
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made, for the batch emission episode
with the highest organic HAP emis-
sions on a mass basis, show a greater
than 20 percent discrepancy between
the test value and the value estimated
using the applicable equations in para-
graphs (b)(1) through (b)(4) of this sec-
tion. If the criteria in this paragraph
(b)(6)(i)(B) are met, then engineering
assessment may be used for all batch
emission episodes associated with that
batch cycle for the batch unit oper-
ation.

(C) The owner or operator has re-
quested and been granted approval to
use engineering assessment to estimate
emissions from a batch emissions epi-
sode. The request to use engineering
assessment to estimate emissions from
a batch emissions episode shall contain
sufficient information and data to
demonstrate to the Administrator that
engineering assessment is an accurate
means of estimating emissions for that
particular batch emissions episode. The
request to use engineering assessment
to estimate emissions for a batch emis-
sions episode shall be submitted in the
Precompliance Report required under
§ 63.506(e)(3).

(ii) Engineering assessment includes,
but is not limited to, the following:

(A) Previous test results, provided
the tests are representative of current
operating practices;

(B) Bench-scale or pilot-scale test
data obtained under conditions rep-
resentative of current process oper-
ating conditions;

(C) Flow rate, TOC emission rate, or
organic HAP emission rate specified or
implied within a permit limit applica-
ble to the batch process vent; and

(D) Design analysis based on accepted
chemical engineering principles, meas-
urable process parameters, or physical
or chemical laws or properties. Exam-
ples of analytical methods include, but
are not limited to:

(1) Use of material balances;
(2) Estimation of flow rate based on

physical equipment design such as
pump or blower capacities;

(3) Estimation of TOC or organic
HAP concentrations based on satura-
tion conditions; and

(4) Estimation of TOC or organic
HAP concentrations based on grab
samples of the liquid or vapor.

(iii) Data or other information used
to demonstrate that the criteria in
paragraph (b)(6)(i) of this section have
been met shall be reported as specified
in paragraphs (b)(6)(iii)(A) and
(b)(6)(iii)(B) of this section.

(A) Data or other information used to
demonstrate that the criteria in para-
graph (b)(6)(i)(A) or (b)(6)(i)(B) of this
section have been met shall be reported
in the Notification of Compliance Sta-
tus, as required in § 63.1327(a)(6).

(B) The request for approval to use
engineering assessment to estimate
emissions from a batch emissions epi-
sode as allowed under paragraph
(b)(6)(i)(C) of this section, and suffi-
cient data or other information for
demonstrating to the Administrator
that engineering assessment is an ac-
curate means of estimating emissions
for that particular batch emissions epi-
sode shall be submitted with the
Precompliance Report, as required in
§ 63.1335(e)(3).

(7) For each batch process vent, the
TOC or organic HAP emissions associ-
ated with a single batch cycle shall be
calculated using Equation 12 of this
subpart.

E E Eqcycle episode
i

n

i
= [ ]

=
∑

1

12.

where:
Ecycle=Emissions for an individual batch

cycle, kg/batch cycle
Eepisode i=Emissions from batch emission

episode i, kg/episode
n=Number of batch emission episodes

for the batch cycle
(8) Annual TOC or organic HAP emis-

sions from a batch process vent shall
be calculated using Equation 13 of this
subpart.

AE N E Eqi cycle
i

n

i
= ( )( ) [ ]

=
∑ . 13

1

where:
AE=Annual emissions from a batch

process vent, kg/yr.
Ni=Number of type i batch cycles per-

formed annually, cycles/year
Ecycle i=Emissions from the batch proc-

ess vent associated with a single
type i batch cycle, as determined in
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paragraph (b)(7) of this section, kg/
batch cycle

n=Number of different types of batch
cycles that cause the emission of
TOC or organic HAP from the
batch process vent

(9) Individual HAP partial pressures
in multicomponent systems shall be
determined using the appropriate
method specified in paragraphs (b)(9)(i)
through (b)(9)(iii) of this section.

(i) If the components are miscible,
use Raoult’s law to calculate the par-
tial pressures;

(ii) If the solution is a dilute aqueous
mixture, use Henry’s law constants to
calculate partial pressures;

(iii) If Raoult’s law or Henry’s law
are not appropriate or available, the
owner or operator may use any of the
options in paragraphs (b)(9)(iii)(A), (B),
or (C) of this section.

(A) Experimentally obtained activity
coefficients, Henry’s law constants, or
solubility data;

(B) Models, such as group-contribu-
tion models, to predict activity coeffi-
cients; or

(C) Assume the components of the
system behave independently and use
the summation of all vapor pressures
from the HAPs as the total HAP par-
tial pressure.

(c) [Reserved]
(d) Minimum emission level exemption.

A batch process vent with annual emis-
sions of TOC or organic HAP less than
11,800 kg/yr is considered a Group 2
batch process vent and the owner or
operator of said batch process vent
shall comply with the requirements in
§ 63.1322(f) or (g). Annual emissions of
TOC or organic HAP are determined at
the exit of the batch unit operation, as
described in paragraph (a)(2) of this
section, and are determined as speci-
fied in paragraph (b) of this section.
The owner or operator of said batch
process vent is not required to comply
with the provisions in paragraphs (e)
through (g) of this section.

(e) Determination of average batch vent
flow rate and annual average batch vent

flow rate. The owner or operator shall
determine the average batch vent flow
rate for each batch emission episode in
accordance with one of the procedures
provided in paragraphs (e)(1) through
(e)(2) of this section. The annual aver-
age batch vent flow rate for a batch
process vent shall be calculated as
specified in paragraph (e)(3) of this sec-
tion.

(1) Determination of the average
batch vent flow rate for a batch emis-
sion episode by direct measurement
shall be made using the procedures
specified in paragraphs (e)(1)(i) through
(e)(1)(iii) of this section.

(i) The volumetric flow rate (FRi) for
a batch emission episode, in standard
cubic meters per minute (scmm) at 20
°C, shall be determined using Method 2,
2A, 2C, or 2D, 40 CFR part 60, appendix
A, as appropriate.

(ii) The volumetric flow rate of a rep-
resentative batch emission episode
shall be measured every 15 minutes.

(iii) The average batch vent flow rate
for a batch emission episode shall be
calculated using Equation 14 of this
subpart.

AFR

FR

nepisode

i
i

n

= =
∑

1 [Eq.  14]

Where:

AFRepisode = Average batch vent flow rate for
the batch emission episode, scmm.

FRi = Flow rate for individual measurement
i, scmm.

n = Number of flow rate measurements taken
during the batch emission episode.

(2) The average batch vent flow rate
for a batch emission episode may be de-
termined by engineering assessment, as
defined in paragraph (b)(6)(i) of this
section. All data, assumptions, and
procedures used shall be documented.

(3) The annual average batch vent
flow rate for a batch process vent shall
be calculated using Equation 15 of this
subpart.
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[Eq.  15]1
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Where:

AFR = Annual average batch vent flow rate
for the batch process vent, scmm.

DURi = Duration of type i batch emission
episodes annually, hrs/yr.

AFRepisode,i = Average batch vent flow rate for
type i batch emission episode, scmm.

n = Number of types of batch emission epi-
sodes venting from the batch process
vent.

(f) Determination of cutoff flow rate.
For each batch process vent, the owner
or operator shall calculate the cutoff
flow rate using Equation 16 of this sub-
part.

CFR = (0.00437) (AE) ¥ 51.6 [Eq. 16]

where:

CFR = Cutoff flow rate, scmm.
AE = Annual TOC or organic HAP

emissions, as determined in para-
graph (b)(8) of this section, kg/yr.

(g) Group 1/Group 2 status determina-
tion. The owner or operator shall com-
pare the cutoff flow rate, calculated in
accordance with paragraph (f) of this
section, with the annual average batch
vent flow rate, determined in accord-
ance with paragraph (e)(3) of this sec-
tion. The group determination status
for each batch process vent shall be
made using the criteria specified in
paragraphs (g)(1) and (g)(2) of this sec-
tion.

(1) If the cutoff flow rate is greater
than or equal to the annual average
batch vent flow rate of the stream, the
batch process vent is classified as a
Group 1 batch process vent.

(2) If the cutoff flow rate is less than
the annual average batch vent flow
rate of the stream, the batch process

vent is classified as a Group 2 batch
process vent.

(h) Determination of halogenation sta-
tus. To determine whether a batch
process vent or an aggregate batch
vent stream is halogenated, the annual
mass emission rate of halogen atoms
contained in organic compounds shall
be calculated using the procedures
specified in paragraphs (h)(1) through
(h)(3) of this section.

(1) The concentration of each organic
compound containing halogen atoms
(ppmv, by compound) for each batch
emission episode shall be determined
based on any one of the following pro-
cedures:

(i) Process knowledge that no
halogens or hydrogen halides are
present in the process may be used to
demonstrate that a batch emission epi-
sode is nonhalogenated. Halogens or
hydrogen halides that are unintention-
ally introduced into the process shall
not be considered in making a finding
that a batch emission episode is non-
halogenated.

(ii) Engineering assessment as dis-
cussed in paragraph (b)(6)(i) of this sec-
tion.

(iii) Average concentration of or-
ganic compounds containing halogens
and hydrogen halides as measured by
Method 26 or 26A, 40 CFR part 60, ap-
pendix A.

(iv) Any other method or data that
has been validated according to the ap-
plicable procedures in Method 301 of
appendix A of this part.

(2) The annual mass emissions of
halogen atoms for a batch process vent
shall be calculated using Equation 17 of
this subpart.

E K C L M AFR avg j i j i
i

m

j

n

jhalogen Eq.  17]= ( )( )( )
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Where:

Ehalogen = Mass of halogen atoms, dry basis,
kg/yr.

K = Constant, 0.022 (ppmv)¥1 (kg-mole per
scm) (minute/yr), where standard tem-
perature is 20 °C.

AFR = Annual average batch vent flow rate
of the batch process vent, determined ac-
cording to paragraph (e) of this section,
scmm.

Mj,i = Molecular weight of halogen atom i in
compound j, kg/kg-mole.

Lj,i = Number of atoms of halogen i in com-
pound j.

n = Number of halogenated compounds j in
the batch process vent.

m = Number of different halogens i in each
compound j of the batch process vent.

Cavgj = Annual average batch vent concentra-
tion of halogenated compound j in the
batch process vent as determined by
using Equation 18 of this subpart, dry
basis, ppmv.

C

DUR C

DUR
avg

i
i

n

i
i

nj
=

( )( )

( )
=

=

∑

∑

 i

[Eq.  18]1

1

Where:

DURi = Duration of type i batch emission
episodes annually, hrs/yr.

Ci = Average batch vent concentration of
halogenated compound j in type i batch
emission episode, ppmv.

n = Number of types of batch emission epi-
sodes venting from the batch process
vent.

(3) The annual mass emissions of
halogen atoms for an aggregate batch
vent stream shall be the sum of the an-
nual mass emissions of halogen atoms
for all batch process vents included in
the aggregate batch vent stream.

(i) Process changes affecting Group 2
batch process vents. Whenever process
changes, as described in paragraph
(i)(1) of this section, are made that af-
fect one or more Group 2 batch process
vents and that could reasonably be ex-
pected to change one or more Group 2
batch process vents to Group 1 batch
process vents or that could reasonably
be expected to reduce the batch mass
input limitation for one or more Group
2 batch process vents, the owner or op-
erator shall comply with paragraphs
(i)(2) and (3) of this section.

(1) Examples of process changes in-
clude the changes listed in paragraphs
(i)(1)(i), (i)(1)(ii), and (i)(1)(iii) of this
section.

(i) For all batch process vents, exam-
ples of process changes include, but are
not limited to, changes in feedstock
type or catalyst type; or whenever
there is replacement, removal, or
modification of recovery equipment
considered part of the batch unit oper-
ation as specified in paragraph (a)(2) of
this section; or increases in production
capacity or production rate. For pur-
poses of this paragraph (i), process
changes do not include: Process upsets;
unintentional, temporary process
changes; and changes that are within
the margin of variation on which the
original group determination was
based.

(ii) For Group 2 batch process vents
where the group determination and
batch mass input limitation are based
on the expected mix of products, the
situations described in paragraphs
(i)(1)(ii)(A) and (B) of this section shall
be considered to be process changes.

(A) The production of combinations
of products not considered in estab-
lishing the batch mass input limita-
tion.

(B) The production of a recipe of a
product with a total mass of HAP
charged to the reactor during the pro-
duction of a single batch of product
that is higher than the total mass of
HAP for the recipe used as the single
highest-HAP recipe for that product in
the batch mass input limitation deter-
mination.

(iii) For Group 2 batch process vents
where the group determination and
batch mass input limitation are based
on the single highest-HAP recipe (con-
sidering all products produced or proc-
essed in the batch unit operation), the
production of a recipe having a total
mass of HAP charged to the reactor
(during the production of a single
batch of product) that is higher than
the total mass of HAP for the highest-
HAP recipe used in the batch mass
input limitation determination shall
be considered to be a process change.

(2) For each batch process vent af-
fected by a process change, the owner
or operator shall redetermine the
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group status by repeating the proce-
dures specified in paragraphs (b)
through (g) of this section, as applica-
ble; alternatively, engineering assess-
ment, as described in paragraph
(b)(6)(i) of this section, may be used to
determine the effects of the process
change.

(3) Based on the results from para-
graph (i)(2) of this section, owners or
operators of affected sources shall com-
ply with either paragraph (i)(3)(i), (ii),
or (iii) of this section.

(i) If the group redetermination de-
scribed in paragraph (i)(2) of this sec-
tion indicates that a Group 2 batch
process vent has become a Group 1
batch process vent as a result of the
process change, the owner or operator
shall submit a report as specified in
§ 63.1327(b) and shall comply with the
Group 1 provisions in §§ 63.1322 through
63.1327 in accordance with
§ 63.1310(i)(2)(ii) or (i)(2)(iii), as applica-
ble.

(ii) If the redetermination described
in paragraph (i)(2) of this section indi-
cates that a Group 2 batch process vent
with annual emissions less than the
level specified in paragraph (d) of this
section, that is in compliance with
§ 63.1322(g), now has annual emissions
greater than or equal to the level speci-
fied in paragraph (d) of this section but
remains a Group 2 batch process vent,
the owner or operator shall comply
with the provisions in paragraphs
(i)(3)(ii)(A) through (C) of this section.

(A) Redetermine the batch mass
input limitation;

(B) Submit a report as specified in
§ 63.1327(c); and

(C) Comply with § 63.1322(f), beginning
with the year following the submittal
of the report submitted according to
paragraph (i)(3)(ii)(B) of this section.

(iii) If the group redetermination de-
scribed in paragraph (i)(2) of this sec-
tion indicates no change in group sta-
tus or no change in the relation of an-
nual emissions to the levels specified
in paragraph (d) of this section, the
owner or operator shall comply with
paragraphs (i)(3)(iii)(A) and (i)(3)(iii)(B)
of this section.

(A) The owner or operator shall rede-
termine the batch mass input limita-
tion; and

(B) The owner or operator shall sub-
mit the new batch mass input limita-
tion in accordance with § 63.1327(c).

(j) Process changes to new SAN affected
sources using a batch process. Whenever
process changes, as described in para-
graph (j)(1) of this section, are made to
a new affected source producing SAN
using a batch process that could rea-
sonably be expected to adversely im-
pact the compliance status (i.e.,
achievement of 84 percent emission re-
duction) of the affected source, the
owner or operator shall comply with
paragraphs (j)(2) and (3) of this section.

(1) Examples of process changes in-
clude, but are not limited to, changes
in production capacity, production
rate, feedstock type, or catalyst type;
replacement, removal, or addition of
recovery equipment considered part of
a batch unit operation, as specified in
paragraph (a)(1) of this section; re-
placement, removal, or addition of con-
trol equipment associated with a con-
tinuous or batch process vent or an ag-
gregate batch vent stream. For pur-
poses of this paragraph (j)(1), process
changes do not include process upsets
or unintentional, temporary process
changes.

(2) The owner or operator shall rede-
termine the percent emission reduction
achieved using the procedures specified
in § 63.1333(c). If engineering assess-
ment, as described in paragraph
(b)(6)(i) of this section, can dem-
onstrate that the process change did
not cause the percent emission reduc-
tion to decrease, it may be used in lieu
of redetermining the percent reduction
using the procedures specified in
§ 63.1333(c).

(3) Where the redetermined percent
reduction is less than 84 percent, the
owner or operator of the affected
source shall submit a report as speci-
fied in § 63.1327(d) and shall comply
with § 63.1322(a)(3) and all associated
provisions in accordance with
§ 63.1310(i).

[61 FR 48229, Sept. 12, 1996, as amended at 64
FR 11549, Mar. 9, 1999; 65 FR 38113, June 19,
2000]

§ 63.1324 Batch process vents—moni-
toring equipment.

(a) General requirements. Each owner
or operator of a batch process vent or
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aggregate batch vent stream that uses
a control device to comply with the re-
quirements in § 63.1322(a) or § 63.1322(b),
shall install the monitoring equipment
specified in paragraph (c) of this sec-
tion. All monitoring equipment shall
be installed, calibrated, maintained,
and operated according to manufactur-
er’s specifications or other written pro-
cedures that provide adequate assur-
ance that the equipment would reason-
ably be expected to monitor accu-
rately.

(1) This monitoring equipment shall
be in operation at all times when batch
emission episodes, or portions thereof,
that the owner or operator has selected
to control are vented to the control de-
vice, or at all times when an aggregate
batch vent stream is vented to the con-
trol device.

(2) Except as otherwise provided in
this subpart, the owner or operator
shall operate control devices such that
the daily average of monitored param-
eters, established as specified in para-
graph (f) of this section, remains above
the minimum level or below the max-
imum level, as appropriate.

(b) Continuous process vents. Each
owner or operator of a continuous proc-
ess vent that uses a control device or
recovery device to comply with the re-
quirements in § 63.1322(a)(3) shall com-
ply with the applicable requirements of
§ 63.1315(a) as specified in § 63.1321(b).

(c) Batch process vent and aggregate
batch vent stream monitoring equipment.
The monitoring equipment specified in
paragraphs (c)(1) through (c)(8) of this
section shall be installed as specified in
paragraph (a) of this section. The pa-
rameters to be monitored are specified
in Table 7 of this subpart.

(1) Where an incinerator is used, a
temperature monitoring device
equipped with a continuous recorder is
required.

(i) Where an incinerator other than a
catalytic incinerator is used, the tem-
perature monitoring device shall be in-
stalled in the firebox or in the duct-
work immediately downstream of the
firebox in a position before any sub-
stantial heat exchange occurs.

(ii) Where a catalytic incinerator is
used, temperature monitoring devices
shall be installed in the gas stream im-

mediately before and after the catalyst
bed.

(2) Where a flare is used, a device (in-
cluding but not limited to a thermo-
couple, ultra-violet beam sensor, or in-
frared sensor) capable of continuously
detecting the presence of a pilot flame
is required.

(3) Where a boiler or process heater of
less than 44 megawatts design heat
input capacity is used, a temperature
monitoring device in the firebox
equipped with a continuous recorder is
required. Any boiler or process heater
in which all batch process vents or ag-
gregate batch vent streams are intro-
duced with the primary fuel or are used
as the primary fuel is exempt from this
requirement.

(4) Where a scrubber is used with an
incinerator, boiler, or process heater in
concert with the combustion of halo-
genated batch process vents or halo-
genated aggregate batch vent streams,
the following monitoring equipment is
required for the scrubber.

(i) A pH monitoring device equipped
with a continuous recorder to monitor
the pH of the scrubber effluent.

(ii) A flow measurement device
equipped with a continuous recorder
shall be located at the scrubber influ-
ent for liquid flow. Gas stream flow
shall be determined using one of the
procedures specified in paragraphs
(c)(4)(ii)(A) through (c)(4)(ii)(C) of this
section.

(A) The owner or operator may deter-
mine gas stream flow using the design
blower capacity, with appropriate ad-
justments for pressure drop.

(B) If the scrubber is subject to regu-
lations in 40 CFR parts 264 through 266
that have required a determination of
the liquid to gas (L/G) ratio prior to
the applicable compliance date for this
subpart, the owner or operator may de-
termine gas stream flow by the method
that had been utilized to comply with
those regulations. A determination
that was conducted prior to the com-
pliance date for this subpart may be
utilized to comply with this subpart if
it is still representative.

(C) The owner or operator may pre-
pare and implement a gas stream flow
determination plan that documents an
appropriate method which will be used
to determine the gas stream flow. The
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plan shall require determination of gas
stream flow by a method which will at
least provide a value for either a rep-
resentative or the highest gas stream
flow anticipated in the scrubber during
representative operating conditions
other than start-ups, shutdowns, or
malfunctions. The plan shall include a
description of the methodology to be
followed and an explanation of how the
selected methodology will reliably de-
termine the gas stream flow, and a de-
scription of the records that will be
maintained to document the deter-
mination of gas stream flow. The
owner or operator shall maintain the
plan as specified in § 63.1335(a).

(5) Where an absorber is used, a
scrubbing liquid temperature moni-
toring device and a specific gravity
monitoring device are required, each
equipped with a continuous recorder.

(6) Where a condenser is used, a con-
denser exit temperature (product side)
monitoring device equipped with a con-
tinuous recorder is required.

(7) Where a carbon adsorber is used,
an integrating regeneration steam flow
or nitrogen flow, or pressure moni-
toring device having an accuracy of ±10
percent of the flow rate, level, or pres-
sure, or better, capable of recording the
total regeneration steam flow or nitro-
gen flow, or pressure (gauge or abso-
lute) for each regeneration cycle; and a
carbon bed temperature monitoring de-
vice, capable of recording the carbon
bed temperature after each regenera-
tion and within 15 minutes of com-
pleting any cooling cycle are required.

(8) As an alternate to paragraphs
(c)(5) through (c)(7) of this section, the
owner or operator may install an or-
ganic monitoring device equipped with
a continuous recorder.

(d) Alternative monitoring parameters.
An owner or operator of a batch proc-
ess vent or aggregate batch vent
stream may request approval to mon-
itor parameters other than those re-
quired by paragraph (c) of this section.
The request shall be submitted accord-
ing to the procedures specified in
§ 63.1327(f) and § 63.1335(f). Approval
shall be requested if the owner or oper-
ator:

(1) Uses a control device other than
those included in paragraph (c) of this
section; or

(2) Uses one of the control devices in-
cluded in paragraph (c) of this section,
but seeks to monitor a parameter other
than those specified in Table 7 of this
subpart and paragraph (c) of this sec-
tion.

(e) Monitoring of bypass lines. Owners
or operators of a batch process vent or
aggregate batch vent stream using a
vent system that contains bypass lines
that could divert emissions away from
a control device used to comply with
§ 63.1322(a) or § 63.1322(b) shall comply
with either paragraph (e)(1) or (e)(2) of
this section. Equipment such as low leg
drains, high point bleeds, analyzer
vents, open-ended valves or lines, and
pressure relief valves needed for safety
purposes are not subject to this para-
graph (e).

(1) Properly install, maintain, and
operate a flow indicator that takes a
reading at least once every 15 minutes.
Records shall be generated as specified
in § 63.1326(e)(3). The flow indicator
shall be installed at the entrance to
any bypass line that could divert emis-
sions away from the control device and
to the atmosphere; or

(2) Secure the bypass line damper or
valve in the non-diverting position
with a car-seal or a lock-and-key type
configuration. A visual inspection of
the seal or closure mechanism shall be
performed at least once every month to
ensure that the damper or valve is
maintained in the non-diverting posi-
tion and emissions are not diverted
through the bypass line. Records shall
be generated as specified in
§ 63.1326(e)(4).

(f) Establishment of parameter moni-
toring levels. Parameter monitoring lev-
els for batch process vents and aggre-
gate batch vent streams shall be estab-
lished as specified in paragraphs (f)(1)
through (f)(3) of this section. For con-
tinuous process vents complying with
§ 63.1322(a)(3), parameter monitoring
levels shall be established as specified
in § 63.1315(a), except as specified in
paragraph (f)(4) of this section.

(1) For each parameter monitored
under paragraph (c) or (d) of this sec-
tion, the owner or operator shall estab-
lish a level, defined as either a max-
imum or minimum operating param-
eter as denoted in Table 8 of this sub-
part, that indicates proper operation of
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the control device. The level shall be
established in accordance with the pro-
cedures specified in § 63.1334. The level
may be based upon a prior performance
test conducted for determining compli-
ance with a regulation promulgated by
EPA, and the owner or operator is not
required to conduct a performance test
under § 63.1325, provided that the prior
performance test meets the conditions
of § 63.1325(b)(3).

(i) For batch process vents using a
control device to comply with
§ 63.1322(a)(2), the established level
shall reflect the control efficiency es-
tablished as part of the initial compli-
ance demonstration specified in
§ 63.1325(c)(2).

(ii) For aggregate batch vent streams
using a control device to comply with
§ 63.1322(b)(2), the established level
shall reflect the applicable emission re-
duction requirement specified in
§ 63.1322(b)(2).

(iii) For batch process vents and ag-
gregate batch vent streams using a
control device to comply with
§ 63.1322(a)(3), the established level
shall reflect the control efficiency es-
tablished as part of the initial compli-
ance demonstration specified in
§ 63.1325(f)(4).

(2) The established level, along with
supporting documentation, shall be
submitted in the Notification of Com-
pliance Status or the operating permit
application as required in § 63.1335(e)(5)
or § 63.1335(e)(8), respectively.

(3) The operating day shall be defined
as part of establishing the parameter
monitoring level and shall be sub-
mitted with the information in para-
graph (f)(2) of this section. The defini-
tion of operating day shall specify the
time(s) at which an operating day be-
gins and ends. The operating day shall
not exceed 24 hours.

(4) For continuous process vents
using a control or recovery device to
comply with § 63.1322(a)(3), the estab-
lished level shall reflect the control ef-
ficiency established as part of the ini-
tial compliance demonstration speci-
fied in § 63.1325(f)(4).

[61 FR 48229, Sept. 12, 1996, as amended at 65
FR 38118, June 19, 2000]

§ 63.1325 Batch process vents—per-
formance test methods and proce-
dures to determine compliance.

(a) Use of a flare. When a flare is used
to comply with § 63.1322(a)(1),
§ 63.1322(a)(3), § 63.1322(b)(1), or
§ 63.1322(b)(3), the owner or operator of
an affected source shall comply with
§ 63.1333(e).

(b) Exceptions to performance tests. An
owner or operator is not required to
conduct a performance test when a
control device specified in paragraphs
(b)(1) through (b)(5) of this section is
used to comply with § 63.1322(a)(2) or
(a)(3).

(1) A boiler or process heater with a
design heat input capacity of 44
megawatts or greater.

(2) A boiler or process heater where
the vent stream is introduced with the
primary fuel or is used as the primary
fuel.

(3) A control device for which a per-
formance test was conducted for deter-
mining compliance with a regulation
promulgated by the EPA and the test
was conducted using the same Methods
specified in this section and either no
deliberate process changes have been
made since the test, or the owner or
operator can demonstrate that the re-
sults of the performance test, with or
without adjustments, reliably dem-
onstrate compliance despite process
changes. Recovery devices used for con-
trolling emissions from continuous
process vents complying with
§ 63.1322(a)(3) are also eligible for the
exemption described in this paragraph
(b)(3).

(4) A boiler or process heater burning
hazardous waste for which the owner or
operator:

(i) Has been issued a final permit
under 40 CFR part 270 and complies
with the requirements of 40 CFR part
266, subpart H; or

(ii) Has certified compliance with the
interim status requirements of 40 CFR
part 266, subpart H.

(5) A hazardous waste incinerator for
which the owner or operator has been
issued a final permit under 40 CFR part
270 and complies with the requirements
of 40 CFR part 264, subpart O, or has
certified compliance with the interim
status requirements of 40 CFR part 265,
subpart O.
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(c) Batch process vent testing and pro-
cedures for compliance with
§ 63.1322(a)(2). Except as provided in
paragraph (a) or (b) of this section, an
owner or operator using a control de-
vice to comply with § 63.1322(a)(2) shall
conduct a performance test using the
procedures specified in paragraph (c)(1)
of this section in order to determine
the control efficiency of the control de-
vice. An owner or operator shall deter-
mine the percent reduction for the
batch cycle using the control efficiency
of the control device as specified in
paragraphs (c)(2)(i) through (c)(2)(iii) of
this section and the procedures speci-
fied in paragraph (c)(2) of this section.
Compliance may be based on either
total organic HAP or TOC. For pur-
poses of this paragraph (c), the term
‘‘batch emission episode’’ shall have
the meaning ‘‘period of the batch emis-
sion episode selected for control,’’
which may be the entire batch emis-
sion episode or may only be a portion
of the batch emission episode.

(1) Performance tests shall be con-
ducted as specified in paragraphs
(c)(1)(i) through (c)(1)(v) of this section.

(i) Except as specified in paragraph
(c)(1)(i)(A) of this section, a test shall
be performed for the entire period of
each batch emission episode in the
batch cycle that the owner or operator
selects to control as part of achieving
the required 90 percent emission reduc-
tion for the batch cycle specified in
§ 63.1322(a)(2). Only one test is required
for each batch emission episode se-
lected by the owner or operator for
control. The owner or operator shall
follow the procedures listed in para-
graphs (c)(1)(i)(B) through (c)(1)(i)(D) of
this section.

(A) Alternatively, an owner or oper-
ator may choose to test only those pe-
riods of the batch emission episode dur-
ing which the emission rate for the en-
tire episode can be determined or dur-
ing which the emissions are greater
than the average emission rate of the
batch emission episode. The owner or
operator choosing either of these op-
tions shall develop an emission profile
for the entire batch emission episode,
based on either process knowledge or
test data collected, to demonstrate
that test periods are representative.
Examples of information that could

constitute process knowledge include
calculations based on material bal-
ances and process stoichiometry. Pre-
vious test results may be used provided
the results are still relevant to the cur-
rent batch process vent conditions.

(B) Method 1 or 1A, 40 CFR part 60,
appendix A, as appropriate, shall be
used for selection of the sampling sites
if the flow measuring device is a pitot
tube, except that references to particu-
late matter in Method 1A do not apply
for the purposes of this subpart. No tra-
verse is necessary when Method 2A or
2D, 40 CFR part 60, appendix A is used
to determine gas stream volumetric
flow rate. Inlet sampling sites shall be
located as specified in paragraphs
(c)(1)(i)(B)(1) and (c)(1)(i)(B)(2) of this
section. Outlet sampling sites shall be
located at the outlet of the control de-
vice prior to release to the atmosphere.

(1) The control device inlet sampling
site shall be located at the exit from
the batch unit operation before any
control device. § 63.1323(a)(2) describes
those recovery devices considered part
of the unit operation. Inlet sampling
sites would be after these specified re-
covery devices.

(2) If a batch process vent is intro-
duced with the combustion air or as a
secondary fuel into a boiler or process
heater with a design capacity less than
44 megawatts, selection of the location
of the inlet sampling sites shall ensure
the measurement of total organic HAP
or TOC (minus methane and ethane)
concentrations in all batch process
vents and primary and secondary fuels
introduced into the boiler or process
heater.

(C) Gas stream volumetric flow rate
and/or average batch vent flow rate
shall be determined as specified in
§ 63.1323(e).

(D) Method 18 or Method 25A, 40 CFR
part 60, appendix A shall be used to de-
termine the concentration of organic
HAP or TOC, as appropriate. Alter-
natively, any other method or data
that has been validated according to
the applicable procedures in Method 301
of appendix A of this part may be used.
The use of Method 25A, 40 CFR part 60,
appendix A shall conform with the re-
quirements in paragraphs (c)(1)(i)(D)(1)
and (c)(1)(i)(D)(2) of this section.
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(1) The organic HAP used as the cali-
bration gas for Method 25A, 40 CFR
part 60, appendix A shall be the single
organic HAP representing the largest
percent by volume of the emissions.

(2) The use of Method 25A, 40 CFR
part 60, appendix A is acceptable if the
response from the high-level calibra-
tion gas is at least 20 times the stand-
ard deviation of the response from the

zero calibration gas when the instru-
ment is zeroed on the most sensitive
scale.

(ii) If an integrated sample is taken
over the entire test period to deter-
mine average batch vent concentration
of TOC or total organic HAP, emissions
per batch emission episode shall be cal-
culated using Equations 19 and 20 of
this subpart.

E K C M AFRepisode inlet j inlet j
j

n

inlet, , [= ( )( )










( ) ( )

=
∑

1

 T Eq.  19]h

E K C M AFRepisode outlet j outlet j
j

n

outlet, , [= ( )( )










( ) ( )

=
∑

1

 T Eq.  20]h

Where:

Eepisode=Inlet or outlet emissions, kg/episode.
K=Constant, 2.494×10¥6 (ppmv)¥1 (gm-mole/

scm) (kg/gm) (min/hr), where standard
temperature is 20 °C.

Cj=Average inlet or outlet concentration of
TOC or sample organic HAP component j
of the gas stream for the batch emission
episode, dry basis, ppmv.

Mj=Molecular weight of TOC or sample or-
ganic HAP component j of the gas
stream, gm/gm-mole.

AFR = Average inlet or outlet flow rate of
gas stream for the batch emission epi-
sode, dry basis, scmm.

Th=Hours/episode.

n=Number of organic HAP in stream. Note:
Summation is not applicable if TOC
emissions are being estimated using a
TOC concentration measured using
Method 25A, 40 CFR part 60, appendix A.

(iii) If grab samples are taken to de-
termine average batch vent concentra-
tion of TOC or total organic HAP,
emissions shall be calculated according
to paragraphs (c)(1)(iii)(A) and (B) of
this section.

(A) For each measurement point, the
emission rates shall be calculated
using Equations 21 and 22 of this sub-
part.

E K C M FRinlet j j
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inletpoint Eq.  21], [=
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E K C M FRoutlet j j
j

n

outletpoint Eq.  22], [=










=

∑
1

Where:

Epoint=Inlet or outlet emission rate for the
measurement point, kg/hr.

K=Constant, 2.494 × 10¥6 (ppmv)¥1 (gm-mole/
scm) (kg/gm) (min/hr), where standard
temperature is 20 minus;oC.

Cj=Inlet or outlet concentration of TOC or
sample organic HAP component j of the
gas stream, dry basis, ppmv.

Mj=Molecular weight of TOC or sample or-
ganic HAP component j of the gas
stream, gm/gm-mole.

FR=Inlet or outlet flow rate of gas stream
for the measurement point, dry basis,
scmm.
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n=Number of organic HAP in stream. Note:
Summation is not applicable if TOC
emissions are being estimated using a
TOC concentration measured using
Method 25A, 40 CFR part 60, appendix A.

(B) The emissions per batch emission
episode shall be calculated using Equa-
tions 23 and 24 of this subpart.

E DUR
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[ ]
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1

24

where:

Eepisode = Inlet or outlet emissions, kg/
episode.

DUR = Duration of the batch emission
episode, hr/episode.

Epoint,i = Inlet or outlet emissions for
measurement point i, kg/hr.

n = Number of measurements.
(iv) The control efficiency for the

control device shall be calculated using
Equation 25 of this subpart.

R

E E

E

Eq
inlet i
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outlet i
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n= ( ) [ ]
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= =

=

∑ ∑

∑

, ,

,

.1 1

1

100 25

where:

R = Control efficiency of control de-
vice, percent.

Einlet = Mass rate of TOC or total or-
ganic HAP for batch emission epi-
sode i at the inlet to the control de-
vice as calculated under paragraph
(c)(1)(ii) or (c)(1)(iii) of this section,
kg/hr.

Eoutlet = Mass rate of TOC or total or-
ganic HAP for batch emission epi-
sode i at the outlet of the control
device, as calculated under para-
graph (c)(1)(ii) or (c)(1)(iii) of this
section, kg/hr.

n = Number of batch emission episodes
in the batch cycle selected to be
controlled.

(v) If the batch process vent entering
a boiler or process heater with a design
capacity less than 44 megawatts is in-
troduced with the combustion air or as
a secondary fuel, the weight-percent
reduction of total organic HAP or TOC
across the device shall be determined
by comparing the TOC or total organic
HAP in all combusted batch process
vents and primary and secondary fuels
with the TOC or total organic HAP, re-
spectively, exiting the combustion de-
vice.

(2) The percent reduction for the
batch cycle shall be determined using
Equation 26 of this subpart and the
control device efficiencies specified in
paragraphs (c)(2)(i) through (c)(2)(iii) of
this section. All information used to
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calculate the batch cycle percent re-
duction, including a definition of the
batch cycle identifying all batch emis-
sion episodes, shall be recorded as spec-

ified in § 63.1326(b)(2). This information
shall include identification of those
batch emission episodes, or portions
thereof, selected for control.

PR =

E

E

[Eq.  26]
unc

i=1

n
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n

+ − −( )
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==
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inlet con
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,
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1

10011

1

Where:

PR = Percent reduction
Eunc = Mass rate of TOC or total organic HAP

for uncontrolled batch emission episode
i, kg/hr.

Einlet,con = Mass rate of TOC or total organic
HAP for controlled batch emission epi-
sode i at the inlet to the control device,
kg/hr.

R = Control efficiency of control device as
specified in paragraphs (c)(2)(i) through
(c)(2)(iii) of this section.

n = Number of uncontrolled batch emission
episodes, controlled batch emission epi-
sodes, and control devices. The value of n
is not necessarily the same for these
three items.

(i) If a performance test is required
by paragraph (c) of this section, the
control efficiency of the control device
shall be as determined in paragraph
(c)(1)(iv) of this section.

(ii) If a performance test is not re-
quired by paragraph (c) of this section
for a combustion control device, as
specified in paragraph (b) of this sec-
tion, the control efficiency shall be 98
percent. The control efficiency for a
flare shall be 98 percent.

(iii) If a performance test is not re-
quired by paragraph (c) of this section
for a noncombustion control device,
the control efficiency shall be deter-
mined by the owner or operator based
on engineering assessment.

(d) Batch process vent and aggregate
batch vent stream testing for compliance
with § 63.1322(c) [halogenated emission
streams]. An owner or operator control-
ling halogenated emissions in compli-
ance with § 63.1322(c) shall conduct a
performance test to determine compli-
ance with the control efficiency speci-
fied in § 63.1322(c)(1) or the emission

limit specified in § 63.1322(c)(2) for hy-
drogen halides and halogens.

(1) Sampling sites shall be located at
the inlet and outlet of the scrubber or
other halogen reduction device used to
reduce halogen emissions in complying
with § 63.1322(c)(1) or at the outlet of
the halogen reduction device used to
reduce halogen emissions in complying
with § 63.1322(c)(2).

(2) The mass emissions of each hydro-
gen halide and halogen compound for
the batch cycle or aggregate batch
vent stream shall be calculated from
the measured concentrations and the
gas stream flow rate(s) determined by
the procedures specified in paragraphs
(d)(2)(i) and (d)(2)(ii) of this section ex-
cept as specified in paragraph (d)(5) of
this section.

(i) Method 26 or Method 26A, 40 CFR
part 60, appendix A, shall be used to de-
termine the concentration, in Mg per
dry scm, of total hydrogen halides and
halogens present in the emissions
stream.

(ii) Gas stream volumetric flow rate
and/or average batch vent flow rate
shall be determined as specified in
§ 63.1323(e).

(3) To determine compliance with the
percent reduction specified in
§ 63.1322(c)(1), the mass emissions for
any hydrogen halides and halogens
present at the inlet of the scrubber or
other halogen reduction device shall be
summed together. The mass emissions
of any hydrogen halides or halogens
present at the outlet of the scrubber or
other halogen reduction device shall be
summed together. Percent reduction
shall be determined by subtracting the
outlet mass emissions from the inlet
mass emissions and then dividing the
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result by the inlet mass emissions and
multiplying by 100.

(4) To determine compliance with the
emission limit specified in
§ 63.1322(c)(2), the annual mass emis-
sions for any hydrogen halides and
halogens present at the outlet of the
halogen reduction device and prior to
any combustion device shall be
summed together and compared to the
emission limit specified in
§ 63.1322(c)(2).

(5) The owner or operator may use
any other method to demonstrate com-
pliance if the method or data has been
validated according to the applicable
procedures of Method 301 of appendix A
of this part.

(e) Aggregate batch vent stream testing
for compliance with § 63.1322(b)(2) or
(b)(3). Except as specified in paragraphs
(e)(1) through (e)(3) of this section,
owners or operators of aggregate batch
vent streams complying with
§ 63.1322(b)(2) or (b)(3) shall conduct a
performance test using the perform-
ance testing procedures for continuous
process vents in § 63.116(c).

(1) For purposes of this subpart, when
the provisions of § 63.116(c) specify that
Method 18, 40 CFR part 60, appendix A,
shall be used, Method 18 or Method 25A,
40 CFR part 60, appendix A, may be
used. The use of Method 25A, 40 CFR
part 60, appendix A, shall conform with
the requirements in paragraphs (e)(1)(i)
and (e)(1)(ii) of this section.

(i) The organic HAP used as the cali-
bration gas for Method 25A, 40 CFR
part 60, appendix A, shall be the single
organic HAP representing the largest
percent by volume of the emissions.

(ii) The use of Method 25A, 40 CFR
part 60, appendix A, is acceptable if the
response from the high-level calibra-
tion gas is at least 20 times the stand-
ard deviation of the response from the
zero calibration gas when the instru-
ment is zeroed on the most sensitive
scale.

(2) When § 63.116(c)(4) refers to com-
plying with an emission reduction of 98
percent, for purposes of this subpart,
the 90 percent reduction requirement
specified in § 63.1322(b)(2) shall apply.

(3) When a combustion device is used
to comply with the 20 parts per million
by volume outlet concentration stand-
ard specified in § 63.1322(b)(2), the cor-

rection to 3 percent oxygen specified in
the performance testing procedures of
§ 63.116(c)(3) and § 63.116(c)(3)(iii) is only
required when supplemental combus-
tion air is used to combust the emis-
sions, for the purposes of this subpart.

(f) Compliance with § 63.1322(a)(3) [new
SAN batch affected sources]. Except as
provided in paragraph (b) of this sec-
tion, an owner or operator using a con-
trol or recovery device to comply with
the percent reduction requirement in
§ 63.1322(a)(3) shall conduct perform-
ance tests as specified in either para-
graph (f)(1), (f)(2), or (f)(3) of this sec-
tion, as applicable. Compliance with
§ 63.1322(a)(3) shall be determined as
specified in paragraph (f)(4) of this sec-
tion.

(1) For batch process vents, perform-
ance tests shall be conducted using the
procedures specified in paragraph (c) of
this section, except that the owner or
operator is not required to determine
the percent reduction for the batch
cycle as specified in paragraph (c)(2) of
this section.

(2) For continuous process vents, per-
formance tests shall be conducted as
required by the applicable require-
ments of § 63.1315(a) as specified in
§ 63.1321(b).

(3) For aggregate batch vent streams,
performance tests shall be conducted
as specified in paragraph (e) of this sec-
tion.

(4) Compliance with the percent re-
duction requirement of § 63.1322(a)(3)
shall be demonstrated using the proce-
dures specified in § 63.1333(c) and the
control device efficiencies specified in
either paragraph (f)(4)(i) or (f)(4)(ii) of
this section. Emissions for uncon-
trolled continuous process vents and
aggregate batch vent streams shall be
determined based on the direct meas-
urement procedures specified in para-
graph (f)(2) and (f)(3) of this section, re-
spectively, or based on engineering as-
sessment, as specified in
§ 63.1323(b)(6)(i). At the discretion of the
owner or operator, emissions for un-
controlled batch process vents shall be
determined based on any of the proce-
dures in § 63.1323(b).

(i) For noncombustion devices, the
control efficiency shall be as deter-
mined by the performance test required
by paragraph (f)(1), (f)(2), or (f)(3) of
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this section. Alternatively, if a per-
formance test is not required by para-
graph (c) of this section, the control ef-
ficiency shall be determined by the
owner or operator based on engineering
assessment.

(ii) For combustion devices, the con-
trol efficiency shall be as determined
by the performance test required by
paragraph (f)(1), (f)(2), or (f)(3) of this
section. Alternatively, if a perform-
ance test is not required, the control
efficiency shall be 98 percent. The con-
trol efficiency for a flare shall be 98
percent.

(g) Batch mass input limitation. The
batch mass input limitation required
by § 63.1322(g)(1) shall be determined by
the owner or operator such that annual
emissions for the batch process vent re-
main less than the level specified in
§ 63.1323(d). The batch mass input limi-
tation required by § 63.1322(f)(1) shall be
determined by the owner or operator
such that annual emissions remain at a
level that ensures that said batch proc-
ess vent remains a Group 2 batch proc-
ess vent, given the actual annual flow
rate for said batch process vent deter-
mined according to the procedures
specified in § 63.1323(e)(3). The batch
mass input limitation shall be deter-
mined using the same basis, as de-
scribed in § 63.1323(a)(1), used to make
the group determination (i.e., expected
mix of products or highest-HAP rec-
ipe.) The establishment of the batch
mass input limitation is not dependent
upon any past production or activity
level.

(1) If the expected mix of products
serves as the basis for the batch mass
input limitation, the batch mass input
limitation shall be determined based
on any foreseeable combination of
products that the owner or operator ex-
pects to manufacture.

(2) If the single highest-HAP recipe
serves as the basis for the batch mass
input limitation, the batch mass input
limitation shall be determined based
solely on the production of the single
highest-HAP recipe, considering all
products produced or processed in the
batch unit operation.

[61 FR 48229, Sept. 12, 1996, as amended at 64
FR 11549, Mar. 9, 1999; 65 FR 38119, June 19,
2000]

§ 63.1326 Batch process vents—record-
keeping provisions.

(a) Group determination records for
batch process vents. Except as provided
in paragraphs (a)(7) and (a)(8) of this
section, each owner or operator of an
affected source shall maintain the
records specified in paragraphs (a)(1)
through (a)(6) of this section for each
batch process vent subject to the group
determination procedures of § 63.1323.
Except for paragraph (a)(1) of this sec-
tion, the records required by this para-
graph (a) are restricted to the informa-
tion developed and used to make the
group determination under §§ 63.1323(b)
through 63.1323(g), as appropriate. If an
owner or operator did not need to de-
velop certain information (e.g., annual
average batch vent flow rate) to deter-
mine the group status, this paragraph
(a) does not require that additional in-
formation be developed. Paragraph
(a)(9) of this section specifies the rec-
ordkeeping requirements for Group 2
batch process vents that are exempt
from the batch mass input limitation
provisions, as allowed under § 63.1322(h).

(1) An identification of each unique
product that has emissions from one or
more batch emission episodes venting
from the batch process vent, along
with an identification of the single
highest-HAP recipe for each product
and the mass of HAP fed to the reactor
for that recipe.

(2) A description of, and an emission
estimate for, each batch emission epi-
sode, and the total emissions associ-
ated with one batch cycle, as described
in either paragraph (a)(2)(i) or (a)(2)(ii)
of this section, as appropriate.

(i) If the group determination is
based on the expected mix of products,
records shall include the emission esti-
mates for the single highest-HAP rec-
ipe of each unique product identified in
paragraph (a)(1) of this section that
was considered in making the group de-
termination under § 63.1323.

(ii) If the group determination is
based on the single highest-HAP recipe
(considering all products produced or
processed in the batch unit operation),
records shall include the emission esti-
mates for the single highest-HAP rec-
ipe.

(3) Total annual uncontrolled TOC or
organic HAP emissions, determined at
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the exit from the batch unit operation
before any control device, determined
in accordance with § 63.1323(b).

(i) For Group 2 batch process vents,
said emissions shall be determined at
the batch mass input limitation.

(ii) For Group 1 batch process vents,
said emissions shall be those used to
determine the group status of the
batch process vent.

(4) The annual average batch vent
flow rate for the batch process vent,
determined in accordance with
§ 63.1323(e).

(5) The cutoff flow rate, determined
in accordance with § 63.1323(f).

(6) The results of the batch process
vent group determination, conducted
in accordance with § 63.1323(g).

(7) If a batch process vent is subject
to § 63.1322(a) or (b), none of the records
in paragraphs (a)(1) through (a)(6) of
this section are required.

(8) If the total annual emissions from
the batch process vent during the
group determination are less than the
appropriate level specified in
§ 63.1323(d), only the records in para-
graphs (a)(1) through (a)(3) of this sec-
tion are required.

(9) For each Group 2 batch process
vent that is exempt from the batch
mass input limitation provisions be-
cause it meets the criteria of
§ 63.1322(h), the records specified in
paragraphs (a)(9)(i) and (ii) shall be
maintained.

(i) Documentation of the maximum
design capacity of the TPPU; and

(ii) The mass of HAP or material that
can be charged annually to the batch
unit operation at the maximum design
capacity.

(b) Compliance demonstration records.
Each owner or operator of a batch
process vent or aggregate batch vent
stream complying with § 63.1322(a) or
(b), shall keep the following records, as
applicable, readily accessible:

(1) The annual mass emissions of
halogen atoms in the batch process
vent or aggregate batch vent stream
determined according to the proce-
dures specified in § 63.1323(h);

(2) If the owner or operator of a batch
process vent has chosen to comply with
§ 63.1322(a)(2), records documenting the
batch cycle percent reduction as speci-
fied in § 63.1325(c)(2); and

(3) When using a flare to comply with
§ 63.1322 (a)(1), (a)(3), (b)(1), or (b)(3):

(i) The flare design (i.e., steam-as-
sisted, air-assisted or non-assisted);

(ii) All visible emission readings,
heat content determinations, flow rate
measurements, and exit velocity deter-
minations made during the compliance
determination required by § 63.1333(e);
and

(iii) Periods when all pilot flames
were absent.

(4) The following information when
using a control device to meet the per-
cent reduction requirement specified in
§ 63.1322(a)(2), (a)(3), (b)(2), or (b)(3):

(i) For an incinerator or non-combus-
tion control device, the percent reduc-
tion of organic HAP or TOC achieved,
as determined using the procedures
specified in § 63.1325(c) for batch process
vents and § 63.1325(e) for aggregate
batch vent streams;

(ii) For a boiler or process heater, a
description of the location at which the
vent stream is introduced into the boil-
er or process heater;

(iii) For a boiler or process heater
with a design heat input capacity of
less than 44 megawatts and where the
vent stream is introduced with com-
bustion air or used as a secondary fuel
and is not mixed with the primary fuel,
the percent reduction of organic HAP
or TOC achieved, as determined using
the procedures specified in § 63.1325(c)
for batch process vents and § 63.1325(e)
for aggregate batch vent streams; and

(iv) For a scrubber or other halogen
reduction device following a combus-
tion device to control halogenated
batch process vents or halogenated ag-
gregate batch vent streams, the per-
cent reduction of total hydrogen
halides and halogens as determined
under § 63.1325(d)(3) or the emission
limit determined under § 63.1325(d)(4).

(5) When complying with the 20 parts
per million by volume outlet con-
centration standard specified in
§ 63.1322(b)(2), records of the outlet con-
centration of organic HAP or TOC on a
dry basis. If supplemental combustion
air is used to combust the emissions,
the outlet concentration shall be cor-
rected to 3 percent oxygen. If supple-
mental combustion air is not used, a
correction to 3 percent oxygen is not
required.
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(c) Establishment of parameter moni-
toring level records. For each parameter
monitored according to § 63.1324(c) and
Table 7 of this subpart, or for alternate
parameters and/or parameters for al-
ternate control devices monitored ac-
cording to § 63.1327(f) as allowed under
§ 63.1324(d), maintain documentation
showing the establishment of the level
that indicates proper operation of the
control device as required by § 63.1324(f)
for parameters specified in § 63.1324(c)
and as required by § 63.1335(e) for alter-
nate parameters. Said documentation
shall include the parameter monitoring
data used to establish the level.

(d) Group 2 batch process vent contin-
uous compliance records. The owner or
operator of a Group 2 batch process
vent shall comply with either para-
graph (d)(1) or (d)(2) of this section, as
appropriate.

(1) The owner or operator of a Group
2 batch process vent that has chosen to
comply with § 63.1322(g) shall keep the
following records readily accessible:

(i) Records designating the estab-
lished batch mass input limitation re-
quired by § 63.1322(g)(1) and specified in
§ 63.1325(g).

(ii) Records specifying the mass of
HAP or material charged to the batch
unit operation.

(2) The owner or operator of a Group
2 batch process vent that has chosen to
comply with § 63.1322(f) shall keep the
following records readily accessible:

(i) Records designating the estab-
lished batch mass input limitation re-
quired by § 63.1322(f)(1) and specified in
§ 63.1325(g).

(ii) Records specifying the mass of
HAP or material charged to the batch
unit operation.

(e) Controlled batch process vent con-
tinuous compliance records. Each owner
or operator of a batch process vent
that has chosen to use a control device
to comply with § 63.1322(a) shall keep
the following records, as applicable,
readily accessible:

(1) Continuous records of the equip-
ment operating parameters specified to
be monitored under § 63.1324(c) as appli-
cable, and listed in Table 7 of this sub-
part, or specified by the Administrator
in accordance with § 63.1327(f) as al-
lowed under § 63.1324(d). Said records
shall be kept as specified under

§ 63.1335(d), except as specified in para-
graphs (e)(1)(i) and (e)(1)(ii) of this sec-
tion.

(i) For flares, the records specified in
Table 7 of this subpart shall be main-
tained in place of continuous records.

(ii) For carbon adsorbers, the records
specified in Table 7 of this subpart
shall be maintained in place of batch
cycle daily averages.

(2) Records of the batch cycle daily
average value of each continuously
monitored parameter, except as pro-
vided in paragraph (e)(2)(iii) of this sec-
tion, as calculated using the proce-
dures specified in paragraphs (e)(2)(i)
and (e)(2)(ii) of this section.

(i) The batch cycle daily average
shall be calculated as the average of all
parameter values measured for an oper-
ating day during those batch emission
episodes, or portions thereof, in the
batch cycle that the owner or operator
has selected to control.

(ii) Monitoring data recorded during
periods of monitoring system break-
downs, repairs, calibration checks, and
zero (low-level) and high-level adjust-
ments shall not be included in com-
puting the batch cycle daily averages.
In addition, monitoring data recorded
during periods of non-operation of the
TPPU (or specific portion thereof) re-
sulting in cessation of organic HAP
emissions, or periods of start-up, shut-
down, or malfunction shall not be in-
cluded in computing the batch cycle
daily averages.

(iii) If all recorded values for a mon-
itored parameter during an operating
day are above the minimum or below
the maximum level established in ac-
cordance with § 63.1324(f), the owner or
operator may record that all values
were above the minimum or below the
maximum level established rather than
calculating and recording a batch cycle
daily average for that operating day.

(3) Hourly records of whether the
flow indicator for bypass lines specified
in § 63.1324(e)(1) was operating and
whether a diversion was detected at
any time during the hour. Also, records
of the times of all periods when the
vent is diverted from the control de-
vice or the flow indicator specified in
§ 63.1324(e)(1) is not operating.

(4) Where a seal or closure mecha-
nism is used to comply with

VerDate 11<MAY>2000 09:45 Sep 10, 2001 Jkt 194147 PO 00000 Frm 00290 Fmt 8010 Sfmt 8002 Y:\SGML\194147T.XXX pfrm07 PsN: 194147T



291

Environmental Protection Agency § 63.1327

§ 63.1324(e)(2), hourly records of whether
a diversion was detected at any time
are not required. The owner or oper-
ator shall record whether the monthly
visual inspection of the seals or closure
mechanisms has been done, and shall
record the occurrence of all periods
when the seal mechanism is broken,
the bypass line damper or valve posi-
tion has changed, or the key for a lock-
and-key type configuration has been
checked out, and records of any car-
seal that has broken.

(5) Records specifying the times and
duration of periods of monitoring sys-
tem breakdowns, repairs, calibration
checks, and zero (low-level) and high-
level adjustments. In addition, records
specifying any other periods of process
or control device operation when mon-
itors are not operating.

(f) Aggregate batch vent stream contin-
uous compliance records. In addition to
the records specified in paragraphs (b)
and (c) of this section, each owner or
operator of an aggregate batch vent
stream using a control device to com-
ply with § 63.1322(b)(1) or (b)(2) shall
keep the following records readily ac-
cessible:

(1) Continuous records of the equip-
ment operating parameters specified to
be monitored under § 63.1324(c) and list-
ed in Table 7 of this subpart, as appli-
cable, or specified by the Adminis-
trator in accordance with § 63.1327(f), as
allowed under § 63.1324(d), with the ex-
ceptions listed in (f)(1)(i) and (f)(1)(ii)
of this section.

(i) For flares, the records specified in
Table 7 of this subpart shall be main-
tained in place of continuous records.

(ii) For carbon adsorbers, the records
specified in Table 7 of this subpart
shall be maintained in place of daily
averages.

(2) Records of the daily average value
of each continuously monitored param-
eter for each operating day determined
according to the procedures specified
in § 63.1335(d).

(3) For demonstrating compliance
with the monitoring of bypass lines as
specified in § 63.1324(e), records as speci-
fied in paragraphs (e)(3) or (e)(4) of this
section, as appropriate.

(g) Documentation supporting the es-
tablishment of the batch mass input
limitation shall include the informa-

tion specified in paragraphs (g)(1)
through (g)(5) of this section, as appro-
priate.

(1) Identification of whether the pur-
pose of the batch mass input limitation
is to comply with § 63.1322(f)(1) or (g)(1).

(2) Identification of whether the
batch mass input limitation is based on
the single highest–HAP recipe (consid-
ering all products) or on the expected
mix of products for the batch process
vent as allowed under § 63.1323(a)(1).

(3) Definition of the operating year,
for the purposes of determining compli-
ance with the batch mass input limita-
tion.

(4) If the batch mass input limitation
is based on the expected mix of prod-
ucts, the owner or operator shall pro-
vide documentation that describes as
many scenarios for differing mixes of
products (i.e., how many of each type of
product) as the owner or operator de-
sires the flexibility to accomplish. Al-
ternatively, the owner or operator
shall provide a description of the rela-
tionship among the mix of products
that will allow a determination of com-
pliance with the batch mass input limi-
tation under any number of scenarios.

(5) The mass of HAP or material al-
lowed to be charged to the batch unit
operation per year under the batch
mass input limitation.

[61 FR 48229, Sept. 12, 1996, as amended at 64
FR 11549, Mar. 9, 1999; 65 FR 38122, June 19,
2000]

§ 63.1327 Batch process vents—report-
ing requirements.

(a) The owner or operator of a batch
process vent or aggregate batch vent
stream at an affected source shall sub-
mit the information specified in para-
graphs (a)(1) through (a)(6) of this sec-
tion, as appropriate, as part of the No-
tification of Compliance Status speci-
fied in § 63.1335(e)(5).

(1) For each batch process vent com-
plying § 63.1322(a) and each aggregate
batch vent stream complying
§ 63.1322(b), the information specified in
§ 63.1326 (b) and (c), as applicable.

(2) For each Group 2 batch process
vent with annual emissions less than
the level specified in § 63.1323(d), the in-
formation specified in § 63.1326(d)(1)(i).

(3) For each Group 2 batch process
vent with annual emissions greater
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than or equal to the level specified in
§ 63.1323(d), the information specified in
§ 63.1326(d)(2)(i).

(4) For each batch process vent sub-
ject to the group determination proce-
dures, the information specified in
§ 63.1326(a), as appropriate.

(5) For each Group 2 batch process
vent that is exempt from the batch
mass input limitation provisions be-
cause it meets the criteria of
§ 63.1322(h), the information specified in
§ 63.1326(a)(1) through (3), and the infor-
mation specified in § 63.1326(a)(4)
through (6) as applicable, calculated at
the conditions specified in § 63.1322(h).

(6) When engineering assessment has
been used to estimate emissions from a
batch emissions episode and the cri-
teria specified in § 63.1323(b)(6)(i)(A) or
(B) have been met, the owner or oper-
ator shall submit the information dem-
onstrating that the criteria specified in
§ 63.1323(b)(6)(i)(A) or (B) have been met
as part of the Notification of Compli-
ance Status required by § 63.1335(e)(5).

(b) Whenever a process change, as de-
fined in § 63.1323(i)(1), is made that
causes a Group 2 batch process vent to
become a Group 1 batch process vent,
the owner or operator shall notify the
Administrator and submit a descrip-
tion of the process change within 180
days after the process change is made
or with the next Periodic Report,
whichever is later. The owner or oper-
ator of an affected source shall comply
with the Group 1 batch process vent
provisions in §§ 63.1321 through 63.1327
in accordance with § 63.480(i)(2)(ii).

(c) Whenever a process change, as de-
fined in § 63.1323(i)(1), is made that
causes a Group 2 batch process vent
with annual emissions less than the
level specified in § 63.1323(d) for which
the owner or operator has chosen to
comply with § 63.1322(g) to have annual
emissions greater than or equal to the
level specified in § 63.1323(d) but re-
mains a Group 2 batch process vent, or
if a process change is made that re-
quires the owner or operator to rede-
termine the batch mass input limita-
tion as specified in § 63.1323(i)(3), the
owner or operator shall submit a report
within 180 days after the process
change is made or with the next Peri-
odic Report, whichever is later. The

following information shall be sub-
mitted:

(1) A description of the process
change;

(2) The batch mass input limitation
determined in accordance with
§ 63.1322(f)(1).

(d) Whenever a process change, as de-
fined in § 63.1323(j)(1), is made that
could potentially cause the percent re-
duction for all process vents at a new
SAN affected source using a batch
process to be less than 84 percent, the
owner or operator shall notify the Ad-
ministrator and submit a description of
the process change within 180 days
after the process change is made or
with the next Periodic Report, which-
ever is later. The owner or operator
shall comply with § 63.1322(a)(3) and all
associated provisions in accordance
with § 63.1310(i).

(e) The owner or operator is not re-
quired to submit a report of a process
change if one of the conditions speci-
fied in paragraphs (e)(1) or (e)(2) of this
section is met.

(1) The change does not meet the de-
scription of a process change in
§ 63.1323(i) or (j).

(2) The redetermined group status re-
mains Group 2 for an individual batch
process vent with annual emissions
greater than or equal to the level speci-
fied in § 63.1323(d) and the batch mass
input limitation does not decrease, a
Group 2 batch process vent with annual
emissions less than the level specified
in § 63.1323(d) complying with
§ 63.1322(g) continues to have emissions
less than the level specified in
§ 63.1323(d) and the batch mass input
limitation does not decrease, or the
achieved emission reduction remains
at 84 percent or greater for new SAN
affected sources using a batch process.

(f) If an owner or operator uses a con-
trol device other than those specified
in § 63.1324(c) and listed in Table 7 of
this subpart or requests approval to
monitor a parameter other than those
specified § 63.1324(c) and listed in Table
7 of this subpart, the owner or operator
shall submit a description of planned
reporting and recordkeeping proce-
dures, as specified in § 63.1335(f), as part
of the Precompliance Report required
under § 63.1335(e)(3). The Administrator
will specify appropriate reporting and
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recordkeeping requirements as part of
the review of the Precompliance Re-
port.

(g) Owners or operators of affected
sources complying with § 63.1324(e),
shall comply with paragraph (g)(1) or
(g)(2) of this section, as appropriate.

(1) Submit reports of the times of all
periods recorded under § 63.1326(e)(3)
when the batch process vent is diverted
from the control device through a by-
pass line, with the next Periodic Re-
port.

(2) Submit reports of all occurrences
recorded under § 63.1326(e)(4) in which
the seal mechanism is broken, the by-
pass line damper or valve position has
changed, or the key to unlock the by-
pass line damper or valve was checked
out, with the next Periodic Report.

[61 FR 48229, Sept. 12, 1996, as amended at 65
FR 38123, June 19, 2000]

§ 63.1328 Heat exchange systems provi-
sions.

(a) Except as specified in paragraph
(b) of this section, each owner or oper-
ator of an affected source shall comply
with § 63.104, with the differences noted
in paragraphs (c) through (h) of this
section, for the purposes of this sub-
part.

(b) The provisions of paragraph (a) of
this section do not apply to each proc-
ess contact cooling tower that is asso-
ciated with an existing affected source
manufacturing PET.

(c) When the term ‘‘chemical manu-
facturing process unit’’ is used in
§ 63.104, the term ‘‘thermoplastic prod-
uct process unit’’ shall apply for pur-
poses of this subpart, with the excep-
tion noted in paragraph (d) of this sec-
tion.

(d) When the phrase ‘‘a chemical
manufacturing process unit meeting
the conditions of § 63.100(b)(1) through
(b)(3) of this subpart, except for chem-
ical manufacturing process units meet-
ing the condition specified in § 63.100(c)
of this subpart’’ is used in § 63.104(a),
the term ‘‘a TPPU, except for TPPUs
meeting the condition specified in
§ 63.1310(b)’’ shall apply for purposes of
this subpart.

(e) When § 63.104 refers to Table 4 of
subpart F of this part or Table 9 of sub-
part G of this part, the owner or oper-
ator is only required to consider or-

ganic HAP listed on Table 6 of this sub-
part, except for ethylene glycol which
need not be considered under this sec-
tion, for purposes of this subpart.

(f) When § 63.104(c)(3) specifies the
monitoring plan retention require-
ments, and when § 63.104(f)(1) refers to
the record retention requirements in
§ 63.103(c)(1), the requirements in
§§ 63.1335(a) and 63.1335(h) shall apply,
for purposes of this subpart.

(g) When § 63.104(f)(2) requires infor-
mation to be reported in the Periodic
Reports required by § 63.152(c), the
owner or operator shall instead report
the information specified in
§ 63.104(f)(2) in the Periodic Reports re-
quired by § 63.1335(e)(6), for the pur-
poses of this subpart.

(h) The compliance date for heat ex-
change systems subject to the provi-
sions of this section is specified in
§ 63.1311.

[65 FR 38124, June 19, 2000]

§ 63.1329 Process contact cooling tow-
ers provisions.

(a) The owner or operator of each
new affected source that manufactures
PET is required to comply with para-
graph (b) of this section. The owner or
operator of each existing affected
source that manufactures PET using a
continuous terephthalic acid high vis-
cosity multiple end finisher process
that utilizes a process contact cooling
tower shall comply with paragraph (c)
of this section, and is not required to
comply with paragraph (b) of this sec-
tion. The compliance date for process
contact cooling towers subject to the
provisions of this section is specified in
§ 63.1311.

(b) New affected source requirements.
The owner or operator of a new af-
fected source subject to this section
shall comply with paragraphs (b)(1)
through (b)(2) of this section.

(1) The owner or operator of a new af-
fected source subject to this section
shall not send contact condenser efflu-
ent associated with a vacuum system
to a process contact cooling tower.

(2) The owner or operator of a new af-
fected source subject to this section
shall indicate in the Notification of
Compliance Status, as required in
§ 63.1335(e)(5), that contact condenser

VerDate 11<MAY>2000 09:45 Sep 10, 2001 Jkt 194147 PO 00000 Frm 00293 Fmt 8010 Sfmt 8002 Y:\SGML\194147T.XXX pfrm07 PsN: 194147T



294

40 CFR Ch. I (7–1–01 Edition)§ 63.1329

effluent associated with vacuum sys-
tems is not sent to process contact
cooling towers.

(c) Existing affected source require-
ments. The owner or operator of an ex-
isting affected source subject to this
section who manufactures PET using a
continuous terephthalic acid high vis-
cosity multiple end finisher process,
and who is subject or becomes subject
to 40 CFR part 60, subpart DDD, shall
maintain an ethylene glycol concentra-
tion in the process contact cooling
tower at or below 4.0 percent by weight
averaged on a daily basis over a rolling
14-day period of operating days. Com-
pliance with this paragraph (c) shall be
determined as specified in paragraphs
(c)(1) through (c)(4) of this section. It
should be noted that compliance with
this paragraph (c) does not exempt
owners or operators from complying
with the provisions of § 63.1330 for those
process wastewater streams that are
sent to the process contact cooling
tower.

(1) To determine the ethylene glycol
concentration, owners or operators
shall follow the procedures specified in
40 CFR 60.564(j)(1), except as provided
in paragraph (c)(2) of this section.

(i) At least one sample per operating
day shall be collected using the proce-
dures specified in 40 CFR 60.564(j)(1)(i).

An average ethylene glycol concentra-
tion by weight shall be calculated on a
daily basis over a rolling 14-day period
of operating days. Each daily average
ethylene glycol concentration so cal-
culated constitutes a performance test.

(ii) The owner or operator may elect
to reduce the sampling program to any
14 consecutive operating day period
once every two calendar months, if at
least seventeen consecutive 14-day roll-
ing average concentrations imme-
diately preceding the reduced sampling
program are each less than 1.2 weight
percent ethylene glycol. If the average
concentration obtained over the 14 op-
erating day sampling during the re-
duced test period exceeds the upper 95
percent confidence interval calculated
from the most recent test results in
which no one 14-day average exceeded
1.2 weight percent ethylene glycol,
then the owner or operator shall re-
institute a daily sampling program.
The 95 percent confidence interval
shall be calculated as specified in para-
graph (c)(1)(iii) of this section. A re-
duced program may be reinstituted if
the requirements specified in this para-
graph (c)(1)(ii) are met.

(iii) The upper 95 percent confidence
interval shall be calculated using the
Equation 27 of this subpart:
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Where:

CI95 = 95 percent confidence interval
Xi = daily ethylene glycol concentration for

each operating day used to calculate
each 14-day rolling average used in test
results to justify implementing the re-
duced testing program.

n = number of ethylene glycol concentra-
tions.

(2) Measuring an alternative param-
eter, such as carbon oxygen demand or
biological oxygen demand, that is dem-
onstrated to be directly proportional to
the ethylene glycol concentration shall

be allowed. Such parameter shall be
measured during the initial 14-day per-
formance test during which the facility
is shown to be in compliance with the
ethylene glycol concentration standard
whereby the ethylene glycol concentra-
tion is determined using the procedures
described in paragraph (c)(1) of this
section. The alternative parameter
shall be measured on a daily basis and
the average value of the alternative pa-
rameter shall be calculated on a daily
basis over a rolling 14-day period of op-
erating days. Each daily average value
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of the alternative parameter con-
stitutes a performance test.

(3) During each performance test,
daily measurement and daily average
14-day rolling averages of the ethylene
glycol concentration in the cooling
tower water shall be recorded. For the
initial performance test, these records
shall be submitted in the Notification
of Compliance Status report.

(4) All periods when the 14-day roll-
ing average exceeds the standard shall
be reported in the Periodic Report.

[61 FR 48229, Sept. 12, 1996, as amended at 65
FR 38124, June 19, 2000]

§ 63.1330 Wastewater provisions.

(a) Except as specified in paragraphs
(d) and (e) of this section, the owner or
operator of each affected source shall
comply, as specified in paragraph (b) of
this section, with the requirements of
§§ 63.132 through 63.147 for each process
wastewater stream originating at an
affected source, with the requirements
of § 63.148 for leak inspection provi-
sions, and with the requirements of
§ 63.149 for equipment that is subject to
§ 63.149. Further, the owner or operator
of each affected source shall comply
with the requirements of § 63.105(a) for
maintenance wastewater as specified in
paragraph (c) of this section.

(b) The owner or operator of each af-
fected source shall comply with the re-
quirements of §§ 63.132 through 63.149,
with the differences noted in para-
graphs (b)(1) through (b)(22) of this sec-
tion for the purposes of this subpart.

(1) When the determination of
equivalence criteria in § 63.102(b) is re-
ferred to in §§ 63.132, 63.133, and 63.137,
the provisions in § 63.6(g) shall apply
for the purposes of this subpart.

(2) When the storage vessel require-
ments contained in §§ 63.119 through
63.123 are referred to in §§ 63.132 through
63.149, §§ 63.119 through 63.123 are appli-
cable, with the exception of the dif-
ferences referred to in § 63.1314, for the
purposes of this subpart.

(3) When § 63.146(a) requires the sub-
mission of a request for approval to
monitor alternative parameters ac-
cording to the procedures specified in
§ 63.151(f) or (g), owners or operators re-
questing to monitor alternative param-
eters shall follow the procedures speci-

fied in § 63.1335(f) for the purposes of
this subpart.

(4) When § 63.147(d) requires owners or
operators to keep records of the daily
average value of each continuously
monitored parameter for each oper-
ating day as specified in § 63.152(f), own-
ers and operators shall instead keep
records of the daily average value of
each continuously monitored param-
eter as specified in § 63.1335(d) for the
purposes of this subpart.

(5) When §§ 63.132 through 63.149 refer
to an ‘‘existing source,’’ the term ‘‘ex-
isting affected source,’’ as defined in
§ 63.1310(a), shall apply for the purposes
of this subpart.

(6) When §§ 63.132 through 63.149 refer
to a ‘‘new source,’’ the term ‘‘new af-
fected source,’’ as defined in § 63.1310(a),
shall apply for the purposes of this sub-
part.

(7) When § 63.132(a) and (b) refer to
the ‘‘applicable dates specified in
§ 63.100 of subpart F of this part,’’ the
compliance dates specified in § 63.1311
shall apply for the purposes of this sub-
part.

(8) The provisions of paragraphs
(b)(8)(i), (b)(8)(ii), and (b)(8)(iii) of this
section clarify the organic HAP that
an owner or operator shall consider
when complying with the requirements
in §§ 63.132 through 63.149.

(i) When §§ 63.132 through 63.149 refer
to table 8 of compounds, the owner or
operator is only required to consider
1,3-butadiene for purposes of this sub-
part.

(ii) When §§ 63.132 through 63.149 refer
to table 9 of compounds, the owner or
operator is only required to consider
compounds that meet the definition of
organic HAP in § 63.1312 and that are
listed on table 9 of 40 CFR part 63, for
the purposes of this subpart, except for
ethylene glycol which need not be con-
sidered.

(iii) When §§ 63.132 through 63.149
refer to compounds in table 36 of 40
CFR part 63, subpart G, or compounds
on List 1 and/or List 2, as listed on
table 36 of 40 CFR part 63, subpart G,
the owner or operator is only required
to consider compounds that meet the
definition of organic HAP in § 63.1312
and that are listed in table 36 of 40 CFR
part 63, subpart G, for the purposes of
this subpart.
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(9) Whenever §§ 63.132 through 63.149
refer to a ‘‘chemical manufacturing
process unit,’’ the term ‘‘thermoplastic
product process unit,’’ (or TPPU) as de-
fined in § 63.1312, shall apply for the
purposes of this subpart. In addition,
when § 63.149 refers to ‘‘a chemical
manufacturing process unit that meets
the criteria of § 63.100(b) of subpart F of
this part,’’ the term ‘‘a TPPU as de-
fined in § 63.1312(b)’’ shall apply for the
purposes of this subpart.

(10) Whenever §§ 63.132 through 63.149
refer to a Group 1 wastewater stream
or a Group 2 wastewater stream, the
definitions of these terms contained in
§ 63.1312 shall apply for the purposes of
this subpart.

(11) When § 63.149(d) refers to
‘‘§ 63.100(f) of subpart F’’, the phrase
‘‘§ 63.1310(c)’’ shall apply for the pur-
poses of this subpart. In addition,
where § 63.149(d) states ‘‘and the item of
equipment is not otherwise exempt
from controls by the provisions of sub-
part A, F, G, or H of this part’’, the
phrase ‘‘and the item of equipment is
not otherwise exempt from controls by
the provisions of subparts A, F, G, H,
or JJJ of this part’’ shall apply for the
purposes of this subpart.

(12) When § 63.149(e)(1) and (e)(2) refer
to ‘‘a chemical manufacturing process
unit subject to the new source require-
ments of 40 CFR § 63.100(l)(1) or 40 CFR
§ 63.100(l)(2),’’ the phrase ‘‘a TPPU that
is part of a new affected source or that
is a new affected source,’’ shall apply
for the purposes of this subpart.

(13) When the Notification of Compli-
ance Status requirements contained in
§ 63.152(b) are referred to in §§ 63.138 and
63.146, the Notification of Compliance
Status requirements contained in
§ 63.1335(e)(5) shall apply for the pur-
poses of this subpart. In addition, when
§§ 63.132 through 63.149 require that in-
formation be reported according to
§ 63.152(b) in the Notification of Compli-
ance Status, the owner or operator of
an affected source shall report the
specified information in the Notifica-
tion of Compliance Status required by
§ 63.1335(e)(5) for the purposes of this
subpart.

(14) When the Periodic Report re-
quirements contained in § 63.152(c) are
referred to in § 63.146, the Periodic Re-
port requirements contained in

§ 63.1335(e)(6) shall apply for the pur-
poses of this subpart. In addition, when
§§ 63.132 through 63.149 require that in-
formation be reported in the Periodic
Reports required in § 63.152(c), the
owner or operator of an affected source
shall report the specified information
in the Periodic Reports required in
§ 63.1335(e)(6) for the purposes of this
subpart.

(15) When § 63.143(f) specifies that
owners or operators shall establish the
range that indicates proper operation
of the treatment process or control de-
vice, the owner or operator shall in-
stead comply with the requirements of
§ 63.1334(c) or (d) for establishing pa-
rameter level maximums/minimums
for the purposes of this subpart.

(16) When § 63.146(b)(7) and
§ 63.146(b)(8) require that ‘‘the informa-
tion on parameter ranges specified in
§ 63.152(b)(2)’’ be reported in the Notifi-
cation of Compliance Status, owners
and operators of affected sources are
instead required to report the informa-
tion on parameter levels as specified in
§ 63.1335(e)(5)(ii) for the purposes of this
subpart.

(17) When the term ‘‘range’’ is used in
§§ 63.132 through 63.149, the term
‘‘level’’ apply instead for the purposes
of this subpart. This level shall be de-
termined using the procedures speci-
fied in § 63.1334.

(18) For the purposes of this subpart,
the owner or operator of an affected
source is not required to include proc-
ess wastewater streams that contain
styrene when conducting performance
tests for the purposes of calculating
the required mass removal (RMR) or
the actual mass removal (AMR) under
the provisions described in § 63.145(f) or
§ 63.145(g). For purposes of this para-
graph, a process wastewater stream is
considered to contain styrene if the
wastewater stream meets the require-
ments in paragraph (b)(18)(i), (ii), (iii),
(iv), or (v) of this section.

(i) The wastewater stream originates
at equipment that produces ABS or
ABS latex;

(ii) The wastewater stream originates
at equipment that produces EPS;

(iii) The wastewater stream origi-
nates at equipment that produces
MABS;
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(iv) The wastewater stream origi-
nates at equipment that produces MBS;
or

(v) The wastewater stream originates
at equipment that produces SAN.

(19) When the provisions of
§ 63.139(c)(1)(ii), § 63.145(d)(4), or
§ 63.145(i)(2) specify that Method 18, 40
CFR part 60, appendix A, shall be used,
Method 18 or Method 25A, 40 CFR part
60, appendix A, may be used for the
purposes of this subpart. The use of
Method 25A, 40 CFR part 60, appendix
A, shall conform with the requirements
in paragraphs (b)(19)(i) and (b)(19)(ii) of
this section.

(i) The organic HAP used as the cali-
bration gas for Method 25A, 40 CFR
part 60, appendix A, shall be the single
organic HAP representing the largest
percent by volume of the emissions.

(ii) The use of Method 25A, 40 CFR
part 60, appendix A, is acceptable if the
response from the high-level calibra-
tion gas is at least 20 times the stand-
ard deviation of the response from the
zero calibration gas when the instru-
ment is zeroed on the most sensitive
scale.

(20) In § 63.145(j), instead of the ref-
erence to § 63.11(b), and instead of
§ 63.145(j)(1) and § 63.145(j)(2), the re-
quirements in § 63.1333(e) shall apply.

(21) The owner or operator of a facil-
ity which receives a Group 1 waste-
water stream, or a residual removed
from a Group 1 wastewater stream, for
treatment pursuant to § 63.132(g) is sub-
ject to the requirements of § 63.132(g)
with the differences identified in this
section, and is not subject to subpart
DD of this part with respect to that
material.

(22) When § 63.132(g) refers to ‘‘§§ 63.133
through 63.137’’ or ‘‘§§ 63.133 through
63.147’’, the provisions in this section
63.1330 shall apply, for the purposes of
this subpart.

(c) For each affected source, the
owner or operator shall comply with
the requirements for maintenance
wastewater in § 63.105, except that when
§ 63.105(a) refers to ‘‘organic HAPs list-
ed in table 9 of subpart G of this part,’’
the owner or operator is only required
to consider compounds that meet the
definition of organic HAP in § 63.1312
and that are listed in table 9 of 40 CFR
part 63, subpart G, except for ethylene

glycol which need not be considered,
for the purposes of this subpart.

[65 FR 38125, June 19, 2000]

§ 63.1331 Equipment leak provisions.

(a) Except as provided for in para-
graphs (b) and (c) of this section, the
owner or operator of each affected
source shall comply with the require-
ments of subpart H of this part, with
the differences noted in paragraphs
(a)(1) through (a)(13) of this section.

(1) For an affected source producing
polystyrene resin, the indications of
liquids dripping, as defined in subpart
H of this part, from bleed ports in
pumps and agitator seals in light liquid
service shall not be considered to be a
leak. For purposes of this subpart, a
‘‘bleed port’’ is a technologically-re-
quired feature of the pump or seal
whereby polymer fluid used to provide
lubrication and/or cooling of the pump
or agitator shaft exits the pump, there-
by resulting in a visible dripping of
fluid.

(2) The compliance date for the
equipment leak provisions contained in
this section is provided in § 63.1311.
Whenever subpart H of this part refers
to the compliance dates specified in
any paragraph contained in § 63.100, the
compliance dates listed in § 63.1311(d)
shall instead apply, for the purposes of
this subpart. When § 63.182(c)(4) refers
to ‘‘sources subject to subpart F,’’ the
phrase ‘‘sources subject to this sub-
part’’ shall apply, for the purposes of
this subpart. In addition, extensions of
compliance dates are addressed by
§ 63.1311(e) instead of § 63.182(a)(6), for
the purposes of this subpart.

(3) Owners and operators of an af-
fected source subject to this subpart
are not required to submit the Initial
Notification required by § 63.182(a)(1)
and § 63.182(b).

(4) As specified in § 63.1335(e)(5), the
Notification of Compliance Status re-
quired by paragraphs § 63.182(a)(2) and
§ 63.182(c) shall be submitted within 150
days (rather than 90 days) of the appli-
cable compliance date specified in
§ 63.1311 for the equipment leak provi-
sions.

(5) The information specified by
§ 63.182(a)(3) and § 63.182(d) (i.e., Periodic
Reports) shall be submitted as part of
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the Periodic Reports required by
§ 63.1335(e)(6).

(6) For pumps, valves, connectors,
and agitators in heavy liquid service;
pressure relief devices in light liquid or
heavy liquid service; and instrumenta-
tion systems, owners or operators of af-
fected sources producing PET shall
comply with the requirements of para-
graphs (a)(6)(i) and (a)(6)(ii) of this sec-
tion instead of with the requirements
of § 63.169. Owners or operators of PET
affected sources shall comply with all
other provisions of subpart H of this
part for pumps, valves, connectors, and
agitators in heavy liquid service; pres-
sure relief devices in light liquid or
heavy liquid service; and instrumenta-
tion systems, except as specified in
paragraphs (a)(6)(iii) through (a)(6)(iv)
of this section.

(i) A leak is determined to be de-
tected if there is evidence of a poten-
tial leak found by visual, audible, or ol-
factory means. Method 21, 40 CFR part
60, appendix A may not be used to de-
termine the presence or absence of a
leak.

(ii)(A) When a leak is detected, it
shall be repaired as soon as practical,
but not later than 15 days after it is de-
tected, except as provided in § 63.171.

(B) The first attempt at repair shall
be made no later than 5 days after each
leak is detected.

(C) Repaired shall mean that the vis-
ual, audible, olfactory, or other indica-
tions of a leak have been eliminated;
that no bubbles are observed at poten-
tial leak sites during a leak check
using soap solution; or that the system
will hold a test pressure.

(iii) An owner or operator is not re-
quired to develop an initial list of iden-
tification numbers as would otherwise
be required under § 63.181(b)(1)(i) or
§ 63.181(b)(4).

(iv) When recording the detection of
a leak under § 63.182(d)(1), the owner or
operator of an affected source shall
comply with paragraphs (a)(6)(iv)(A)
through (a)(6)(iv)(B) of this section.

(A) When complying with
§ 63.181(d)(1), provide an identification
number for the leaking equipment at
the time of recordkeeping. Further, the
owner or operator is not required to
record the identification number of the
instrument (i.e., Method 21 instrument)

because the use of Method 21 is not an
acceptable method for determining a
leak under this paragraph (a)(6).

(B) An owner or operator is not re-
quired to comply with § 63.181(d)(4)
which requires a record of the max-
imum instrument reading measured by
Method 21 of 40 CFR part 60, appendix
A.

(7) When § 63.166(b)(4)(i) refers to
Table 9 of subpart G of this part, the
owner or operator is only required to
consider organic HAP listed on Table 6
of this subpart for purposes of this sub-
part, except for ethylene glycol which
need not be considered.

(8) When the provisions of subpart H
of this part specify that Method 18, 40
CFR part 60, appendix A, shall be used,
Method 18 or Method 25A, 40 CFR part
60, appendix A, may be used for the
purposes of this subpart. The use of
Method 25A, 40 CFR part 60, appendix
A, shall conform with the requirements
in paragraphs (a)(8)(i) and (a)(8)(ii) of
this section.

(i) The organic HAP used as the cali-
bration gas for Method 25A, 40 CFR
part 60, appendix A, shall be the single
organic HAP representing the largest
percent by volume of the emissions.

(ii) The use of Method 25A, 40 CFR
part 60, appendix A, is acceptable if the
response from the high-level calibra-
tion gas is at least 20 times the stand-
ard deviation of the response from the
zero calibration gas when the instru-
ment is zeroed on the most sensitive
scale.

(9) [Reserved]
(10) If specific items of equipment,

comprising part of a process unit sub-
ject to this subpart, are managed by
different administrative organizations
(e.g., different companies, affiliates, de-
partments, divisions, etc.), those items
of equipment may be aggregated with
any TPPU within the affected source
for all purposes under subpart H of this
part, providing there is no delay in
achieving the applicable compliance
date.

(11) When the terms ‘‘equipment’’ and
‘‘equipment leak’’ are used in subpart
H of this part, the definitions of these
terms in § 63.1312 shall apply for the
purposes of this subpart.

(12) The phrase ‘‘the provisions of
subparts F, I, or JJJ of this part’’ shall
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apply instead of the phrase ‘‘the provi-
sions of subpart F or I of this part’’
throughout §§ 63.163 and 63.168, for the
purposes of this subpart. In addition,
the phrase ‘‘subparts F, I, and JJJ’’
shall apply instead of the phrase ‘‘sub-
parts F and I’’ in § 63.174(c)(2)(iii), for
the purposes of this subpart.

(13) An owner or operator using a
flare to comply with the requirements
of this section shall conduct a compli-
ance demonstration as specified in
§ 63.1333(e).

(b) The provisions of this section do
not apply to each TPPU producing PET
using a process other than a contin-
uous terephthalic acid (TPA) high vis-
cosity multiple end finisher process
that is part of an affected source if all
of the equipment leak components sub-
ject to this section § 63.1331 in the
TPPU are either in vacuum service or
in heavy liquid service.

(1) Owners and operators of a TPPU
exempted under paragraph (b) of this
section shall comply with paragraph
(b)(1)(i) or (b)(1)(ii) of this section.

(i) Retain information, data, and
analyses used to demonstrate that all
of the components in the exempted
TPPU are either in vacuum service or
in heavy liquid service. For compo-
nents in vacuum service, examples of
information that could document this
include, but are not limited to, anal-
yses of process stream composition and
process conditions, engineering cal-
culations, or process knowledge. For
components in heavy liquid service,
such documentation shall include an
analysis or demonstration that the
process fluids do not meet the criteria
of ‘‘in light liquid service’’ or ‘‘in gas
or vapor service.’’

(ii) When requested by the Adminis-
trator, demonstrate that all of the
components in the TPPU are either in
vacuum service or in heavy liquid serv-
ice.

(2) If changes occur at a TPPU ex-
empted under paragraph (b) of this sec-
tion such that all of the components in
the TPPU are no longer either in vacu-
um service or in heavy liquid service
(e.g., by either process changes or the
addition of new components), the
owner or operator of the affected
source shall comply with the provi-
sions of this section for all of the com-

ponents at the TPPU. The owner or op-
erator shall submit a report within 180
days after the process change is made
or the information regarding the proc-
ess change is known to the owner or
operator. This report may be included
in the next Periodic Report, as speci-
fied in paragraph (a)(5) of this section.
A description of the process change
shall be submitted with this report.

(c) The provisions of this section do
not apply to each affected source pro-
ducing PET using a continuous TPA
high viscosity multiple end finisher
process.

[61 FR 48229, Sept. 12, 1996, as amended at 62
FR 37722, July 15, 1997; 65 FR 38127, June 19,
2000]

§ 63.1332 Emissions averaging provi-
sions.

(a) This section applies to owners or
operators of existing affected sources
who seek to comply with § 63.1313(b) by
using emissions averaging rather than
following the provisions of §§ 63.1314,
63.1315, 63.1316 through 63.1320, 63.1321,
and 63.1330.

(1) The following emission point limi-
tations apply to the use of these provi-
sions:

(i) All emission points included in an
emissions average shall be from the
same affected source. There may be an
emissions average for each affected
source located at a plant site.

(ii)(A) If a plant site has only one af-
fected source for which emissions aver-
aging is being used to demonstrate
compliance, the number of emission
points allowed in the emissions average
for said affected source is limited to
twenty. This number may be increased
by up to five additional emission points
if pollution prevention measures are
used to control five or more of the
emission points included in the emis-
sions average.

(B) If a plant site has two or more af-
fected sources for which emissions
averaging is being used to demonstrate
compliance, the number of emission
points allowed in the emissions aver-
ages for said affected sources is limited
to twenty. This number may be in-
creased by up to five additional emis-
sion points if pollution prevention
measures are used to control five or
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more of the emission points included in
the emissions averages.

(2) Compliance with the provisions of
this section may be based on either or-
ganic HAP or TOC.

(3) For the purposes of these provi-
sions, whenever Method 18, 40 CFR part
60, appendix A, is specified within the
paragraphs of this section or is speci-
fied by reference through provisions
outside this section, Method 18 or
Method 25A, 40 CFR part 60, appendix
A, may be used. The use of Method 25A,
40 CFR part 60, appendix A, shall con-
form with the requirements in para-
graphs (a)(3)(i) and (a)(3)(ii) of this sec-
tion.

(i) The organic HAP used as the cali-
bration gas for Method 25A, 40 CFR
part 60, appendix A shall be the single
organic HAP representing the largest
percent by volume of the emissions.

(ii) The use of Method 25A, 40 CFR
part 60, appendix A is acceptable if the
response from the high-level calibra-
tion gas is at least 20 times the stand-
ard deviation of the response from the
zero calibration gas when the instru-
ment is zeroed on the most sensitive
scale.

(b) Unless an operating permit appli-
cation has been submitted, the owner
or operator shall develop and submit
for approval an Emissions Averaging
Plan containing all of the information
required in § 63.1335(e)(4) for all emis-
sion points to be included in an emis-
sions average.

(c) Paragraphs (c)(1) through (c)(5) of
this section describe the emission
points that may be used to generate
emissions averaging credits if control
was applied after November 15, 1990,
and if sufficient information is avail-
able to determine the appropriate
value of credits for the emission point.
Paragraph (c)(6) of this section dis-
cusses the use of pollution prevention
in generating emissions averaging
credits.

(1) Storage vessels, batch process
vents, aggregate batch vent streams,
continuous process vents subject to
§ 63.1315, and process wastewater
streams that are determined to be
Group 2 emission points. The term
‘‘continuous process vents subject to
§ 63.1315’’ includes continuous process
vents subject to § 63.1316 (b)(1)(iii),

(b)(2)(iii), and (c)(2), which reference
§ 63.1315.

(2) Continuous process vents located
in the collection of material recovery
sections within the affected source at
an existing affected source producing
PET using a continuous dimethyl
terephthalate process subject to
§ 63.1316(b)(1)(i) where the uncontrolled
organic HAP emissions from said con-
tinuous process vents are equal to or
less than 0.12 kg organic HAP per Mg of
product. These continuous process
vents shall be considered Group 2 emis-
sion points for the purposes of this sec-
tion.

(3) Storage vessels, continuous proc-
ess vents subject to § 63.1315, and proc-
ess wastewater streams that are deter-
mined to be Group 1 emission points
and that are controlled by a tech-
nology that the Administrator or per-
mitting authority agrees has a higher
nominal efficiency than the reference
control technology. Information on the
nominal efficiencies for such tech-
nologies shall be submitted and ap-
proved as provided in paragraph (i) of
this section.

(4) Batch process vents and aggregate
batch vent streams that are deter-
mined to be Group 1 emission points
and that are controlled to a level more
stringent than the applicable standard.

(5) Continuous process vents subject
to § 63.1316 (b)(1)(i), (b)(1)(ii), (b)(2)(i),
(b)(2)(ii), or (c)(1) located in the collec-
tion of process sections within the af-
fected source, as specified in para-
graphs (c)(5)(i) through (c)(5)(ii) of this
section. The continuous process vents
identified in paragraphs (c)(5)(i)
through (c)(5)(ii) of this section shall
be considered to be Group 1 emission
points for the purposes of this section.

(i) Continuous process vents subject
to § 63.1316(b)(1)(i) located in the collec-
tion of material recovery sections
within the affected source where the
uncontrolled organic HAP emissions
for said continuous process vents are
greater than 0.12 kg organic HAP per
Mg of product and said continuous
process vents are controlled to a level
more stringent than the applicable
standard.

(ii) Continuous process vents subject
to § 63.1316(b)(1)(ii), (b)(2)(i), (b)(2)(ii), or
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(c)(1) located in the collection of proc-
ess sections within the affected source
where the uncontrolled organic HAP
emissions from said continuous process
vents are controlled to a level more
stringent than the applicable standard.

(6) The percent reduction for any
storage vessel, batch process vent, ag-
gregate batch vent stream, continuous
process vent, and process wastewater
stream from which emissions are re-
duced by pollution prevention meas-
ures shall be determined using the pro-
cedures specified in paragraph (j) of
this section.

(i) For a Group 1 storage vessel,
batch process vent, aggregate batch
vent stream, continuous process vent,
or process wastewater stream, the pol-
lution prevention measure must reduce
emissions more than if the applicable
reference control technology or stand-
ard had been applied to the emission
point instead of the pollution preven-
tion measure, except as provided in
paragraph (c)(6)(ii) of this section.

(ii) If a pollution prevention measure
is used in conjunction with other con-
trols for a Group 1 storage vessel,
batch process vent, aggregate batch
vent stream, continuous process vent,
or process wastewater stream, the pol-
lution prevention measure alone does
not have to reduce emissions more
than the applicable reference control
technology or standard, but the com-
bination of the pollution prevention
measure and other controls must re-
duce emissions more than if the appli-
cable reference control technology or
standard had been applied instead of
the pollution prevention measure.

(d) The following emission points
cannot be used to generate emissions
averaging credits:

(1) Emission points already con-
trolled on or before November 15, 1990,
cannot be used to generate credits un-
less the level of control is increased
after November 15, 1990. In this case,
credit will be allowed only for the in-
crease in control after November 15,
1990.

(2) Group 1 emission points, identi-
fied in paragraph (c)(3) of this section,
that are controlled by a reference con-
trol technology cannot be used to gen-
erate credits unless the reference con-
trol technology has been approved for

use in a different manner and a higher
nominal efficiency has been assigned
according to the procedures in para-
graph (i) of this section.

(3) Emission points for nonoperating
TPPU cannot be used to generate cred-
its. TPPU that are shutdown cannot be
used to generate credits or debits.

(4) Maintenance wastewater cannot
be used to generate credits. Waste-
water streams treated in biological
treatment units cannot be used to gen-
erate credits. These two types of waste-
water cannot be used to generate cred-
its or debits. For the purposes of this
section, the terms wastewater and
wastewater stream are used to mean
process wastewater.

(5) Emission points controlled to
comply with a State or Federal rule
other than this subpart cannot be used
to generate credits, unless the level of
control has been increased after No-
vember 15, 1990, to a level above what is
required by the other State or Federal
rule. Only the control above what is re-
quired by the other State or Federal
rule will be credited. However, if an
emission point has been used to gen-
erate emissions averaging credit in an
approved emissions average, and the
emission point is subsequently made
subject to a State or Federal rule other
than this subpart, the emission point
may continue to generate emissions
averaging credit for the purpose of
complying with the previously ap-
proved emissions average.

(e) For all emission points included
in an emissions average, the owner or
operator shall perform the following
tasks:

(1) Calculate and record monthly deb-
its for all Group 1 emission points that
are controlled to a level less stringent
than the reference control technology
or standard for those emission points.
Said Group 1 emission points are iden-
tified in paragraphs (c)(3) through (c)(5)
of this section. Equations in paragraph
(g) of this section shall be used to cal-
culate debits.

(2) Calculate and record monthly
credits for all Group 1 and Group 2
emission points that are over-con-
trolled to compensate for the debits.
Equations in paragraph (h) of this sec-
tion shall be used to calculate credits.
Emission points and controls that meet
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the criteria of paragraph (c) of this sec-
tion may be included in the credit cal-
culation, whereas those described in
paragraph (d) of this section shall not
be included.

(3) Demonstrate that annual credits
calculated according to paragraph (h)
of this section are greater than or
equal to debits calculated for the same
annual compliance period according to
paragraph (g) of this section.

(i) The owner or operator may choose
to include more than the required num-
ber of credit-generating emission
points in an emissions average in order
to increase the likelihood of being in
compliance.

(ii) The initial demonstration in the
Emissions Averaging Plan or operating
permit application that credit-gener-
ating emission points will be capable of
generating sufficient credits to offset
the debits from the debit-generating
emission points shall be made under
representative operating conditions.
After the compliance date, actual oper-
ating data will be used for all debit and
credit calculations.

(4) Demonstrate that debits cal-
culated for a quarterly (3-month) pe-
riod according to paragraph (g) of this
section are not more than 1.30 times
the credits for the same period cal-
culated according to paragraph (h) of
this section. Compliance for the quar-
ter shall be determined based on the
ratio of credits and debits from that
quarter, with 30 percent more debits
than credits allowed on a quarterly
basis.

(5) Record and report quarterly and
annual credits and debits in the Peri-
odic Reports as specified in
§ 63.1335(e)(6). Every fourth Periodic Re-
port shall include a certification of
compliance with the emissions aver-

aging provisions as required by
§ 63.1335(e)(6)(x)(C)(2).

(f) Debits and credits shall be cal-
culated in accordance with the meth-
ods and procedures specified in para-
graphs (g) and (h) of this section, re-
spectively, and shall not include emis-
sions during the following periods:

(1) Emissions during periods of start-
up, shutdown, and malfunction, as de-
scribed in the Start-up, Shutdown, and
Malfunction Plan.

(2) Emissions during periods of moni-
toring excursions, as defined in
§ 63.1334(d). For these periods, the cal-
culation of monthly credits and debits
shall be adjusted as specified in para-
graphs (f)(2)(i) through (f)(2)(iii) of this
section.

(i) No credits would be assigned to
the credit-generating emission point.

(ii) Maximum debits would be as-
signed to the debit-generating emission
point.

(iii) The owner or operator may dem-
onstrate to the Administrator that full
or partial credits or debits should be
assigned using the procedures in para-
graph (l) of this section.

(g) Debits are generated by the dif-
ference between the actual emissions
from a Group 1 emission point that is
uncontrolled or is controlled to a level
less stringent than the applicable ref-
erence control technology or standard
and the emissions allowed for the
Group 1 emission point. Said Group 1
emission points are identified in para-
graphs (c)(3) through (c)(5) of this sec-
tion. Debits shall be calculated as fol-
lows:

(1) Source-wide debits shall be cal-
culated using Equation 28 of this sub-
part. Debits and all terms of Equation
28 of this subpart are in units of
megagrams per month:
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Where:
ECPViACTUAL = Emissions from each Group 1

continuous process vent i subject to
§ 63.1315 that is uncontrolled or is con-
trolled to a level less stringent than the
applicable reference control technology.
ECPViACTUAL is calculated according to
paragraph (g)(2) of this section.

(0.02)ECPViu = Emissions from each Group 1
continuous process vent i subject to
§ 63.1315 if the applicable reference control
technology had been applied to the uncon-
trolled emissions. ECPViu is calculated ac-
cording to paragraph (g)(2) of this section.

ECPVSjACTUAL = Emissions from Group 1 con-
tinuous process vents subject to
§ 63.1316(b)(1)(i), (b)(1)(ii), (b)(2)(i), (b)(2)(ii),
or (c)(1) located in the collection of process
sections j within the affected source that
are uncontrolled or controlled to a level
less stringent than the applicable stand-
ard. ECPVSjACTUAL is calculated according
to paragraph (g)(3) of this section.

ECPVSjSTD = Emissions from Group 1 contin-
uous process vents subject to
§ 63.1316(b)(1)(i), (b)(1)(ii), (b)(2)(i), (b)(2)(ii),
or (c)(1) located in the collection of process
sections j within the affected source if the
applicable standard had been applied to the
uncontrolled emissions. ECPVSjSTD is cal-
culated according to paragraph (g)(3) of
this section.

ESiACTUAL = Emissions from each Group 1
storage vessel i that is uncontrolled or is
controlled to a level less stringent than
the applicable reference control tech-
nology or standard. ESiACTUAL is calculated
according to paragraph (g)(4) of this sec-
tion.

(BL)ESiu = Emissions from each Group 1 stor-
age vessel i if the applicable reference con-
trol technology or standard had been ap-
plied to the uncontrolled emissions. ESiu is
calculated according to paragraph (g)(4) of
this section. For calculating emissions, BL
= 0.05 for each Group 1 storage vessel i sub-
ject to § 63.1314(a); and BL = 0.02 for each
storage vessel i subject to § 63.1314(c).

EWWiACTUAL = Emissions from each Group 1
wastewater stream i that is uncontrolled
or is controlled to a level less stringent
than the applicable reference control tech-
nology. EWWiACTUAL is calculated according
to paragraph (g)(5) of this section.

EWWic = Emissions from each Group 1 waste-
water stream i if the reference control
technology had been applied to the uncon-
trolled emissions. EWWic is calculated ac-
cording to paragraph (g)(5) of this section.

EBPViACTUAL = Emissions from each Group 1
batch process vent i that is uncontrolled or
is controlled to a level less stringent than
the applicable standard. EBPVACTUAL is cal-
culated according to paragraph (g)(6) of
this section.

(0.10)EBPViu = Emissions from each Group 1
batch process vent i if the applicable
standard had been applied to the uncon-
trolled emissions. EBPViu is calculated ac-
cording to paragraph (g)(6) of this section.

EABViACTUAL = Emissions from each Group 1
aggregate batch vent stream i that is un-
controlled or is controlled to a level less
stringent than the applicable standard.
EABPViACTUAL is calculated according to
paragraph (g)(7) of this section.

(0.10)EABViu = Emissions from each Group 1
aggregate batch vent stream i if the appli-
cable standard had been applied to the un-
controlled emissions. EABViu is calculated
according to paragraph (g)(7) of this sec-
tion.

n = The number of emission points being in-
cluded in the emissions average.

(2) Emissions from continuous proc-
ess vents subject to § 63.1315 shall be
calculated as follows:

(i) For purposes of determining con-
tinuous process vent stream flow rate,
organic HAP concentrations, and tem-
perature, the sampling site shall be
after the final product recovery device,
if any recovery devices are present; be-
fore any control device (for continuous
process vents, recovery devices shall
not be considered control devices); and
before discharge to the atmosphere.
Method 1 or 1A, 40 CFR part 60, appen-
dix A, shall be used for selection of the
sampling site.

(ii) ECPViu for each continuous proc-
ess vent i shall be calculated using
Equation 29 of this subpart.

ECPV Qh C M Eqiu j j
j

n

= ×( ) 







 [ ]−

=
∑2 494 10 299

1

. .
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where:
ECPViu=Uncontrolled continuous proc-

ess vent emission rate from contin-
uous process vent i, megagrams per
month.

Q=Vent stream flow rate, dry standard
cubic meters per minute, measured
using Method 2, 2A, 2C, or 2D, 40
CFR part 60, appendix A, as appro-
priate.

h=Monthly hours of operation during
which positive flow is present in
the continuous process vent, hours
per month.

Cj=Concentration, parts per million by
volume, dry basis, of organic HAP j
as measured by Method 18, 40 CFR
part 60, appendix A.

Mj=Molecular weight of organic HAP j,
gram per gram-mole.

n=Number of organic HAP in stream.
(A) The values of Q and Cj shall be

determined during a performance test
conducted under representative oper-
ating conditions. The values of Q and
Cj shall be established in the Notifica-
tion of Compliance Status and shall be
updated as provided in paragraph
(g)(2)(ii)(B) of this section.

(B) If there is a change in capacity
utilization other than a change in

monthly operating hours, or if any
other change is made to the process or
product recovery equipment or oper-
ation such that the previously meas-
ured values of Q and Cj are no longer
representative, a new performance test
shall be conducted to determine new
representative values of Q and Cj.
These new values shall be used to cal-
culate debits and credits from the time
of the change forward, and the new val-
ues shall be reported in the next Peri-
odic Report.

(iii) The following procedures and
equations shall be used to calculate
ECPViACTUAL:

(A) If the continuous process vent is
not controlled by a control device or
pollution prevention measure,
ECPViACTUAL=ECPViu, where ECPViu is
calculated according to the procedures
in paragraphs (g)(2)(i) and (g)(2)(ii) of
this section.

(B) If the continuous process vent is
controlled using a control device or a
pollution prevention measure achiev-
ing less than 98 percent reduction, cal-
culate ECPViACTUAL using Equation 30
of this subpart.

ECPV ECPV
Percent reduction

EqiACTUAL iu= −






[ ]1
100%

30.

(1) The percent reduction shall be
measured according to the procedures
in § 63.116 if a combustion control de-
vice is used. For a flare meeting the
criteria in § 63.116(a), or a boiler or
process heater meeting the criteria in
§ 63.116(b), the percent reduction shall
be 98 percent. If a noncombustion con-
trol device is used, percent reduction
shall be demonstrated by a perform-
ance test at the inlet and outlet of the
device, or, if testing is not feasible, by
a control design evaluation and docu-
mented engineering calculations.

(2) For determining debits from
Group 1 continuous process vents,
product recovery devices shall not be
considered control devices and cannot
be assigned a percent reduction in cal-
culating ECPViACTUAL. The sampling

site for measurement of uncontrolled
emissions is after the final product re-
covery device. However, as provided in
§ 63.113(a)(3), a Group 1 continuous
process vent may add sufficient prod-
uct recovery to raise the TRE index
value above 1.0 or, for Group 1 contin-
uous process vents at an existing af-
fected source producing MBS, above
3.7, thereby becoming a Group 2 contin-
uous process vent. Such a continuous
process vent would not be a Group 1
continuous process vent and would,
therefore, not be included in deter-
mining debits under this paragraph
(g)(2)(iii)(B)(2).

(3) Procedures for calculating the
percent reduction of pollution preven-
tion measures are specified in para-
graph (j) of this section.
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(3) Emissions from continuous proc-
ess vents located in the collection of
process sections within the affected
source subject to § 63.1316 (b)(1)(i),
(b)(1)(ii), (b)(2)(i), (b)(2)(ii), or (c)(1)
shall be calculated as follows:

(i) The total organic HAP emissions
from continuous process vents located
in the collection of process sections j
within the affected source,
ECPVSjACTUAL, shall be calculated as
follows. The procedures in paragraph
(g)(2)(iii) of this section shall be used
to determine the organic HAP emis-
sions for each individual continuous
process vent, except that paragraph
(g)(2)(iii)(B)(2) of this section shall not
apply and the sampling site shall be
after those recovery devices installed
as part of normal operation; before any
add-on control devices (i.e., those re-
quired by regulation); and prior to dis-
charge to the atmosphere. Then, indi-
vidual continuous process vent emis-
sions shall be summed to determine
ECPVSjACTUAL.

(ii)(A) ECPVSjstd shall be calculated
using Equation 31 of this subpart.

ECPVS EF PP Eqjstd std j= ( )( ) [ ]. 31

where:

ECPVSjstd=Emissions if the applicable
standard had been applied to the
uncontrolled emissions, megagrams
per month.

EFstd=0.000018 Mg organic HAP/Mg of
product, if the collection of process
sections within the affected source
is subject to § 63.1316(b)(1)(i).

=0.00002 Mg organic HAP/Mg of prod-
uct, if the collection of process sec-
tions within the affected source is
subject to § 63.1316 (b)(1)(ii) or
(b)(2)(ii).

=0.00004 Mg organic HAP/Mg of prod-
uct, if the collection of process sec-
tions within the affected source is
subject to § 63.1316(b)(2)(i).

=0.0000036 Mg organic HAP/Mg of
product, if the collection of process
sections within the affected source
is subject to § 63.1316(c)(1).

PPj=Polymer produced, Mg/month, for
the collection of process sections j
within the affected source, as cal-
culated according to paragraph
(g)(3)(ii)(B) of this section.

(B) The amount of polymer produced,
Mg per month, for the collection of
process sections j within the affected
source shall be determined by deter-
mining the weight of polymer pulled
from the process line(s) during a 30-day
period. The polymer produced shall be
determined by direct measurement or
by an alternate methodology, such as
materials balance. If an alternate
methodology is used, a description of
the methodology, including all proce-
dures, data, and assumptions shall be
submitted as part of the Emissions
Averaging Plan required by
§ 63.1335(e)(4).

(C) Alternatively, ECPVSjstd for con-
tinuous process vents located in the
collection of process sections within
the affected source subject to
§ 63.1316(c)(1) may be calculated using
the procedures in paragraph (g)(2)(i)
and (g)(2)(ii) of this section to deter-
mine the organic HAP emissions for
each individual continuous process
vent, except that the sampling site
shall be after recovery devices in-
stalled as part of normal operation; be-
fore any add-on control devices (i.e.,
those required by regulation); and prior
to discharge to the atmosphere. Then,
individual continuous process vent
emissions shall be summed and multi-
plied by 0.02 to determine ECPVSjstd.

(4) Emissions from storage vessels
shall be calculated using the proce-
dures specified in § 63.150(g)(3).

(5) Emissions from wastewater
streams shall be calculated using the
procedures in § 63.150(g)(5).

(6) Emissions from batch process
vents shall be calculated as follows:

(i) EBPViu for each batch process
vent i shall be calculated using the pro-
cedures specified in § 63.1323(b).

(ii) The following procedures and
equations shall be used to determine
EBPViACTUAL:

(A) If the batch process vent is not
controlled by a control device or pollu-
tion prevention measure,
EBPViACTUAL=EBPViu, where EBPViu is
calculated using the procedures in
§ 63.1323(b).

(B) If the batch process vent is con-
trolled using a control device or a pol-
lution prevention measure achieving
less than 90 percent reduction for the
batch cycle, calculate EBPViACTUAL
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using Equation 32 of this subpart,
where percent reduction is for the
batch cycle.

EBPV EBPV
Percent reduction

EqiACTUAL iu= −






[ ]1
100%

32.

(1) The percent reduction for the
batch cycle shall be calculated accord-
ing to the procedures in § 63.1325(c)(2).

(2) The percent reduction for control
devices shall be calculated according to
the procedures in § 63.1325 (c)(2)(i)
through (c)(2)(iii).

(3) The percent reduction of pollution
prevention measures shall be cal-
culated using the procedures specified
in paragraph (j) of this section.

(7) Emissions from aggregate batch
vent streams shall be calculated as fol-
lows:

(i) For purposes of determining ag-
gregate batch vent stream flow rate,
organic HAP concentrations, and tem-
perature, the sampling site shall be be-
fore any control device and before dis-
charge to the atmosphere. Method 1 or
1A, 40 CFR part 60, appendix A, shall be
used for selection of the sampling site.

(ii) EABViu for each aggregate batch
vent stream i shall be calculated using
Equation 33 of this subpart.

EABV Qh C M Eqiu j j
j

n

= ×( ) 







 [ ]−

=
∑2 494 10 339

1

. .

where:

EABViu=Uncontrolled aggregate batch vent
stream emission rate from aggregate
batch vent stream i, megagrams per
month.

Q=Vent stream flow rate, dry standard cubic
meters per minute, measured using
Method 2, 2A, 2C, or 2D, 40 CFR part 60,
appendix A, as appropriate.

h=Monthly hours of operation during which
positive flow is present from the aggre-
gate batch vent stream, hours per
month.

Cj=Concentration, parts per million by vol-
ume, dry basis, of organic HAP j as meas-
ured by Method 18, 40 CFR part 60, appen-
dix A.

Mj=Molecular weight of organic HAP j, gram
per gram-mole.

n=Number of organic HAP in the stream.

(A) The values of Q and Cj shall be
determined during a performance test
conducted under representative oper-
ating conditions. The values of Q and
Cj shall be established in the Notifica-
tion of Compliance Status and shall be

updated as provided in paragraph
(g)(7)(ii)(B) of this section.

(B) If there is a change in capacity
utilization other than a change in
monthly operating hours, or if any
other change is made to the process or
product recovery equipment or oper-
ation such that the previously meas-
ured values of Q and Cj are no longer
representative, a new performance test
shall be conducted to determine new
representative values of Q and Cj.
These new values shall be used to cal-
culate debits and credits from the time
of the change forward, and the new val-
ues shall be reported in the next Peri-
odic Report.

(iii) The following procedures and
equations shall be used to calculate
EABViACTUAL:

(A) If the aggregate batch vent
stream is not controlled by a control
device or pollution prevention meas-
ure, EABViACTUAL = EABViu, where
EABViu is calculated according to the
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procedures in paragraphs (g)(7)(i) and
(g)(7)(ii) of this section.

(B) If the aggregate batch vent
stream is controlled using a control de-

vice or a pollution prevention measure
achieving less than 90 percent reduc-
tion, calculate EABViACTUAL using
Equation 34 of this subpart.

EABV EABV
Percent reduction

EqiACTUAL iu= −






[ ]1
100%

34.

(1) The percent reduction for control
devices shall be determined according
to the procedures in § 63.1325(e).

(2) The percent reduction for pollu-
tion prevention measures shall be cal-
culated according to the procedures
specified in paragraph (j) of this sec-
tion.

(h) Credits are generated by the dif-
ference between emissions that are al-
lowed for each Group 1 and Group 2
emission point and the actual emis-
sions from that Group 1 or Group 2
emission point that has been controlled

after November 15, 1990 to a level more
stringent than what is required by this
subpart or any other State or Federal
rule or statute. Said Group 1 and Group
2 emission points are identified in
paragraphs (c)(1) through (c)(5) of this
section. Credits shall be calculated
using Equation 35 of this subpart.

(1) Sourcewide credits shall be cal-
culated using Equation 35 of this sub-
part. Credits and all terms of Equation
35 of this subpart are in units of
megagrams per month, and the base-
line date is November 15, 1990:

Credits D ECPV D ECPVS

D ECPV D ECPVS

D ES D ES

D EWW
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n
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iBASE

iu iu

iBASE iBASE

. .

Where:
D = Discount factor = 0.9 for all credit gener-

ating emission points except those con-
trolled by a pollution prevention measure;
discount factor = 1.0 for each credit gener-
ating emission point controlled by a pollu-
tion prevention measure (i.e., no discount
provided).

ECPV1iACTUAL = Emissions for each Group 1
continuous process vent i subject to
§ 63.1315 that is controlled to a level more
stringent than the reference control tech-
nology. ECPV1iACTUAL is calculated accord-
ing to paragraph (h)(2) of this section.

(0.02)ECPV1iu = Emissions from each Group 1
continuous process vent i subject to
§ 63.1315 if the applicable reference control

technology had been applied to the uncon-
trolled emissions. ECPV1iu is calculated ac-
cording to paragraph (h)(2) of this section.

ECPVS1jSTD = Emissions from Group 1 con-
tinuous process vents subject to
§ 63.1316(b)(1)(i), (b)(1)(ii), (b)(2)(i), (b)(2)(ii),
or (c)(1) located in the collection of process
sections j within the affected source if the
applicable standard had been applied to the
uncontrolled emissions. ECPVS1jSTD is cal-
culated according to paragraph (h)(3) of
this section.

ECPVS1jACTUAL = Emissions from Group 1
continuous process vents subject to
§ 63.1316(b)(1)(i), (b)(1)(ii), (b)(2)(i), (b)(2)(ii),
or (c)(1) located in the collection of process
sections j within the affected source that
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are controlled to a level more stringent
than the applicable standard.
ECPVS1jACTUAL is calculated according to
paragraph (h)(3) of this section.

ECPV2iACTUAL = Emissions from each Group 2
continuous process vent i subject to
§ 63.1315 that is controlled. ECPV2iACTUAL is
calculated according to paragraph (h)(2) of
this section.

ECPV2iBASE = Emissions from each Group 2
continuous process vent i subject to
§ 63.1315 at the baseline date. ECPV2iBASE is
calculated according to paragraph (h)(2) of
this section.

ECPVS2jBASE = Emissions from Group 2 con-
tinuous process vents subject to
§ 63.1316(b)(1)(i) located in the collection of
material recovery sections j within the af-
fected source at the baseline date.
ECPVS2jBASE is calculated according to
paragraph (h)(3) of this section.

ECPVS2jACTUAL = Emissions from Group 2
continuous process vents subject to
§ 63.1316(b)(1)(i) located in the collection of
material recovery sections j within the af-
fected source that are controlled.
ECPVS2jACTUAL is calculated according to
paragraph (h)(3) of this section.

ES1iACTUAL = Emissions from each Group 1
storage vessel i that is controlled to a level
more stringent than the applicable ref-
erence control technology or standard.
ES1iACTUAL is calculated according to para-
graph (h)(4) of this section.

(BL)ES1iu = Emissions from each Group 1
storage vessel i if the applicable reference
control technology or standard had been
applied to the uncontrolled emissions.
ES1iu is calculated according to paragraph
(h)(4) of this section. For calculating these
emissions, BL = 0.05 for each Group 1 stor-
age vessel i subject to § 63.1314(a); and BL =
0.02 for each storage vessel i subject to
§ 63.1314(c).

ES2iACTUAL = Emissions from each Group 2
storage vessel i that is controlled.
ES2iACTUAL is calculated according to para-
graph (h)(4) of this section.

ES2iBASE = Emissions from each Group 2 stor-
age vessel i at the baseline date. ES2iBASE is
calculated according to paragraph (h)(4) of
this section.

EWW1iACTUAL = Emissions from each Group 1
wastewater stream i that is controlled to a
level more stringent than the reference
control technology. EWW1iACTUAL is cal-
culated according to paragraph (h)(5) of
this section.

EWW1ic = Emissions from each Group 1
wastewater stream i if the reference con-
trol technology had been applied to the un-
controlled emissions. EWW1ic is calculated
according to paragraph (h)(5) of this sec-
tion.

EWW2iACTUAL = Emissions from each Group 2
wastewater stream i that is controlled.

EWW2iACTUAL is calculated according to
paragraph (h)(5) of this section.

EWW2iBASE = Emissions from each Group 2
wastewater stream i at the baseline date.
EWW2iBASE is calculated according to para-
graph (h)(5) of this section.

(0.10)EBPV1iu = Emissions from each Group 1
batch process vent i if the applicable
standard had been applied to the uncon-
trolled emissions. EBPV1iu is calculated ac-
cording to paragraph (h)(6) of this section.

EBPV1iACTUAL = Emissions from each Group 1
batch process vent i that is controlled to a
level more stringent than the applicable
standard. EBPV1iACTUAL is calculated ac-
cording to paragraph (h)(6) of this section.

(0.10)EABV1iu = Emissions from each Group 1
aggregate batch vent stream i if the appli-
cable standard had been applied to the un-
controlled emissions. EABV1iu is calculated
according to paragraph (h)(7) of this sec-
tion.

EABV1iACTUAL = Emissions from each Group 1
aggregate batch vent stream i that is con-
trolled to a level more stringent than the
applicable standard. EABV1iACTUAL is cal-
culated according to paragraph (h)(7) of
this section.

EBPV2iBASE = Emissions from each Group 2
batch process vent i at the baseline date.
EBPV2iBASE is calculated according to para-
graph (h)(6) of this section.

EBPV2iACTUAL = Emissions from each Group 2
batch process vent i that is controlled.
EBPV2iACTUAL is calculated according to
paragraph (h)(6) of this section.

EABV2iBASE = Emissions from each Group 2
aggregate batch vent stream i at the base-
line date. EABV2iBASE is calculated accord-
ing to paragraph (h)(7) of this section.

EABV2iACTUAL = Emissions from each Group 2
aggregate batch vent stream i that is con-
trolled. EABV2iACTUAL is calculated accord-
ing to paragraph (h)(7) of this section.

n = Number of Group 1 emission points in-
cluded in the emissions average. The value
of n is not necessarily the same for contin-
uous process vents, batch process vents,
aggregate batch vent streams, storage ves-
sels, wastewater streams, or the collection
of process sections within the affected
source.

m = Number of Group 2 emission points in-
cluded in the emissions average. The value
of m is not necessarily the same for contin-
uous process vents, batch process vents,
aggregate batch vent streams, storage ves-
sels, wastewater streams, or the collection
of process sections within the affected
source.
(i) Except as specified in paragraph

(h)(1)(iv) of this section, for an emis-
sion point controlled using a reference
control technology, the percent reduc-
tion for calculating credits shall be no
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greater than the nominal efficiency as-
sociated with the reference control
technology, unless a higher nominal ef-
ficiency is assigned as specified in
paragraph (h)(1)(ii) of this section.

(ii) For an emission point controlled
to a level more stringent than the ref-
erence control technology, the nominal
efficiency for calculating credits shall
be assigned as described in paragraph
(i) of this section. A reference control
technology may be approved for use in
a different manner and assigned a high-
er nominal efficiency according to the
procedures in paragraph (i) of this sec-
tion.

(iii) For an emission point controlled
using a pollution prevention measure,
the nominal efficiency for calculating
credits shall be as determined as de-
scribed in paragraph (j) of this section.

(iv) For Group 1 and Group 2 batch
process vents and Group 1 and Group 2
aggregate batch vent streams, the per-
cent reduction for calculating credits

shall be the percent reduction deter-
mined according to the procedures in
paragraphs (h)(6)(ii) and (h)(6)(iii) of
this section for batch process vents and
paragraphs (h)(7)(ii) and (h)(7)(iii) of
this section for aggregate batch vent
streams.

(2) Emissions from continuous proc-
ess vents subject to § 63.1315 shall be de-
termined as follows:

(i) Uncontrolled emissions from
Group 1 continuous process vents
(ECPV1iu) shall be calculated according
to the procedures and equation for
ECPViu in paragraphs (g)(2)(i) and
(g)(2)(ii) of this section.

(ii) Actual emissions from Group 1
continuous process vents controlled
using a technology with an approved
nominal efficiency greater than 98 per-
cent or a pollution prevention measure
achieving greater than 98 percent emis-
sion reduction (ECPV1iACTUAL) shall be
calculated using Equation 36 of this
subpart.

ECPV ECPV
No al efficiency

EqiACTUAL iu1 1 1
100%

36= −






[ ]min %
.

(iii) The following procedures shall
be used to calculate actual emissions
from Group 2 continuous process vents
(ECPV2iACTUAL):

(A) For a Group 2 continuous process
vent controlled by a control device, a

recovery device applied as a pollution
prevention project, or a pollution pre-
vention measure, where the control
achieves a percent reduction less than
or equal to 98 percent reduction, use
Equation 37 of this subpart.

ECPV ECPV
Percent reduction

EqiACTUAL iu2 2 1
100%

37= −






[ ].

(1) ECPV2iu shall be calculated ac-
cording to the equations and proce-
dures for ECPViu in paragraphs (g)(2)(i)
and (g)(2)(ii) of this section, except as
provided in paragraph (h)(2)(iii)(A)(3) of
this section.

(2) The percent reduction shall be
calculated according to the procedures
in paragraphs (g)(2)(iii)(B)(1) through
(g)(2)(iii)(B)(3) of this section, except as
provided in paragraph (h)(2)(iii)(A)(4) of
this section.

(3) If a recovery device was added as
part of a pollution prevention project,
ECPV2iu shall be calculated prior to
that recovery device. The equation for
ECPViu in paragraph (g)(2)(ii) of this
section shall be used to calculate
ECPV2iu; however, the sampling site for
measurement of vent stream flow rate
and organic HAP concentration shall
be at the inlet of the recovery device.

(4) If a recovery device was added as
part of a pollution prevention project,
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the percent reduction shall be dem-
onstrated by conducting a performance
test at the inlet and outlet of that re-
covery device.

(B) For a Group 2 continuous process
vent controlled using a technology

with an approved nominal efficiency
greater than 98 percent or a pollution
prevention measure achieving greater
than 98 percent reduction, use Equa-
tion 38 of this subpart.

ECPV ECPV
No al efficiency

EqiACTUAL iu2 2 1
100%

38= −






[ ]min %
.

(iv) Emissions from Group 2 contin-
uous process vents at baseline shall be
calculated as follows:

(A) If the continuous process vent
was uncontrolled on November 15, 1990,
ECPV2iBASE=ECPV2iu and shall be cal-

culated according to the procedures
and equation for ECPViu in paragraphs
(g)(2)(i) and (g)(2)(ii) of this section.

(B) If the continuous process vent
was controlled on November 15, 1990,
use Equation 39 of this subpart.

ECPV ECPV
Percent reduction

EqiBASE iu2 2 1
100%

39= −






[ ].

(1) ECPV2iu is calculated according to
the procedures and equation for ECPViu

in paragraphs (g)(2)(i) and (g)(2)(ii) of
this section.

(2) The percent reduction shall be
calculated according to the procedures
specified in paragraphs (g)(2)(iii)(B)(1)
through (g)(2)(iii)(B)(3) of this section.

(C) If a recovery device was added as
part of a pollution prevention project
initiated after November 15, 1990,
ECPV2iBASE=ECPV2iu, where ECPV2iu is
calculated according to paragraph
(h)(2)(iii)(A)(3) of this section.

(3) Emissions from continuous proc-
ess vents subject to § 63.1316(b)(1)(i),
(b)(1)(ii), (b)(2)(i), (b)(2)(ii), or (c)(1)
shall be determined as follows:

(i) Emissions from Group 1 contin-
uous process vents located in the col-
lection of process sections j within the
affected source if the applicable stand-
ard had been applied to the uncon-
trolled emissions (ECPVS1jstd) shall be
calculated according to paragraph
(g)(3)(ii) of this section.

(ii) Actual emissions from Group 1
continuous process vents located in the
collection of process sections j within
the affected source controlled to a
level more stringent than the applica-

ble standard (ECPVS1jACTUAL) shall be
calculated using the procedures in
paragraphs (g)(3)(ii)(A) and (g)(3)(ii)(B)
of this section, except that the actual
emission level, Mg organic HAP/Mg of
product, shall be used as EFstd in Equa-
tion 31 of this subpart. Further,
ECPVS1jACTUAL for continuous process
vents subject to § 63.1316(c)(1) con-
trolled in accordance with
§ 63.1316(c)(1)(iii) shall be calculated
using the procedures in paragraph
(h)(2)(ii) of this section for individual
continuous process vents and then
summing said emissions to get
ECPVS1jACTUAL, except that the sam-
pling site shall be after recovery de-
vices installed as part of normal oper-
ation; before any add-on control de-
vices (i.e., those required by regula-
tion); and prior to discharge to the at-
mosphere.

(iii) Actual emissions from Group 2
continuous process vents subject to
§ 63.1316(b)(1)(i) located in the collec-
tion of material recovery sections j
within the affected source
(ECPVS2jACTUAL) shall be calculated
using the procedures in paragraphs
(g)(3)(ii)(A) and (g)(3)(ii)(B) of this sec-
tion, except that the actual emission
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level, Mg organic HAP/Mg of product,
shall be used as EFstd in Equation 31 of
this subpart.

(iv) Emissions from Group 2 contin-
uous process vents subject to
§ 63.1316(b)(1)(i) located in the collec-
tion of material recovery sections j
within the affected source at baseline
(ECPVS2jBASE) shall be calculated using
the procedures in paragraphs
(g)(3)(ii)(A) and (g)(3)(ii)(B) of this sec-
tion, except that the actual emission
level, Mg organic HAP/Mg of product,
at baseline shall be used as EFstd in
Equation 31 of this subpart.

(4)(i) Emissions from storage vessels
shall be calculated using the proce-
dures specified in § 63.150(h)(3).

(ii) Actual emissions from Group 1
storage vessels at an existing affected
source producing ASA/AMSAN subject
to § 63.1314(c) using a technology with

an approved nominal efficiency greater
than 98 percent or a pollution preven-
tion measure achieving greater than 98
percent emission reduction shall be
calculated using the procedures speci-
fied in § 63.150(h)(3)(ii).

(5) Emissions from wastewater
streams shall be calculated using the
procedures specified in § 63.150(h)(5).

(6) Emissions from batch process
vents shall be determined as follows:

(i) Uncontrolled emissions from
Group 1 batch process vents (EBPV1iu)
shall be calculated using the proce-
dures § 63.1323(b).

(ii) Actual emissions from Group 1
batch process vents controlled to a
level more stringent than the standard
(EBPV1iACTUAL) shall be calculated
using Equation 40 of this subpart,
where percent reduction is for the
batch cycle:

EBPV EBPV
Percent re

Eq S 40]iACTUAL iu1 1 1
100%

= −






duction
[ .

(A) The percent reduction for the
batch cycle shall be calculated accord-
ing to the procedures in § 63.1325(c)(2).

(B) The percent reduction for control
devices shall be determined according
to the procedures in § 63.1325(c)(2)(i)
through (c)(2)(iii).

(C) The percent reduction of pollu-
tion prevention measures shall be cal-

culated using the procedures specified
in paragraph (j) of this section.

(iii) Actual emissions from Group 2
batch process vents (EBPV2iACTUAL)
shall be calculated using Equation 41 of
this subpart and the procedures in
paragraphs (h)(6)(ii)(A) through
(h)(6)(ii)(C) of this section. EBPV2iu

shall be calculated using the proce-
dures specified in § 63.1323(b).

EBPV EBPV
Percent reduction

EqiACTUAL iu2 2 1
100%

41= −






[ . ]

(iv) Emissions from Group 2 batch
process vents at baseline (EBPV2iBASE)
shall be calculated as follows:

(A) If the batch process vent was un-
controlled on November 15, 1990,
EBPV2iBASE=EBPV2iu and shall be cal-
culated using the procedures specified
in § 63.1323(b).

(B) If the batch process vent was con-
trolled on November 15, 1990, use Equa-
tion 42 of this subpart and the proce-
dures in paragraphs (h)(6)(ii)(A)
through (h)(6)(ii)(C) of this section.
EBPV2iu shall be calculated using the
procedures specified in § 63.1323(b).
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EBPV EBPV
Percent reduction

EqiBASE iu2 2 1
100%

42= −






[ . ]

(7) Emissions from aggregate batch
vent streams shall be determined as
follows:

(i) Uncontrolled emissions from
Group 1 aggregate batch vent streams
(EABV1iu) shall be calculated according
to the procedures and equation for

EABViu in paragraphs (g)(7)(i) and
(g)(7)(ii) of this section.

(ii) Actual emissions from Group 1
aggregate batch vent streams con-
trolled to a level more stringent than
the standard (EABV1iACTUAL) shall be
calculated using Equation 43 of this
subpart:

EABV EABV
Percent reduction

EqiACTUAL iu1 1 1
100%

43= −






[ . ]

(A) The percent reduction for control
devices shall be determined according
to the procedures in § 63.1325(e).

(B) The percent reduction of pollu-
tion prevention measures shall be cal-
culated using the procedures specified
in paragraph (j) of this section.

(iii) Actual emissions from Group 2
aggregate batch vent streams

(EABV2iACTUAL) shall be calculated
using Equation 44 of this subpart and
the procedures in paragraphs
(h)(7)(ii)(A) through (h)(7)(ii)(B) of this
section. EABV2iu shall be calculated ac-
cording to the equations and proce-
dures for EABViu in paragraphs (g)(7)(i)
and (g)(7)(ii) of this section.

EABV EABV
Percent reduction

EqiACTUAL iu2 2 1
100%

44= −






[ . ]

(iv) Emissions from Group 2 aggre-
gate batch vent streams at baseline
shall be calculated as follows:

(A) If the aggregate batch vent
stream was uncontrolled on November
15, 1990, EABV2iBASE=EABV2iu and shall
be calculated according to the proce-
dures and equation for EABViu in para-
graphs (g)(7)(i) and (g)(7)(ii) of this sec-
tion.

(B) If the aggregate batch vent
stream was controlled on November 15,
1990, use Equation 45 of this subpart
and the procedures in paragraphs
(h)(7)(ii)(A) through (h)(7)(ii)(B) of this
section. EABV2iu shall be calculated ac-
cording to the equations and proce-
dures for EABViu in paragraphs (g)(7)(i)
and (g)(7)(ii) of this section.

EABV EABV
Percent reduction

EqiBASE iu2 2 1
100%

45]= −






[ .

(i) The following procedures shall be
followed to establish nominal effi-

ciencies for emission controls for stor-
age vessels, continuous process vents,

VerDate 11<MAY>2000 09:45 Sep 10, 2001 Jkt 194147 PO 00000 Frm 00312 Fmt 8010 Sfmt 8002 Y:\SGML\194147T.XXX pfrm07 PsN: 194147T



313

Environmental Protection Agency § 63.1332

and process wastewater streams. The
procedures in paragraphs (i)(1) through
(i)(6) of this section shall be followed
for control technologies that are dif-
ferent in use or design from the ref-
erence control technologies and
achieve greater percent reductions
than the percent efficiencies assigned
to the reference control technologies in
§ 63.111.

(1) In those cases where the owner or
operator is seeking permission to take
credit for use of a control technology
that is different in use or design from
the reference control technology, and
the different control technology will be
used in more than three applications at
a single plant-site, the owner or oper-
ator shall submit the information spec-
ified in paragraphs (i)(1)(i) through
(i)(1)(iv) of this section, as specified in
§ 63.1335(e)(7)(ii), to the Director of the
EPA Office of Air Quality Planning and
Standards in writing:

(i) Emission stream characteristics
of each emission point to which the
control technology is or will be applied
including the kind of emission point,
flow, organic HAP concentration, and
all other stream characteristics nec-
essary to design the control technology
or determine its performance.

(ii) Description of the control tech-
nology including design specifications.

(iii) Documentation demonstrating
to the Administrator’s satisfaction the
control efficiency of the control tech-
nology. This may include performance
test data collected using an appro-
priate EPA Method or any other meth-
od validated according to Method 301,
40 CFR part 63, appendix A, of this
part. If it is infeasible to obtain test
data, documentation may include a de-
sign evaluation and calculations. The
engineering basis of the calculation
procedures and all inputs and assump-
tions made in the calculations shall be
documented.

(iv) A description of the parameter or
parameters to be monitored to ensure
that the control technology will be op-
erated in conformance with its design
and an explanation of the criteria used
for selection of that parameter (or pa-
rameters).

(2) The Administrator shall deter-
mine within 120 days whether an appli-
cation presents sufficient information

to determine nominal efficiency. The
Administrator reserves the right to re-
quest specific data in addition to the
items listed in paragraph (i)(1) of this
section.

(3) The Administrator shall deter-
mine within 120 days of the submittal
of sufficient data whether a control
technology shall have a nominal effi-
ciency and the level of that nominal ef-
ficiency. If, in the Administrator’s
judgment, the control technology
achieves a level of emission reduction
greater than the reference control
technology for a particular kind of
emission point, the Administrator will
publish a FEDERAL REGISTER notice es-
tablishing a nominal efficiency for the
control technology.

(4) The Administrator may grant per-
mission to take emission credits for
use of the control technology. The Ad-
ministrator may also impose require-
ments that may be necessary to ensure
operation and maintenance to achieve
the specified nominal efficiency.

(5) In those cases where the owner or
operator is seeking permission to take
credit for use of a control technology
that is different in use or design from
the reference control technology and
the different control technology will be
used in no more than three applica-
tions at a single plant site, the owner
or operator shall submit the informa-
tion listed in paragraphs (i)(1)(i)
through (i)(1)(iv) of this section, as
specified in § 63.1335(e)(7)(ii), to the Ad-
ministrator.

(i) In these instances, use and condi-
tions for use of the control technology
may be approved by the permitting au-
thority as part of an operating permit
application or modification. The per-
mitting authority shall follow the pro-
cedures specified in paragraphs (i)(2)
through (i)(4) of this section except
that, in these instances, a FEDERAL

REGISTER notice is not required to es-
tablish the nominal efficiency for the
different technology.

(ii) If, in reviewing the application,
the permitting authority believes the
control technology has broad applica-
bility for use by other affected sources,
the permitting authority shall submit
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the information provided in the appli-
cation to the Director of the EPA Of-
fice of Air Quality Planning and Stand-
ards. The Administrator shall review
the technology for broad applicability
and may publish a FEDERAL REGISTER
notice; however, this review shall not
affect the permitting authority’s ap-
proval of the nominal efficiency of the
control technology for the specific ap-
plication.

(6) If, in reviewing an application for
a control technology for an emission
point, the Administrator or permitting
authority determines the control tech-
nology is not different in use or design
from the reference control technology,
the Administrator or permitting au-
thority shall deny the application.

(j) The following procedures shall be
used for calculating the efficiency (per-
cent reduction) of pollution prevention
measures for storage vessels, contin-
uous process vents, batch process
vents, aggregate batch vent streams,
and wastewater streams:

(1) A pollution prevention measure is
any practice that meets the criteria of
paragraphs (j)(1)(i) and (j)(1)(ii) of this
section.

(i) A pollution prevention measure is
any practice that results in a lesser
quantity of organic HAP emissions per
unit of product released to the atmos-
phere prior to out-of-process recycling,
treatment, or control of emissions,
while the same product is produced.

(ii) Pollution prevention measures
may include: substitution of feedstocks
that reduce organic HAP emissions; al-
terations to the production process to
reduce the volume of materials re-
leased to the environment; equipment
modifications; housekeeping measures;
and in-process recycling that returns
waste materials directly to production
as raw materials. Production cutbacks
do not qualify as pollution prevention.

(2) The emission reduction efficiency
of pollution prevention measures im-
plemented after November 15, 1990, may
be used in calculating the actual emis-
sions from an emission point in the
debit and credit equations in para-
graphs (g) and (h) of this section.

(i) For pollution prevention meas-
ures, the percent reduction used in the
equations in paragraphs (g)(2) through
(g)(7) of this section and paragraphs
(h)(2) through (h)(7) of this section is
the percent difference between the
monthly organic HAP emissions for
each emission point after the pollution
prevention measure for the most recent
month versus monthly emissions from
the same emission point before the pol-
lution prevention measure, adjusted by
the volume of product produced during
the two monthly periods.

(ii) Equation 46 of this subpart shall
be used to calculate the percent reduc-
tion of a pollution prevention measure
for each emission point.

Percent reduction

E
E P

P

E
Eq

B
pp B

pp

B

=

−
( )( )

100% 46[ . ]

where:

Percent reduction=Efficiency of pollu-
tion prevention measure (percent
organic HAP reduction).

EB=Monthly emissions before the pol-
lution prevention measure,
megagrams per month, determined
as specified in paragraphs
(j)(2)(ii)(A), (j)(2)(ii)(B), and
(j)(2)(ii)(C) of this section.

Epp=Monthly emissions after the pollu-
tion prevention measure,
megagrams per month, as deter-
mined for the most recent month,
determined as specified in either
paragraphs (j)(2)(ii)(D) or
(j)(2)(ii)(E) of this section.

PB=Monthly production before the pol-
lution prevention measure,
megagrams per month, during the
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same period over which EB is cal-
culated.

Ppp=Monthly production after the pol-
lution prevention measure,
megagrams per month, as deter-
mined for the most recent month.

(A) The monthly emissions before the
pollution prevention measure, EB, shall
be determined in a manner consistent
with the equations and procedures in

paragraphs (g)(2) and (g)(3) of this sec-
tion for continuous process vents, para-
graph (g)(4) of this section for storage
vessels, paragraph (g)(6) of this section
for batch process vents, and paragraph
(g)(7) of this section for aggregate
batch vent streams.

(B) For wastewater, EB shall be cal-
culated using Equation 47 of this sub-
part:

E H Fe HAPB Bi m Bim
m

S

i

n

= ∗( )











−

==
∑∑ 6 0 10 8

11

.  Q [Eq.  47]Bi

Where:
n = Number of wastewater streams.
QBi = Annual average flow rate for waste-

water stream i before the pollution preven-
tion measure, defined and determined ac-
cording to § 63.144(c)(3), liters per minute,
before implementation of the pollution
prevention measure.

HBi = Number of hours per month that waste-
water stream i was discharged before the
pollution prevention measure, hours per
month.

s = Total number of organic HAP in waste-
water stream i.

Fem = Fraction emitted of organic HAP m in
wastewater from Table 34 of subpart G of
this part, dimensionless.

HAPBim = Annual average concentration of
organic HAP m in wastewater stream i, de-
fined and determined according to para-
graph § 63.150(g)(5)(i) of this section, before
the pollution prevention measure, parts
per million by weight, as measured before
the implementation of the pollution meas-
ure.

(C) If the pollution prevention meas-
ure was implemented prior to Sep-
tember 12, 1996 records may be used to
determine EB.

(D) The monthly emissions after the
pollution prevention measure, Epp, may
be determined during a performance
test or by a design evaluation and doc-
umented engineering calculations.
Once an emissions-to-production ratio
has been established, the ratio can be
used to estimate monthly emissions
from monthly production records.

(E) For wastewater, Epp shall be cal-
culated using Equation 48 of this sub-
part and n, Qppi, Hppi, s, Fem, and
HAPppim are defined and determined as
described in paragraph (j)(2)(ii)(B) of
this section, except that Qppi, Hppi, and
HAPppim shall be determined after the
pollution prevention measure has been
implemented.

E Q H Fe HAP Eqpp ppi ppi m ppim
m

s

i

n

= ∗( )
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. [ . ]

(iii) All equations, calculations, test
procedures, test results, and other in-
formation used to determine the per-
cent reduction achieved by a pollution
prevention measure for each emission
point shall be fully documented.

(iv) The same pollution prevention
measure may reduce emissions from
multiple emission points. In such

cases, the percent reduction in emis-
sions for each emission point shall be
calculated.

(v) For the purposes of the equations
in paragraphs (h)(2) through (h)(7) of
this section used to calculate credits
for emission points controlled more
stringently than the reference control
technology or standard, the nominal
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efficiency of a pollution prevention
measure is equivalent to the percent
reduction of the pollution prevention
measure. When a pollution prevention
measure is used, the owner or operator
of an affected source is not required to
apply to the Administrator for a nomi-
nal efficiency and is not subject to
paragraph (i) of this section.

(k) The owner or operator shall dem-
onstrate that the emissions from the
emission points proposed to be included
in the emissions average will not result
in greater hazard or, at the option of
the Administrator, greater risk to
human health or the environment than
if the emission points were controlled
according to the provisions in §§ 63.1314,
63.1315, 63.1316 through 63.1320, 63.1321,
and 63.1330.

(1) This demonstration of hazard or
risk equivalency shall be made to the
satisfaction of the Administrator.

(i) The Administrator may require
owners and operators to use specific
methodologies and procedures for mak-
ing a hazard or risk determination.

(ii) The demonstration and approval
of hazard or risk equivalency shall be
made according to any guidance that
the Administrator makes available for
use.

(2) Owners and operators shall pro-
vide documentation demonstrating the
hazard or risk equivalency of their pro-
posed emissions average in their oper-
ating permit application or in their
Emissions Averaging Plan if an oper-
ating permit application has not yet
been submitted.

(3) An Emissions Averaging Plan that
does not demonstrate hazard or risk
equivalency to the satisfaction of the
Administrator shall not be approved.
The Administrator may require such
adjustments to the Emissions Aver-
aging Plan as are necessary in order to
ensure that the emissions average will
not result in greater hazard or risk to
human health or the environment than
would result if the emission points
were controlled according to §§ 63.1314,
63.1315, 63.1316 through 63.1320, 63.1321,
and 63.1330.

(4) A hazard or risk equivalency dem-
onstration shall:

(i) Be a quantitative, bona fide chem-
ical hazard or risk assessment;

(ii) Account for differences in chem-
ical hazard or risk to human health or
the environment; and

(iii) Meet any requirements set by
the Administrator for such demonstra-
tions.

(l) For periods of parameter moni-
toring excursions, an owner or operator
may request that the provisions of
paragraphs (l)(1) through (l)(4) of this
section be followed instead of the pro-
cedures in paragraphs (f)(2)(i) and
(f)(2)(ii) of this section.

(1) The owner or operator shall notify
the Administrator of monitoring excur-
sions in the Periodic Reports as re-
quired in § 63.1335(e)(6).

(2) The owner or operator shall dem-
onstrate that other types of moni-
toring data or engineering calculations
are appropriate to establish that the
control device for the emission point
was operating in such a fashion to war-
rant assigning full or partial credits
and debits. This demonstration shall be
made to the Administrator’s satisfac-
tion, and the Administrator may estab-
lish procedures of demonstrating com-
pliance that are acceptable.

(3) The owner or operator shall pro-
vide documentation of the excursion
and the other type of monitoring data
or engineering calculations to be used
to demonstrate that the control device
for the emission point was operating in
such a fashion to warrant assigning
full or partial credits and debits.

(4) The Administrator may assign
full or partial credit and debits upon
review of the information provided.

(m) For each emission point included
in an emissions average, the owner or
operator shall perform testing, moni-
toring, recordkeeping, and reporting
equivalent to that required for Group 1
emission points complying with
§§ 63.1314, 63.1315, 63.1316 through 63.1320,
63.1321, and 63.1330, as applicable. The
specific requirements for continuous
process vents, batch process vents, ag-
gregate batch vent streams, storage
vessels, and wastewater operations
that are included in an emissions aver-
age for an affected source are identified
in paragraphs (m)(1) through (m)(7) of
this section.

(1) For each continuous process vent
subject to § 63.1315 equipped with a
flare, incinerator, boiler, or process
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heater, as appropriate to the control
technique:

(i) Determine whether the continuous
process vent is Group 1 or Group 2 ac-
cording to the procedures specified in
§ 63.1315;

(ii) Conduct initial performance tests
to determine percent reduction accord-
ing to the procedures specified in
§ 63.1315; and

(iii) Monitor the operating param-
eters, keep records, and submit reports
according to the procedures specified
in § 63.1315.

(2) For each continuous process vent
subject to § 63.1315 equipped with a car-
bon adsorber, absorber, or condenser
but not equipped with a control device,
as appropriate to the control tech-
nique:

(i) Determine the flow rate, organic
HAP concentration, and TRE index
value according to the procedures spec-
ified in § 63.1315; and

(ii) Monitor the operating param-
eters, keep records, and submit reports
according to the procedures specified
in § 63.1315.

(3) For continuous process vents sub-
ject to § 63.1316(b)(1)(i), (b)(1)(ii),
(b)(2)(i), (b)(2)(ii), or (c)(1):

(i) Determine whether the emissions
from the continuous process vents sub-
ject to § 63.1316(b)(1)(i) located in the
collection of material recovery sec-
tions within the affected source are
greater than, equal to, or less than 0.12
kg organic HAP per Mg of product ac-
cording to the procedures specified in
§ 63.1318(b);

(ii) Determine the emission rate,
ERHAP, for each collection of process
sections within the affected source ac-
cording to the procedures specified in
§ 63.1318(b); and

(iii) [Reserved]
(iv) Monitor the operating param-

eters, keep records, and submit reports
according to the procedures specified
in § 63.1317, § 63.1319, § 63.1320.

(4) For each storage vessel controlled
with an internal floating roof, external
roof, or a closed vent system with a
control device, as appropriate to the
control technique:

(i) Perform the monitoring or inspec-
tion procedures according to the proce-
dures specified in § 63.1314;

(ii) Perform the reporting and record-
keeping procedures according to the
procedures specified in § 63.1314; and

(iii) For closed vent systems with
control devices, conduct an initial de-
sign evaluation and submit an oper-
ating plan according to the procedures
specified in § 63.1314.

(5) For wastewater emission points,
as appropriate to the control tech-
nique:

(i) For wastewater treatment proc-
esses, conduct tests according to the
procedures specified in § 63.1330;

(ii) Conduct inspections and moni-
toring according to the procedures
specified in § 63.1330;

(iii) Implement a recordkeeping pro-
gram according to the procedures spec-
ified in § 63.1330; and

(iv) Implement a reporting program
according to the procedures specified
in § 63.1330.

(6) For each batch process vent and
aggregate batch vent stream equipped
with a control device, as appropriate to
the control technique:

(i) Determine whether the batch
process vent or aggregate batch vent
stream is Group 1 or Group 2 according
to the procedures in § 63.1323;

(ii) Conduct performance tests ac-
cording to the procedures specified in
§ 63.1325;

(iii) Conduct monitoring according to
the procedures specified in § 63.1324; and

(iv) Perform the recordkeeping and
reporting procedures according to the
procedures specified in §§ 63.1326 and
63.1327.

(7) If an emission point in an emis-
sions average is controlled using a pol-
lution prevention measure or a device
or technique for which no monitoring
parameters or inspection procedures
are required by §§ 63.1314, 63.1315, 63.1316
through 63.1320, 63.1321, or 63.1330, the
owner or operator shall submit the in-
formation specified in § 63.1335(f) for al-
ternate monitoring parameters or in-
spection procedures in the Emissions
Averaging Plan or operating permit ap-
plication.

(n) Records of all information re-
quired to calculate emission debits and
credits shall be retained for 5 years.

(o) Precompliance Reports, Emission
Averaging Plans, Notifications of Com-
pliance Status, Periodic Reports, and
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other reports shall be submitted as re-
quired by § 63.1335.

[61 FR 48229, Sept. 12, 1996, as amended at 64
FR 11549, Mar. 9, 1999]

§ 63.1333 Additional requirements for
performance testing.

(a) Performance testing shall be con-
ducted in accordance with § 63.7(a)(1),
(a)(3), (d), (e)(1), (e)(2), (e)(4), (g), and
(h), with the exceptions specified in
paragraphs (a)(1) through (a)(5) of this
section and the additions specified in
paragraphs (b) through (d) of this sec-
tion. Sections 63.1314 through 63.1330
also contain specific testing require-
ments.

(1) Performance tests shall be con-
ducted according to the provisions of
§ 63.7(e)(1) and (e)(2), except that per-
formance tests shall be conducted at
maximum representative operating
conditions achievable during one of the
time periods described in paragraph
(a)(1)(i) of this section, without causing
any of the situations described in para-
graph (a)(1)(ii) of this section to occur.

(i) The 6-month period that ends 2
months before the Notification of Com-
pliance Status is due, according to
§ 63.1335(e)(5); or the 6-month period
that begins 3 months before the per-
formance test and ends 3 months after
the performance test.

(ii) Causing damage to equipment;
necessitating that the owner or oper-
ator make product that does not meet
an existing specification for sale to a
customer; or necessitating that the
owner or operator make product in ex-
cess of demand.

(2) The requirements in § 63.1335(e)(5)
shall apply instead of the references in
§ 63.7(g) to the Notification of Compli-
ance Status requirements in § 63.9(h).

(3) Because the site-specific test
plans in § 63.7(c)(3) are not required,
§ 63.7(h)(4)(ii) is not applicable.

(4) The owner or operator shall notify
the Administrator of the intention to
conduct a performance test at least 30
days before the performance test is
scheduled to allow the Administrator
the opportunity to have an observer
present during the test. If after 30 days
notice for an initially scheduled per-
formance test, there is a delay (due to
operational problems, etc.) in con-
ducting the scheduled performance

test, the owner or operator of an af-
fected facility shall notify the Admin-
istrator as soon as possible of any
delay in the original test date, either
by providing at least 7 days prior no-
tice of the rescheduled date of the per-
formance test, or by arranging a re-
scheduled date with the Administrator
by mutual agreement.

(5) Performance tests shall be per-
formed no later than 150 days after the
compliance dates specified in this sub-
part (i.e., in time for the results to be
included in the Notification of Compli-
ance Status), rather than according to
the time periods in § 63.7(a)(2) of sub-
part A of this part.

(b) Each owner or operator of an ex-
isting affected source producing MBS
complying with § 63.1315(b)(2) shall de-
termine compliance with the mass
emission per mass product standard by
using Equation 49 of this subpart.
When determining Ei, when the provi-
sions of § 63.116(c)(4) specify that Meth-
od 18, 40 CFR part 60, appendix A, shall
be used, Method 18 or Method 25A, 40
CFR part 60, appendix A, may be used
for the purposes of this subpart. The
use of Method 25A, 40 CFR part 60, ap-
pendix A, shall conform with the re-
quirements in paragraphs (b)(1) and
(b)(2) of this section.

ER

E

PPMBS

i
i

n

M

= =
∑

1 [Eq.  49]

Where:

ERMBS = Emission rate of organic HAP or
TOC from continuous process vents, kg/
Mg product.

Ei = Emission rate of organic HAP or TOC
from continuous process vent i as cal-
culated using the procedures specified in
§ 63.116(c)(4), kg/month.

PPM = Amount of polymer produced in one
month as determined by the procedures
specified in § 63.1318(b)(1)(ii), Mg/month.

n = Number of continuous process vents.

(1) The organic HAP used as the cali-
bration gas for Method 25A, 40 CFR
part 60, appendix A, shall be the single
organic HAP representing the largest
percent by volume.

(2) The use of Method 25A, 40 CFR
part 60, appendix A, is acceptable if the
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response from the high-level calibra-
tion gas is at least 20 times the stand-
ard deviation of the response from the
zero calibration gas when the instru-
ment is zeroed on the most sensitive
scale.

(c) The owner or operator of an af-
fected source, complying with
§ 63.1322(a)(3) shall determine compli-
ance with the percent reduction re-
quirement using Equation 50 of this
subpart.
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where:
PR=Percent reduction
Hj=Number of operating hours in a year

for control device j.
Ei=Mass rate of TOC or total organic

HAP at the inlet of control device
j, calculated as specified in
§ 63.1325(f), kg/hr. This value in-
cludes all continuous process vents,
batch process vents, and aggregate
batch vent streams routed to con-
trol device j.

Eo=Mass rate of TOC or total organic
HAP at the outlet of control device
j, calculated as specified in
§ 63.1325(f), kg/hr.

Hk=Number of hours of operation dur-
ing which positive flow is present
in uncontrolled continuous process
vent or aggregate batch vent
stream k, hr/yr.

Eku=Mass rate of TOC or total organic
HAP of uncontrolled continuous
process vent or aggregate batch
vent stream k, calculated as speci-
fied in § 63.1325(f)(4), kg/hr.

AEunc=Mass rate of TOC or total or-
ganic HAP of uncontrolled batch
process vent l, calculated as speci-
fied in § 63.1325(f)(4), kg/yr.

n=Number of control devices, uncon-
trolled continuous process vents
and aggregate batch vent streams,
and uncontrolled batch process
vents. The value of n is not nec-
essarily the same for these three
items.

(d) Data shall be reduced in accord-
ance with the EPA approved methods
specified in the applicable subpart or,

if other test methods are used, the data
and methods shall be validated accord-
ing to the protocol in Method 301 of ap-
pendix A of this part.

(e) Notwithstanding any other provi-
sion of this subpart, if an owner or op-
erator of an affected source uses a flare
to comply with any of the require-
ments of this subpart, the owner or op-
erator shall comply with paragraphs
(e)(1) through (e)(3) of this section. The
owner or operator is not required to
conduct a performance test to deter-
mine percent emission reduction or
outlet organic HAP or TOC concentra-
tion. If a compliance demonstration
has been conducted previously for a
flare, using the techniques specified in
paragraphs (e)(1) through (e)(3) of this
section, that compliance demonstra-
tion may be used to satisfy the require-
ments of this paragraph if either no de-
liberate process changes have been
made since the compliance demonstra-
tion, or the results of the compliance
demonstration reliably demonstrate
compliance despite process changes.

(1) Conduct a visible emission test
using the techniques specified in
§ 63.11(b)(4);

(2) Determine the net heating value
of the gas being combusted, using the
techniques specified in § 63.11(b)(6); and

(3) Determine the exit velocity using
the techniques specified in either
§ 63.11(b)(7)(i) (and § 63.11(b)(7)(iii),
where applicable) or § 63.11(b)(8), as ap-
propriate.

[61 FR 48229, Sept. 12, 1996, as amended at 65
FR 38128, June 19, 2000]
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§ 63.1334 Parameter monitoring levels
and excursions.

(a) Establishment of parameter moni-
toring levels. The owner or operator of a
control or recovery device that has one
or more parameter monitoring level re-
quirements specified under this subpart
shall establish a maximum or min-
imum level for each measured param-
eter. If a performance test is required
by this subpart for a control device,
the owner or operator shall use the
procedures in either paragraph (b) or
(c) of this section to establish the pa-
rameter monitoring level(s). If a per-
formance test is not required by this
subpart for a control device, the owner
or operator may use the procedures in
paragraph (b), (c) or (d) of this section
to establish the parameter monitoring
level(s). When using the procedures
specified in paragraph (c) or (d) of this
section, the owner or operator shall
submit the information specified in
§ 63.1335(e)(3)(vii) for review and ap-
proval as part of the Precompliance
Report.

(1) The owner or operator shall oper-
ate control and recovery devices such
that the daily average of monitored pa-
rameters remains above the minimum
established level or below the max-
imum established level, except as oth-
erwise stated in this subpart.

(2) As specified in § 63.1335(e)(5), all
established levels, along with their
supporting documentation and the defi-
nition of an operating day, shall be
submitted as part of the Notification of
Compliance Status.

(3) Nothing in this section shall be
construed to allow a monitoring pa-
rameter excursion caused by an activ-
ity that violates other applicable pro-
visions of subpart A, F, G, or H of this
part.

(b) Establishment of parameter moni-
toring levels based exclusively on perform-
ance tests. In cases where a performance
test is required by this subpart, or the
owner or operator of the affected
source elects to do a performance test
in accordance with the provisions of
this subpart, and an owner or operator
elects to establish a parameter moni-
toring level for a control, recovery, or
recapture device based exclusively on
parameter values measured during the
performance test, the owner or oper-

ator of the affected source shall com-
ply with the procedures in paragraphs
(b)(1) through (b)(4) of this section, as
applicable.

(1) [Reserved]
(2) Continuous process vents. During

initial compliance testing, the appro-
priate parameter shall be continuously
monitored during the required 1-hour
runs. The monitoring level(s) shall
then be established as the average of
the maximum (or minimum) point val-
ues from the three test runs. The aver-
age of the maximum values shall be
used when establishing a maximum
level, and the average of the minimum
values shall be used when establishing
a minimum level.

(3) Batch process vents. The moni-
toring level(s) shall be established
using the procedures specified in either
paragraph (b)(3)(i) or (b)(3)(ii) of this
section. The procedures specified in
this paragraph (b)(3) may only be used
if the batch emission episodes, or por-
tions thereof, selected to be controlled
were tested, and monitoring data were
collected, during the entire period in
which emissions were vented to the
control device, as specified in
§ 63.1325(c)(1)(i). If the owner or oper-
ator chose to test only a portion of the
batch emission episode, or portion
thereof, selected to be controlled, the
procedures in paragraph (c) of this sec-
tion shall be used.

(i) If more than one batch emission
episode or more than one portion of a
batch emission episode has been se-
lected to be controlled, a single level
for the batch cycle shall be calculated
as follows:

(A) The average monitored parameter
value shall be calculated for each batch
emission episode, or portion thereof, in
the batch cycle selected to be con-
trolled. The average shall be based on
all values measured during the re-
quired performance test.

(B) If the level to be established is a
maximum operating parameter, the
level shall be defined as the minimum
of the average parameter values of the
batch emission episodes, or portions
thereof, in the batch cycle selected to
be controlled (i.e., identify the emis-
sion episode, or portion thereof, which
requires the lowest parameter value in
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order to assure compliance. The aver-
age parameter value that is necessary
to assure compliance for that emission
episode, or portion thereof, shall be the
level for all emission episodes, or por-
tions thereof, in the batch cycle, that
are selected to be controlled).

(C) If the level to be established is a
minimum operating parameter, the
level shall be defined as the maximum
of the average parameter values of the
batch emission episodes, or portions
thereof, in the batch cycle selected to
be controlled (i.e., identify the emis-
sion episode, or portion thereof, which
requires the highest parameter value in
order to assure compliance. The aver-
age parameter value that is necessary
to assure compliance for that emission
episode, or portion thereof, shall be the
level for all emission episodes, or por-
tions thereof, in the batch cycle, that
are selected to be controlled).

(D) Alternatively, an average mon-
itored parameter value shall be cal-
culated for the entire batch cycle based
on all values measured during each
batch emission episode, or portion
thereof, selected to be controlled.

(ii) Instead of establishing a single
level for the batch cycle, as described
in paragraph (b)(3)(i) of this section, an
owner or operator may establish sepa-
rate levels for each batch emission epi-
sode, or portion thereof, selected to be
controlled. Each level shall be deter-
mined as specified in paragraph
(b)(3)(i)(A) of this section.

(iii) The batch cycle shall be defined
in the Notification of Compliance Sta-
tus, as specified in § 63.1335(e)(5). Said
definition shall include an identifica-
tion of each batch emission episode and
the information required to determine
parameter monitoring compliance for
partial batch cycles (i.e., when part of
a batch cycle is accomplished during
two different operating days).

(4) Aggregate batch vent streams. For
aggregate batch vent streams, the
monitoring level shall be established in
accordance with paragraph (b)(2) of
this section.

(c) Establishment of parameter moni-
toring levels based on performance tests,
supplemented by engineering assessments
and/or manufacturer’s recommendations.
In cases where a performance test is re-
quired by this subpart, or the owner or

operator elects to do a performance
test in accordance with the provisions
of this subpart, and an owner or oper-
ator elects to establish a parameter
monitoring level for a control, recov-
ery, or recapture device under this
paragraph (c), the owner or operator
shall supplement the parameter values
measured during the performance test
with engineering assessments and/or
manufacturer’s recommendations. Per-
formance testing is not required to be
conducted over the entire range of ex-
pected parameter values.

(d) Establishment of parameter moni-
toring based on engineering assessments
and/or manufacturer’s recommendations.
In cases where a performance test is
not required by this subpart and an
owner or operator elects to establish a
parameter monitoring level for a con-
trol, recovery, or recapture device
under this paragraph (d), the deter-
mination of the parameter monitoring
level shall be based exclusively on en-
gineering assessments and/or manufac-
turer’s recommendations.

(e) [Reserved]
(f) Parameter monitoring excursion defi-

nitions. (1) With respect to storage ves-
sels (where the applicable monitoring
plan specifies continuous monitoring),
continuous process vents, aggregate
batch vent streams, and process waste-
water streams, an excursion means any
of the three cases listed in paragraphs
(f)(1)(i) through (f)(1)(iii) of this sec-
tion. For a control or recovery device
where multiple parameters are mon-
itored, if one or more of the parameters
meets the excursion criteria in para-
graphs (f)(1)(i) through (f)(1)(iii) of this
section, this is considered a single ex-
cursion for the control or recovery de-
vice. For each excursion, the owner or
operator shall be deemed out of compli-
ance with the provisions of this sub-
part, except as provided in paragraph
(g) of this section.

(i) When the daily average value of
one or more monitored parameters is
above the maximum level or below the
minimum level established for the
given parameters.

(ii) When the period of control or re-
covery device operation, with the ex-
ception noted in paragraph (f)(1)(v) of
this section, is 4 hours or greater in an
operating day, and monitoring data are
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insufficient, as defined in paragraph
(f)(1)(iv) of this section, to constitute a
valid hour of data for at least 75 per-
cent of the operating hours.

(iii) When the period of control or re-
covery device operation, with the ex-
ception noted in paragraph (f)(1)(v) of
this section, is less than 4 hours in an
operating day and more than two of
the hours during the period of oper-
ation do not constitute a valid hour of
data due to insufficient monitoring
data, as defined in paragraph (f)(1)(iv)
of this section.

(iv) Monitoring data are insufficient
to constitute a valid hour of data, as
used in paragraphs (f)(1)(ii) and
(f)(1)(iii) of this section, if measured
values are unavailable for any of the
15-minute periods within the hour. For
data compression systems approved
under § 63.1335(g)(3), monitoring data
are insufficient to calculate a valid
hour of data if there are less than four
data measurements made during the
hour.

(v) The periods listed in paragraphs
(f)(1)(v)(A) through (f)(1)(v)(E) of this
section are not considered to be part of
the period of control or recovery device
operation, for the purposes of para-
graphs (f)(1)(ii) and (f)(1)(iii) of this sec-
tion.

(A) Monitoring system breakdowns,
repairs, calibration checks, and zero
(low-level) and high-level adjustments;

(B) Start-ups;
(C) Shutdowns;
(D) Malfunctions; or
(E) Periods of non-operation of the

affected source (or portion thereof), re-
sulting in cessation of the emissions to
which the monitoring applies.

(2) With respect to batch process
vents, an excursion means one of the
two cases listed in paragraphs (f)(2)(i)
and (f)(2)(ii) of this section. For a con-
trol device where multiple parameters
are monitored, if one or more of the pa-
rameters meets the excursion criteria
in either paragraph (f)(2)(i) or (f)(2)(ii)
of this section, this is considered a sin-
gle excursion for the control device.
For each excursion, the owner or oper-
ator shall be deemed out of compliance
with the provisions of this subpart, ex-
cept as provided in paragraph (g) of
this section.

(i) When the batch cycle daily aver-
age value of one or more monitored pa-
rameters is above the maximum or
below the minimum established level
for the given parameters.

(ii) When monitoring data are insuffi-
cient for an operating day. Monitoring
data shall be considered insufficient
when measured values are not avail-
able for at least 75 percent of the 15-
minute periods when batch emission
episodes selected to be controlled are
being vented to the control device dur-
ing the operating day, using the proce-
dures specified in paragraphs
(f)(2)(ii)(A) through (f)(2)(ii)(D) of this
section.

(A) Determine the total amount of
time during the operating day when
batch emission episodes selected to be
controlled are being vented to the con-
trol device.

(B) Subtract the time during the pe-
riods listed in paragraphs (f)(2)(ii)(B)(1)
through (f)(2)(ii)(B)(4) of this section
from the total amount of time deter-
mined in paragraph (f)(2)(ii)(A) of this
section, to obtain the operating time
used to determine if monitoring data
are insufficient.

(1) Monitoring system breakdowns,
repairs, calibration checks, and zero
(low-level) and high-level adjustments;

(2) Start-ups;
(3) Shutdowns; or
(4) Malfunctions.
(C) Determine the total number of 15-

minute periods in the operating time
used to determine if monitoring data
are insufficient, as was determined in
accordance with paragraph (f)(2)(ii)(B)
of this section.

(D) If measured values are not avail-
able for at least 75 percent of the total
number of 15-minute periods deter-
mined in paragraph (f)(2)(ii)(C) of this
section, the monitoring data are insuf-
ficient for the operating day.

(3) For storage vessels where the ap-
plicable monitoring plan does not
specify continuous monitoring, an ex-
cursion is defined in paragraph (f)(3)(i)
or (ii) of this section, as applicable. For
a control or recovery device where
multiple parameters are monitored, if
one or more of the parameters meets
the excursion criteria, this is consid-
ered a single excursion for the control
or recovery device. For each excursion,
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the owner or operator shall be deemed
out of compliance with the provisions
of this subpart, except as provided in
paragraph (g) of this section.

(i) If the monitoring plan specifies
monitoring a parameter and recording
its value at specific intervals (such as
every 15 minutes or every hour), either
of the cases listed in paragraph
(f)(3)(i)(A) or (f)(3)(i)(B) of this section
is considered a single excursion for the
control device. For each excursion, the
owner or operator shall be deemed out
of compliance with the provisions of
this subpart, except as provided in
paragraph (g) of this section.

(A) When the average value of one or
more parameters, averaged over the
duration of the filling period for the
storage vessel, is above the maximum
level or below the minimum level es-
tablished for the given parameters.

(B) When monitoring data are insuffi-
cient. Monitoring data shall be consid-
ered insufficient when measured values
are not available for at least 75 percent
of the specific intervals at which pa-
rameters are to be monitored and re-
corded, according to the storage ves-
sel’s monitoring plan, during the filling
period for the storage vessel.

(ii) If the monitoring plan does not
specify monitoring a parameter and re-
cording its value at specific intervals
(for example, if the relevant operating
requirement is to exchange a dispos-
able carbon canister before expiration
of its rated service life), the moni-
toring plan shall define an excursion in
terms of the relevant operating re-
quirement.

(4) With respect to continuous proc-
ess vents complying with the mass
emissions per mass product require-
ments specified in § 63.1316(b)(1)(i)(A),
(b)(1)(ii), (b)(2)(i), (b)(2)(ii), or (c)(1)(i),
an excursion has occurred when the
mass emission rate calculated as speci-
fied in § 63.1318(c) exceeds the appro-
priate mass emissions per mass product
requirement. For each excursion, the
owner or operator shall be deemed out
of compliance with the provisions of
this subpart, except as provided in
paragraph (g) of this section.

(5) With respect to continuous proc-
ess vents complying with the tempera-
ture limits for final condensers speci-
fied in § 63.1316(b)(1)(i)(B) or (c)(1)(ii),

an excursion has occurred when the
daily average exit temperature exceeds
the appropriate condenser temperature
limit. For each excursion, the owner or
operator shall be deemed out of compli-
ance with the provisions of this sub-
part, except as provided in paragraph
(g) of this section. The periods listed in
paragraphs (f)(5)(i) through (f)(5)(v) of
this section are not considered to be
part of the period of operation for the
condenser for purposes of determining
the daily average exit temperature.

(i) Monitoring system breakdowns,
repairs, calibration checks, and zero
(low-level) and high-level adjustments;

(ii) Start-ups;
(iii) Shutdowns;
(iv) Malfunctions; or
(v) Periods of non-operation of the af-

fected source (or portion thereof), re-
sulting in cessation of the emissions to
which the monitoring applies.

(6) With respect to new affected
sources producing SAN using a batch
process, an excursion has occurred
when the percent reduction calculated
using the procedures specified in
§ 63.1333(c) is less than 84 percent. For
each excursion, the owner or operator
shall be deemed out of compliance with
the provisions of this subpart, except
as provided in paragraph (g) of this sec-
tion. The periods listed in paragraphs
(f)(6)(i) through (f)(6)(v) of this section
are not considered to be part of the pe-
riod of control or recovery device oper-
ation for purposes of determining the
percent reduction.

(i) Monitoring system breakdowns,
repairs, calibration checks, and zero
(low-level) and high-level adjustments;

(ii) Start-ups;
(iii) Shutdowns;
(iv) Malfunctions; or
(v) Periods of non-operation of the af-

fected source (or portion thereof), re-
sulting in cessation of the emissions to
which the monitoring applies.

(7) With respect to continuous proc-
ess vents complying with the mass
emissions per mass product require-
ment specified in § 63.1315(b)(2), an ex-
cursion has occurred when the mass
emission rate calculated as specified in
§ 63.1333(b) exceeds the mass emissions
per mass product requirement specified
in § 63.1315(b)(2). For each excursion,
the owner or operator shall be deemed
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out of compliance with the provisions
of this subpart, except as provided in
paragraph (g) of this section.

(g) Excused excursions. A number of
excused excursions shall be allowed for
each control or recovery device for
each semiannual period. The number of
excused excursions for each semi-
annual period is specified in paragraphs
(g)(1) through (g)(6) of this section.
This paragraph (g) applies to affected
sources required to submit Periodic Re-
ports semiannually or quarterly. The
first semiannual period is the 6-month
period starting the date the Notifica-
tion of Compliance Status is due.

(1) For the first semiannual period—
six excused excursions.

(2) For the second semiannual pe-
riod—five excused excursions.

(3) For the third semiannual period—
four excused excursions.

(4) For the fourth semiannual pe-
riod—three excused excursions.

(5) For the fifth semiannual period—
two excused excursions.

(6) For the sixth and all subsequent
semiannual periods—one excused ex-
cursion.

[61 FR 48229, Sept. 12, 1996, as amended at 65
FR 38128, June 19, 2000]

§ 63.1335 General recordkeeping and
reporting provisions.

(a) Data retention. Unless otherwise
specified in this subpart, the owner or
operator of an affected source shall
keep copies of all applicable records
and reports required by this subpart for
at least 5 years, as specified in para-
graph (a)(1) of this section, with the ex-
ception listed in paragraph (a)(2) of
this section.

(1) All applicable records shall be
maintained in such a manner that they
can be readily accessed. The most re-
cent 6 months of records shall be re-
tained on site or shall be accessible
from a central location by computer or
other means that provides access with-
in 2 hours after a request. The remain-
ing 4 and one-half years of records may
be retained offsite. Records may be
maintained in hard copy or computer-
readable form including, but not lim-
ited to, on paper, microfilm, computer,
floppy disk, magnetic tape, or micro-
fiche.

(2) If an owner or operator submits
copies of reports to the appropriate
EPA Regional Office, the owner or op-
erator is not required to maintain cop-
ies of reports. If the EPA Regional Of-
fice has waived the requirement of
§ 63.10(a)(4)(ii) for submittal of copies of
reports, the owner or operator is not
required to maintain copies of those re-
ports.

(b) Requirements of subpart A of this
part. The owner or operator of an af-
fected source shall comply with the ap-
plicable recordkeeping and reporting
requirements in subpart A of this part
as specified in Table 1 of this subpart.
These requirements include, but are
not limited to, the requirements speci-
fied in paragraphs (b)(1) and (b)(2) of
this section.

(1) Start-up, shutdown, and malfunc-
tion plan. The owner or operator of an
affected source shall develop and im-
plement a written start-up, shutdown,
and malfunction plan as specified in
§ 63.6(e)(3). This plan shall describe, in
detail, procedures for operating and
maintaining the affected source during
periods of start-up, shutdown, and mal-
function and a program for corrective
action for malfunctioning process and
air pollution control equipment used to
comply with this subpart. Inclusion of
Group 2 emission points is not re-
quired, unless these points are included
in an emissions average. For equip-
ment leaks (subject to § 63.1331), the
start-up, shutdown, and malfunction
plan requirement is limited to control
devices and is optional for other equip-
ment. For equipment leaks, the start-
up, shutdown, and malfunction plan
may include written procedures that
identify conditions that justify a delay
of repair. A provision for ceasing to
collect, during a start-up, shutdown, or
malfunction, monitoring data that
would otherwise be required by the pro-
visions of this subpart may be included
in the start-up, shutdown, and mal-
function plan only if the owner or oper-
ator has demonstrated to the Adminis-
trator, through the Precompliance Re-
port or a supplement to the
Precompliance Report, that the moni-
toring system would be damaged or de-
stroyed if it were not shut down during
the start-up, shutdown, or malfunc-
tion. The affected source shall keep the
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start-up, shutdown, and malfunction
plan on-site. Records associated with
the plan shall be kept as specified in
paragraphs (b)(1)(i)(A) through
(b)(1)(i)(C) of this section. Reports re-
lated to the plan shall be submitted as
specified in paragraph (b)(1)(ii) of this
section.

(i) Records of start-up, shutdown, and
malfunction. The owner or operator
shall keep the records specified in
paragraphs (b)(1)(i)(A) through
(b)(1)(i)(C) of this section.

(A) Records of the occurrence and du-
ration of each start-up, shutdown, and
malfunction of operation of process
equipment or control devices or recov-
ery devices or continuous monitoring
systems used to comply with this sub-
part during which excess emissions (as
defined in § 63.1310(j)(4)) occur.

(B) For each start-up, shutdown, or
malfunction during which excess emis-
sions (as defined in § 63.1310(j)(4)) occur,
records reflecting whether the proce-
dures specified in the affected source’s
start-up, shutdown, and malfunction
plan were followed, and documentation
of actions taken that are not con-
sistent with the plan. For example, if a
start-up, shutdown, and malfunction
plan includes procedures for routing a
control device to a backup control de-
vice, records shall be kept of whether
the plan was followed. These records
may take the form of a ‘‘checklist,’’ or
other form of recordkeeping that con-
firms conformance with the start-up
shutdown, and malfunction plan for the
event.

(C) Records specified in paragraphs
(b)(1)(i)(A) through (b)(1)(i)(B) of this
section are not required if they pertain
solely to Group 2 emission points that
are not included in an emissions aver-
age.

(ii) Reports of start-up, shutdown, and
malfunction. For the purposes of this
subpart, the semiannual start-up, shut-
down, and malfunction reports shall be
submitted on the same schedule as the
Periodic Reports required under para-
graph (e)(6) of this section instead of
being submitted on the schedule speci-
fied in § 63.10(d)(5)(i). The reports shall
include the information specified in
§ 63.10(d)(5)(i).

(2) Application for approval of con-
struction or reconstruction. For new af-

fected sources, each owner or operator
shall comply with the provisions in
§ 63.5 regarding construction and recon-
struction, excluding the provisions
specified in § 63.5(d)(1)(ii)(H), (d)(1)(iii),
(d)(2), and (d)(3)(ii).

(c) [Reserved]
(d) Recordkeeping and documentation.

Owners or operators required to keep
continuous records shall keep records
as specified in paragraphs (d)(1)
through (d)(7) of this section, unless an
alternative recordkeeping system has
been requested and approved as speci-
fied in paragraph (g) of this section,
and except as provided in paragraph (h)
of this section. If a monitoring plan for
storage vessels pursuant to
§ 63.1314(a)(9) requires continuous
records, the monitoring plan shall
specify which provisions, if any, of
paragraphs (d)(1) through (d)(7) of this
section apply. As described in
§ 63.1314(a)(9), certain storage vessels
are not required to keep continuous
records as specified in this paragraph.
Owners and operators of such storage
vessels shall keep records as specified
in the monitoring plan required by
§ 63.1314(a)(9). Paragraphs (d)(8) and
(d)(9) of this section specify docu-
mentation requirements.

(1) The monitoring system shall
measure data values at least once
every 15 minutes.

(2) The owner or operator shall
record either each measured data value
or block average values for 1 hour or
shorter periods calculated from all
measured data values during each pe-
riod. If values are measured more fre-
quently than once per minute, a single
value for each minute may be used to
calculate the hourly (or shorter period)
block average instead of all measured
values. Owners or operators of batch
process vents shall record each meas-
ured data value.

(3) Daily average (or batch cycle
daily average) values of each continu-
ously monitored parameter shall be
calculated for each operating day as
specified in paragraphs (d)(3)(i) through
(d)(3)(ii) of this section, except as spec-
ified in paragraphs (d)(6) and (d)(7) of
this section.

(i) The daily average value or batch
cycle daily average shall be calculated
as the average of all parameter values
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recorded during the operating day, ex-
cept as specified in paragraph (d)(7) of
this section. For batch process vents,
as specified in § 63.1326(e)(2)(i), only pa-
rameter values measured during those
batch emission episodes, or portions
thereof, in the batch cycle that the
owner or operator has chosen to con-
trol shall be used to calculate the aver-
age. The calculated average shall cover
a 24-hour period if operation is contin-
uous, or the number of hours of oper-
ation per operating day if operation is
not continuous.

(ii) The operating day shall be the pe-
riod the owner or operator specifies in
the operating permit or the Notifica-
tion of Compliance Status for purposes
of determining daily average values or
batch cycle daily average values of
monitored parameters.

(4)–(5) [Reserved]
(6) Records required when all recorded

values are within the established limits. If
all recorded values for a monitored pa-
rameter during an operating day are
above the minimum level or below the
maximum level established in the Noti-
fication of Compliance Status or oper-
ating permit, the owner or operator
may record that all values were above
the minimum level or below the max-
imum level rather than calculating and
recording a daily average (or batch
cycle daily average) for that operating
day.

(7) Monitoring data recorded during
periods identified in paragraphs
(d)(7)(i) through (d)(7)(v) of this section
shall not be included in any average
computed under this subpart. Records
shall be kept of the times and dura-
tions of all such periods and any other
periods during process or control de-
vice or recovery device operation when
monitors are not operating.

(i) Monitoring system breakdowns,
repairs, calibration checks, and zero
(low-level) and high-level adjustments;

(ii) Start-ups;
(iii) Shutdowns;
(iv) Malfunctions;
(v) Periods of non-operation of the af-

fected source (or portion thereof), re-
sulting in cessation of the emissions to
which the monitoring applies.

(8) For continuous monitoring sys-
tems used to comply with this subpart,
records documenting the completion of

calibration checks, and records docu-
menting the maintenance of contin-
uous monitoring systems that are spec-
ified in the manufacturer’s instruc-
tions or that are specified in other
written procedures that provide ade-
quate assurance that the equipment
would reasonably be expected to mon-
itor accurately.

(9) The owner or operator of an af-
fected source granted a waiver under
§ 63.10(f) shall maintain the informa-
tion, if any, specified by the Adminis-
trator as a condition of the waiver of
recordkeeping or reporting require-
ments.

(e) Reporting and notification. In addi-
tion to the reports and notifications re-
quired by subpart A of this part as
specified in Table 1 of this subpart, the
owner or operator of an affected source
shall prepare and submit the reports
listed in paragraphs (e)(3) through
(e)(8) of this section, as applicable. All
reports required by this subpart, and
the schedule for their submittal, are
listed in Table 9 of this subpart.

(1) Owners and operators shall not be
in violation of the reporting require-
ments of this subpart for failing to sub-
mit information required to be in-
cluded in a specified report if the owner
or operator meets the requirements in
paragraphs (e)(1)(i) through (e)(1)(iii) of
this section. Examples of cir-
cumstances where this paragraph may
apply include information related to
newly-added equipment or emission
points, changes in the process, changes
in equipment required or utilized for
compliance with the requirements of
this subpart, or changes in methods or
equipment for monitoring, record-
keeping, or reporting.

(i) The information was not known in
time for inclusion in the report speci-
fied by this subpart;

(ii) The owner or operator has been
diligent in obtaining the information;
and

(iii) The owner or operator submits a
report according to the provisions of
paragraphs (e)(1)(iii)(A) through
(e)(1)(iii)(C) of this section.

(A) If this subpart expressly provides
for supplements to the report in which
the information is required, the owner
or operator shall submit the informa-
tion as a supplement to that report.
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The information shall be submitted no
later than 60 days after it is obtained,
unless otherwise specified in this sub-
part.

(B) If this subpart does not expressly
provide for supplements, but the owner
or operator must submit a request for
revision of an operating permit pursu-
ant to part 70 or part 71, due to cir-
cumstances to which the information
pertains, the owner or operator shall
submit the information with the re-
quest for revision to the operating per-
mit.

(C) In any case not addressed by
paragraph (e)(1)(iii)(A) or (e)(1)(iii)(B)
of this paragraph, the owner or oper-
ator shall submit the information with
the first Periodic Report, as required
by this subpart, which has a submis-
sion deadline at least 60 days after the
information is obtained.

(2) All reports required under this
subpart shall be sent to the Adminis-
trator at the appropriate address listed
in § 63.13. If acceptable to both the Ad-
ministrator and the owner or operator
of an affected source, reports may be
submitted on electronic media.

(3) Precompliance Report. Owners or
operators of affected sources request-
ing an extension for compliance; re-
questing approval to use alternative
monitoring parameters, alternative
continuous monitoring and record-
keeping, or alternative controls; re-
questing approval to use engineering
assessment to estimate emissions from
a batch emissions episode, as described
in § 63.1323(b)(6)(i)(C); wishing to estab-
lish parameter monitoring levels ac-
cording to the procedures contained in
§ 63.1334(c) or (d); or requesting ap-
proval to incorporate a provision for
ceasing to collect monitoring data,
during a start-up, shutdown, or mal-
function, into the start-up, shutdown,
and malfunction plan, when that moni-
toring equipment would be damaged if
it did not cease to collect monitoring
data, as permitted under § 63.1310(j)(3),
shall submit a Precompliance Report
according to the schedule described in
paragraph (e)(3)(i) of this section. The
Precompliance Report shall contain
the information specified in paragraphs
(e)(3)(ii) through (e)(3)(viii) of this sec-
tion, as appropriate.

(i) Submittal dates. The
Precompliance Report shall be sub-
mitted to the Administrator no later
than December 19, 2000. If a
Precompliance Report was submitted
prior to June 19, 2000 and no changes
need to be made to that Precompliance
Report, the owner or operator shall re-
submit the earlier report or submit no-
tification that the previously sub-
mitted report is still valid. Unless the
Administrator objects to a request sub-
mitted in the Precompliance Report
within 45 days after its receipt, the re-
quest shall be deemed approved. For
new affected sources, the
Precompliance Report shall be sub-
mitted to the Administrator with the
application for approval of construc-
tion or reconstruction required in para-
graph (b)(2) of this section. Supple-
ments to the Precompliance Report
may be submitted as specified in para-
graph (e)(3)(ix) of this section.

(ii) A request for an extension for
compliance, as specified in § 63.1311(e),
may be submitted in the
Precompliance Report. The request for
a compliance extension shall include
the data outlined in § 63.6(i)(6)(i)(A),
(B), and (D), as required in
§ 63.1311(e)(1).

(iii) The alternative monitoring pa-
rameter information required in para-
graph (f) of this section shall be sub-
mitted in the Precompliance Report if,
for any emission point, the owner or
operator of an affected source seeks to
comply through the use of a control
technique other than those for which
monitoring parameters are specified in
this subpart or in subpart G of this
part or seeks to comply by monitoring
a different parameter than those speci-
fied in this subpart or in subpart G of
this part.

(iv) If the affected source seeks to
comply using alternative continuous
monitoring and recordkeeping as speci-
fied in paragraph (g) of this section,
the owner or operator shall submit a
request for approval in the
Precompliance Report.

(v) The owner or operator shall re-
port the intent to use alternative con-
trols to comply with the provisions of
this subpart in the Precompliance Re-
port. The Administrator may deem al-
ternative controls to be equivalent to
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the controls required by the standard,
under the procedures outlined in
§ 63.6(g).

(vi) If a request for approval to use
engineering assessment to estimate
emissions from a batch emissions epi-
sode, as described in § 63.1323(b)(6)(i)(C)
is being made, the information re-
quired by § 63.1323(b)(6)(iii)(B) shall be
submitted in the Precompliance Re-
port.

(vii) If an owner or operator estab-
lishes parameter monitoring levels ac-
cording to the procedures contained in
§ 63.1334(c) or (d), the following infor-
mation shall be submitted in the
Precompliance Report:

(A) Identification of which proce-
dures (i.e., § 63.1334(c) or (d)) are to be
used; and

(B) A description of how the param-
eter monitoring level is to be estab-
lished. If the procedures in § 63.1334(c)
are to be used, a description of how
performance test data will be used
shall be included.

(viii) If the owner or operator is re-
questing approval to incorporate a pro-
vision for ceasing to collect monitoring
data, during a start-up, shutdown, or
malfunction, into the start-up, shut-
down, and malfunction plan, when that
monitoring equipment would be dam-
aged if it did not cease to collect moni-
toring data, the information specified
in paragraphs (e)(3)(viii)(A) and (B)
shall be supplied in the Precompliance
Report or in a supplement to the
Precompliance Report. The Adminis-
trator shall evaluate the supporting
documentation and shall approve the
request only if, in the Administrator’s
judgment, the specific monitoring
equipment would be damaged by the
contemporaneous start-up, shutdown,
or malfunction.

(A) Documentation supporting a
claim that the monitoring equipment
would be damaged by the contempora-
neous start-up, shutdown, or malfunc-
tion; and

(B) A request to incorporate such a
provision for ceasing to collect moni-
toring data during a start-up, shut-
down, or malfunction, into the start-
up, shutdown, and malfunction plan.

(ix) Supplements to the
Precompliance Report may be sub-
mitted as specified in paragraphs

(e)(3)(ix)(A) or (e)(3)(ix)(B) of this sec-
tion. Unless the Administrator objects
to a request submitted in a supplement
to the Precompliance Report within 45
days after its receipt, the request shall
be deemed approved.

(A) Supplements to the
Precompliance Report may be sub-
mitted to clarify or modify informa-
tion previously submitted.

(B) Supplements to the
Precompliance Report may be sub-
mitted to request approval to use alter-
native monitoring parameters, as spec-
ified in paragraph (e)(3)(iii) of this sec-
tion; to use alternative continuous
monitoring and recordkeeping, as spec-
ified in paragraph (e)(3)(iv) of this sec-
tion; to use alternative controls, as
specified in paragraph (e)(3)(v) of this
section; to use engineering assessment
to estimate emissions from a batch
emissions episode, as specified in para-
graph (e)(3)(vi) of this section; to estab-
lish parameter monitoring levels ac-
cording to the procedures contained in
§ 63.1334(c) or (d), as specified in para-
graph (e)(3)(vii) of this section; or to
include a provision for ceasing to col-
lect monitoring data during a start-up,
shutdown, or malfunction, in the start-
up, shutdown, and malfunction plan,
when that monitoring equipment
would be damaged if it did not cease to
collect monitoring data, as specified in
paragraph (e)(3)(viii) of this section.

(4) Emissions Averaging Plan. For all
existing affected sources using emis-
sions averaging, an Emissions Aver-
aging Plan shall be submitted for ap-
proval according to the schedule and
procedures described in paragraph
(e)(4)(i) of this section. The Emissions
Averaging Plan shall contain the infor-
mation specified in paragraph (e)(4)(ii)
of this section, unless the information
required in paragraph (e)(4)(ii) of this
section is submitted with an operating
permit application. An owner or oper-
ator of an affected source who submits
an operating permit application in-
stead of an Emissions Averaging Plan
shall submit the information specified
in paragraph (e)(8) of this section. In
addition, a supplement to the Emis-
sions Averaging Plan, as required
under paragraph (e)(4)(iii) of this sec-
tion, is to be submitted whenever addi-
tional alternative controls or operating
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scenarios may be used to comply with
this subpart. Updates to the Emissions
Averaging Plan shall be submitted in
accordance with paragraph (e)(4)(iv) of
this section.

(i) Submittal and approval. The Emis-
sions Averaging Plan shall be sub-
mitted no later than September 19,
2000, and it is subject to Administrator
approval. If an Emissions Averaging
Plan was submitted prior to June 19,
2000 and no changes need to be made to
that Emissions Averaging Plan, the
owner or operator shall re-submit the
earlier plan or submit notification that
the previously submitted plan is still
valid. The Administrator shall deter-
mine within 120 days whether the
Emissions Averaging Plan submitted
presents sufficient information. The
Administrator shall either approve the
Emissions Averaging Plan, request
changes, or request that the owner or
operator submit additional informa-
tion. Once the Administrator receives
sufficient information, the Adminis-
trator shall approve, disapprove, or re-
quest changes to the plan within 120
days.

(ii) Information required. The Emis-
sions Averaging Plan shall contain the
information listed in paragraphs
(e)(4)(ii)(A) through (e)(4)(ii)(N) of this
section for all emission points included
in an emissions average.

(A) The required information shall
include the identification of all emis-
sion points in the planned emissions
average and, where applicable, nota-
tion of whether each storage vessel,
continuous process vent, batch process
vent, aggregate batch vent stream, and
process wastewater stream is a Group 1
or Group 2 emission point, as defined in
§ 63.1312 or as designated under § 63.1332
(c)(3) through (c)(5).

(B) The required information shall
include the projected emission debits
and credits for each emission point and
the sum for the emission points in-
volved in the average calculated ac-
cording to § 63.1332. The projected cred-
its shall be greater than or equal to the
projected debits, as required under
§ 63.1332(e)(3).

(C) The required information shall
include the specific control technology
or pollution prevention measure that
will be used for each emission point in-

cluded in the average and date of appli-
cation or expected date of application.

(D) The required information shall
include the specific identification of
each emission point affected by a pol-
lution prevention measure. To be con-
sidered a pollution prevention measure,
the criteria in § 63.1332(j)(1) shall be
met. If the same pollution prevention
measure reduces or eliminates emis-
sions from multiple emission points in
the average, the owner or operator
shall identify each of these emission
points.

(E) The required information shall
include a statement that the compli-
ance demonstration, monitoring, in-
spection, recordkeeping, and reporting
provisions in § 63.1332 (m), (n), and (o)
that are applicable to each emission
point in the emissions average will be
implemented beginning on or before
the date of compliance.

(F) The required information shall
include documentation of the data list-
ed in paragraphs (e)(4)(ii)(F)(1) through
(e)(4)(ii)(F)(5) of this section for each
storage vessel and continuous process
vent subject to § 63.1315 included in the
average.

(1) The required documentation shall
include the values of the parameters
used to determine whether the emis-
sion point is Group 1 or Group 2. Where
TRE index value is used for continuous
process vent group determination, the
estimated or measured values of the
parameters used in the TRE equation
in § 63.115(d) and the resulting TRE
index value shall be submitted.

(2) The required documentation shall
include the estimated values of all pa-
rameters needed for input to the emis-
sion debit and credit calculations in
§ 63.1332(g) and (h). These parameter
values shall be specified in the affected
source’s Emissions Averaging Plan (or
operating permit) as enforceable oper-
ating conditions. Changes to these pa-
rameters shall be reported as required
by paragraph (e)(4)(iv) of this section.

(3) The required documentation shall
include the estimated percent reduc-
tion if a control technology achieving a
lower percent reduction than the effi-
ciency of the applicable reference con-
trol technology or standard is or will
be applied to the emission point.
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(4) The required documentation shall
include the anticipated nominal effi-
ciency if a control technology achiev-
ing a greater percent emission reduc-
tion than the efficiency of the ref-
erence control technology is or will be
applied to the emission point. The pro-
cedures in § 63.1332(i) shall be followed
to apply for a nominal efficiency, and
the report specified in paragraph
(e)(7)(ii) of this section shall be sub-
mitted with the Emissions Averaging
Plan as specified in paragraph
(e)(7)(ii)(A) of this section.

(5) The required documentation shall
include the monitoring plan specified
in § 63.122(b), to include the information
specified in § 63.120(d)(2)(i) and in either
§ 63.120(d)(2)(ii) or (d)(2)(iii) for each
storage vessel controlled with a closed-
vent system using a control device
other than a flare.

(G) The information specified in
paragraph (f) of this section shall be in-
cluded in the Emissions Averaging
Plan for:

(1) Each continuous process vent sub-
ject to § 63.1315 controlled by a pollu-
tion prevention measure or control
technique for which monitoring param-
eters or inspection procedures are not
specified in § 63.114; and

(2) Each storage vessel controlled by
pollution prevention or a control tech-
nique other than an internal or exter-
nal floating roof or a closed vent sys-
tem with a control device.

(H) The required information shall
include documentation of the data list-
ed in paragraphs (e)(4)(ii)(H)(1) through
(e)(4)(ii)(H)(5) of this section for each
collection of continuous process vents
located in a process section within the
affected source subject to § 63.1316
(b)(1)(i), (b)(1)(ii), (b)(2)(i), (b)(2)(ii), or
(c)(1) included in the average.

(1) For continuous process vents sub-
ject to § 63.1316(b)(1)(i), the required
documentation shall include the values
of the parameters used to determine
whether the emission point is Group 1
or Group 2. Continuous process vents
subject to § 63.1316 (b)(1)(ii), (b)(2)(i),
(b)(2)(ii), or (c)(1) are considered Group
1 emission points for purposes of emis-
sions averaging, as specified in
§ 63.1332(c)(5).

(2) The required documentation shall
include the estimated values of all pa-

rameters needed for input to the emis-
sion debit and credit calculations in
§ 63.1332(g) and (h). These parameter
values shall be specified in the affected
source’s Emissions Averaging Plan (or
operating permit) as enforceable oper-
ating conditions. Changes to these pa-
rameters shall be reported as required
by paragraph (e)(4)(iv) of this section.

(3) For process sections generating
debits or credits by comparing actual
emissions expressed as kg HAP emis-
sions per Mg of product to the applica-
ble standard, the required documenta-
tion shall include the actual emission
level expressed as kg HAP emissions
per Mg of product.

(4) For process sections using com-
bustion control devices, the required
documentation shall include the esti-
mated percent reduction if a control
technology achieving a lower percent
reduction than the efficiency of the ap-
plicable reference control technology
or standard is or will be applied to the
emission point.

(5) For process sections using com-
bustion control devices, the required
documentation shall include the an-
ticipated nominal efficiency if a con-
trol technology achieving a greater
percent emission reduction than the ef-
ficiency of the reference control tech-
nology is or will be applied to the emis-
sion point. The procedures in § 63.1332(i)
shall be followed to apply for a nominal
efficiency.

(I) For each pollution prevention
measure or control device used to re-
duce air emissions of organic HAP from
each collection of continuous process
vents located in a process section with-
in the affected source subject to
§ 63.1316 (b)(1)(i), (b)(1)(ii), (b)(2)(i),
(b)(2)(ii), or (c)(1) and for which no
monitoring parameters or inspection
procedures are specified in § 63.114, the
information specified in paragraph (f)
of this section, Alternative Monitoring
Parameters, shall be included in the
Emissions Averaging Plan.

(J) The required information shall in-
clude documentation of the data listed
in paragraphs (e)(4)(ii)(J)(1) through
(e)(4)(ii)(J)(3) of this section for each
batch process vent and aggregate batch
vent stream included in the average.

(1) The required documentation shall
include the values of the parameters
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used to determine whether the emis-
sion point is Group 1 or Group 2.

(2) The required documentation shall
include the estimated values of all pa-
rameters needed for input to the emis-
sion debit and credit calculations in
§ 63.1332(g) and (h). These parameter
values shall be specified in the affected
source’s Emissions Averaging Plan (or
operating permit) as enforceable oper-
ating conditions. Changes to these pa-
rameters shall be reported as required
by paragraph (e)(4)(iv) of this section.

(3) For batch process vents, the re-
quired documentation shall include the
estimated percent reduction for the
batch cycle. For aggregate batch vent
streams, the required documentation
shall include the estimated percent re-
duction achieved on a continuous basis.

(K) For each pollution prevention
measure or control device used to re-
duce air emissions of organic HAP from
batch process vents or aggregate batch
vent streams and for which no moni-
toring parameters or inspection proce-
dures are specified in § 63.1324, the in-
formation specified in paragraph (f) of
this section, Alternative Monitoring
Parameters, shall be included in the
Emissions Averaging Plan.

(L) The required information shall
include documentation of the data list-
ed in paragraphs (e)(4)(ii)(L)(1) through
(e)(4)(ii)(L)(4) of this section for each
process wastewater stream included in
the average.

(1) The required documentation shall
include the data used to determine
whether the wastewater stream is a
Group 1 or Group 2 wastewater stream.

(2) The required documentation shall
include the estimated values of all pa-
rameters needed for input to the waste-
water emission credit and debit cal-
culations in § 63.1332(g) and (h). These
parameter values shall be specified in
the affected source’s Emissions Aver-
aging Plan (or operating permit) as en-
forceable operating conditions.
Changes to these parameters shall be
reported as required by paragraph
(e)(4)(iv) of this section.

(3) The required documentation shall
include the estimated percent reduc-
tion if:

(i) A control technology that
achieves an emission reduction less
than or equal to the emission reduction

that would otherwise have been
achieved by a steam stripper designed
to the specifications found in § 63.138(g)
is or will be applied to the wastewater
stream;

(ii) A control technology achieving
less than or equal to 95 percent emis-
sion reduction is or will be applied to
the vapor stream(s) vented and col-
lected from the treatment processes; or

(iii) A pollution prevention measure
is or will be applied.

(4) The required documentation shall
include the anticipated nominal effi-
ciency if the owner or operator plans to
apply for a nominal efficiency under
§ 63.1332(i). A nominal efficiency shall
be applied for if:

(i) A control technology that
achieves an emission reduction greater
than the emission reduction that would
have been achieved by a steam stripper
designed to the specifications found in
§ 63.138(g), is or will be applied to the
wastewater stream; or

(ii) A control technology achieving
greater than 95 percent emission reduc-
tion is or will be applied to the vapor
stream(s) vented and collected from
the treatment processes.

(M) For each pollution prevention
measure, treatment process, or control
device used to reduce air emissions of
organic HAP from wastewater and for
which no monitoring parameters or in-
spection procedures are specified in
§ 63.143, the information specified in
paragraph (f) of this section, Alter-
native Monitoring Parameters, shall be
included in the Emissions Averaging
Plan.

(N) The required information shall
include documentation of the data re-
quired by § 63.1332(k). The documenta-
tion shall demonstrate that the emis-
sions from the emission points pro-
posed to be included in the average will
not result in greater hazard or, at the
option of the Administrator, greater
risk to human health or the environ-
ment than if the emission points were
not included in an emissions average.

(iii) Supplement to Emissions Averaging
Plan. The owner or operator required
to prepare an Emissions Averaging
Plan under paragraph (e)(4) of this sec-
tion shall also prepare a supplement to
the Emissions Averaging Plan for any
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additional alternative controls or oper-
ating scenarios that may be used to
achieve compliance.

(iv) Updates to Emissions Averaging
Plan. The owner or operator of an af-
fected source required to submit an
Emissions Averaging Plan under para-
graph (e)(4) of this section shall also
submit written updates of the Emis-
sions Averaging Plan to the Adminis-
trator for approval under the cir-
cumstances described in paragraphs
(e)(4)(iv)(A) through (e)(4)(iv)(C) of this
section unless the relevant information
has been included and submitted in an
operating permit application or amend-
ment.

(A) The owner or operator who plans
to make a change listed in either para-
graph (e)(4)(iv)(A)(1) or (e)(4)(iv)(A)(2)
of this section shall submit an Emis-
sions Averaging Plan update at least
120 days prior to making the change.

(1) An Emissions Averaging Plan up-
date shall be submitted whenever an
owner or operator elects to achieve
compliance with the emissions aver-
aging provisions in § 63.1332 by using a
control technique other than that spec-
ified in the Emissions Averaging Plan
or plans to monitor a different param-
eter or operate a control device in a
manner other than that specified in the
Emissions Averaging Plan.

(2) An Emissions Averaging Plan up-
date shall be submitted whenever an
emission point or a TPPU is added to
an existing affected source and is
planned to be included in an emissions
average, or whenever an emission point
not included in the emissions average
described in the Emissions Averaging
Plan is to be added to an emissions av-
erage. The information in paragraph
(e)(4) of this section shall be updated to
include the additional emission point.

(B) The owner or operator who has
made a change as defined in paragraph
(e)(4)(iv)(B)(1) or (e)(4)(iv)(B)(2) of this
section shall submit an Emissions
Averaging Plan update within 90 days
after the information regarding the
change is known to the affected source.
The update may be submitted in the
next quarterly periodic report if the
change is made after the date the Noti-
fication of Compliance Status is due.

(1) An Emissions Averaging Plan up-
date shall be submitted whenever a

process change is made such that the
group status of any emission point in
an emissions average changes.

(2) An Emissions Averaging Plan up-
date shall be submitted whenever a
value of a parameter in the emission
credit or debit equations in § 63.1332 (g)
or (h) changes such that it is below the
minimum or above the maximum es-
tablished level specified in the Emis-
sions Averaging Plan and causes a de-
crease in the projected credits or an in-
crease in the projected debits.

(C) The Administrator shall approve
or request changes to the Emissions
Averaging Plan update within 120 days
of receipt of sufficient information re-
garding the change for emission points
included in emissions averages.

(5) Notification of Compliance Status.
For existing and new affected sources,
a Notification of Compliance Status
shall be submitted. For equipment
leaks subject to § 63.1331, the owner or
operator shall submit the information
required in § 63.182(c) in the Notifica-
tion of Compliance Status within 150
days after the first applicable compli-
ance date for equipment leaks in the
affected source, and an update shall be
provided in the first Periodic Report
that is due at least 150 days after each
subsequent applicable compliance date
for equipment leaks in the affected
source. For all other emission points,
including heat exchange systems, the
Notification of Compliance Status
shall contain the information listed in
paragraphs (e)(5)(i) through (e)(5)(xi) of
this section, as applicable, and shall be
submitted no later than 150 days after
the compliance dates specified in this
subpart.

(i) The results of any emission point
group determinations, process section
applicability determinations, perform-
ance tests, inspections, continuous
monitoring system performance eval-
uations, any other information used to
demonstrate compliance, values of
monitored parameters established dur-
ing performance tests, and any other
information required to be included in
the Notification of Compliance Status
under §§ 63.1311(m), 63.122, and 63.1314
for storage vessels, § 63.117 for contin-
uous process vents, § 63.146 for process
wastewater, §§ 63.1316 through 63.1320
for continuous process vents subject to
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§ 63.1316, § 63.1327 for batch process
vents, § 63.1329 for process contact cool-
ing towers, and § 63.1332 for emission
points included in an emissions aver-
age. In addition, the owner or operator
of an affected source shall comply with
paragraph (e)(5)(i)(A) and (e)(5)(i)(B) of
this section.

(A) For performance tests, group de-
terminations, and process section ap-
plicability determinations that are
based on measurements, the Notifica-
tion of Compliance Status shall include
one complete test report, as described
in paragraph (e)(5)(i)(B) of this section,
for each test method used for a par-
ticular kind of emission point. For ad-
ditional tests performed for the same
kind of emission point using the same
method, the results and any other in-
formation, from the test report, that is
requested on a case-by-case basis by
the Administrator shall be submitted,
but a complete test report is not re-
quired.

(B) A complete test report shall in-
clude a brief process description, sam-
pling site description, description of
sampling and analysis procedures and
any modifications to standard proce-
dures, quality assurance procedures,
record of operating conditions during
the test, record of preparation of stand-
ards, record of calibrations, raw data
sheets for field sampling, raw data
sheets for field and laboratory anal-
yses, documentation of calculations,
and any other information required by
the test method.

(ii) For each monitored parameter
for which a maximum or minimum
level is required to be established
under § 63.114(e) for continuous process
vents, § 63.1324 for batch process vents
and aggregate batch vent streams,
§ 63.143(f) for process wastewater,
§ 63.1332(m) for emission points in emis-
sions averages, paragraph (e)(8) of this
section, or paragraph (f) of this section,
the Notification of Compliance Status
shall contain the information specified
in paragraphs (e)(5)(ii)(A) through
(e)(5)(ii)(D) of this section, unless this
information has been established and
provided in the operating permit appli-
cation. Further, as described in
§ 63.1314(a)(9), for those storage vessels
for which the monitoring plan required
by § 63.1314(a)(9) specifies compliance

with the provisions of § 63.1334, the
owner or operator shall provide the in-
formation specified in paragraphs
(e)(5)(ii)(A) through (e)(5)(ii)(D) of this
section for each monitored parameter,
unless this information has been estab-
lished and provided in the operating
permit application. For those storage
vessels for which the monitoring plan
required by § 63.1314(a)(9) does not re-
quire compliance with the provisions of
§ 63.1334, the owner or operator shall
provide the information specified in
§ 63.120(d)(3) as part of the Notification
of Compliance Status, unless this infor-
mation has been established and pro-
vided in the operating permit applica-
tion.

(A) The required information shall
include the specific maximum or min-
imum level of the monitored param-
eter(s) for each emission point.

(B) The required information shall
include the rationale for the specific
maximum or minimum level for each
parameter for each emission point, in-
cluding any data and calculations used
to develop the level and a description
of why the level indicates proper oper-
ation of the control device.

(C) The required information shall
include a definition of the affected
source’s operating day, as specified in
paragraph (d)(3)(ii) of this section, for
purposes of determining daily average
values or batch cycle daily average val-
ues of monitored parameters.

(D) For batch process vents, the re-
quired information shall include a defi-
nition of each batch cycle that requires
the control of one or more batch emis-
sion episodes during the cycle, as speci-
fied in § 63.1325(c)(2) and
§ 63.1334(b)(3)(iii).

(iii) For emission points included in
an emissions average, the Notification
of Compliance Status shall contain the
values of all parameters needed for
input to the emission credit and debit
equations in § 63.1332 (g) and (h), cal-
culated or measured according to the
procedures in § 63.1332 (g) and (h), and
the resulting calculation of credits and
debits for the first quarter of the year.
The first quarter begins on the compli-
ance date specified.

(iv) The determination of applica-
bility for flexible operation units as
specified in § 63.1310(f).
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(v) The parameter monitoring levels
for flexible operation units, and the
basis on which these levels were se-
lected, or a demonstration that these
levels are appropriate at all times, as
specified in § 63.1310(f)(7).

(vi) The results for each predominant
use determination made under
§ 63.1310(g), for storage vessels assigned
to an affected source subject to this
subpart.

(vii) The results for each predomi-
nant use determination made under
§ 63.1310(h), for recovery operations
equipment assigned to an affected
source subject to this subpart.

(viii) For owners or operators of
Group 2 batch process vents estab-
lishing a batch mass input limitation
as specified in § 63.1325(g), the affected
source’s operating year for purposes of
determining compliance with the batch
mass input limitation.

(ix) If any emission point is subject
to this subpart and to other standards
as specified in § 63.1311, and if the provi-
sions of § 63.1311 allow the owner or op-
erator to choose which testing, moni-
toring, reporting, and recordkeeping
provisions will be followed, then the
Notification of Compliance Status
shall indicate which rule’s require-
ments will be followed for testing,
monitoring, reporting, and record-
keeping.

(x) An owner or operator who trans-
fers a Group 1 wastewater stream or re-
sidual removed from a Group 1 waste-
water stream for treatment pursuant
to § 63.132(g) shall include in the Notifi-
cation of Compliance Status the name
and location of the transferee and a de-
scription of the Group 1 wastewater
stream or residual sent to the treat-
ment facility.

(xi) An owner or operator complying
with paragraph (h)(1) of this section
shall notify the Administrator of the
election to comply with paragraph
(h)(1) of this section as part of the No-
tification of Compliance Status or as
part of the appropriate Periodic Report
as specified in paragraph (e)(6)(ix) of
this section.

(6) Periodic Reports. For existing and
new affected sources, the owner or op-
erator shall submit Periodic Reports as
specified in paragraphs (e)(6)(i) through
(e)(6)(xi) of this section. In addition,

for equipment leaks subject to § 63.1331,
the owner or operator shall submit the
information specified in § 63.182(d)
under the conditions listed in
§ 63.182(d), and for heat exchange sys-
tems subject to § 63.1328, the owner or
operator shall submit the information
specified in § 63.104(f)(2) as part of the
Periodic Report required by this para-
graph (e)(6). Section 63.1334 shall gov-
ern the use of monitoring data to de-
termine compliance for Group 1 emis-
sions points and for Group 1 and Group
2 emission points included in emissions
averages with the following exception:
As discussed in § 63.1314(a)(9), for stor-
age vessels to which the provisions of
§ 63.1334 do not apply, as specified in
the monitoring plan required by
§ 63.120(d)(2), the owner or operator is
required to comply with the require-
ments set out in the monitoring plan,
and monitoring records may be used to
determine compliance.

(i) Except as specified in paragraphs
(e)(6)(xi) and (e)(6)(xii) of this section, a
report containing the information in
paragraph (e)(6)(ii) of this section or
containing the information in para-
graphs (e)(6)(iii) through (e)(6)(x) of
this section, as appropriate, shall be
submitted semiannually no later than
60 days after the end of each 6-month
period. The first report shall be sub-
mitted no later than 240 days after the
date the Notification of Compliance
Status is due and shall cover the 6-
month period beginning on the date the
Notification of Compliance Status is
due.

(ii) If none of the compliance excep-
tions specified in paragraphs (e)(6)(iii)
through (e)(6)(ix) of this section oc-
curred during the 6-month period, the
Periodic Report required by paragraph
(e)(6)(i) of this section shall be a state-
ment that there were no compliance
exceptions as described in this para-
graph for the 6-month period covered
by that report and no activities speci-
fied in paragraphs (e)(6)(iii) through
(e)(6)(ix) of this section occurred dur-
ing the 6-month period covered by that
report.

(iii) For an owner or operator of an
affected source complying with the
provisions of §§ 63.1314 through 63.1330
for any emission point or process sec-
tion, Periodic Reports shall include:
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(A) All information specified in
§ 63.122 for storage vessels; §§ 63.117 and
63.118 and § 63.1320 for continuous proc-
ess vents, as applicable; § 63.1327 for
batch process vents and aggregate
batch vent streams; § 63.104 for heat ex-
change systems; and § 63.146 for process
wastewater;

(B) The daily average values or batch
cycle daily average values of mon-
itored parameters for both excused ex-
cursions, as defined in § 63.1334(g), and
unexcused excursions, as defined in
§ 63.1334(f). For excursions caused by
lack of monitoring data, the start-time
and duration of periods when moni-
toring data were not collected shall be
specified.

(C) [Reserved]
(D) The information in paragraphs

(e)(6)(iii)(D)(1) through (e)(6)(iii)(D)(4)
of this section, as applicable:

(1) Any supplements to the Emissions
Averaging Plan, as required in para-
graph (e)(4)(iii) of this section;

(2) Notification if a process change is
made such that the group status of any
emission point changes from Group 2 to
Group 1. The owner or operator is not
required to submit a notification of a
process change if that process change
caused the group status of an emission
point to change from Group 1 to Group
2. However, until the owner or operator
notifies the Administrator that the
group status of an emission point has
changed from Group 1 to Group 2, the
owner or operator is required to con-
tinue to comply with the Group 1 re-
quirements for that emission point.
This notification may be submitted at
any time.

(3) Notification if one or more emis-
sion point(s) (other than equipment
leaks) or one or more TPPU is added to
an affected source. The owner or oper-
ator shall submit the information con-
tained in paragraphs (e)(6)(iii)(D)(3)(i)
through (e)(6)(iii)(D)(3)(ii) of this sec-
tion:

(i) A description of the addition to
the affected source; and

(ii) Notification of the group status of
the additional emission point or all
emission points in the TPPU.

(4) For process wastewater streams
sent for treatment pursuant to
§ 63.132(g), reports of changes in the

identity of the treatment facility or
transferee.

(E) The information in paragraph
(b)(1)(ii) of this section for reports of
start-up, shutdown, and malfunction.

(iv) For each batch process vent with
a batch mass input limitation, every
second Periodic Report shall include
the mass of HAP or material input to
the batch unit operation during the 12-
month period covered by the preceding
and current Periodic Reports, and a
statement of whether the batch process
vent was in or out of compliance with
the batch mass input limitation.

(v) If any performance tests are re-
ported in a Periodic Report, the fol-
lowing information shall be included:

(A) One complete test report shall be
submitted for each test method used
for a particular kind of emission point
tested. A complete test report shall
contain the information specified in
paragraph (e)(5)(i)(B) of this section.

(B) For additional tests performed for
the same kind of emission point using
the same method, results and any
other information, pertaining to the
performance test, that is requested on
a case-by-case basis by the Adminis-
trator shall be submitted, but a com-
plete test report is not required.

(vi) Notification of a change in the
primary product of a TPPU, in accord-
ance with the provisions in § 63.1310(f).
This includes a change in primary
product from one thermoplastic prod-
uct to either another thermoplastic
product or to a non-thermoplastic
product.

(vii) The results for each change
made to a predominant use determina-
tion made under § 63.1310(g) for a stor-
age vessel that is assigned to an af-
fected source subject to this subpart
after the change.

(viii) The Periodic Report shall in-
clude the results for each change made
to a predominant use determination
made under § 63.1310(h) for recovery op-
erations equipment assigned to an af-
fected source subject to this subpart
after the change.

(ix) An owner or operator complying
with paragraph (h)(1) of this section
shall notify the Administrator of the
election to comply with paragraph
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(h)(1) of this section as part of the Peri-
odic Report or as part of the Notifica-
tion of Compliance Status as specified
in paragraph (e)(5)(xi) of this section.

(x) An owner or operator electing not
to retain daily average or batch cycle
daily average values under paragraph
(h)(2) of this section shall notify the
Administrator as specified in para-
graph (h)(2)(i) of this section.

(xi) The owner or operator of an af-
fected source shall submit quarterly re-
ports for all emission points included
in an emissions average as specified in
paragraphs (e)(6)(xi)(A) through
(e)(6)(xi)(C) of this section.

(A) The quarterly reports shall be
submitted no later than 60 days after
the end of each quarter. The first re-
port shall be submitted with the Notifi-
cation of Compliance Status no later
than 150 days after the compliance
date.

(B) The quarterly reports shall in-
clude the information specified in para-
graphs (e)(6)(xi)(B)(1) through
(e)(6)(xi)(B)(7) of this section for all
emission points included in an emis-
sions average.

(1) The credits and debits calculated
each month during the quarter;

(2) A demonstration that debits cal-
culated for the quarter are not more
than 1.30 times the credits calculated
for the quarter, as required under
§ 63.1332(e)(4);

(3) The values of any inputs to the
debit and credit equations in § 63.1332(g)
and (h) that change from month to
month during the quarter or that have
changed since the previous quarter;

(4) Results of any performance tests
conducted during the reporting period
including one complete report for each
test method used for a particular kind
of emission point as described in para-
graph (e)(6)(v) of this section;

(5) Reports of daily average (or batch
cycle daily average) values of mon-
itored parameters for excursions as de-
fined in § 63.1334(f);

(6) For excursions caused by lack of
monitoring data, the duration of peri-
ods when monitoring data were not col-
lected shall be specified; and

(7) Any other information the af-
fected source is required to report
under the operating permit or Emis-

sions Averaging Plan for the affected
source.

(C) Every fourth quarterly report
shall include the following:

(1) A demonstration that annual
credits are greater than or equal to an-
nual debits as required by § 63.1332(e)(3);
and

(2) A certification of compliance with
all the emissions averaging provisions
in § 63.1332.

(xii) The owner or operator of an af-
fected source shall submit quarterly re-
ports for particular emission points
and process sections not included in an
emissions average as specified in para-
graphs (e)(6)(xii)(A) through
(e)(6)(xii)(D) of this section.

(A) The owner or operator of an af-
fected source shall submit quarterly re-
ports for a period of 1 year for an emis-
sion point or process section that is
not included in an emissions average if:

(1) A control or recovery device for a
particular emission point or process
section has more excursions, as defined
in § 63.1334(f), than the number of ex-
cused excursions allowed under
§ 63.1334(g) for a semiannual reporting
period; or

(2) The Administrator requests that
the owner or operator submit quarterly
reports for the emission point or proc-
ess section.

(B) The quarterly reports shall in-
clude all information specified in para-
graphs (e)(6)(iii) through (e)(6)(ix) of
this section applicable to the emission
point or process section for which quar-
terly reporting is required under para-
graph (e)(6)(xii)(A) of this section. In-
formation applicable to other emission
points within the affected source shall
be submitted in the semiannual reports
required under paragraph (e)(6)(i) of
this section.

(C) Quarterly reports shall be sub-
mitted no later than 60 days after the
end of each quarter.

(D) After quarterly reports have been
submitted for an emission point for 1
year without more excursions occur-
ring (during that year) than the num-
ber of excused excursions allowed
under § 63.1334(g), the owner or operator
may return to semiannual reporting
for the emission point or process sec-
tion.
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(7) Other reports. Other reports shall
be submitted as specified in paragraphs
(e)(7)(i) through (e)(7)(iv) of this sec-
tion.

(i) For storage vessels, the notifica-
tions of inspections required by § 63.1314
shall be submitted as specified in
§ 63.122 (h)(1) and (h)(2).

(ii) For owners or operators of af-
fected sources required to request ap-
proval for a nominal control efficiency
for use in calculating credits for an
emissions average, the information
specified in § 63.1332(i) shall be sub-
mitted as specified in paragraph
(e)(7)(ii)(A) or (B) of this section, as ap-
propriate.

(A) If use of a nominal control effi-
ciency is part of the initial Emissions
Averaging Plan described in paragraph
(e)(4)(ii) of this section, the informa-
tion in paragraph (e)(7)(ii) of this sec-
tion shall be submitted with the Emis-
sions Averaging Plan.

(B) If an owner or operator elects to
use a nominal control efficiency after
submittal of the initial Emissions
Averaging Plan as described in para-
graph (e)(4)(ii) of this section, the in-
formation in paragraph (e)(7)(ii) of this
section shall be submitted at the dis-
cretion of the owner or operator.

(iii) When the conditions of
§§ 63.1310(f)(3)(iii), 63.1310(f)(9), or
63.1310(f)(10)(iii) are met, reports of
changes to the primary product for a
TPPU or process unit as required by
§§ 63.1310(f)(3)(iii), 63.1310(f)(9), or
63.1310(f)(10)(iii)(C), respectively, shall
be submitted.

(iv) Owners or operators of TPPU or
emission points (other than equipment
leak components subject to § 63.1331)
that are subject to § 63.1310(i)(1) or (i)(2)
shall submit a report as specified in
paragraphs (e)(7)(iv)(A) and (B) of this
section.

(A) Reports shall include:
(1) A description of the process

change or addition, as appropriate;
(2) The planned start-up date and the

appropriate compliance date, according
to § 63.1310(i)(1) or (2); and

(3) Identification of the group status
of emission points (except equipment
leak components subject to § 63.1331)
specified in paragraphs
(e)(7)(iv)(A)(3)(i) through

(e)(7)(iv)(A)(3)(iii) of this section, as ap-
plicable.

(i) All the emission points in the
added TPPU as described in
§ 63.1310(i)(1).

(ii) All the emission points in an af-
fected source designated as a new af-
fected source under § 63.1310(i)(2)(i).

(iii) All the added or created emission
points as described in § 63.1310(i)(2)(ii)
or (i)(2)(iii).

(4) If the owner or operator wishes to
request approval to use alternative
monitoring parameters, alternative
continuous monitoring or record-
keeping, alternative controls, engi-
neering assessment to estimate emis-
sions from a batch emissions episode,
or wishes to establish parameter moni-
toring levels according to the proce-
dures contained in § 63.1334(c) or (d), a
Precompliance Report shall be sub-
mitted in accordance with paragraph
(e)(7)(iv)(B) of this section.

(B) Reports shall be submitted as
specified in paragraphs (e)(7)(iv)(B)(1)
through (e)(7)(iv)(B)(3) of this section,
as appropriate.

(1) Owners or operators of an added
TPPU subject to § 63.1310(i)(1) shall sub-
mit a report no later than 180 days
prior to the compliance date for the
TPPU.

(2) Owners or operators of an affected
source designated as a new affected
source under § 63.1310(i)(2)(i) shall sub-
mit a report no later than 180 days
prior to the compliance date for the af-
fected source.

(3) Owners or operators of any emis-
sion point (other than equipment leak
components subject to § 63.1331) subject
to § 63.1310(i)(2)(ii) or (i)(2)(iii) shall
submit a report no later than 180 days
prior to the compliance date for those
emission points.

(8) Operating permit application. An
owner or operator who submits an op-
erating permit application instead of
an Emissions Averaging Plan or a
Precompliance Report shall include the
following information with the oper-
ating permit application:

(i) The information specified in para-
graph (e)(4) of this section for points
included in an emissions average; and

(ii) The information specified in
paragraph (e)(3) of this section,
Precompliance Report, as applicable.
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(f) Alternative monitoring parameters.
The owner or operator who has been di-
rected by any section of this subpart or
any section of another subpart ref-
erenced by this subpart, that expressly
referenced this paragraph (f) to set
unique monitoring parameters, or who
requests approval to monitor a dif-
ferent parameter than those specified
in § 63.1314 for storage vessels, § 63.1315
or § 63.1317, as appropriate, for contin-
uous process vents, § 63.1321 for batch
process vents and aggregate batch vent
streams, or § 63.1330 for process waste-
water shall submit the information
specified in paragraphs (f)(1) through
(f)(3) of this section in the
Precompliance Report, as required by
paragraph (e)(3) of this section. The
owner or operator shall retain for a pe-
riod of 5 years each record required by
paragraphs (f)(1) through (f)(3) of this
section.

(1) The required information shall in-
clude a description of the parameter(s)
to be monitored to ensure the recovery
device, control device, or pollution pre-
vention measure is operated in con-
formance with its design and achieves
the specified emission limit, percent
reduction, or nominal efficiency, and
an explanation of the criteria used to
select the parameter(s).

(2) The required information shall in-
clude a description of the methods and
procedures that will be used to dem-
onstrate that the parameter indicates
proper operation, the schedule for this
demonstration, and a statement that
the owner or operator will establish a
level for the monitored parameter as
part of the Notification of Compliance
Status report required in paragraph
(e)(5) of this section, unless this infor-
mation has already been included in
the operating permit application.

(3) The required information shall in-
clude a description of the proposed
monitoring, recordkeeping, and report-
ing system, to include the frequency
and content of monitoring, record-
keeping, and reporting. Further, the
rationale for the proposed monitoring,
recordkeeping, and reporting system
shall be included if either condition in
paragraph (f)(3)(i) or (f)(3)(ii) of this
section is met:

(i) If monitoring and recordkeeping is
not continuous; or

(ii) If reports of daily average values
will not be included in Periodic Re-
ports when the monitored parameter
value is above the maximum level or
below the minimum level as estab-
lished in the operating permit or the
Notification of Compliance Status.

(g) Alternative continuous monitoring
and recordkeeping. An owner or oper-
ator choosing not to implement the
provisions listed in § 63.1315 or § 63.1317,
as appropriate, for continuous process
vents, § 63.1321 for batch process vents
and aggregate batch vent streams, or
§ 63.1330 for process wastewater, may
instead request approval to use alter-
native continuous monitoring and rec-
ordkeeping provisions according to the
procedures specified in paragraphs
(g)(1) through (g)(4) of this section. Re-
quests shall be submitted in the
Precompliance Report as specified in
paragraph (e)(3)(iv) of this section, if
not already included in the operating
permit application, and shall contain
the information specified in paragraphs
(g)(2)(ii) and (g)(3)(ii) of this section, as
applicable.

(1) The provisions in § 63.8(f)(5)(i)
shall govern the review and approval of
requests.

(2) An owner or operator of an af-
fected source that does not have an
automated monitoring and recording
system capable of measuring param-
eter values at least once every 15 min-
utes and that does not generate contin-
uous records may request approval to
use a nonautomated system with less
frequent monitoring, in accordance
with paragraphs (g)(2)(i) and (g)(2)(ii) of
this section.

(i) The requested system shall in-
clude manual reading and recording of
the value of the relevant operating pa-
rameter no less frequently than once
per hour. Daily average (or batch cycle
daily average) values shall be cal-
culated from these hourly values and
recorded.

(ii) The request shall contain:
(A) A description of the planned mon-

itoring and recordkeeping system;
(B) Documentation that the affected

source does not have an automated
monitoring and recording system;

(C) Justification for requesting an al-
ternative monitoring and record-
keeping system; and
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(D) Demonstration to the Adminis-
trator’s satisfaction that the proposed
monitoring frequency is sufficient to
represent control or recovery device
operating conditions, considering typ-
ical variability of the specific process
and control or recovery device oper-
ating parameter being monitored.

(3) An owner or operator may request
approval to use an automated data
compression recording system that
does not record monitored operating
parameter values at a set frequency,
but records all values that meet set
criteria for variation from previously
recorded values, in accordance with
paragraphs (g)(3)(i) and (g)(3)(ii) of this
section.

(i) The requested system shall be de-
signed to:

(A) Measure the operating parameter
value at least once during every 15
minute period;

(B) Except for the monitoring of
batch process vents, calculate hourly
average values each hour during peri-
ods of operation;

(C) Record the date and time when
monitors are turned off or on;

(D) Recognize unchanging data that
may indicate the monitor is not func-
tioning properly, alert the operator,
and record the incident;

(E) Calculate daily average (or batch
cycle daily average) values of the mon-
itored operating parameter based on all
measured data; and

(F) If the daily average is not an ex-
cursion, as defined in § 63.1334(f), the
data for that operating day may be
converted to hourly average values and
the four or more individual records for
each hour in the operating day may be
discarded.

(ii) The request shall contain:
(A) A description of the monitoring

system and data compression recording
system, including the criteria used to
determine which monitored values are
recorded and retained;

(B) The method for calculating daily
averages and batch cycle daily aver-
ages; and

(C) A demonstration that the system
meets all criteria in paragraph (g)(3)(i)
of this section.

(4) An owner or operator may request
approval to use other alternative moni-

toring systems according to the proce-
dures specified in § 63.8(f)(4).

(h) Reduced recordkeeping program.
For any parameter with respect to any
item of equipment, the owner or oper-
ator may implement the recordkeeping
requirements specified in paragraph
(h)(1) or (h)(2) of this section as alter-
natives to the continuous operating pa-
rameter monitoring and recordkeeping
provisions that would otherwise apply
under this subpart. The owner or oper-
ator shall retain for a period of 5 years
each record required by paragraph
(h)(1) or (h)(2) of this section, except as
otherwise provided in paragraph
(h)(1)(vi)(D) of this section.

(1) The owner or operator may retain
only the daily average (or batch cycle
daily average) value, and is not re-
quired to retain more frequent mon-
itored operating parameter values, for
a monitored parameter with respect to
an item of equipment, if the require-
ments of paragraphs (h)(1)(i) through
(h)(1)(vi) of this section are met. An
owner or operator electing to comply
with the requirements of paragraph
(h)(1) of this section shall notify the
Administrator in the Notification of
Compliance Status as specified in para-
graph (e)(5)(xi) of this section or, if the
Notification of Compliance Status has
already been submitted, in the Periodic
Report immediately preceding imple-
mentation of the requirements of para-
graph (h)(1) of this section as specified
in paragraph (e)(6)(ix) of this section.

(i) The monitoring system is capable
of detecting unrealistic or impossible
data during periods of operation other
than start-ups, shutdowns, or malfunc-
tions (e.g., a temperature reading of
¥200 °C on a boiler), and will alert the
operator by alarm or other means. The
owner or operator shall record the oc-
currence. All instances of the alarm or
other alert in an operating day con-
stitute a single occurrence.

(ii) The monitoring system gen-
erates, updated at least hourly
throughout each operating day, a run-
ning average of the monitoring values
that have been obtained during that
operating day, and the capability to
observe this running average is readily
available to the Administrator on-site
during the operating day. The owner or
operator shall record the occurrence of

VerDate 11<MAY>2000 09:45 Sep 10, 2001 Jkt 194147 PO 00000 Frm 00339 Fmt 8010 Sfmt 8002 Y:\SGML\194147T.XXX pfrm07 PsN: 194147T



340

40 CFR Ch. I (7–1–01 Edition)§ 63.1335

any period meeting the criteria in
paragraphs (h)(1)(ii)(A) through
(h)(1)(ii)(C) of this section. All in-
stances in an operating day constitute
a single occurrence.

(A) The running average is above the
maximum or below the minimum es-
tablished limits;

(B) The running average is based on
at least six 1-hour average values; and

(C) The running average reflects a pe-
riod of operation other than a start-up,
shutdown, or malfunction.

(iii) The monitoring system is capa-
ble of detecting unchanging data dur-
ing periods of operation other than
start-ups, shutdowns, or malfunctions,
except in circumstances where the
presence of unchanging data is the ex-
pected operating condition based on
past experience (e.g., pH in some scrub-
bers), and will alert the operator by
alarm or other means. The owner or
operator shall record the occurrence.
All instances of the alarm or other
alert in an operating day constitute a
single occurrence.

(iv) The monitoring system will alert
the owner or operator by an alarm or
other means, if the running average pa-
rameter value calculated under para-
graph (h)(1)(ii) of this section reaches a
set point that is appropriately related
to the established limit for the param-
eter that is being monitored.

(v) The owner or operator shall verify
the proper functioning of the moni-
toring system, including its ability to
comply with the requirements of para-
graph (h)(1) of this section, at the
times specified in paragraphs
(h)(1)(v)(A) through (h)(1)(v)(C). The
owner or operator shall document that
the required verifications occurred.

(A) Upon initial installation.
(B) Annually after initial installa-

tion.
(C) After any change to the program-

ming or equipment constituting the
monitoring system, which might rea-
sonably be expected to alter the moni-
toring system’s ability to comply with
the requirements of this section.

(vi) The owner or operator shall re-
tain the records identified in para-
graphs (h)(1)(vi)(A) through
(h)(1)(vi)(D) of this section.

(A) Identification of each parameter,
for each item of equipment, for which

the owner or operator has elected to
comply with the requirements of para-
graph (h) of this section.

(B) A description of the applicable
monitoring system(s), and of how com-
pliance will be achieved with each re-
quirement of paragraphs (h)(1)(i)
through (h)(1)(v) of this section. The
description shall identify the location
and format (e.g., on-line storage, log
entries) for each required record. If the
description changes, the owner or oper-
ator shall retain both the current and
the most recent superseded description,
as provided in paragraph (a) of this sec-
tion, except as provided in paragraph
(h)(1)(vi)(D) of this section.

(C) A description, and the date, of
any change to the monitoring system
that would reasonably be expected to
impair its ability to comply with the
requirements of paragraph (h)(1) of this
section.

(D) Owners and operators subject to
paragraph (h)(1)(vi)(B) of this section
shall retain the current description of
the monitoring system as long as the
description is current. The current de-
scription shall, at all times, be re-
tained on-site or be accessible from a
central location by computer or other
means that provides access within 2
hours after a request. The owner or op-
erator shall retain all superseded de-
scriptions for at least 5 years after the
date of their creation. Superseded de-
scriptions shall be retained on-site (or
accessible from a central location by
computer or other means that provides
access within 2 hours after a request)
for at least 6 months after their cre-
ation. Thereafter, superseded descrip-
tions may be stored off-site.

(2) If an owner or operator has elect-
ed to implement the requirements of
paragraph (h)(1) of this section for a
monitored parameter with respect to
an item of equipment and a period of 6
consecutive months has passed without
an excursion as defined in paragraph
(h)(2)(iv) of this section, the owner or
operator is no longer required to record
the daily average (or batch cycle daily
average) value for any operating day
when the daily average (or batch cycle
daily average) value is less than the
maximum or greater than the min-
imum established limit. With approval
by the Administrator, monitoring data
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generated prior to the compliance date
of this subpart shall be credited toward
the period of 6 consecutive months, if
the parameter limit and the moni-
toring accomplished during the period
prior to the compliance date was re-
quired and/or approved by the Adminis-
trator.

(i) If the owner or operator elects not
to retain the daily average (or batch
cycle daily average) values, the owner
or operator shall notify the Adminis-
trator in the next Periodic Report as
specified in paragraph (e)(6)(x) of this
section. The notification shall identify
the parameter and unit of equipment.

(ii) If, on any operating day after the
owner or operator has ceased recording
daily average (or batch cycle daily av-
erage) values as provided in paragraph
(h)(2) of this section, there is an excur-
sion as defined in paragraph (h)(2)(iv)
of this section, the owner or operator
shall immediately resume retaining
the daily average (or batch cycle daily
average) value for each operating day
and shall notify the Administrator in
the next Periodic Report. The owner or
operator shall continue to retain each
daily average (or batch cycle daily av-
erage) value until another period of 6
consecutive months has passed without
an excursion as defined in paragraph
(h)(2)(iv) of this section.

(iii) The owner or operator shall re-
tain the records specified in paragraphs
(h)(1)(i) through (h)(1)(iii) of this sec-

tion, for the duration specified in para-
graph (h) of this section. For any cal-
endar week, if compliance with para-
graphs (h)(1)(i) through (h)(1)(iv) of this
section does not result in retention of
a record of at least one occurrence or
measured parameter value, the owner
or operator shall record and retain at
least one parameter value during a pe-
riod of operation other than a start-up,
shutdown, or malfunction.

(iv) For purposes of paragraph (h) of
this section, an excursion means that
the daily average (or batch cycle daily
average) value of monitoring data for a
parameter is greater than the max-
imum, or less than the minimum estab-
lished value, except as provided in
paragraphs (h)(2)(iv)(A) and
(h)(2)(iv)(B) of this section.

(A) The daily average (or batch cycle
daily average) value during any start-
up, shutdown, or malfunction shall not
be considered an excursion for purposes
of paragraph (h)(2) of this section, if
the owner or operator follows the ap-
plicable provisions of the start-up,
shutdown, and malfunction plan re-
quired by § 63.6(e)(3).

(B) An excused excursion, as de-
scribed in § 63.1334(g), shall not be con-
sidered an excursion for purposes of
paragraph (h)(2) of this section.

[61 FR 48229, Sept. 12, 1996, as amended at 64
FR 11553, Mar. 9, 1999; 65 FR 38131, June 19,
2000]

TABLES TO SUBPT. JJJ OF PART 63

TABLE 1 TO SUBPART JJJ OF PART 63.—APPLICABILITY OF GENERAL PROVISIONS TO SUBPART JJJ
AFFECTED SOURCES

Reference Applies to
subpart JJJ Explanation

63.1(a)(1) ........................................................................ Yes .................................. § 63.1312 specifies definitions in addition
to or that supersede definitions in § 63.2.

63.1(a)(2) ........................................................................ Yes.
63.1(a)(3) ........................................................................ Yes .................................. § 63.1311(g) through (l) and § 63.160(b)

identify those standards which may
apply in addition to the requirements of
subparts JJJ and H of this part, and
specify how compliance shall be
achieved.

63.1(a)(4) ........................................................................ Yes .................................. Subpart JJJ (this table) specifies the appli-
cability of each paragraph in subpart A
to subpart JJJ.

63.1(a)(5) ........................................................................ No .................................... [Reserved]
63.1(a)(6)–63.1(a)(8) ...................................................... Yes.
63.1(a)(9) ........................................................................ No .................................... [Reserved]
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TABLE 1 TO SUBPART JJJ OF PART 63.—APPLICABILITY OF GENERAL PROVISIONS TO SUBPART JJJ
AFFECTED SOURCES—Continued

Reference Applies to
subpart JJJ Explanation

63.1(a)(10) ...................................................................... Yes.
63.1(a)(11) ...................................................................... Yes.
63.1(a)(12)–63.1(a)(14) .................................................. Yes.
63.1(b)(1) ........................................................................ No .................................... § 63.1310(a) contains specific applicability

criteria.
63.1(b)(2) ........................................................................ Yes.
63.1(b)(3) ........................................................................ No .................................... § 63.1310(b) provides documentation re-

quirements for TPPUs not considered af-
fected sources.

63.1(c)(1) ........................................................................ Yes .................................. Subpart JJJ (this table) specifies the appli-
cability of each paragraph in subpart A
to subpart JJJ.

63.1(c)(2) ........................................................................ No .................................... Area sources are not subject to subpart
JJJ.

63.1(c)(3) ........................................................................ No .................................... [Reserved]
63.1(c)(4) ........................................................................ Yes.
63.1(c)(5) ........................................................................ Yes .................................. Except that affected sources are not re-

quired to submit notifications that are not
required by subpart JJJ.

63.1(d) ............................................................................ No .................................... [Reserved]
63.1(e) ............................................................................ Yes.
63.2 ................................................................................ Yes .................................. § 63.1312 specifies those subpart A defini-

tions that apply to subpart JJJ.
63.3 ................................................................................ Yes.
63.4(a)(1)–63.4(a)(3) ...................................................... Yes.
63.4(a)(4) ........................................................................ No .................................... [Reserved]
63.4(a)(5) ........................................................................ Yes.
63.4(b) ............................................................................ Yes.
63.4(c) ............................................................................ Yes.
63.5(a)(1) ........................................................................ Yes .................................. Except the terms ‘‘source’’ and ‘‘stationary

source’’ should be interpreted as having
the same meaning as ‘‘affected source.’’

63.5(a)(2) ........................................................................ Yes.
63.5(b)(1) ........................................................................ Yes .................................. Except § 63.1310(i) defines when construc-

tion or reconstruction is subject to new
source standards.

63.5(b)(2) ........................................................................ No .................................... [Reserved]
63.5(b)(3) ........................................................................ Yes.
63.5(b)(4) ........................................................................ Yes .................................. Except that the Initial Notification and

§ 63.9(b) requirements do not apply.
63.5(b)(5) ........................................................................ Yes.
63.5(b)(6) ........................................................................ Yes .................................. Except that § 63.1310(i) defines when con-

struction or reconstruction is subject to
new source standards.

63.5(c) ............................................................................ No .................................... [Reserved]
63.5(d)(1)(i) .................................................................... Yes .................................. Except that the references to the Initial No-

tification and § 63.9(b)(5) do not apply.
63.5(d)(1)(ii) .................................................................... Yes .................................. Except that § 63.5(d)(1)(ii)(H) does not

apply.
63.5(d)(1)(iii) ................................................................... No .................................... §§ 63.1335(e)(5) and 63.1331(a)(4) specify

Notification of Compliance Status re-
quirements.

63.5(d)(2) ........................................................................ No.
63.5(d)(3) ........................................................................ Yes .................................. Except § 63.5(d)(3)(ii) does not apply, and

equipment leaks subject to § 63.1331
are exempt.

63.5(d)(4) ........................................................................ Yes.
63.5(e) ............................................................................ Yes.
63.5(f)(1) ......................................................................... Yes.
63.5(f)(2) ......................................................................... Yes .................................. Except that where § 63.9(b)(2) is referred

to, the owner or operator need not com-
ply.

63.6(a) ............................................................................ Yes.
63.6(b)(1) ........................................................................ No .................................... The dates specified in § 63.1311(b) apply,

instead.
63.6(b)(2) ........................................................................ No.
63.6(b)(3) ........................................................................ No.
63.6(b)(4) ........................................................................ No.
63.6(b)(5) ........................................................................ No.
63.6(b)(6) ........................................................................ No .................................... [Reserved]
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TABLE 1 TO SUBPART JJJ OF PART 63.—APPLICABILITY OF GENERAL PROVISIONS TO SUBPART JJJ
AFFECTED SOURCES—Continued

Reference Applies to
subpart JJJ Explanation

63.6(b)(7) ........................................................................ No.
63.6(c)(1) ........................................................................ Yes .................................. Except that § 63.1311 specifies the compli-

ance date.
63.6(c)(2) ........................................................................ No.
63.6(c)(3) ........................................................................ No .................................... [Reserved]
63.6(c)(4) ........................................................................ No .................................... [Reserved]
63.6(c)(5) ........................................................................ Yes.
63.6(d) ............................................................................ No .................................... [Reserved]
63.6(e) ............................................................................ Yes .................................. Except as otherwise specified for individual

paragraphs. Does not apply to Group 2
emission points, unless they are in-
cluded in an emissions average.a

63.6(e)(1)(i) .................................................................... No .................................... This is addressed by § 63.1310(j)(4).
63.6(e)(1)(ii) .................................................................... Yes.
63.6(e)(1)(iii) ................................................................... Yes.
63.6(e)(2) ........................................................................ Yes.
63.6(e)(3)(i) .................................................................... Yes .................................. For equipment leaks (subject to

§ 63.1331), the start-up, shutdown, and
malfunction plan requirement of
§ 63.6(e)(3)(i) is limited to control de-
vices and is optional for other equip-
ment. The start-up, shutdown, malfunc-
tion plan may include written procedures
that identify conditions that justify a
delay of repair.

63.6(e)(3)(i)(A) ................................................................ No .................................... This is addressed by § 63.1310(j)(4).
63.6(e)(3)(i)(B) ................................................................ Yes ..................................
63.6(e)(3)(i)(C) ............................................................... Yes.
63.6(e)(3)(ii) .................................................................... Yes ..................................
63.3(e)(3)(iii) ................................................................... No .................................... Recordkeeping and reporting are specified

in § 63.1335(b)(1).
63.6(e)(3)(iv) ................................................................... No .................................... Recordkeeping and reporting are specified

in § 63.1335(b)(1).
63.6(e)(3)(v) ................................................................... Yes.
63.6(e)(3)(vi) ................................................................... Yes.
63.6(e)(3)(vii) .................................................................. Yes.
63.6(e)(3)(vii) (A) ............................................................ Yes.
63.6(e)(3)(vii) (B) ............................................................ Yes .................................. Except the plan shall provide for operation

in compliance with § 63.1310(j)(4).
63.6(e)(3)(vii) (C) ............................................................ Yes.
63.6(e)(3)(viii) ................................................................. Yes.
63.6(f)(1) ......................................................................... Yes.
63.6(f)(2) ......................................................................... Yes .................................. Except § 63.7(c), as referred to in

§ 63.6(f)(2)(iii)(D), does not apply, and
except that § 63.6(f)(2)(ii) does not apply
to equipment leaks subject to § 63.1331.

63.6(f)(3) ......................................................................... Yes.
63.6(g) ............................................................................ Yes.
63.6(h) ............................................................................ No .................................... Subpart JJJ does not require opacity and

visible emission standards.
63.6(i)(1) ......................................................................... Yes.
63.6(i)(2) ......................................................................... Yes.
63.6(i)(3) ......................................................................... Yes.
63.6(i)(4)(i)(A) ................................................................. Yes.
63.6(i)(4)(i)(B) ................................................................. No .................................... Dates are specified in § 63.1311(e) and

§ 63.1335(e)(3)(i).
63.6(i)(4)(ii) ..................................................................... No.
63.6(i)(5)–(14) ................................................................ Yes.
63.6(i)(15) ....................................................................... No .................................... [Reserved]
63.6(i)(16) ....................................................................... Yes.
63.6(j) ............................................................................. Yes.
63.7(a)(1) ........................................................................ Yes.
63.7(a)(2) ........................................................................ No .................................... § 63.1335(e)(5) specifies the submittal

dates of performance test results for all
emission points except equipment leaks;
for equipment leaks, compliance dem-
onstration results are reported in the
Periodic Reports.

63.7(a)(3) ........................................................................ Yes.
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TABLE 1 TO SUBPART JJJ OF PART 63.—APPLICABILITY OF GENERAL PROVISIONS TO SUBPART JJJ
AFFECTED SOURCES—Continued

Reference Applies to
subpart JJJ Explanation

63.7(b) ............................................................................ No .................................... § 63.1333(a)(4) specifies notification re-
quirements.

63.7(c) ............................................................................ No.
63.7(d) ............................................................................ Yes.
63.7(e)(1) ........................................................................ Yes .................................. Except that all performance tests shall be

conducted at maximum representative
operating conditions achievable at the
time without disruption of operations or
damage to equipment.

63.7(e)(2) ........................................................................ Yes.
63.7(e)(3) ........................................................................ No .................................... Subpart JJJ specifies requirements.
63.7(e)(4) ........................................................................ Yes.
63.7(f) ............................................................................. Yes .................................. Except that § 63.144(b)(5)(iii)(A) and (B)

shall apply for process wastewater. Also,
because a site specific test plan is not
required, the notification deadline in
§ 63.7(f)(2)(i) shall be 60 days prior to
the performance test, and in § 63.7(f)(3),
approval or disapproval of the alternative
test method shall not be tied to the site
specific test plan.

63.7(g) ............................................................................ Yes .................................. Except that the requirements in
§ 63.1335(e)(5) shall apply instead of
references to the Notification of Compli-
ance Status report in § 63.9(h). In addi-
tion, equipment leaks subject to
§ 63.1331 are not required to conduct
performance tests.

63.7(h) ............................................................................ Yes .................................. Except § 63.7(h)(4)(ii) is not applicable, be-
cause the site-specific test plans in
§ 63.7(c)(2) are not required.

63.8(a)(1) ........................................................................ Yes.
63.8(a)(2) ........................................................................ No.
63.8(a)(3) ........................................................................ No .................................... [Reserved]
63.8(a)(4) ........................................................................ Yes.
63.8(b)(1) ........................................................................ Yes.
63.8(b)(2) ........................................................................ No .................................... Subpart JJJ specifies locations to conduct

monitoring.
63.8(b)(3) ........................................................................ Yes.
63.8(c)(1) ........................................................................ Yes.
63.8(c)(1)(i) ..................................................................... Yes.
63.8(c)(1)(ii) .................................................................... No .................................... For all emission points except equipment

leaks, comply with § 63.1335(b)(1)(i)(B);
for equipment leaks, comply with
§ 63.181(g)(2)(iii).

63.8(c)(1)(iii) ................................................................... Yes.
63.8(c)(2) ........................................................................ Yes.
63.8(c)(3) ........................................................................ Yes.
63.8(c)(4) ........................................................................ No .................................... § 63.1334 specifies monitoring frequency;

not applicable to equipment leaks be-
cause § 63.1331 does not require contin-
uous monitoring systems.

63.8(c)(5)–63.8(c)(8) ...................................................... No.
63.8(d) ............................................................................ No.
63.8(e) ............................................................................ No.
63.8(f)(1)–63.8(f)(3) ........................................................ Yes.
63.8(f)(4)(i) ..................................................................... No .................................... Timeframe for submitting request is speci-

fied in § 63.1335(f) or (g); not applicable
to equipment leaks because § 63.1331
(through reference to subpart H) speci-
fies acceptable alternative methods.

63.8(f)(4)(ii) ..................................................................... No .................................... Contents of request are specified in
§ 63.1335(f) or (g).

63.8(f)(4)(iii) .................................................................... No.
63.8(f)(5)(i) ..................................................................... Yes.
63.8(f)(5)(ii) ..................................................................... No.
63.8(f)(5)(iii) .................................................................... Yes.
63.8(f)(6) ......................................................................... No .................................... Subpart JJJ does not require continuous

emission monitors.
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TABLE 1 TO SUBPART JJJ OF PART 63.—APPLICABILITY OF GENERAL PROVISIONS TO SUBPART JJJ
AFFECTED SOURCES—Continued

Reference Applies to
subpart JJJ Explanation

63.8(g) ............................................................................ No .................................... Data reduction procedures specified in
§ 63.1335(d) and (h); not applicable to
equipment leaks.

63.9(a) ............................................................................ Yes.
63.9(b) ............................................................................ No .................................... Subpart JJJ does not require an initial noti-

fication.
63.9(c) ............................................................................ Yes.
63.9(d) ............................................................................ Yes.
63.9(e) ............................................................................ No .................................... § 63.1333(a)(4) specifies notification dead-

line.
63.9(f) ............................................................................. No .................................... Subpart JJJ does not require opacity and

visible emission standards.
63.9(g) ............................................................................ No.
63.9(h) ............................................................................ No .................................... § 63.1335(e)(5) specifies Notification of

Compliance Status requirements.
63.9(i) ............................................................................. Yes.
63.9(j) ............................................................................. No.
63.10(a) .......................................................................... Yes.
63.10(b)(1) ...................................................................... No .................................... § 63.1335(a) specifies record retention re-

quirements.
63.10(b)(2) ...................................................................... No .................................... Subpart JJJ specifies recordkeeping re-

quirements.
63.10(b)(3) ...................................................................... No .................................... § 63.1310(b) requires documentation of

sources that are not affected sources.
63.10(c) .......................................................................... No .................................... § 63.1335 specifies recordkeeping require-

ments.
63.10(d)(1) ...................................................................... Yes.
63.10(d)(2) ...................................................................... No .................................... § 63.1335(e) specifies performance test re-

porting requirements; not applicable to
equipment leaks.

63.10(d)(3) ...................................................................... No .................................... Subpart JJJ does not require opacity and
visible emission standards.

63.10(d)(4) ...................................................................... Yes.
63.10(d)(5)(i) .................................................................. Yes .................................. Except that reports required by

§ 63.10(d)(5)(i) may be submitted at the
same time as Periodic Reports specified
in § 63.1335(e)(6). The start-up, shut-
down, and malfunction plan, and any
records or reports of start-up, shutdown,
and malfunction do not apply to Group 2
emission points unless they are included
in an emissions average.

63.10(d)(5)(ii) .................................................................. No.
63.10(e) .......................................................................... No .................................... § 63.1335 specifies reporting requirements.
63.10(f) ........................................................................... Yes.
63.11 .............................................................................. Yes .................................. Except that instead of § 63.11(b),

§ 63.1333(e) shall apply.
63.12 .............................................................................. Yes .................................. Except that the authority of § 63.1332(i)

and the authority of § 63.177 (for equip-
ment leaks) shall not be delegated to
States.

63.13–63.15 ................................................................... Yes.

a The plan and any records or reports of start-up, shutdown, and malfunction do not apply to Group 2 emission points unless
they are included in an emissions average.

[65 FR 38138, June 19, 2000]

TABLE 2 TO SUBPART JJJ OF PART 63.—GROUP 1 STORAGE VESSELS AT EXISTING AFFECTED
SOURCES

Vessel capacity
(cubic meters)

Vapor pres-
sure a

(kilopascals)

75≤capacity 151 ........................................................................................................................................................ ≥13.1
151≤capacity ............................................................................................................................................................. ≥5.2

a Maximum true vapor pressure of total organic HAP at storage temperature.
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[65 FR 38142, June 19, 2000]

TABLE 3 TO SUBPART JJJ OF PART 63.—GROUP 1 STORAGE VESSELS AT EXISTING AFFECTED
SOURCES PRODUCING THE LISTED THERMOPLASTICS

Thermoplastic Chemical a Vessel capacity (cubic
meters)

Vapor pres-
sure b

(kilopascals)

ASA/AMSAN c ......................................... styrene/acrylonitrile mixture ................... ≥ 3.78 .............................. ≥ 0.47
acrylonitrile ............................................. ≥ 75.7 .............................. ≥ 1.62

Polystyrene, continuous processes ........ all chemicals ........................................... <75.7 ............................... ≥ 14.2
≥ 75.7.

≥ 1.9
Nitrilec ..................................................... acrylonitrile ............................................. ≥ 13.25 ............................ ≥ 1.8

a Vessel capacity and vapor pressure criteria are specific to the listed chemical or to ‘‘all chemicals,’’ as indicated.
b Maximum true vapor pressure of total organic HAP at storage temperature.
c The applicability criteria in Table 2 of this subpart shall be used for chemicals not specifically listed in this table (i.e., Table 3).

[64 FR 11553, Mar. 9, 1999]

TABLE 4 OF SUBPART JJJ OF PART 63.—GROUP 1 STORAGE VESSELS AT NEW AFFECTED SOURCES

Vessel capacity (cubic meters)
Vapor

pressure a

(kilopascals)

38 ≤ capacity < 151 ................................................................................................................................................... ≥13.1
151 ≤ capacity ........................................................................................................................................................... ≥0.7

a Maximum true vapor pressure of total organic HAP at storage temperature.

TABLE 5 TO SUBPART JJJ OF PART 63.—GROUP 1 STORAGE VESSELS AT NEW AFFECTED SOURCES
PRODUCING THE LISTED THERMOPLASTICS

Thermoplastic Chemical a Vessel capacity
(cubic meters)

Vapor pressure b

(kilopascals)

ASA/AMSAN c ................................ Styrene/ acrylonitrile mixture ......... ≥ 3.78 .............................. ≥ 0.47
Acrylonitrile .................................... ≥ 75.7 .............................. ≥ 1.62

SAN, continuous d .......................... All chemicals ................................. ≥ 2,271 ............................ ≥ 0.5 and < 0.7
< 151 ............................... ≥ 10
≥ 151 ............................... ≥ 0.7

Nitrile c ............................................ Acrylonitrile .................................... ≥ 13.25 ............................ ≥ 1.8
Polystyrene, continuous processes All chemicals ................................. ≥ 19.6 and <45.4 ............. ≥ 7.48

≥ 45.4 and <109.8 ........... ≥ 0.61
≥ 109.8 ............................ ≥ 0.53

ABS, continuous mass .................. Styrene .......................................... ≥ 45.43 ............................ ≥ 0.078
All other chemicals ........................ ≥ 38 and < 45.43 ............. ≥ 13.1

≥ 45.43 ............................ ≥ 0.53

a Vessel capacity and vapor pressure criteria are specific to the listed chemical, to ‘‘all chemicals,’’ or to ‘‘all other chemicals,’’
as indicated.

b Maximum true vapor pressure of total organic HAP at storage temperature.
c The applicability criteria in Table 4 of this subpart shall be used for chemicals not specifically listed in this table (i.e., Table 5).
d The control level for the first two sets of applicability criteria are specified in 63.1314 as 90% and 98%, respectively. The con-

trol level for the third set of applicability criteria is the HON control level of 95%.

[64 FR 11553, Mar. 9, 1999]

TABLE 6 TO SUBPART JJJ OF PART 63.—KNOWN ORGANIC HAP EMITTED FROM THE PRODUCTION
OF THERMOPLASTIC PRODUCTS

Thermoplastic product/
subcategory

Organic HAP/chemical name (CAS No.)

Acetal-
dehyde (75–

07–0)

Acrylonitrile
(107–13–1)

1,3 Buta-
diene (106–

99-0)

1,4-Dioxane
(123–91-1)

Ethylene
Glycol

(107–21-1)

Methanol
(67–56-1)

Styrene
(100–42-5)

ABS latex ...................... ✔ ✔ ✔
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TABLE 6 TO SUBPART JJJ OF PART 63.—KNOWN ORGANIC HAP EMITTED FROM THE PRODUCTION
OF THERMOPLASTIC PRODUCTS—Continued

Thermoplastic product/
subcategory

Organic HAP/chemical name (CAS No.)

Acetal-
dehyde (75–

07–0)

Acrylonitrile
(107–13–1)

1,3 Buta-
diene (106–

99-0)

1,4-Dioxane
(123–91-1)

Ethylene
Glycol

(107–21-1)

Methanol
(67–56-1)

Styrene
(100–42-5)

BS using a batch emul-
sion process .............. ✔ ✔ ✔

ABS using a batch sus-
pension process ........ ✔ ✔ ✔

ABS using a continuous
emulsion process ...... ✔ ✔ ✔

ABS using a continuous
mass process ............ ✔ ✔ ✔

ASA/AMSAN ................. ✔ ✔
EPS ............................... ✔
MABS ............................ ✔
BS ................................. ✔ ✔
Nitrile resin .................... ✔
PET using a batch di-

methyl terephthalate
process ...................... ✔ ✔ ✔ ✔

PET using a batch ter-
ephthalic acid process ✔ ✔ ✔

PET using a continuous
dimethyl terephthalate
process ...................... ✔ ✔ ✔ ✔

PET using a continuous
terephthalic acid proc-
ess ............................. ✔ ✔ ✔

PET using a continuous
terephthalic acid high
viscosity multiple end
finisher process ......... ✔ ✔ ✔

Polystyrene resin using
a batch process ......... ✔

Polystyrene resin using
a continuous process ✔

SAN using a batch proc-
ess ............................. ✔ ✔

SAN using a continuous
process ...................... ✔ ✔

CAS No. = Chemical Abstract Service Number.
ABS = Acrylonitrile butadiene styrene resin.
ASA/AMSAN = Acrylonitrile styrene resin/alpha methyl styrene acrylonitrile resin.
EPS = expandable polystyrene resin.
MABS = methyl methacrylate acrylonitrile butadiene styrene resin.
PET = poly(ethylene terephthalate) resin.
SAN = styrene acrylonitrile resin.
MBS = methyl methacrylate butadiene styrene resin.

[65 FR 38142, June 19, 2000]

TABLE 7 OF SUBPART JJJ OF PART 63.—GROUP 1 BATCH PROCESS VENTS AND AGGREGATE BATCH
VENT STREAMS—MONITORING, RECORDKEEPING, AND REPORTING REQUIREMENTS

Control device Parameters to be monitored Recordkeeping and reporting requirements for mon-
itored parameters

Thermal incinerator ................................. Firebox temperature a ............... 1. Continuous records as specified in
§ 63.1326(e)(1).b

2. Record and report the average firebox tempera-
ture measured during the performance test—
NCS.c

3. Record the batch cycle daily average firebox
temperature as specified in § 63.1326(e)(2).

4. Report all batch cycle daily average tempera-
tures that are below the minimum operating value
established in the NCS or operating permit and
all instances when monitoring data are not col-
lected—PR.d, e
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TABLE 7 OF SUBPART JJJ OF PART 63.—GROUP 1 BATCH PROCESS VENTS AND AGGREGATE BATCH
VENT STREAMS—MONITORING, RECORDKEEPING, AND REPORTING REQUIREMENTS—Continued

Control device Parameters to be monitored Recordkeeping and reporting requirements for mon-
itored parameters

Catalytic incinerator ................................. Temperature upstream and
downstream of the catalyst
bed.

1. Continuous records as specified in
§ 63.1326(e)(1).b

2. Record and report the average upstream and
downstream temperatures and the average tem-
perature difference across the catalyst bed meas-
ured during the performance test—NCS.c

3. Record the batch cycle daily average upstream
temperature and temperature difference across
catalyst bed as specified in § 63.1326(e)(2).

4. Report all batch cycle daily average upstream
temperatures that are below the minimum up-
stream value established in the NCS or operating
permit—PR.d, e

5. Report all batch cycle daily average temperature
differences across the catalyst bed that are below
the minimum difference established in the NCS or
operating permit—PR.d,e

6. Report all instances when monitoring data are
not collected.e

Boiler or Process Heater with a design
heat input capacity less than 44
megawatts and where the batch proc-
ess vents or aggregate batch vent
streams are not introduced with or
used as the primary fuel.

Firebox temperature a ............... 1. Continuous records as specified in
§ 63.1326(e)(1).b

2. Record and report the average firebox tempera-
ture measured during the performance test—
NCSc

3. Record the batch cycle daily average firebox
temperature as specified in § 63.1326(e)(2).d

4. Report all batch cycle daily average tempera-
tures that are below the minimum operating value
established in the NCS or operating permit and
all instances when monitoring data are not col-
lected—PR.d e

Flare ........................................................ Presence of a flame at the
pilot light.

1. Hourly records of whether the monitor was con-
tinuously operating during batch emission epi-
sodes, or portions thereof, selected for control
and whether a flame was continuously present at
the pilot light during said periods.

2. Record and report the presence of a flame at the
pilot light over the full period of the compliance
determination—NCS.c

3. Record the times and durations of all periods
during batch emission episodes, or portions
thereof, selected for control when all flames at
the pilot light of a flare are absent or the monitor
is not operating.

4. Report the times and durations of all periods dur-
ing batch emission episodes, or portions thereof,
selected for control when all flames at the pilot
light of a flare are absent—PR.d

Scrubber for halogenated batch process
vents or aggregate batch vent streams
(Note: Controlled by a combustion de-
vice other than a flare).

pH of scrubber effluent, and .... 1. Continuous records as specified in
§ 63.1326(e)(1). b

2. Record and report the average pH of the scrub-
ber effluent measured during the performance
test—NCS.c

3. Record the batch cycle daily average pH of the
scrubber effluent as specified in § 63.1326(e)(2).

4. Report all batch cycle daily average pH values of
the scrubber effluent that are below the minimum
operating value established in the NCS or oper-
ating permit and all instances when monitoring
data are not collected—PR.d thnsp;e
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TABLE 7 OF SUBPART JJJ OF PART 63.—GROUP 1 BATCH PROCESS VENTS AND AGGREGATE BATCH
VENT STREAMS—MONITORING, RECORDKEEPING, AND REPORTING REQUIREMENTS—Continued

Control device Parameters to be monitored Recordkeeping and reporting requirements for mon-
itored parameters

Scrubber for halogenated batch process
vents or aggregate batch vent streams
(Note: Controlled by a combustion de-
vice other than a flare).

Scrubber liquid and gas flow
rates § 63.1324(b)(4)(ii).

1. Records as specified in § 63.1326(e)(1). b

2. Record and report the scrubber liquid/gas ratio
averaged over the full period of the performance
test—NCS.c

3. Record the batch cycle daily average scrubber
liquid/gas ratio as specified in § 63.1326(e)(2).

4. Report all batch cycle daily average scrubber liq-
uid/gas ratios that are below the minimum value
established in the NCS or operating permit and
all instances when monitoring data are not col-
lected—PR.d, e

Absorber f ................................................ Exit temperature of the absorb-
ing liquid, and.

1. Continuous records as specified in
§ 63.1326(e)(1).b

2. Record and report the average exit temperature
of the absorbing liquid measured during the per-
formance test—NCS.c

3. Record the batch cycle daily average exit tem-
perature of the absorbing liquid as specified in
§ 63.1326(e)(2) for each batch cycle.

4. Report all the batch cycle daily average exit tem-
peratures of the absorbing liquid that are below
the minimum operating value established in the
NCS or operating permit and all instances when
monitoring data are not collected—PR.d, e

Absorber f ................................................ Exit specific gravity for the ab-
sorbing liquid.

1. Continuous records as specified in
§ 63.1326(e)(1).b

2. Record and report the average exit specific grav-
ity measured during the performance test—NCS.c

3. Record the batch cycle daily average exit specific
gravity as specified in § 63.1326(e)(2).

4. Report all batch cycle daily average exit specific
gravity values that are below the minimum oper-
ating value established in the NCS or operating
permit and all instances when monitoring data
are not collected—PR.d, e

Condenser f ............................................. Exit (product side) temperature 1. Continuous records as specified in
§ 63.1326(e)(1).b

2. Record and report the average exit temperature
measured during the performance test—NCS.c

3. Record the batch cycle daily average exit tem-
perature as specified in § 63.1326(e)(2).

4. Report all batch cycle daily average exit tem-
peratures that are above the maximum operating
value established in the NCS or operating permit
and all instances when monitoring data are not
collected—PR.d, e

Carbon Adsorber f ................................... Total regeneration steam flow
or nitrogen flow, or pressure
(gauge or absolute) during
carbon bed regeneration
cycle(s), and.

1. Record the total regeneration steam flow or nitro-
gen flow, or pressure for each carbon bed regen-
eration cycle.

2. Record and report the total regeneration steam
flow or nitrogen flow, or pressure during each
carbon bed regeneration cycle measured during
the performance test—NCS.c

3. Report all carbon bed regeneration cycles when
the total regeneration steam flow or nitrogen flow,
or pressure is above the maximum value estab-
lished in the NCS or operating permit—PR.d, e

Carbon Adsorber ..................................... Temperature of the carbon bed
after regeneration and within
15 minutes of completing
any cooling cycle(s).

1. Record the temperature of the carbon bed after
each regeneration and within 15 minutes of com-
pleting any cooling cycle(s).

2. Record and report the temperature of the carbon
bed after each regeneration and within 15 min-
utes of completing any cooling cycles(s) meas-
ured during the performance test—NCS.c
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TABLE 7 OF SUBPART JJJ OF PART 63.—GROUP 1 BATCH PROCESS VENTS AND AGGREGATE BATCH
VENT STREAMS—MONITORING, RECORDKEEPING, AND REPORTING REQUIREMENTS—Continued

Control device Parameters to be monitored Recordkeeping and reporting requirements for mon-
itored parameters

3. Report all carbon bed regeneration cycles when
the temperature of the carbon bed after regenera-
tion, or within 15 minutes of completing any cool-
ing cycle(s), is above the maximum value estab-
lished in the NCS or operating permit—PR.d, e

All control devices ................................... Diversion to the atmosphere
from the control device or.

1. Hourly records of whether the flow indicator was
operating during batch emission episodes, or por-
tions thereof, selected for control and whether a
diversion was detected at any time during said
periods as specified in § 63.1326(e)(3).

2. Record and report the times of all periods during
batch emission episodes, or portions thereof, se-
lected for control when emissions are diverted
through a bypass line or the flow indicator is not
operating—PR.d

All control devices ................................... Monthly inspections of sealed
valves.

1. Records that monthly inspections were per-
formed as specified in § 63.1326(e)(4)(i).

2. Record and report all monthly inspections that
show the valves are in the diverting position or
that a seal has been broken—PR.d

Absorber, Condenser, and Carbon
Adsorber (as an alternative to the re-
quirements previously presented in
this table).

Concentration level or reading
indicated by an organic mon-
itoring device at the outlet of
the control device.

1. Continuous records as specified in
§ 63.1326(e)(1).b

2. Record and report the average batch vent con-
centration level or reading measured during the
performance test—NCS.c

3. Record the batch cycle daily average concentra-
tion level or reading as specified in
§ 63.1326(e)(2).

4. Report all batch cycle daily average concentra-
tion levels or readings that are above the max-
imum value established in the NCS or operating
permit and all instances when monitoring data
are not collected—PR.d, e

a Monitor may be installed in the firebox or in the ductwork immediately downstream of the firebox before any substantial heat
exchange is encountered.

b ‘‘Continuous records’’; is defined in § 63.111.
c NCS = Notification of Compliance Status described in § 63.1335(e)(5).
d PR = Periodic Reports described in § 63.1335(e)(6).
e The periodic reports shall include the duration of periods when monitoring data are not collected as specified in

§ 63.1335(e)(6)(iii)(C).
f Alternatively, these devices may comply with the organic monitoring device provisions listed at the end of this table.

[65 FR 38043, June 19, 2000]

TABLE 8 TO SUBPART JJJ OF PART 63—OPERATING PARAMETERS FOR WHICH LEVELS ARE RE-
QUIRED TO BE ESTABLISHED FOR CONTINUOUS AND BATCH PROCESS VENTS AND AGGREGATE
BATCH VENT STREAMS

Device Parameters to be monitored Established operating parameter(s)

Thermal incinerator .............................. Firebox temperature ............................................ Minimum temperature.
Catalytic incinerator ............................. Temperature upstream and downstream of the

catalyst bed.
Minimum upstream temperature; and

minimum temperature difference
across the catalyst bed.

Boiler or process heater ...................... Firebox temperature ............................................ Minimum temperature.
Scrubber for halogenated vents .......... pH of scrubber effluent; and scrubber liquid and

gas flow rates [§ 63.1324(b)(4)(ii)].
Minimum pH; and minimum liquid/

gas ratio.
Absorber .............................................. Exit temperature of the absorbing liquid; and

exit specific gravity of the absorbing liquid.
Maximum temperature; and max-

imum specific gravity.
Condenser ........................................... Exit temperature .................................................. Maximum temperature.
Carbon adsorber .................................. Total regeneration steam flow or nitrogen flow,

or pressure (gauge or absolute) a during car-
bon bed regeneration cycle; and temperature
of the carbon bed after regeneration (and
within 15 minutes of completing any cooling
cycle(s)).

Maximum flow or pressure; and max-
imum temperature.
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TABLE 8 TO SUBPART JJJ OF PART 63—OPERATING PARAMETERS FOR WHICH LEVELS ARE RE-
QUIRED TO BE ESTABLISHED FOR CONTINUOUS AND BATCH PROCESS VENTS AND AGGREGATE
BATCH VENT STREAMS—Continued

Device Parameters to be monitored Established operating parameter(s)

Other devices (or as an alternate to
the requirements previously pre-
sented in this table) b.

HAP concentration level or reading at outlet of
device.

Maximum HAP concentration or
reading.

a 25 to 50 mm (absolute) is a common pressure level obtained by pressure swing absorbers.
b Concentration is measured instead of an operating parameter.

[65 FR 38145, June 19, 2000]

TABLE 9 OF SUBPART JJJ OF PART 63—ROUTINE REPORTS REQUIRED BY THIS SUBPART

Reference Description of report Due date

§ 63.1335(b) and Subpart A ...................... Refer to Table 1 and Subpart A .............. Refer to Subpart A
63.1335(e)(3) ............................................. Precompliance Report a ........................... Existing affected sources—12 months

prior to the compliance date. New af-
fected sources—with application for
approval of construction or reconstruc-
tion.

63.1335(e)(4) ............................................. Emissions Averaging Plan ...................... 18 months prior to the compliance date.
63.1335(e)(4)(iv) ........................................ Updates to Emissions Averaging Plan .... 120 days prior to making the change ne-

cessitating the update.
63.1335(e)(5) ............................................. Notification of Compliance Status b ......... Within 150 days after the compliance

date.
63.1335(e)(6) ............................................. Periodic Reports ...................................... Semiannually, no later than 60 days

after the end of each 6-month period.
See § 63.1335(e)(6)(i) for the due date
for the first report.

63.1335(e)(6)(xi) ........................................ Quarterly reports for Emissions Aver-
aging.

No later than 60 days after the end of
each quarter. First report is due with
the Notification of Compliance Status.

63.1335(e)(6)(xii) ....................................... Quarterly reports upon request of the
Administrator.

No later than 60 days after the end of
each quarter.

63.1335(e)(7)(i) .......................................... Storage Vessels Notification of Inspec-
tion.

At least 30 days prior to the refilling of
each storage vessel or the inspection
of each storage vessel.

63.1335(e)(7)(ii) ......................................... Requests for Approval of a Nominal
Control Efficiency for Use in Emis-
sions Averaging.

Initial submittal is due with the Emis-
sions Averaging Plan specified in
§ 63.1335(e)(4)(ii); later submittals are
made at the discretion of the owner or
operator as specified in
§ 63.1335(e)(7)(ii) (B).

63.1335(e)(7)(iii) ........................................ Notification of Change in the Primary
Product.

For Notification under
§ 63.1310(f)(3)(ii)—notification sub-
mittal date at the discretion of the
owner or operator.c

For Notification under
§ 63.1310(f)(4)(ii)—within 6 months of
making the determination.

a There may be two versions of this report due at different times; one for equipment subject to § 63.1331 and one for other
emission points subject to this subpart.

b There will be two versions of this report due at different times; one for equipment subject to § 63.1331 and one for other
emission points subject to this subpart.

c Note that the TPPU remains subject to this subpart until the notification under § 63.1310(f)(3)(i) is made.

[65 FR 38145, June 19, 2000]
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Subpart KKK [Reserved]

Subpart LLL—National Emission
Standards for Hazardous Air
Pollutants From the Portland
Cement Manufacturing Indus-
try

SOURCE: 64 FR 31925, June 14, 1999, unless
otherwise noted.

GENERAL

§ 63.1340 Applicability and designation
of affected sources.

(a) Except as specified in paragraphs
(b) and (c) of this section, the provi-
sions of this subpart apply to each new
and existing portland cement plant
which is a major source or an area
source as defined in § 63.2.

(b) The affected sources subject to
this subpart are:

(1) Each kiln and each in-line kiln/
raw mill at any major or area source,
including alkali bypasses, except for
kilns and in-line kiln/raw mills that
burn hazardous waste and are subject
to and regulated under subpart EEE of
this part;

(2) Each clinker cooler at any port-
land cement plant which is a major
source;

(3) Each raw mill at any portland ce-
ment plant which is a major source;

(4) Each finish mill at any portland
cement plant which is a major source;

(5) Each raw material dryer at any
portland cement plant which is a major
source and each greenfield raw mate-
rial dryer at any portland cement plant
which is a major or area source;

(6) Each raw material, clinker, or fin-
ished product storage bin at any port-
land cement plant which is a major
source;

(7) Each conveying system transfer
point at any portland cement plant
which is a major source;

(8) Each bagging system at any port-
land cement plant which is a major
source; and

(9) Each bulk loading or unloading
system at any portland cement plant
which is a major source.

(c) For portland cement plants with
on-site nonmetallic mineral processing
facilities, the first affected source in
the sequence of materials handling op-

erations subject to this subpart is the
raw material storage, which is just
prior to the raw mill. The primary and
secondary crushers and any other
equipment of the on-site nonmetallic
mineral processing plant which pre-
cedes the raw material storage are not
subject to this subpart. Furthermore,
the first conveyor transfer point sub-
ject to this subpart is the transfer
point associated with the conveyor
transferring material from the raw ma-
terial storage to the raw mill.

(d) The owner or operator of any af-
fected source subject to the provisions
of this subpart is subject to title V per-
mitting requirements.

§ 63.1341 Definitions.

All terms used in this subpart that
are not defined in this section have the
meaning given to them in the CAA and
in subpart A of this part.

Alkali bypass means a duct between
the feed end of the kiln and the pre-
heater tower through which a portion
of the kiln exit gas stream is with-
drawn and quickly cooled by air or
water to avoid excessive buildup of al-
kali, chloride and/or sulfur on the raw
feed. This may also be referred to as
the ‘‘kiln exhaust gas bypass’’.

Bagging system means the equipment
which fills bags with portland cement.

Clinker cooler means equipment into
which clinker product leaving the kiln
is placed to be cooled by air supplied by
a forced draft or natural draft supply
system.

Continuous monitor means a device
which continuously samples the regu-
lated parameter specified in § 63.1350 of
this subpart without interruption,
evaluates the detector response at
least once every 15 seconds, and com-
putes and records the average value at
least every 60 seconds, except during
allowable periods of calibration and ex-
cept as defined otherwise by the con-
tinuous emission monitoring system
performance specifications in appendix
B to part 60 of this chapter.

Conveying system means a device for
transporting materials from one piece
of equipment or location to another lo-
cation within a facility. Conveying sys-
tems include but are not limited to the
following: feeders, belt conveyors,
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Appendix A:  Emissions Calculations Page 1 of 5 TSD App A
Company Name:  South Bend AbsorbTech, L.L.C.

Address City IN Zip:  3900 W. William Richardson Drive, South Bend, Indiana 46628
Permit Number:  141-14656-00116

Plt ID:  141-00116
Reviewer:  ERG/KC

Date:  11/12/01

From CP141-5252-00116:

Stoaddard Solvent Purchases: 75,000 gallons/yr
Solvent to Waste Stream: 30,000 gallons/yr

Potential Uncontrolled VOC Emissions:
(45,000 gal/yr) * (6.43 lb/gal) * (1/6240 yr/hr) = 46.37 lb/hr
(46.37 lb/hr) * (8760 hr/yr) * (1/2000 ton/lb) = 203.1 ton/yr

Source Total Emissions
PM PM10 VOC SO2 NOx CO

Tanks 0 0 5.52 0 0 0
Solvent Usage 0 0 203.1 0 0 0
Combustion 0.35 0.35 0.26 0.03 2.85 3.9
Total 0.35 0.35 208.88 0.03 2.85 3.9



Appendix A:  Emissions Calculations Page 2 of 5 TSD App A
Company Name:  South Bend AbsorbTech, L.L.C.

Address City IN Zip:  3900 W. William Richardson Drive, South Bend, Indiana 46628
Permit Number:  141-14656-00116

Plt ID:  141-00116
Reviewer:  ERG/KC

Date:  11/12/01

Heat Input Capacity Potential Throughput
MMBtu/hr MMCF/yr

8.2 71.832

Pollutant
   PM* PM10* SO2 NOx VOC CO
Emission Factor in lb/MMCF 7.6 7.6 0.6 50 5.5 84

**see below

Potential Emission in tons/yr 0.27 0.27 0.02 1.80 0.20 3.02

*PM and PM10 emission factors are combined filterable and condensable PM and PM10, respectively.
**Emission Factors for NOx:  Uncontrolled = 100, Low NOx Burner = 50, Low NOx Burners/Flue gas recirculation = 32

Methodology

All emission factors are based on normal firing.
MMBtu = 1,000,000 Btu
MMCF = 1,000,000 Cubic Feet of Gas

Potential Throughput (MMCF) = Heat Input Capacity (MMBtu/hr) x 8,760 hrs/yr x 1 MMCF/1,000 MMBtu
Emission Factors are from AP 42, Chapter 1.4, Tables 1.4-1, 1.4-2, 1.4-3, SCC #1-02-006-02, 1-01-006-02, 1-03-006-02, and 1-03-006-03
(SUPPLEMENT D 3/98)
Emission (tons/yr) = Throughput (MMCF/yr) x Emission Factor (lb/MMCF)/2,000 lb/ton

See next page for HAPs emissions calculations.



Appendix A:  Emissions Calculations Page 3 of 5 TSD App A
Company Name:  South Bend AbsorbTech, L.L.C.

Address City IN Zip:  3900 W. William Richardson Drive, South Bend, Indiana 46628
Permit Number:  141-14656-00116

Plt ID:  141-00116
Reviewer:  ERG/KC

Date:  11/12/01

HAPs - Organics
   Benzene Dichlorobenzene Formaldehyde Hexane Toluene
Emission Factor in lb/MMcf 2.10E-03 1.20E-03 7.50E-02 1.80E+00 3.40E-03

Potential Emission in tons/yr 7.54E-05 4.31E-05 2.69E-03 6.46E-02 1.22E-04

HAPs - Metals
   Lead Cadmium Chromium Manganese Nickel
Emission Factor in lb/MMcf 5.00E-04 1.10E-03 1.40E-03 3.80E-04 2.10E-03

Potential Emission in tons/yr 1.80E-05 3.95E-05 5.03E-05 1.36E-05 7.54E-05

Methodology is the same as page 1.

The five highest organic and metal HAPs emission factors are provided above. 
Additional HAPs emission factors are available in AP-42, Chapter 1.4.



Appendix A:  Emissions Calculations Page 4 of 5 TSD App A
Company Name:  South Bend AbsorbTech, L.L.C.

Address City IN Zip:  3900 W. William Richardson Drive, South Bend, Indiana 46628
Permit Number:  141-14656-00116

Plt ID:  141-00116
Reviewer:  ERG/KC

Date:  11/12/01

Heat Input Capacity Potential Throughput
MMBtu/hr MMCF/yr

2.4 21.024

Pollutant
   PM* PM10* SO2 NOx VOC CO
Emission Factor in lb/MMCF 7.6 7.6 0.6 100 5.5 84

**see below

Potential Emission in tons/yr 0.08 0.08 0.01 1.05 0.06 0.88

*PM and PM10 emission factors are combined filterable and condensable PM and PM10, respectively.
**Emission Factors for NOx:  Uncontrolled = 100, Low NOx Burner = 50, Low NOx Burners/Flue gas recirculation = 32

Methodology

All emission factors are based on normal firing.
MMBtu = 1,000,000 Btu
MMCF = 1,000,000 Cubic Feet of Gas

Potential Throughput (MMCF) = Heat Input Capacity (MMBtu/hr) x 8,760 hrs/yr x 1 MMCF/1,000 MMBtu
Emission Factors are from AP 42, Chapter 1.4, Tables 1.4-1, 1.4-2, 1.4-3, SCC #1-02-006-02, 1-01-006-02, 1-03-006-02, and 1-03-006-03
(SUPPLEMENT D 3/98)
Emission (tons/yr) = Throughput (MMCF/yr) x Emission Factor (lb/MMCF)/2,000 lb/ton

See next page for HAPs emissions calculations.



Appendix A:  Emissions Calculations Page 5 of 5 TSD App A
Company Name:  South Bend AbsorbTech, L.L.C.

Address City IN Zip:  3900 W. William Richardson Drive, South Bend, Indiana 46628
Permit Number:  141-14656-00116

Plt ID:  141-00116
Reviewer:  ERG/KC

Date:  11/12/01

HAPs - Organics
   Benzene Dichlorobenzene Formaldehyde Hexane Toluene
Emission Factor in lb/MMcf 2.10E-03 1.20E-03 7.50E-02 1.80E+00 3.40E-03

Potential Emission in tons/yr 2.21E-05 1.26E-05 7.88E-04 1.89E-02 3.57E-05

HAPs - Metals
   Lead Cadmium Chromium Manganese Nickel
Emission Factor in lb/MMcf 5.00E-04 1.10E-03 1.40E-03 3.80E-04 2.10E-03

Potential Emission in tons/yr 5.26E-06 1.16E-05 1.47E-05 3.99E-06 2.21E-05

Methodology is the same as page 1.

The five highest organic and metal HAPs emission factors are provided above. 
Additional HAPs emission factors are available in AP-42, Chapter 1.4.






